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Foreword xvii

FOREWORD

In addition to providing an update to all of the subject material in the popular
RAC publication PRIM-i, this new publication also includes the most pertinent
military standards and handbooks dealing with Logistics and with Space Programs.
Twenty-one new documents have been added in PRIM-91.

To further assist the reader in those instances where the reference document
has been revised (i.e., a revision letter added or changed since PRIM-1 was
issued) the most significant changes to that document are summarized in the
beginning of the chapter in a bold, boxed format as shown.

This publication is intended to provide brief resumes of the most pertinent
Military Specifications, Standards and Handbooks dealing with Reliability,
Maintainability, Safety and Logistics (R, M, S, & L). It is addressed to program
managers and other individuals who need to get a good quick overview of the most
important applicable military documents in the field. It provides the user with a
single reference guide to the applicability and use of the most pertinent R, M, S & L
documents, thereby avoiding the separate ordering and review of each document to
determine its application to his program. This feature should be especially helpful
in proposal writing efforts by relatively new companies in the field, or companies
who may not be familiar with government contracting.

The book consists of fifty-nine chapters. The chapters average ten pages or less in
length and each focuses on a single specification or handbook. Each chapter gives a
brief description of the specification or handbook, explains its significance to the
program and/or phase of the programs, describes its purpose, lists any applicable
Data Item Description (DID's) and gives a brief explanation of how to use the
document and, if necessary, how to tailor the requirements of the document. It also
differentiates between those specifications which are tri-service approved and those
which are unique to a specific branch of the military.

Chapter 1 provides the reader with additional general information on
specifications, standards and handbooks and the important distinctions between
them and provides guidance to the section of the Primer most appropriate to the
reader's interest.

Reliability Analysis Center (RAC) • 201 Mill Street - Rome, NY 13440 • (315) 337-0900
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Chapter 1: Introduction 1-1

1.1 PURPOSE

When first introduced to a major system or equipment development/procurement
program having formal contractual Reliability, Maintainability, Safety and Logistics
requirements (R, M, S & L), it is easy to become dismayed by the number and the
sheer volume of the applicable military R, M, S & L specifications, standards and
handbooks. To further complicate matters, not all of the applicable documents will
be explicitly referenced in the contract and the statement of work (SOW), the request
for proposal, or the invitation to bid. Frequently it will be necessary to dig through
successive layers of documents to uncover references to other equally applicable R,
M, S & L documents.

The purpose of this publication is to assist the reader in this arduous task by pulling
together in a single location summaries of all of the most commonly referenced
military specifications, standards and handbooks on reliability, maintainability and
safety.

It is the intent of the publication to lead the reader through this maze of paper by
summarizing some fifty-nine different R, M, S & L specifications, standards and
handbooks which, collectively, contain thousands of pages. The documents
addressed vary in length from five pages to over one thousand pages and together
they contain fifty or more different appendices. (Indeed, in a few cases the
appendices to the documents are more significant to the program than the
documents themselves.)

1.2 SCOPE

The specifications, standards and handbooks synopsized in this document are
applicable (with suitable tailoring) to system and equipment development and
procurement programs of all three of the service branches, Army, Navy and Air
Force and are useful in commercial development and manufacture as well.

Since all of the documents are continually undergoing change, this publication is
necessarily a single snap-shot in time; thus, we have endeavored to indicate clearly
the most current issue of each document, the revision letter, and its date of release
at the time of this publication. Because of the frequency with which (change) notices
are issued to the documents we have not (with a few exceptions) attempted to
identify the current applicable (change) notice to each document. Therefore the
reader is cautioned to verify the revision letter, release date and all applicable
(change) notices of his required program documentation, prior to use.

All of the material in this publication is only an advisory to the use of the
specifications, standards and handbooks it addresses. This document does not
supersede, modify, replace or curtail any of the requirements of these specifications,
standards and handbooks nor should it be used in their stead.
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1.3 GENERAL INFORMATION REGARDING MILITARY SPECIFICATIONS
AND HANDBOOKS

Before looking at each of the individual detailed specifications, standards and
handbooks (Specs, Stds & Hdbks) we should address some more general topics
which will have an effect upon all of the documents to be studied. For instance,
some general questions which might be raised by the user of military specifications,
standards and handbooks, are:

1. How do I determine exactly which (Specs, Stds & Hdbks) apply to
my contract/program?

2. Which version, (revision letter, change notice, etc.) applies for each
(Spec, Std & Hdbk)?

3. Is there any significant difference between a MIL-STD and a MIL-
HDBK?

4. What is the difference between a "tri-service approved" document
and a "limited approval" document?

5. What are "Contractor Program Plans" and what impact do they
have upon my contract/program?

6. What does "Tailoring" of specification requirements refer to?
When, where and how is tailoring used?

7. What are Data Item Descriptions (DIDs) and what bearing do they
have upon each specific task?

8. How and where can I obtain the applicable copies of all of these
necessary documents?

The answer to these and other, similar questions may be found in the following

portions of this chapter.

Documents Requirements Hierarchy

It is important to understand the derivation of the reliability,
maintainability, safety and logistics program requirements and the
hierarchical structure by which the applicable document requirements are
established. In contracts for the design or development of equipment for
the military services the applicability of some military specifications and
handbooks will be stated explicitly in the Statement of Work (SOW) or in
the contract itself. The inclusion of other pertinent documents, however,
may be overlooked. It may be necessary to trace the requirements flow in a
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hierarchical manner through a number of successive documents to
determine the applicability of a specific military specification or handbook
to the program.

For additional information regarding the exact order of precedence of the
various military specifications and standards the reader is referred to MIL-
STD-143, "Standards and Specifications, Order of Precedence for the
Selection of,".

Contract, SOW, Approved Plans, Specification

The contract (of which the SOW is a part) is the top document in the
hierarchical structure.

Next in line, depending upon the nature of the program, may be a
formally approved operating plan, which the contractor has submitted
with his proposal (such as the Reliability Program Plan called for in MIL-
STD-785, Task 101 or the Maintainability Program Plan called for in MIL-
STD-470, Task 101). This document may in fact modify specific
requirements found later in military specifications and handbooks. This
approach will frequently be utilized where tailoring of specification
requirements to meet the needs of a specific program is encouraged.

"Tailoring" of MIL-STD-Requirements

In accordance with DoD Directive 4120.21 most modern MIL-STDs are
written with the intent of being tailored for each individual program
application. These standards are written as a series of specific tasks; thus,
they are intentionally structured to discourage indiscriminate blanket
applications. "Tailoring" these task requirements will help to ensure that
only the most applicable specific tasks will be selected and that the
procuring activity will provide essential information for the completion
of each of these specific tasks.

These "tailorable" standards also frequently incorporate an appendix
containing guidelines for tailoring the requirements of the standard to the
needs of a specific program. This tailoring is usually a function of the
unique characteristics of that program and its applicable life-cycle phases.

Data Item Descriptions (DIDs)

Each military standard will generally list one or more DIDs that are
applicable to the specific task or tasks. The DIDs define in detail the data
products which are to be prepared and delivered by the contractor in
fulfillment of that task. A complete up-to- date listing of all applicable
DIDs related to any specific military standard can be found in the
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Acquisition Management Systems and Data Requirements Control List
(AMSDL), DoD 5000.19-1 Volume II.

MIL-STD vs. MIL-HDBK

It is also important to distinguish between Military Standards and Military
Handbooks. Standards are primarily requirements documents which
must be adhered to while handbooks are primarily guidance documents
and do not generally include specific mandated requirements.

Submission of Contractor Program Plans

A number of R, M, S & L standards require the submission of a
contractor's proposed operating plan. Some of these operating plans are
required as a portion of the proposal while others are required to be
submitted at some later date in the program. When such a plan is
submitted to and subsequently approved by the procuring agency it then
becomes a part of the contract and must be strictly adhered to by the
contractor.

Some of these detailed contractor plans, which may be required for a
specific program, and the applicable document reference requiring their
submittal, are as follows:

- Reliability Program Plan (MIL-STD-785B, Task 101)

- Parts Control Program Plan (MIL-STD-965A)

- Integrated Reliability Test Plan Document (MIL-STD-781D, Task 101)

- Failure Reporting, Analysis and Corrective Action Plan (MIL-STD-
2155)

- System Safety Program Plan (MIL-STD-882, Task 102)

- Maintainability Program Plan (MIL-STD-470A, Task 101)

- Maintainability Demonstration Plan (MIL-STD-471A)

- FMECA Plan (MIL-STD-1629A)

- Testability Program Plan (MIL-STD-2165, Task 101)

- Electrostatic Discharge Control Program Plan (MIL-STD-1686A)
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Applicable Specification Revision

Military specifications and standards, and to a lesser degree, handbooks are
continually being revised and updated. As defined in MIL-STD-721, on
any specific program the applicable revision of a specification is the
revision which was approved as of the date of "the invitation for bid," or
"the request for proposal". The use of any later version of the document is
a matter for negotiation between the contractor and the procuring agency.
In some cases it may be to the benefit of both parties to use a subsequent
version of the document. For example, this is frequently the case with
MIL-HDBK-217 but each instance is handled on an exception basis and
must be negotiated.

* Tri-Service vs. Limited Approval Documents

Military standards and specifications may be released as either a tri-service
approved document or as a limited usage document. If an additional
suffix appears in parentheses after the basic document number, for
example (EC), it is a limited approval document i.e., it is approved by only
a single service as indicated by the preparing activity suffix. If there is no
parenthetic suffix to the basic document number the document is tri-
service approved.

* Specification Changes, Revisions and Updates

Military specifications and handbooks are frequently revised, corrected and
updated. Therefore it is important to always identify the correct version of
the applicable specification or handbook. Major revisions (i.e., those
which entail a reissue of the complete document) are identified by a single
letter suffix following the basic document number, for example MIL-
HDBK-217E. A minor revision or update is referred to as a "Change
Notice." This is an addition of new or revised pages which the user must
incorporate into the document, and not a reissue of the document.

A complete listing of the 'atest version of all military specifications,
standards and handbooks as -vell as many non-government specifications
and standards is published periodically. This list is known as the
Department of Defense Index of Specifications and Standards (DODISS).

* Other Significant R&M Military Documentation

There are also available military documents dealing with Reliability,
Maintainability, Logistics and related subjects with which the reader may
wish to be familiar other than MIL-Specs, Stds, and Hdbks. For example:
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1) There are high-level DoD Directives such as; DoD Directive 5000.20,
which address R, M, S & L. (This directive supercedes directives
dealing specifically with Reliability, Maintainability, and Logistics
such as DoD Directives 5000.40 and 5000.39)

2) The Air Force series of Regulations and Pamphlets such as; Air
Force Regulation 800-18, "Air Force Reliability and Maintainability
Program," and AFSC Pamphlet 800-27, "Part Derating Guidelines"

3) Similar documentation from other service branches such as the
Navy publication TEO0O-AB-GTP-010, "Parts Application and
Reliability Information Manual For Navy Electronic Equipment."
These publications are just a small sampling of other available R &
M documentation.

Two other documents of significance are the "DoD Reliability
Standardization Document Program Plan" and its companion "DoD
Maintainability Standardization Document Program Plan," which were
d-veloped by Rome Air Development Center (recently renamed Rome
Laboratory (RL) to define, schedule, plan and control current and future
reliability and maintainability standardization activities, including all
applicable R & M specifications, standards and handbooks within the DoD.
RL is the Lead Service Activity within the DoD for the standardization of
R&M requirements, procedures and documentation. RL updates and
issues its R&M Programs Plans bi-annually.

Availability of MIL Specs, Stds, Hdbks and Other Documents

All military specifications, standards and handbooks are available to
holders of military contracts from:

Standardization Documents Order Desk, Building 4D
700 Robbins Avenue
Philadelphia, PA 19111-5094

The DODISS is also available on microfiche as a monthly service from the
Standardization Documents Order Desk.

Military specifications, standards and handbooks may also be purchased
from licensed reprinting services such as:

Global Engineering Documents
1990 M. Street N.W., Suite 400
Washington, DC 20036
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1.4 RELIABILITY PROGRAM SPECIFICATIONS

Most reliability program requirements are derived from a single military standard,
MIL-STD-785, "Reliability Program For Systems and Equipment Development and
Production." This standard addresses various specific "numbered reliability tasks."
These tasks are described in some detail in the standard which also contains, in its
Appendix A, detailed guidelines for the tailoring of the tasks to the needs of a
specific program.

In most cases, however, one must turn to additional, more detailed standards
and/or handbooks to identify specific procedures and to derive sufficient
information to actually complete the applicable task. Some of these detailed
standards and/or handbooks are specifically referenced in MIL-STD-785; others are
not. There may also be significant changes to existing documents or issuance of new
documents, which may not be immediately reflected in MIL-STD-785 (e.g., the
issuance of MIL- STD-781D (replacing MIL-STD-781C) and the issuance of MIL-
HDBK- 781).

Figure 1-1 illustrates the relationship between the specific "numbered reliability
tasks" in MIL-STD-785 and the applicable detailed standard or handbook, where one
can be identified, whether or not that standard or handbook is actually referenced in
MIL-STD-785.

MIL-STD-785

I I I I I
Task 201, 2, 3 Task 301, 2, 3, 4 Task 204 Task 207 Task 104,5

Modeling ESS FMECA Parts FRACAS
Allocations Growth I Program FRB
Predictions Qualification

PRAT I I

IMIL-STD-1629 MIL-SD-965 MIL-STD-2 155

MIL-STD-781
MIL-STD-756 MIL-HDBK-781

I I Task 207
MIL-STD-217 MIL-HDBK-189 Parts Programs

I I I

MIL-STD-1556 MIL-BUL-103 MIL-HDBK-780
MIL-STD-983

FIGURE 1-1: RELIABILITY PROGRAM SPECIFICATIONS
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1.5 RELIABILITY PART/DESIGN-APPLICATION SPECIFICATIONS

Most of the requirements dealing with design specifics and detailed part applications
are ultimately derived from a single military standard, MIL-STD-454, "Standard
General Requirements for Electronic Equipment." This is not primarily a reliability
specification; however, the requirements which it invokes do have significant
reliability impact. The standard addresses various "numbered requirements" each
dealing with a particular area of concern related to the design.

Figure 1-2 depicts the relationship between the specific "numbered requirements" in
MIL-STD-454 and a few of the principal detailed standards or handbooks, which
most strongly influence reliability. The figure obviously portrays only a small
portion of the applicable part specifications. Others which could also have been
included deal with; relays (both conventional and solid state), inductors and
transformers, connectors, switches, etc.

MIL-STD-454

I i I I
Microcircuit Semiconductors Capacitors Resistors

Req. 64 Req. 30 Req. 2 Req. 33

MIL-STD-1562II MIL-STD-701 MIL-STD-198 MIL-STD-199,I I I I
MIL-H-38534 MIL-M-38510 MIL-I-38535 MIL-S-19500 MIL-C-XXXX MIL-R-YYYY
38534 QML 38510/sheets 38535 QML 19500/Sheets XXXX/sheets YYYY/sheets

38510 QPL 19500 QPL XXXX QPL YYYY QPL[ I,- - - I I I
MIL-STD-883 MIL-STD-750

MIL-STD-202

FIGURE 1-2: RELIABILITY PART/DESIGN-APPLICATION SPECIFICATIONS

1.6 MAINTAINABILITY AND SAFETY PROGRAM SPECIFICATIONS

Maintainability and Safety Program Specifications

As with reliability, most maintainability program requirements are
derived from a single military standard, MIL-STD-470, "Maintainability
Program For Systems and Equipment." This standard addresses various
specific "numbered maintainability tasks." These tasks are then described
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in some detail together with guidelines for the tailoring of these tasks to
the needs of a specific program.

In some cases, however, one must turn to additional, more detailed
standards and/or handbooks to derive sufficient information to actually
complete the applicable task. Some of these detailed standards and/or
handbooks are specifically referenced in MIL- STD-470, others are not.

Figure 1-3 portrays the relationship between the specific "numbered maintainability
tasks" in MIL-STD-470 and the applicable detailed standard or handbook, (where one
can be identified) whether or not that standard or handbook is actually referenced in
MIL-STD-470. In general, the maintainability standards and handbooks are not as
current as the reliability documents.

MIL-STD-470

I I

Task 301 Task 203
Demonstration Prediction Testability

I I I
MIL-STD-471 MIL-HDBK-472 MIL-STD-2165 MIL-STD-2084

FIGURE 1-3: MAINTAINABILITY PROGRAM SPECIFICATIONS

Safety

At present, the only military standard dealing with program safety
requirements is MIL-STD-882, "System Safety Program Requirements." It
is a very comprehensive document, containing numerous specific safety-
related tasks. Obviously not all of these tasks will be applicable to every
program, therefore, tailoring of these safety-related tasks and requirements
to the needs of the program is absolutely necessary for every application of
MIL-STD-882. Guidance for such tailoring is found in Appendix A of the
standard.

1.7 LOGISTICS SPECIFICATIONS

Although there are a number of different standards and handbooks dealing with
logistics it is not possible, at this time, to establish a neat hierarchical relationship
among them as was done with most of the other types of specifications found in this
primer.
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Concurrent Engineering and CALS

Two of the logistics documents deserve special attention as they represent
the "wave of the future" so to speak. They are MIL-STD-1840, "Automated
Interchange of Technical Information" and MIL-HDBK-59, "DoD
Computer-aided Acquisition and Logistic Support (CALS) Program
Implementation Guide." These two documents are the first tri-service
approved military specifications to introduce the important new concept
of "Concurrent Engineering" - the simultaneous multi-discipline team
development of both the product and production processes into the DoD
arena.

The effectiveness of the concurrent engineering design approach in
reducing both the development time and the development cost for
commercial products has made the approach an imperative for DoD also.
It is anticipated that most new DoD procurement contracts and follow-on
DoD procurement contracts will require the contractor to address the use
of concurrent engineering and will require some form of automated
interchange of technical information in lieu of paper deliverables. These
concerns can be expected to impact the contractual reliability,
maintainability, and safety requirements as well as the logistics
requirements.

1.8 FORMAT OF SUCCEEDING CHAPTERS

The material in each of the succeeding chapters of this publication has been
organized into a common format to assist the reader in quickly finding the
information which he desires. This format together with a brief description of the
type of material to be found in each applicable section is summarized as follows:

SECTION TITLE & CONTENTS

X.0 Introduction - General introductory material such as: tri-service
approved or limited approval, latest revision letter and date of
release, preparing activity and address thereof.

X.1 Reference Documents - A listing of complementary or
supplementary documents (usually other military standards,
specifications and handbooks) which describe the subject matter
in greater detail.

X.2 Definitions and Acronyms - A glossary of terms and acronyms
which may be unique to a specific discipline, given to assist the
reader. (This section is not applicable to all chapters.)
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X.3 Applicability - A general description of the intent of the
document and any major restrictions relative to its applicability.

X.4 Physical Description of the Document - A brief description of the
size of the document (page count) and the number and subject
nature of all applicable appendices.

X.5 How to Use the Document - A succinct summary explanation of
the document together with examples and sample illustrative
excerpts from the document.

X.6 Tailoring - A statement regarding the relevancy of tailoring to
this specific document and general guidance for performing such
tailoring where applicable.

X.7 Contract Data Requirements List - A listing of those deliverable
data items most frequently required relative to this task.

Reliability Analysis Center (RAC) e 201 Mill Street 9 Rome, NY 13440 e (315) 337-0900



SECTION 2

RELIABILITY PROGRAM
SPECIFICATIONS

Chapter 2 MIL-STD-721C: Definition of Terms for Reliability and
Maintainability

Chapter 3 MIL-STD-785B: Reliability Program for Systems and
Equipment Development and Production

Chapter 4 MIL-STD-1543B (USAF): Reliability Program Requirements

for Space and Launch Vehicles

Chapter 5 MIL-Q-9858A: Quality Program Requirements



CHAPTER 2:

MIL-STD-721C
DEFINITIONS OF TERMS FOR

RELIABILITY AND MAINTAINABILITY



Chapter 2: MIL-STD-721C 2-1

MIL-STD-721 is a tri-service approved document used by all branches of the military
in the specification and acquisition of quality-assured systems and equipment. The
current version is Revision "C" dated June 12, 1981. The preparing activity is:

Department of the Navy
Engineering Specifications and Standards Dept.
(SESD) (Code 5313)
Naval Air Engineering Center
Lakehurst, NJ 08733-5100

This chapter is only an advisory to the use of MIL-STD-721. It does not supersede,
modify, replace or curtail any requirements of MIL-STD-721 nor should it be used in
lieu of that standard.

2.1 REFERENCE DOCUMENTS

Additional reference documents are not applicable to MIL-STD- 721.

2.2 DEFINITIONS

This paragraph is not applicable to this chapter.

2.3 APPLICABILITY

MIL-STD-721 defines those words and terms most commonly used in association
with Reliability and Maintainability (R&M). The standard is intended to be used as
a common base for R&M definitions and to reduce the possibility of conflicts,
duplications, and incorrect interpretations either expressed or implied elsewhere in
other documentation. The definitions address the intent and policy of DoD
Directive 5000.40. Statistical and mathematical terms which have gained wide
acceptance are not defined in this standard since they are adequately addressed in
other documents. The intent of MIL-STD- 721 is to standardize meanings of terms
for the particular application and not to compile a handbook of terms.

2.4 PHYSICAL DESCRIPTION OF MIL-STD-721

MIL-STD-721 is a very simple document composed of only thirteen pages. There are
no appendices to this standard.

2.5 HOW TO USE MIL-STD-721

By including MIL-STD-721 as a contract requirement document the most germane
R&M terms are standardized and fully defined for use throughout a specific
program and commonality between different programs is assured. Terms and their
definitions included in the standard are those which are:
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1. Important in the acquisition of weapon systems for precise
definition of reliability and maintainability criteria.

2. Unique in their definitions, allowing no other meaning.

3. Expressed clearly, preferably without mathematical symbols.

Examples of terms that were intentionally avoided in the standard are those which
are:

1. Found in ordinary technical, statistical, or standard dictionary or
text having a singularly acceptable meaning when used in the
context.

2. Terms which already exist in other Military Standards outside of the
project scope.

3. Multiple word terms, unless they are needed for uniqueness.

2.6 TAILORING GUIDELINES

MIL-STD-721 was written for the sake of standardization of terms and definitions
both across different programs and within a specific program. It was not written
with the intent of modifying these terms and definitions for a specific application,
therefore the basic concept of "tailoring" does not apply to MIL-STD-721.

2.7 CONTRACT DATA REQUIREMENTS LIST (CDRL)

No deliverable data items are required by MIL-STD-721.
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As was shown in Chapter 1.0, Figure 1-1, MIL-STD-785 is the top specification in the
reliability hierarchy of specifications. It is a tri-service approved document and is
used by all branches of the military in the specification and acquisition of quality-
assured electronic systems and equipment. The current version is Revision "B"
dated September 15, 1980. The preparing activity is:

Aeronautical Systems Division
Attn: ASD/ENESS
Wright-Patterson AFB, OH 45433-6503b

This chapter is only an advisory to the use of MIL-STD-785. It does not supersede,
modify, replace or curtail any of the requirements of MIL-STD-785 nor should it be
used in lieu of that standard.

3.1 REFERENCE DOCUMENTS

Each of the individual tasks described in MIL-STD-785 is usually addressed by one or
more specific military standard.

For example, Task 104, "Failure Reporting, Analysis and Corrective Action System
(FRACAS)" is specifically addressed by MIL-STD-2155.

The following related documents are referenced in MIL-STD-785 and further detail
these tasks.

" MIL-STD-781 Reliability Testing for Engineering
Development Qualification and Production

" MIL-STD-965 Parts Control Program

" MIL-STD-1521 Technical Reviews and Audits for Systems,
Equipment and Computer Programs

" MIL-STD-1556 Government/Industry Data Exchange Program

Contractor Participation Requirements

" MIL-HDBK-217 Reliability Prediction of Electronic Equipment

" MIL-STD-756 Reliability Modeling and Prediction

"* MIL-STD-2155 (AS) Failure Reporting, Analysis and Corrective
Action System (FRACAS)

"* MIL-STD-1629 Procedures for Performing a Failure Mode,
Effects and Criticality Analysis (FMECA)
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" MIL-STD-2164 (EC) Environmental Stress Screening Process for
Electronic Equipment

" DOD-HDBK-344 Environmental Stress Screening (ESS) of
(USAF) Electronic Equipment

" MIL-HDBK-781 Reliability Test Methods, Plans, and
Environments for Engineering Development,
Qualification and Production

3.2 DEFINITIONS

This paragraph is not applicable to this chapter.

3.3 APPLICABILITY

MIL-STD-785, "Reliability Program for Systems and Equipment, Development and
P,'oduction" provides both general requirements and specific tasks for managing
reliability programs. It provides specific guidelines for the preparation and
implementation of a comprehensive reliability program.

The standard may be helpful to producers of industrial and commercial systems and
equipments as well as to the producers of military and aerospace systems and
equipments.

3.4 PHYSICAL DESCRIPTION OF MIL-STD-785

MIL-STD-785 is composed of eighteen different "Reliability Tasks" together with a
detailed description of each task. The standard itself contains approximately fifty-six
pages. There is also an additional thirty-one page appendix dealing with tailoring of
the specification requirements.

3.5 HOW TO USE MIL-STD-785

MIL-STD-785 addresses three different type of tasks: (1) Reliability Accounting
Tasks, (2) Reliability Engineering Tasks and (3) Reliability Management Tasks.
These three types of tasks may be defined as follows:

(1) Reliability Accounting Tasks focus on providing the information
essential to the acquisition, operation, and support management of
the system/ equipment.

(2) Reliability Engineering Tasks focus on the prevention, detection,
and correction of reliability design deficiencies, weak parts, and
workmanship defects. An effective reliability program stresses early
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investment in reliability engineering tasks to avoid subsequent
additional costs and schedule delays.

(3) Reliability Management Tasks are those that relate more to the
management responsibilities dealing with the program and less to
the technical details.

Table 3-1 (reproduced from MIL-STD-785) contains a listing, by task number, of each
of the specific reliability tasks defined in MIL-STD-785. Each of these reliability tasks
is explained in more detail in the following section.

3.5.1 Program Surveillance and Control Tasks

0 Task 101: Reliability Program Plan

A reliability program plan is based upon an analysis of the specified reliability
requirements and is developed during the program conceptual design phase.
The reliability program plan is a basic design tool to:

(1) Assist in managing an effective reliability program

(2) Determine, direct and control the execution of, the applicable
reliability tasks

(3) Determine that the documented procedures for implementing
and controlling reliability tasks are adequate

(4) Determine organizational adequacy to assure that appropriate
attention will be focused on reliability activities and/or problems

* Task 102: Monitor/Control of Subcontractors and Suppliers

Continual visibility of subcontractors' activities is essential so that timely and
appropriate management action can be taken as the need arises. Contractual
provisions must be included which permit the procuring activity to
participate in appropriate formal prime/ subcontractor meetings. Information
gained at these meetings can provide a basis for follow-up actions necessary to
maintain adequate visibility of subcontractors' progress including technical,
cost, and schedule considerations.

a Task 103: Program Reviews

Program reviews and Design Reviews are important management and
technical tools used to insure adequate staffing and funding. Typical program
reviews are held to:
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TABLE 3-1: MIL-STD-785 APPLICATION MATRIX

TASK PROGRAM PHASE

TASK TITLE TYPE Concept Valid FSED PROD

101 Reliability Program Plan MGT S S G G

102 Monitor/Control of MGT S S G G
Subcontractors and Suppliers

103 Program Reviews MGT S S(2) G(2) G(2)

104 Failure Reporting, Analysis, ENG N/A S G G
and Corrective Action System
(FRACAS)

105 Failure Review Board (FRB) MGT N/A S(2) G G

201 Reliability Modeling ENG S S(2) G(2) GC(2)

202 Reliability Allocations ACC S G G GC

203 Reliability Predictions ACC S S(2) G(2) GC(2)

204 Failure Modes, Effects and ENG S S(1)(2) G(1)(2) GC(1)(2)
Criticality Analysis
(FMECA)

205 Sneak Circuit Analysis (SCA) ENG N/A N/A G(1) GC(1)

206 Electronic Parts/Circuits ENG N/A N/A G GC
Tolerance Analysis

207 Parts Program ENG S S(2)(3) G(2) G(2)

208 Relibility Critical Items MGT S(1) S(1) G G

209 Effects of Functional Testing, ENG N/A S(1) G GC
Storage, Handling,
Packaging, Transportation
and Maintenance

301 Environmental Stress ENG N/A S G G
Screening (ESS)

302 Reliability ENG N/A S(2) G(2) N/A
Development/Growth Testing

303 Reliability Qualification ACC N/A S(2) G(2) G(2)
Test (RQT) Program

304 Production Reliability ACC N/A N/A S G(2)(3)
Acceptance Test (PRAT)
Program

Code Definitions

Task Type Program Phase
ACC Reliability Accounting S Selectively Applicable
ENG Reliability Engineering G Generally Applicable
MGT - Management GC - Generally Applicable to Design Changes Only

N/A - Not Applicable
(1) Requires considerable interpretation of intent to be cost effective
(2) MIL-STD-785 is not the primary implementation requirement. Other

MIL-STDs or statement of work requirements must be included to
define the requirements.
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(1) Evaluate program progress; including both technical adequacy
and the reliability of a selected design and test approach
(Preliminary Design Review).

(2) Determine the acceptability of the detail design approach,
including reliability, before commitment to production (Critical
Design Review)

(3) Periodically review progress of the reliability program, i.e., the
progress of each specified reliability task

MIL-STD-1521 provides direction for technical reviews and audits.

Task 104: Failure Reporting, Analyses, and Corrective Action Systems
(FRACAS)

Early elimination of failure causes is a major contributor to reliability growth.
The sooner failure causes can be identified the easier it is to implement
effective corrective action. A closed-loop FRACAS must be employed early in
the development phase, particularly for complex systems/equipments.

FRACAS must also assure that the disposition of failed hardware is properly
controlled to preclude premature disposal. This will help to insure that the
actual failed parts are subjected to the required analyses.

MIL-STD-2155 provides direction for the implementation of FRACAS.

a Task 105: Failure Review Board (FRB)

Acquisition of expensive, complex, or critical equipment or systems may
require formalized FRACAS proceedings controlled by a Failure Review
Board. The FRB team consists of representatives of the procuring agency and
the contractor's engineering, quality assurance and manufacturing personnel.
FRB is intended to insure that FRACAS is properly implemented; providing
additional assurance of tightly controlled reporting, analyses, and corrective
actions taken on identified failures.

MIL-STD-2155 provides direction for the implementation of FRB.

3.5.2 Design and Evaluation Tasks

• Task 201: Reliability Modeling

Reliability models of the system/subsystem/equipment are required to make
numerical apportionments and estimates. These models are also required for
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evaluating the complex equipment arrangements typical of modem systems.
Models should be developed as early as program definition permits, even if
usable numerical input data are not yet available. Early modeling can reveal
conditions where management action may be required. Models should be
continually expanded to the detail level for which planning, mission, and
system definition are firm.

Reliability models are used, together with duty cycle and mission duration
information, to develop mathematical equations which utilize the
appropriate failure rate and probability of success data to provide
apportionments, estimates, and assessments of mission reliability.

MIL-STD-756 provides the necessary instructions for reliability modeling.

Task 202: Reliability Allocations

Reliability allocations convert the system reliability requirement to specific
reliabililty requirements for each of the black boxes and lower-level items.
Being one of the first reliability tasks to be performed, it will probably require
later updating or "reallocation". Reallocation of the requirements is
performed as more detailed information regarding the design becomes
known.

0 Task 203: Reliability Predictions

Prediction is performed early in the acquisition phase to determine the
feasibility of the reliability requirement. Updates during the development
and production phases determine reliability attainability. Predictions are
important in providing engineers and management with quantitative
reliability information for day-to-day activities.

Early predictions based on the parts count method are inherently unrefined;
however, they do provide feedback to designers and managers on the
feasibility of meeting the reliability requirements. As the design progresses to
the hardware stage, predictions mature as actual design data becomes
available and is integrated into the calculations. Reliability predictions also
provide essential inputs to other related activities, i.e., maintainability, safety,
quality engineering, logistics and test planning. They establish a baseline for
estimating progress and performance. Predictions may also be used to detect
overstressed parts and pinpoint critical areas for redesign or application of
redundancy.

MIL-STD-756 and MIL-HDBK-217 provide the detailed methodology for
reliability prediction.
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a Task 204: Failure Modes, Effects, and Criticality Analysis (FMECA)

FMECA allows potential design weaknesses to be identified and appropriately
analyzed and evaluated using engineering schematics and mission
considerations. It provides systematic identification of likely modes of
failure, possible effects of each failure, and the criticality of each failure with
regard to safety, system readiness, mission success, demand for
maintenance/logistic support, or other factors.

An initial FMECA can be performed at the conceptual phase. Since limited
design definition is available, only the more obvious failure modes will be
identified. As design definition grows in the validation and development
phases, the FMECA can be expanded to successively more detail levels and
utimately, if required, to the part level.

FMECA can suggest areas where the judicious use of redundancy can
significantly improve mission reliability without unacceptable impact on
basic reliability and where other analyses, e.g., electronic parts analyses,
should made. FMECA results should be used to confirm the validity of the
models used in computing reliability estimates and subsystem or functional
equipment groupings, particularly where some form of redundancy is
included.

Detailed methodology for performing an FMECA can be found in MIL- STD-
1629.

0 Task 205: Sneak Circuit Analysis (SCA)

SCA is used to identify latent paths which may cause unwanted functions or
inhibit desired functions. It assumes that all components are functioning
properly. SCA is expensive, and is usually performed late in the design cycle
after design documentation is complete. This makes subsequent changes
difficult and costly to implement. SCA should be considered only for items
and functions which are critical to safety or mission success or where other
techniques are not effective.

* Task 206: Electronic Parts/Circuit Tolerance Analysis

This analysis examines the effects of parts/circuits' electrical tolerances and
parameters over the range of specified operating temperatures. It considers
expected component value variations due to manufacturing tolerance
variations and also their drift with time and temperature. The analysis uses
equivalent circuits and mode-matrix analysis techniques to prove that the
circuit or equipment will meet specification requirements under all required
conditions. This analysis is expensive, and its application may thus be
limited to critical circuits only.
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* Task 207: Parts Program

Parts are the building blocks from which the system is constructed. System
optimization can be achieved only by paying particular attention to parts
selection, control, and application. This task should start early in the
validation phase and continue throughout the entire development and
production life of the system.

A comprehensive parts program consists of the following elements:

- a parts control program in accordance with MIL-STD-965

- parts standardization

- documented parts application and derating guidelines

- part testing, qualification and screening

- participation in GIDEP as documented in MIL-STD-1556

The objective of the parts program is to control the selection and use of both
standard and nonstandard parts. An effective parts program requires
knowledgeable parts engineers in the employ of both the procuring activity
and the contractor.

* Task 208: Reliability-Critical Items

Reliability-Critical Items are those whose failure can significantly affect safety,
mission success, or total maintenance/logistics support costs. These items are
identified during the part selection and application process. Critical items are
prime candidates for detailed analyses, growth testing, reliability qualification
testing, reliability stress analyses, and similar techniques to reduce the
reliability risk.

Task 209: Effects of Functional Testing, Storage, Handling, Packaging,
Transportation, and Maintenance

Procedures must be established, maintained, and implemented to determine
by test and analysis (or estimation), the effects of storage, handling, packaging,
transportation, maintenance and repeated exposure to functional testing on
the design and reliability of the hardware. The results of this effort are used
to support long-term failure rate predictions, design trade-offs, definition of
allowable test exposures, retest after storage decisions, packaging, handling, or
storage requirements, and refurbishment plans. They provide some
assurance that these items can successfully tolerate foreseeable operational
and storage influences.
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3.5.3 Development and Production Test Tasks

• Task 301: Environmental Stress Screening (ESS)

ESS is a test or series of tests specifically designed to disclose weak parts and
workmanship defects requiring correction. It may be applied to parts,
components, subassemblies, assemblies, or equipment (as appropriate and
cost- effective). The intent is to remove defects which would otherwise cause
failure during later testing or field service. ESS has significant potential
return on investment during both development and production.

ESS procedures are found in MIL-STD-2164(EC), DOD-HDBK- 344(USAF),

MIL-STD-781D and MIL-HDBK-781.

Task 302: Reliability Development/Growth Testing (RDGT) Program

RDGT is a planned prequalification test-analyze-and-fix (TAAF) process in
which equipments are tested under actual, simulated, or accelerated
environments to disclose design deficiencies and defects. It is intended to
provide a basis for early incorporation of corrective actions and for
verification of their effectiveness, thus promoting reliability growth.

RDGT is intended to correct failures that reduce operational effectiveness and
failures that increase maintenance and logistics support costs. RDGT should
be conducted using the first prototype items available. RDGT procedures are
found in MIL-I-HDBK-189, MIL-STD-781D and MIL-HDBK-781.

0 Task 303: Reliability Qualification Test (RQT) Program

RQT is intended to provide to the customer reasonable assurance that the
design meets minimum acceptable reliability requirements before items are
committed to production. RQT must be operationally realistic and must
provide an estimate of demonstrated reliability. The statistical test plan
identified therein must adequately define successful and unsuccessful
operation and define acceptance criteria which limit the probability that the
true reliability of the item is less than the minimum acceptable reliability
requirement. RQT is a preproduction test; it must be completed in time to
provide management information for the production decision.

RQT procedures are documented in MIL-STD-781.

a Task 304: Production Reliability Acceptance Test (PRAT) Program

PRAT is a reliability sample testing of production hardware "as delivered." Its
purpose is to assure that the hardware has not been degraded as the result of
changes in tooling, processes, work flow, design or parts quality.
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PRAT is intended to simulate in-service evaluation of the delivered item or
production lot. It must be operationally realistic and its use may be required
to provide estimates of demonstrated reliability.

PRAT procedures are documented in MIL-STD-781.

3.6 TAILORING GUIDELINES

Tailoring of a reliability program involves primarily the planning and selection of
specific reliability tasks and the determination of the rigor with which each of these
tasks will be applied.

3.6.1 When and How to Tailor

MIL-STD-785 is written as a series of specific tasks to assist the contractor in the
development and establishment of a unique cost effective reliability program, thus
tailoring of the requirements is implicit in this approach.

Specific directions for the tailoring of the requirements of MIL- STD-785 are found

in Appendix A of the standard.

3.7 CONTRACT DATA REQUIREMENTS LIST (CDRL)

Each individual task in MIL-STD-785 has its own list of CDRL items.

The following is a list of data item descriptions associated with the reliability tasks
specified herein:

Task Applicable DID Data Requirement

101 DI-R-7079 Reliability Program Plan

103 DI-R-7080 Reliability Status Report

104 DI-RELI-80255 Failure Summary and Analysis Report

201 DI-R-7081 Reliability Mathematical Model(s)

202 DI-R-2114 Report, Reliability Allocation

203 DI-R-7082 Reliability Predictions Report

204 DI-R-7085A Failure Mode, Effects and Criticality
Analysis Report
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Task Applicable DID Data Requirement

205 DI-R-7083 Sneak Circuit Analysis Report

206 DI-R-7084 Electronic Parts/Circuits Tolerance Analysis
Report

208 DI-RELI-80685 Critical Item Control Plan

DI-R-3547 Reliability and Maintainability Report on
Commercial Equipment

DI-QCIC-81187 Quality Assessment Report

301 DI-RELI-80249 Environmental Stress Screening (ESS)
Report

302,303 DI-RELI-80250 Reliability Test Plan
304

303,304 DI-RELI-80251 Reliability Test Procedures

303,304 DI-RELI-80252 Reliability Test Reports

NOTES: Only data items specified in the CDRL are deliverable. Therefore,
those data requirements identified in the Reliability Program
Plan must also appear in the CDRL.
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MIL-STD-1543 is currently a limited usage document. It is approved by the Air Force
and is used for the specification and acquisition of ultra-high reliability electronic
systems and equipment for space and launch vehicles. The current version is
Revision "B" dated October 25, 1988. The preparing activity is:

USAF Space Division, SSD/SDMS
P.O. Box 92960
Los Angeles AFS
Los Angeles, CA 90009-2960

This chapter is only an advisory to the use of MIL-STD-1543. It does not supersede,
modify, replace or curtail any of the requirements of MIL-STD-1543 nor should it be
used in lieu of that standard.

4.1 REFERENCE DOCUMENTS

The following related documents are referenced in MIL-STD-1543 and further detail
these tasks.

" MIL-STD-721 Definitions of Terms for Reliability and
Maintainability

"* MIL-STD-756 Reliability Modeling and Prediction

"* MIL-STD-882 System Safety Program Requirements

"* MIL-STD-1521 Technical Reviews and Audits for Systems, Equipment
and Computer Programs

"* MIL-STD-1540 Test Requirements for Space Vehicles

"* MIL-STD-1546 Parts, Materials, and Processes Control Program for
Spacecraft and Launch Vehicles

"* MIL-STD-1547 Electronic Parts Materials, and Processes for Space and
Launch Vehicles

" MIL-STD-1556 Government/Industry Data Exchange Program
Contractor Participation Requirements

"* MIL-STD-1629 Procedures for Performing a Failure Mode, Effects
and Criticality Analysis (FMECA)

"* MIL-STD-1635 Reliability Growth Testing

"* MIL-STD-189 Reliability Growth Management
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MIL-HDBK-217 Reliability Prediction of Electronic Equipment

4.2 DEFINITIONS AND ACRONYMS

MIL-STD-1543 contains an extensive section on definitions and acronyms.

4.3 APPLICABILITY

MIL-STD-1543, "Reliability Program Requirements for Space and Launch Vehicles"
provides both general requirements and specific tasks for managing space-related
reliability programs. It provides specific guidelines, based upon previous space
programs, for the preparation and implementation of a comprehensive, yet cost
effective, ultra-high reliability program.

For the convenience of the user MIL-STD-1543 is organized in a manner similar to
that of MIL-STD-785, "Reliability Program for System and Equipment Development
and Production." It is, however, a separate and independent document.

4.4 PHYSICAL DESCRIPTION OF MIL-STD-1543

MIL-STD-1543 is composed of nineteen different "Reliability Tasks" together with a
detailed description of each task. The standard itself contains sixty-eight pages,
however, there are also five supporting appendixes containing an additional
twenty-one pages. The five appendixes are titled as follows:

Appendix A: Application Guidance for Implementation of MIL-STD-1543
Appendix B: Sneak Analysis Functional Clue List
Appendix C: Design Clue List
Appendix D: Potential Design Concerns
Appendix E: Application Data Requirements

4.5 HOW TO USE MIL-STD-1543

Table 4-1 (reproduced from Appendix A of MIL-STD-1543) contains a listing, by task
number, of each of the specific reliability tasks as defined in MIL-STD-1543. Each of
these reliability tasks is explained in more detail in the following section.

4.5.1 Program Surveillance and Control Tasks

0 Task 101: Reliability Program Plan

This task requires the contractor to develop a reliability program plan which
identifies and integrates all program tasks required to accomplish the
contractual reliability requirements.
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TABLE 4-1: MIL-STD-1543 APPLICATION MATRIX GUIDE

TASK PROGRAM PHASE

TASK TITLE TYPE Concept Valid FSED PROD

101 Reliability Program Plan MGT S S G G

102 Monitor/Control of Subcontractors MGT S S G G
and Suppliers

103 Program Reviews MGT S G(2) G(2) G(2)

104 Failure Reporting, Analysis, and ENG N/A S G G
Corrective Action System
(FRACAS)

10., Failure Review Board (FRB) MGT N/A S G G

201 Reliability Modeling ENG G(M) G(1) G GC

202 Reliability Allocations ACC G(1) G G GC

203 Reliability Predictions ACC S G91) G GC

204 Failure Modes, Effects and ENG S G(1) G GC
Criticality Analysis (FMECA)

205 Sneak Circuit Analysis (SCA) ENG N/A N/A G(1) GC(1)

206 Circuit and Item Stress Analysis ENG S S G GC

207 Parts Program ENG S S(2) G(2) G(2)

208 Relibility Critical Items MGT S(1) G(1) G G

209 Effects of Functional Testing, ENG N/A G(1) G GC
Storage, Handling, Packaging,
Transportation and Maintenance

210 Design for Reliability ENG S G G GC

301 Environmental Stress Screening N/A S G(1) G(1) G
(ESS)

302 Reliability Development/ ENG N/A S(1) G(1) GC(1)
Growth Testing

303 Reliability Demonstration ACC N/A S(1) G(1) S(1)

304 Production Reliability ACC N/A N/A N/A S(1)
1 Acceptance Test (PRAT) Program

ACRONYMS FOR TASK TYPE: ACRONYMS FOR PROGRAM PHASE:
ACC - Reliability Accounting S - Selectively Applicable
ENG - Reliability Engineering G - Generally Applicable
MGT - Management GC - Generally Applicable to Design Changes Only

N/A - Not Applicable

FOOTNOTES:
(1) Requires tailored application to be cost effective
(2) MIL-STD-1543 is not the primary implementation requirement other MIL-STDs or statement

of work requirements must be included to define the requirement.
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The reliability program plan shc ;d include:

a) A description of how the reliability program will be conducted to
meet the tailored requirements of the specification and the
quantitative reliability requirements.

b) A detailed description of how each reliability task is to be
performed, monitored, assessed and reported.

c) A description of the contractor's organizational element
responsible for implementing the reliability program.

d) Identification of techniques or data bases required or to be used
in performing the detailed analyses.

e) Interfaces between the reliability program and related programs
and functions.

f) A procedure for identifying and tracking those items having the

greatest impact upon reliability.

g) A description of design guidelines and parts derating criteria.

h) A description of the methods to be used for controlling subtier
contractor reliability.

Task 102: Monitor and Control of Subcontractors and Suppliers

The contractor must ensure that subcontracted items and their associated
designs are adequately defined; their reliability requirements are elucidated;
that the reliability tasks are performed in a timely manner and accurately
reflect the items ability to meet the reliability requirements; and that
sufficient testing is performed to support the reliability demonstration. He
must also ensure that subcontractors have a vigorous closed loop failure
reporting and corrective action system and that the data is integrated with the
prime contractor's FRACAS.

0 Task 103: Program Reviews

Reliability Program Reviews are required to ensure that the reliability
program is proceeding in accordance with contractual milestones and that the
specified reliability requirements will be met.

Contractor and subcontractor Preliminary Design Reviews, Critical Design
Reviews, internal design reviews, and design audits should include:

Reliability Analysis Center (RAC) * 201 Mill Street * Rome, NY 13440 a (315) 337-0900



Chapter 4: MIL-STD-1543B 4-5

a) Status of all applicable reliability tasks at the time of the review,
including progress on the task and results to date.

b) A review of current and potential reliability problems, potential
impact on the program, and plans for their resolution.

c) The reliability content of specifications, and the ability of the

current design to comply with reliability requirements.

MIL-STD-1521 provides direction for technical reviews and audits.

Task 104: Failure Reporting, Analyses, and Corrective Action System
(FRACAS)

The failure reporting system must include procedures for recording and
analysis of each failure to determine its cause, determination of actions
necessary to correct deficiencies in the failed hardware, determination of
actions necessary to eliminate the cause of the failure, verification that the
corrective action, as implemented, is adequate to correct the problem, and to
ensure that all actions are properly documented. Data from the
subcontractor's FRACAS must also be integrated into the contractor's
FRACAS.

Participation in the Government Industry Data Exchange Program (GIDEP) is
also mandated as a part of this task.

* Task 105: Failure Review Board (FRB)

This task establishes a failure review board to review failure trends,
significant failures, corrective action status, and ensure that adequate follow-
up and corrective actions are taken in a timely manner and are properly
recorded. Contractor FRB members are to include representatives from
system engineering, design engineering, reliability, parts engineering,
materials, and process engineering, system safety, manufacturing, and quality
assurance personnel.

4.5.2 Design and Evaluation Tasks

0 Task 201: Reliability Modeling

Mathematical reliability models of the system/subsystem/equipment are
required to make numerical apportionments and reliability predictions.
These models are also required for evaluating the mission probability of
success for complex equipment arrangements. These models are to be
developed using the methodology defined in MIL-STD-756 and are to include
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software, and software to hardware interfaces, as necessary to define mission
reliability.

0 Task 202: Reliability Allocations

Reliability allocations or apportionments must be performed to convert the
quantitative system reliability requirement into specific reliability criterion
for each of the lower levels of indenture. These lower level apportioned
quantitative reliability criterion then establish baseline reliability
requirements for the designers and subcontractors of each of the various
procurement items.

* Task 203: Reliability Predictions

Reliability predictions are performed to estimate the reliability of the system
and to determine if the contractual reliability requirements can be achieved
with the proposed design. The predictions are to account for and differentiate
between each mode of item operation as defined in the item specification and
the reliability program plan. The probability that the system can perform the
required mission is to be determined as a function of time for the period from
initial use through design life or wearout.

The prediction should address storage reliability, alternate missions and
alternate modes of operation. It should also include predictions for software
and firmware reliability as they relate to system reliability. MIL-HDBK-217
and "Nonelectronic Parts Reliability Data-91 (NPRD-91)", published by RAC,
provide the methodology and detailed data for reliability prediction.

0 Task 204: Failure Modes, Effects, and Criticality Analysis (FMECA)

The purpose of this task is to determine and document all possible failure
modes and their effects on mission success through a systematic analysis of
the design. The analysis is intended to identify needed reliability
improvements in a timely manner and to foster interchange of design
information with other program activities such as system safety,
instrumentation, test, and other reliability analyses.

The FMECA shall address all phases of a mission including: prelaunch
(launch preparation), launch, transfer orbit, orbit injectio- . acquisition
(normal orbital operation), reacquisition (orbit changes), and reentry.
Emphasis shall be placed on the identification and elimination of single point
failure modes (SPFM) by design, or where elimination is not feasible, on
reducing SPFM likelihood or impact by incorporating compensating features.

In addition to hardware failure mode analyses, the FMECA should include
consideration of potential system failure due to software, test equipment and
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procedures, human error, operational procedures, and loss or change in
characteristics of inputs.

The FMECA is to be conducted in accordance with MIL-STD-1629.

a Task 205: Design Concern Analysis (DCA)

This task is to identify design weaknesses which can manifest themselves as
failures or degraded performance during the useful life of the system.
Examples of design weaknesses include: inadequate redundancy provisions,
timing inconsistencies, out-of-specification operating modes, improperly
applied components, and unnecessary components. Appendix D contains
examples of potential design concerns. New failure modes identified by the
DCA are to be incorporated into the FMECA, if applicable. The ultimate
intent is for DCA to be conducted as part of a reliability and maintainability
computer-aided design (RAMCAD) system.

0 Task 206: Circuit and Item Stress Analysis

This analysis examines the effects of part and circuit parameter tolerances and
parasitic parameters over the range of specified operating life and conditions
and also to ensure compliance with approved parts derating criteria.
Sensitivity analyses are also required which relate the parts operation and
stress to circuits, modules, components, subsystems and system performance
as they are influenced by: input and output variation; line voltage variation
part parameter variation; performance demands and variations;
environmental conditions; fail safe provisions; redundancy provisions;
radiation effects; parameter drift due to aging turn-on, turn-off and state
change transients; and fatigue due to cyclical loading. Also included is a worst
case analysis performed to verify that, given reasonable combinations of parts
tolerance buildup, the circuitry being analyzed will function within
specification requirements.

• Task 207: Parts Materials and Processes (PMP) Program

The PMP program for spacecraft and launch vehicles should be planned and
accomplished in conjunction with the reliability program. It is usually
specified as a separate item in the SOW using MIL-STD-1546, appropriately
tailored.

0 Task 208: Reliability-Critical Items

The purpose of this task is to identify and control those items which require
special attention because of complexity, application of state-of-the-art
techniques, anticipated reliability problems, or the impact of potential failure
on safety, readiness, and mission success. Also, an item may be considered as
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a critical item if it contains one or more single point failure modes, or a
critically limited useful life such as a maximum total operating time or
operating cycles.

Task 209: Effects of Functional Testing, Storage, Handling, Packaging,
Transportation, and Maintenance

Procedures must be established, maintained, and implemented to determine
by test and analysis (or estimation), the effects of storage, handling, packaging,
transportation, maintenance and repeated exposure to functional testing on
the design and reliability of the product. The results of this effort are used to
support design trade-offs, definition of allowable test exposures, retest after
storage decisions, special handling, transportation, packaging, or storage
requirements, and refurbishment plans.

0 Task 210: Design for Reliability

The purpose of this task is to ensure the use of techniques which have
proven successful in achieving a reliable design. This includes: giving
preference to hardware, software, and hardware designs that have previously
performed successfully in the intended mission environment; using adequate
derating; performance of a thorough reliability analysis of the system as an
integral part of the overall system engineering analysis; optimum application
of redundancy techniques; and thorough documentation of design trade-offs.

4.5.3 Development and Production Testing Tasks

* Task 301: Environmental Stress Screening (ESS)

ESS is a test or series of tests specifically designed to disclose weak parts and
workmanship defects requiring correction. It may be applied to parts,
components, subassemblies, assemblies, or equipment (as appropriate and
cost-effective). The intent is to remove defects which would otherwise cause
failure during later testing or subsequent use.

Test requirements for parts, components,and systems used in spacecraft and
launch vehicles are specified in MIL-STD-1546, MIL-STD-1547, and MIL-STD-
1540. Some of the requirements in these documents perform an
environmental stress screening function.

* Task 302: Reliability Development Growth Testing (RDGT)

Designs for long life and high reliability space systems require sufficient
design margins to ensure long life. The limited number of systems produced
and the relatively short development period preclude sufficient testing to
identify marginal designs and hidden failure modes. Therefore, the purpose
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of this task is to conduct prequalification testing to provide a basis for
resolving a majority of reliability problems early in the development phase,
and to ensure adequate design margins appropriate to long-life, high
reliability space systems.

Guidance for conducting RDGT is contained in MIL-STD-1635 and MIL-
HDBK-189 and should be integrated with the development testing specified in
MIL-STD-1540.

* Task 303: Reliability Demonstration

Reliability demonstration is normally intended to provide to the customer
reasonable assurance that the design meets minimum acceptable reliability
requirements before items are committed to production; however, for
spacecraft and launch vehicles reliability demonstration is performed
analytically using the reliability prediction, FMECA, item failure reports, and
program test data.

* Task 304: Production Reliability Acceptance Test (PRAT) Program

This task is not applicable to spacecraft and launch vehicle contracts.

4.6 TAILORING GUIDELINES

Tailoring of a reliability program involves primarily the planning and selection of
specific reliability tasks and the determination of the rigor with which each of these
tasks will be applied.

4.6.1 When and How to Tailor

MIL-STD-1543 is written as a series of specific tasks to assist the contractor in the
development and establishment of a unique cost effective reliability program, thus
tailoring of the requirements is implicit in this approach.

Specific directions for the tailoring of the requirements of MIL- STD-1543 are found
in Appendix A of the standard.

4.7 CONTRACT DATA REQUIREMENTS LIST (CDRL)

Each individual task in MIL-STD-1543 has its own list of CDRL items as detailed in
Appendix E of the standard.

The following is a list of applicable data item descriptions associated with the
reliability tasks specified herein:
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Task Applicable DID Data Requirement

101,102 DI-R-7079 Reliability Program Plan

103 DI-A-7088 Conference Agenda

DI-A-7089 Conference Agenda

104 DI-RELI-80255 Report, Failure Summary
and Analysis

DI-QCIC-80125 ALERT/SAFE ALERT

DI-QCIC-80126 Response to ALERT/SAFE
ALERT

DI-RELI-80253 Failed Item Analysis Report

201,202 DI-RELI-80686 Reliability Allocations
203,205 Assessments, and

209,210 Analysis Report

204 DI-R-7086 FMECA Plan

DI-RELI-80687 Report, Failure Mode, and
Effects Analysis (FMEA)

206 DI-R-7084 Electronic Parts/Circuits
Tolerance Analysis Report

208 DI-RELI-80685 Critical Items List

301 DI-RELI-80249 Environmental Stress
Screening Report

DI-RELI-80251 Reliability Test and
Demonstration Procedures

302,303 DI-RELI-80250 Reliability Test Plan

304 DI-RELI-80251 Reliability Test and
Demonstration Procedures

DI-RELI-80252 Reliability Test Reports
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MIL-Q-9858 is a tri-service approved document used by all branches of the military
in the specification and acquisition of quality-assured electronic systems and
equipment. The current version is revision "A" dated December 16, 1963. There is
also, however, an "Amendment 2" to revision A of the document dated March 8,
1985. The preparing activity is:

Headquarters USAF
Directorate of Contracting and Manufacturing Policy
SAF/QCIC
Washington, DC 20330-1000

This chapter is only an advisory to the use of MIL-Q-9858. It does not supersede,
modify, replace or curtail any requirements of MIL-Q-9858 nor should it be used in
lieu of that specification.

5.1 REFERENCE DOCUMENTS

The following related documents impact and further detail these guidelines and
should also be referenced.

" MIL-I-45208 Inspection System Requirements

" MIL-STD-45662 Calibration System Requirements

5.2 DEFINITIONS AND ACRONYMS

This paragraph is not applicable to this chapter.

5.3 APPLICABILITY

MIL-Q-9858 requires the establishment of a quality program by the contractor to
assure compliance with the requirements of the contract. The program and
procedures used to implement this specification are to be developed by the
contractor, subject to review and approval by the government representative. This
specification is mandatory for use by the Departments of the Army, the Navy, the
Air Force and the Defense Supply Agency.

5.4 PHYSICAL DESCRIPTION OF MIL-Q-9858

MIL-Q-9858 is a simple nine page document. It has no appendixes.

5.5 HOW TO USE MIL-Q-9858

This specification provides detailed information on the establishment and
implementation of an effective and economical quality program, planned and
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developed in consonance with the contractor's other administrative and technical

programs.

Some of the major topics addressed by this specification are:

Section 3: Quality Program Management

Section 4: Facilities and Standards

Section 5: Control of Purchases

Section 6: Manufacturing Control

Section 7: Coordinated Government/Contractor Actions

5.6 TAILORING GUIDELINES

The document itself does not address the question of tailoring.

5.7 CONTRACT DATA REQUIREMENTS LIST (CDRL)

There are no data item descriptions required by this specification.
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MIL-STD-756 is a tri-service approved document used by all branches of the military
in the specification and acquisition, of quality-assured electronic systems and
equipment. The current version is Revision "B" dated November 18, 1981. The
preparing activity is:

Department of the Navy
Engineering Specifications and Standards Department
(SESD) (Code 5313)
Naval Air Engineering Center
Lakehurst, NJ 08733-5100

This chapter is only an advisory to the use of MIL-STD-756. It does not supersede,
modify, replace or curtail any requirements of MIL-STD-756 nor should it be used in
lieu of that standard.

6.1 REFERENCE DOCUMENTS

The following related documents also impact and further detail these tasks:

"* MIL-STD-785 Reliability Program for Systems and Equipment
Development and Production (and specifically the
following tasks herein)

Task 201 Reliability Modeling

Task 203 Reliability Predictions

"* MIL-HDBK-217 Reliability Prediction of Electronic Equipment

6.2 DEFINITIONS

This paragraph is not applicable to this chapter.

6.3 APPLICABILITY

MIL-STD-756 covers the tasks of mathematically modeling and quantitatively
predicting the reliability of an equipment design prior to fabrication. Such modeling
and prediction are essential functions in evaluating a design. The real worth of the
quantitative expression lies in the information conveyed with the value and the use
which is made of that information. Reliability models and predictions do not, in
themselves, contribute significantly to system reliability.

They do, however, provide a rational basis for design decisions such as the choice
between alternative concepts, choice of part quality levels, derating to be applied, use
of proven versus state-of-the-art techniques, and other factors. Some of the
important uses of reliability models and predictions are summarized in Table 6-1.
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TABLE 6-1: USES OF RELIABILITY MODELS AND PREDICTIONS

(1) Establishment of firm reliability requirements in planning documents,
preliminary design specifications and requests for proposals, as well as
determination of the feasibility of a proposed reliability requirement.

(2) Comparison of an established reliability requirement with state-of-the- art
feasibility, and guidance in budget and schedule decisions.

(3) Provide a basis for uniform proposal preparation and evaluation and
ultimate contractor selection.

(4) Evaluation of potential reliability through predictions submitted in
technical proposals and reports in precontract transactions.

(5) Identification and ranking of potential problem areas and the suggestion of
possible solutions.

(6) Allocation of reliability requirements among the subsystems and lower-

level items.

(7) Evaluation of the choice of proposed parts, materials, units, and processes.

(8) Conditional evaluation of the design for prototype fabrication during the
development phase.

(9) Provide a basis for trade-off analysis.

Reliability models and predictions are not used as a basis for determining the
attainment of reliability requirements. Attainment of these requirements is based
on representative test results such as those obtained by the use of MIL-STD-781,
"Reliability Testing for Engineering Development, Qualification and Production."
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MIL-STD-756 establishes the procedures and ground rules for the techniques and
data sources to be used in the formulation of reliability models and predictions so
that the modeling and prediction techniques may be uniformly applied and
interpreted.

6.4 PHYSICAL DESCRIPTION OF MIL-STD-756

MIL-STD-756 is composed of four different reliability and prediction "Tasks" and
nine distinct reliability modeling and prediction "Methods" for completing these
four tasks. The standard contains approximately ninety pages. It also has an
additional three page appendix dealing with tailoring of the specification
requirements.

6.5 HOW MIL-STD-756 IS USED

MIL-STD-756 describes two different types of tasks: Reliability Modeling and
Reliability Prediction. It also addresses two different types of reliability models,
various modeling methods and a variety of prediction techniques. The two types of
models are the Basic Reliability Model (Task 101) and the Mission Reliability Model
(Task 102). Two reliability predictions are then performed based upon these two
models (1) the Basic Reliability Prediction (Task 201) and (2) the Mission Reliability
Prediction (Task 202).

6.5.1 Reliability Models and Modeling Methods

The basic reliability model (Task 101) and its associated prediction (Task 201)
considers all of the equipment in the system while the mission reliability model
(Task 102) and its associated prediction (Task 202) consider only those equipments
essential to complete the mission. Both types of reliability must be addressed since
the mission reliability does not necessarily give any indication of the frequency of
maintenance required to keep the system operational.

Four different reliability modeling methods are presented in MIL- STD-756. They

may be described briefly as follows:

Method 1001: Conventional Probability

The purpose of the conventional probability method is to prepare a reliability
mathematical model from a reliability block diagram by means of
conventional probability relationships. The conventional probability method
is the method most commonly used and is applicable to both single function
and multifunction systems.
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Method Vl02: Boolean Truth Table

The Boolean Truth Table method prepares the reliability mathematical
model by means of Boolean algebra. The Boolean Truth Table method is
applicable to both single function and multifunction systems. This method is
more tedious than the conventional probability method but is useful when
there is familiarity with Boolean algebra.

* Method 1003: Logic Diagram

The purpose of the logic diagram method is to prepare a reliability block
diagram using logic diagrams. The logic diagram method is applicable to both
single function and multifunction systems. This method is also more tedious
than the conventional probability method but it is a short-cut method
compared to the Boolean truth table approach in combining terms to simplify
the Mission Reliability equation.

* Method 1004: Monte Carlo Simulation

The purpose of the Monte Carlo simulation method is to synthesize a system
reliability prediction from a reliability block diagram by means of random
sampling. The Monte Carlo simulation method is employed in instances
where individual equipment probabilities (or equivalent reliability
parameter) are known but the mission reliability model is too complex to
derive a general equation for solution.

The Monte Carlo simulation method does not result in a general probability
of success equation but computes the system probability of success from the
individual equipment probabilities and the reliability block diagram. A
Monte Carlo simulation can be performed manually but is invariably
performed by a computer due to the large number of repetitive trials and
calculations required to obtain a significant result. The Monte Carlo
simulation method is applicable to both single function and multifunction
systems.

Selection of a specific modeling method is usually up to the discretion of the
individual doing the modeling (whichever he/she is most comfortable with)
since all four methods should yield similar results.

6.5.2 Reliability Prediction Models

Five different prediction methods are presented in MIL-STD-756. They may be
described briefly as follows:
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0 Method 2001: Similar Item Method

This prediction method utilizrs specific experience on similar items. The
most rapid way of estimating item reliability is to compare the item under
consideration with a similar item whose reliability has previously been
determined by some means and has undergone field evaluation. This
method has a continuing and meaningful application for items undergoing
orderly evolution. Not only is the contemplated new design similar to the
old design, but small differences can easily be isolated and evaluated. In
addition, difficulties encountered in the old design are signposts to
improvements in the new design. The similar circuit method should be
considered if a similar item comparison cannot be made.

* Method 2002: Similar Circuit Method

This prediction method utilizes specific experience on similar circuits such as
oscillators, discriminator amplifiers, modulators, pulse transforming
networks, etc. This method is employed either when only one circuit is being
considered or the similar item method cannot be utilized. The most rapid
way of estimating circuit reliability is to compare the circuits of the item
under consideration with similar circuits whose reliability has previously
been determined by some means and has undergone field evaluation.
Individual circuit reliabilities can be combined into an item reliability
prediction. This method has a continuing and meaningful application for
circuits undergoing orderly evolution. Not only is the contemplated new
design similar to the old design but small differences can be easily isolated
and evaluated. In addition, difficulties encountered in the old design are
signposts to improvements in the new design.

a Method 2003: Active Element Group Method

The active element group method is termed a feasibility estimating procedure
because it is useful for gross estimates of a design in the concept formulation
and preliminary design stages. Only an estimate of the number of series
elements required to perform the design function is needed. This method
relates item functional complexity (active element groups) and application
environment to failure rates experienced in other known equipment in the
field.

a Method 2004: Parts Count Method

The parts . unt method is used in the preliminary design stage when the
number of parts in each generic type class such as capacitors, resistors, etc., are
reasonably fixed and the overall design complexity is not expected to change
appreciably during I?' stages of development and production. The parts
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count method assumes that the time of failure of the parts is exponentially
distributed (i.e., a constant hazard rate).

* Method 2005: Parts Stress Analysis Method

The parts stress analysis method is used in the detailed design stage when
there are few or no assumptions necessary about the part used, their stress
derating, their quality factors, their operating stresses or their environment in
order to determine part failure rates. These should be known factors or
factors capable of being determined, based upon the state of hardware
definition for which the part stress analysis method is applicable. Where
unique parts are used, any assumptions regarding their failure rate factors
should be identified and justified. The parts stress analysis method is the
most accurate method of reliability prediction prior to measurement of
reliability under actual or simulated use conditions. The parts stress analysis
method assumes that the time to failure of the parts is exponentially
distributed (i.e., a constant hazard rate).

Method 2003, Active Element Group Method, however, is an obsolete
method and is not recommended.

Choice of a specific prediction method among the other four available

methods is the primary means of tailoring this task (see Paragraph 6.6).

6.6 TAILORING GUIDELINES

6.6.1 When to Tailor

Since the reliability prediction process is iterative in nature, tailoring of the
reliability model and prediction is based primarily upon the program procurement
phase. As the design progresses, the hardware relationships become better defined,
thus the mathematical model of the system depicting the relationship between basic
reliability and mission reliability is refined and must be exercised iteratively to
provide reliability predictions up through the system level.

6.6.2 How to Tailor

Tailoring of these tasks involves primarily the selection of the prediction method
utilized and the rigor with which it is applied. Also, for relatively simple systems
containing no redundant elements and without alternate modes of operation or
degraded modes of operation the basic reliability model and the mission reliability
model will be identical and a single reliability prediction will suffice.

An example of tailoring based upon the procurement phase would be as follows:
During the conceptual design phase reliability predictions may be based primarily
upon comparison with similar equipment (Method 2001 and 2002). Later, during
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the preliminary design phase, a simple part count prediction (Method 2004) may be
used. In the final design phase, as more detailed design information becomes
available, a more accurate and detailed stress reliability prediction (Method 2005)
would probably be made. (The data required for performing the part count
prediction and the part stress prediction and a much more detailed description of
the methodology for both can be found in MIL- HDBK-217).

The following is a list of data items description associated with reliability, modeling
and prediction.

DI-R-7081 Reliability Mathematical Model(s)

DI-R-7982 Reliability Predictions Report(s)

DI-R-7094 Reliability Block Diagrams and Mathematical Models
Report

DI-R-7095 Reliability Prediction and Documentation of Supporting
Material

DI-R-7100 Reliability Report for Exploratory Advanced Development
Model
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MIL-HDBK-217 is a tri-service-approved document used by all branches of the
military in the specification and acquisition of quality-assured electronic equipment.
The current version of the standard is Revision "E" dated 27 October, 1986 (with
Notice 1 dated 2 January 90). The preparing activity is:

Rome Laboratory
ATTN: ERSS
Griffiss AFB, NY 13441-5700

This chapter is only an advisory to the use of MIL-HDBK-217. It does not supersede,
modify, replace or curtail any methods or requirements of MIL-HDBK- 217, nor
should it be used in lieu of that handbook.

CAUTION

At the time of publication of this PRIMER a draft version of MIL-HDBK-217F
was being circulated by DOD for industry coordination. The changes in the
"F" revision are extensive, especially in the microcircuit area. Therefore,

the reader is cautioned to verify whether or not MIL-HDBK-217F has
been officially released prior to using the guidance material contained in
this chapter.

7.1 REFERENCE DOCUMENTS

The following documents are cited in this chapter as having detailed applicability to
the reliability prediction procedures of MIL-HDBK-217:

" MIL-STD-785 Reliability Program for Systems and Equipment
Development and Production (and specifically the
following task therein)

Task 203 Reliability Prediction

"* MIL-STD-756 Reliability Modeling and Prediction (specifically,
the following methods therein)

Method 2004 Parts Count

Method 2005 Parts Stress Analysis

" NPRD-91 Nonelectronic Parts Reliability Data
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* RADC-TR-85-91 The Impact of Nonoperating Periods on Equipment
Reliability

7.2 DEFINITIONS

This paragraph is not applicable to this chapter.

7.3 APPLICABILITY

Reliability prediction provides a rational basis for design decisions such as choice
between alternative concepts, choice of part quality levels, derating to be applied, use
of proven versus state-of-the-art techniques and other factors. It can provide an
indication of the expected inherent reliability of a given design. Designers of
equipment intended for military use are often required to predict a specified
reliability level as a means of reducing reliability qualification test risk and as a
means of assuring a certain level of attained reliability.

It is essential that standards be established for techniques and data sources used in
the formulation of reliability models and predictions so that they may be applied
and interpreted uniformly. MIL-HDBK-217 establishes ground rules intended to
achieve this purpose.

MIL-HDBK-217 contains methods for calculating predicted failure rates for electronic
and electro-mechanical components. Table 7-1 illustrates the types of devices that
MIL-IDBK-217 considers.

For devices that are not contained in MIL-HDBK-217E there are other appropriate
data sources. A frequently used reference is Nonelectronic Parts Reliability Data
(NPRD-91) available from the Reliability Analysis Center, IIT Research Institute, 201
Mill Street, Rome, NY 13440-8200.
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TABLE 7-1: DEVICE MODEL TYPES CONTAINED IN MIL-HDBK-217

Microcircuit Random Logic
Random Access Memory (all types)
Read Only Memory (all types)
Microprocessor
Linear (Op Amp, Regulator, etc.)

Hybrid All types

Discrete Semiconductors Transistors (Bipolar and FET)
Diodes (all types)
Optoelectronic devices

Tubes All types

Lasers Helium/Neon
Carbon Dioxide
Solid State

Resistors All types

Capacitors All types

Inductive Devices Transformers, Coils

Rotating Devices Motors, Synchros, Resolvers,
Elapsed Time Meters

Relays All types

Switches All types

Connectors All types

7.4 PHYSICAL DESCRIPTION OF MIL-HDBK-217

MIL-HDBK-217 is a voluminous document containing approximately five hundred
and seventy pages. There are no appendices to this handbook.
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7.5 HOW TO USE MIL-HDBK-217

MIL-HDBK-217 has two methods for calculating the predicted failure rates of
component parts. They are the Part Stress Analysis (PSA) and the Part Count
Analysis (PCA). The PSA is a thorough and accurate assessment of a part's
reliability due to construction and application. It utilizes specific attribute data such
as component technology, package type, complexity and quality, as well as
application-specific data such as electrical and environmental stresses. The PCA is a
less-refined estimator relying on default values of most of the part and application-
specific parameters. The result is that the PSA is more accurate but requires more
time (and thus cost) to perform than does the PCA. The determination of which
method to use requires consideration for tailoring (see Section 7.6).

Additionally, it should be noted that the PSA and PCA methods of MIL-HDBK-217
calculate predicted failure rates for devices that are operating. In the case in which a
dormant mode is being analyzed, non-operating failure rate models should be
determined from RADC-TR-85-91, entitled "The Impact of Non-Operating Periods
on Electronic Reliability."

7.5.1 Failure Rate Models

The quality of a part has a direct effect on the part failure rate and appears in the part
models as a factor nQ. Many parts are covered by specifications that have several
quality levels, hence, the part models have values of nQ that are keyed to these
quality levels.

All part reliability models include the effects of environmental stresses through the
environmental factor, ICE, except for the effects of ionizing radiation. Descriptions of
these environments are shown in Table 7-2 taken from MIL-STD-217. The nE factor
is quantified within each part failure model. These environments encompass the
major areas of equipment use. Some equipment will experience more than one
environment during its normal use, e.g., equipment in spacecraft. In such a case,
the reliability analysis should be segmented, namely, missile launch (ML) conditions
during boost into and return from orbit, and space flight (SF) while in orbit.

Failure rate models for microelectronic parts are significantly different from those
for other parts, since they include a temperature acceleration factor 7ET, a circuit
complexity factor (C1), a package complexity factor (C2) and a device learning factor
(nL), which do not appear in failure rate models for non-microelectronic parts.
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TABLE 7-2: ENVIRONMENTAL SYMBOL AND DESCRIPTION

ENVIRONMENT HIE DESCRIPTION
SYMBOL

Ground, Benign GB Nonmobile, laboratory environment
readily accessible to maintenance;
includes laboratory instruments and test
equipment, medical electronic
equipment, business and scientific
computer complexes.

Ground, Missile Silo GMS Missiles and support equipment in
ground silos.

Ground, Fixed GF Conditions less than ideal such as
installation in permanent racks with
adequate cooling air and possible
installation in unheated buildings;
includes permanent installation of air
traffic control, radar and communications
facilities.

Ground, Mobile GM Equipment installed on wheeled or
tracked vehicles; includes tactical missile
ground support equipment, mobile
communication equipment, tactical fire
detection systems.

Space, Flight SF Earth orbital. Approaches benign ground
conditions. Vehicle neither under
powered flight nor in atmospheric
reentry; includes satellites and shuttles.

Manpack Mp Portable electronic equipment being
manually transported while in operation;
includes portable field communications
equipment and laser designators and
rangefinders.

Naval, Sheltered NS Sheltered or below deck conditions,
protected from weather; includes surface
ships communication, computer, and
sonar equipment.
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TABLE 7-2: ENVIRONMENTAL SYMBOL AND DESCRIPTION (cont'd)

ENVIRONMENT HE DESCRIPTION
SYMBOL

Naval, Unsheltered NU Nonprotected surface shipborne
equipment exposed to weather
conditions; includes most mounted
equipment and missile/ projectile fire
control equipment.

Naval, Undersea NUU Equipment immersed in salt water;
Unsheltered includes sonar sensors and special

purpose anti-submarine warfare
equipment.

Naval, Submarine N SB Equipment installed in submarines;
includes navigation and launch control
systems.

Naval, Hydrofoil NH Equipment installed in hydrofoil vessel.

Airborne, Inhabited, AIC Typical conditions in cargo compartments
Cargo occupied by aircrew without

environment extremes of pressure,
temperature, shock and vibration and
installed on long mission transport
aircraft.

Airborne, Inhabited, AIT Same as AIC but installed on high
Trainer performance aircraft such as trainer

aircraft.

Airborne, Inhabited AIB Typical conditions in bomber
Bomber compartments occupied by aircrew

without environment extremes of
pressure, temperature, shock and
vibration and installed on long mission
transport aircraft.
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TABLE 7-2: ENVIRONMENTAL SYMBOL AND DESCRIPTION (cont'd)

ENVIRONMENT HE DESCRIPTION
SYMBOL

Airborne, Inhabited AIA Same as AIC but installed on high
Attack performance aircraft such as used for

ground support.

Airborne, Inhabited AIF Same as AIC but installed on high
Fighter performance aircraft such as fighters and

intercepters.

Airborne, AUC Bomb bay, equipment bay, tail, or where
Uninhabited, Cargo extreme pressure, vibration, and

temperature cycling may be aggravated by
contamination from oil, hydraulic fluid
and engine exhaust. Installed on long
mission transport aircraft.

Airborne, AUT Same as AUC but installed on high
Uninhabited, performance aircraft such as used for
Trainer trainer aircraft.

Airborne, AUB Bomb bay, equipment bay, tail or where
Unihabited, Bomber extreme pressure, vibration and

temperature cycling may
be aggravated by contamination from oil,
hydraulic fluid and engine exhaust.
Installed on long mission bomber aircraft.

Airborrie, AUA Same as AUC but installed on high
Uninhabited, Attack performance aircraft such as used for

ground support.

Airborne, AUF Same as AUC but installed on high
Uninhabited, Fighter performance aircraft such as fighters and

intercepters.

Airborne, Rotary ARW Equipment installed on helicopters;
Winged includes laser designators and fire control

systems.
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TABLE 7-2: ENVIRONMENTAL SYMBOL AND DESCRIPTION (cont'd)

ENVIRONMENT HIE DESCRIPTION
SYMBOL

Missile, Launch ML Severe conditions related to missile
launch (air or ground), and space vehicle
boost into orbit, vehicle re-entry and
landing by parachute. Conditions may
also apply to rocket propulsion powered
flight.

Cannon, Launch CL Extremely severe conditions related to
cannon launching of 155 mm. and 5 inch
guided projectiles. Conditions apply from
launch to target impact.

Undersea, Launch USL Conditions related to undersea torpedo

mission and missile launch.

Missile, Free Flight MFF Missiles in non-powered free flight.

Airbreathing MFA Conditions related to powered flight of air
Missile, Flight breathing missile; includes cruise

missiles.

The operating failure rate model is basically the same for all monolithic
microelectronic devices, i.e.:

p = 'Q (CIRT7nV+C2KE)nL Failures/106 Hours

where:

X is the device failure rate in F/106 hours

nQ is the quality factor

XT is the temperature acceleration factor, based on technology

xV is the voltage stress derating factor
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RE is the application environment factor

C1 is the circuit complexity failure rate based on bit count

C2 is the package complexity failure rate

RL is the device learning factor

Variations (per device type) to this model occur largely in the circuit complexity
failure rate which may be based upon bit, gate or transistor count and technology.

The exception to the above failure rate model is the model for monolithic bipolar or

MOS analog microprocessor devices, which contain an additional nA analog signal

factor (= 1.24).

A typical example of a non-microelectronic part failure rate model is the following
one for discrete semiconductors:

A7~ = -Xb (RE* nA 0 nS * nR 0 nT * RC* 0 Q)

where:

Xp is the part failure rate

7b is the base failure rate for a specific type of semiconductor. (For most

other kinds of electrical parts it is usually expressed by a model relating the
influence of electrical and temperature stresses on the part).

RE and the other factors modify the base failure rate for the category of
environmental application and other parameters that affect the part
reliability

The RE and xQ factors are used in all models and other n factors apply only to

specific models. The applicability of n factors is identified in each subsection. An
overall list of n factors used in models other than microelectronics is presented in
Table 7-3 excerpted from MIL-HDBK-217.

The base failure rate (Xb) models are presented in each part subsection along with

identification of the applicable model factors. Tables of calculated Xb values are also
provided for use in manual calculations. The model equations can, of course, be
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7-10 Chapter 7: MIL-HDBK-217E

TABLE 7-3: H FACTORS FOR PART FAILURE RATE MODELS EXCEPT
MICROELECTRONICS

[I FACTOt DESCRIPTION

Common Factors - Used in all or many part categories

HE Environment - Accounts for influence of undefined environmental
variables including temperature variability. Related to application
categories (Table 7-2).

HQ Quality - Accounts for effects of different quality levels.

Discrete Semiconductors

HIA Application - Accounts for effect of application in terms of circuit
function.

HIR Power Rating - Accounts for effect of maximum power rating.

HIC Complexity - Accounts for effect of multiple devices in a single
package.

F7IS Voltage Stress - Adjusts model for voltage stress.

HIPW Pulse width factor.

1-T Temperature - Accounts for effects of temperature.

HM Matching networks - Accounts for effects of type of matching
networks.

Lasers

no Gas overfill factor.

HB Ballast factor.

n-Ios Active optical surface factor.
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TABLE 7-3: H FACTORS FOR PART FAILURE RATE MODELS EXCEPT
MICROELECTRONICS (cont'd)

H- FACTOR I DESCRIPTION

Lasers (cont'd)

HC Cleanliness factor.

HIREP Factor to convert pulse rate to time for pulsed lasers.

[IHCooL Flashlamp cooling factor.

Tubes

nC Construction tactor.

IHL Learning factor.

Fu Utilization factor.

Resistors

HIR Resistance - Adjusts model for the effect of resistor ohmic values.

HIC Construction Class - Accounts for influence of construction class of
variable resistors as defined in individual part specifications.

-Iv Voltage - Adjusts for effect of applied voltage in variable resistors in
addition to wattage included within Xb"

I-ITAPS Tap Connections on Potentiometers - Accounts for effect of

multiple taps on resistance element.

Capacitors

HSR Series Resistance - Adjusts model for the effect of series resistance in
circuit application of some electrolytic capacitors.

nCV Capacitance Values - Adjusts model for effect of capacitance related
to case size.
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TABLE 7-3: 1 FACTORS FOR PART FAILURE RATE MODELS EXCEPT
MICROELECTRONICS (cont'd)

1 FACTORI DESCRIPTION

Capacitors (cont'd)

[c Construction Factor - Accounts for effects of hermetic and
nonhermetic seals on CL & CLR capacitors.

['CF Configuration Factor - Accounts for effects of fixed and variable
constructions on CG capacitors.

inductive Devices

HIQ Family - Adjusts model for influence of family type as defined by
individual part specifications.

H71c Construction Factor - Accounts for effects of fixed and variable
constructions.

Rotating Devices

1 IS Factor related to size of synchros & resolvers.

HN Factor related to number of brushes on synchros & resolvers.

I-IT Temperature factor for elapsed-time meters.

Relays

H71C Contacts - Accounts for contact quantity and form.

HcyC Cycling - Accounts for time rate of actuation.

HIL Load - Accounts for type of contact load.

-IF Family - Accounts for construction and application.
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TABLE 7-3: [I FACTORS FOR PART FAILURE RATE MODELS EXCEPT
MICROELECTRONICS (cont'd)

[ FACTOR DESCRIPTION

Switches

I1-c Contacts - Accounts for contact quantity and form.

1-CYC Cycling - Accounts for time rate of actuation.

rIL Load - Accounts for type of contact load.

Connectors

lip Contacts - Accounts for quantity of contacts.

1-IK Cycling - Accounts for time rate of mating and unmating.

Meters

TIA Application factor.

[IF Function factor.

Incandescent Lamps

Flu Utilization factor.

[A Application factor.

incorporated into computer programs for machine processing. The tabulated values
of %b are cut off at the part ratings with regard to temperature and stress, hence, use
of parts beyond these cut-off points will overstress the part. The use of the Xb
models in a computer program should take the part limits into account. The Xb
equations are mathematically continuous beyond the part ratings but are invalid in
the overstressed regions.

All MIL-HDBK-217 part models include beth catastrophic and drift failures and are
based upon a constant failure rate, except for some rotary devices that show an
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increasing failure rate. Failures associated with connection of parts into circuit
assemblies are not included within the part failure rate models.

7.5.2 Failure Rate Calculation Example

There follows a short example of a failure rate calculation applicable to MIL-R-39008
style RCR fixed, composition, established reliability (ER) resistors and MIL-R-11 style
RC fixed, composition, resistors and where the factors are as shown in Tables 7-4
thru 7-7, excerpted from MIL-HDBK-217E.

Given: A 0.5 watt, type RCR fixed, composition, 12,000 ohm resistor per MIL- R-
39008, Level M, is being used in an airborne inhabited cargo (AIc)
environment. The resistor is operating in an ambient temperature of 60'C
and it is dissipating 0.2 watts.

Step 1: The failure rate information for this resistor is in Section 5.1.6.1 of MIL-
HDBK-217E. The part failure rate is:

Xp = X)b 0 E E °R * nQ Failure/106 Hours

Step 2: Stress ratio, S = PAPPLIED/PRATED

= 0.2/0.5
= 0.4

Step 3: From Table 7-7, entering with T = 60'C and S = 0.4

Xb = .0012 Failures/10 6 Hours

Note: If T&S were at values showing no Xb value (such as T = 90'C & S = 0.8), the

resistor would be operating above rated conditions. Redesign would be
necessary to bring the resistor within rating.

Step 4: From Table 7-4 nE = 3 for AIC

Step 5: From Table 7-5 nR = 1 for 12,000 ohms

Step 6: From Table 7-6 nQ = 1 for level M

Step 7: Xp = Xb nE * nR * nQ

= 0.0012 •3 1 * 1
Xp = 0.0036 F/106 Hrs.
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TABLE 7-4: TABLE 7-5:
ENVIRONMENTAL MODE nR, RESISTANCE FACTOR

FACTORS
Resistance Range

Environmental 7E (ohms) nR

GB 1 Up to 100K 1.0
GMS 1.2 > 0.1M to 1M 1.1

GF 2.9 < 1.0M to 10 M 1.6
GM 8.3 > 10M 2.5
Mp 8.5

NSB 4.0
NS 5.2
NU 12
NH 13 TABLE 7-6:

NUU 14 icQ, QUALITY FACTOR
ARW 19

AIC 3 Failure Rate Level 7nQ
AIT 3.5
AIB 5 S 0.03
AIA 3.5 R 0.1
AIF 6.5 P 0.3

AUC 5 M 1.0
AUT 7 MIL-R-11 5.0
AUB 10 LOWER 15.
AUA 7
AUF 15

SF 1
MEF 8.6
USL 25
ML 29
CL 490
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TABLE 7-7: MIL-R-39008 & MIL-R-11 RESISTORS,

FIXED COMPOSITION BASE FAILURE RATES, Xb

TEMP S, RATIO OF OPERATING TO RATED WATTAGE
(0C) .1 .2 .3 .4 .5 .6 .7 .8 .9 1.0

0 .00007 .00009 .00010 .00012 .00015 .00017 .00020 .00024 .00028 .00033

10 .00011 .00013 .00015 .00018 .00021 .00025 .00030 .00036 .00043 .00051

20 .00015 .00018 .00022 .00026 .00031 .00037 .00045 .00053 .00064 .00076

30 .00022 .00026 .00031 .00038 .00046 .00055 .00066 .00079 .00096 .0011

40 .00031 .00038 .00045 .00055 .00067 .00081 .00098 .0012 .0014 .0017

50 .00044 .00054 .00066 .00080 .00098 .0012 .0014 .0018 .0021 .0026

60 .00063 .00078 .00095 .0012 .0014 .0017 .0021 .0026 .0032 .0039

70 .00090 .00011 .0014 .0017 .0021 .0026 .0032 .0039 .0048 .0059

80 .0013 .0016 .0020 .0025 .0031 .0038 .0047 .0058

90 .0018 .0023 .0029 .0036 .0045 .0056

100 .0026 .0033 .0041 .0052 .0065

110 .0038 .0047 .0060

120 .0054

7.6 TAILORING GUIDELINES

MIL-HDBK-217 provides two cookbook reliability prediction procedures but does not
allow the tailoring of these procedures. The basic choice in tailoring lies between the
use of Parts Count Analysis (PCA) and Parts Stress Analysis (PSA) methods of
reliability prediction in accordance with the requirements of MIL-STD-756.

7.7 CONTRACTS DATA REQUIREMENTS LIST (CDRL)

There are no data item description (DIDs) required by MIL-HDBK-217. MIL-STD-756
is the basic governing document relative to the task of reliability prediction.
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MIL-STD-2155(AS) is currently a limited usage document. It is only approved by the
Navy and is used in the specification and acquisition of quality-assured systems and
equipment. The current version is the initial release dated July 24, 1985. The
preparing activity is:

Department of the Navy
Engineering Specifications and Standards Department
(SESD) (Code 5313)
Naval Air Engineering Center
Lakehurst, NJ 08733-5100

This chapter is only an advisory to the use of MIL-STD-2155. It does not supersede,
modify, replace or curtail any requirements of MIL-STD-2155 nor should it be used
in lieu of that standard.

8.1 REFERENCE DOCUMENTS

The following related documents also impact and further detail these tasks:

"* MIL-STD-470 Maintainability Program for Systems and
Equipment (and specifically the following task
therein)

Task 104 Data Collection, Analysis and Corrective Action
System

" MIL-STD-785 Reliability Program for Systems and Equipment
Development and Production (and specifically the
following tasks therein)

Task 104 Failure Reporting, Analysis and Corrective Action
System (FRACAS)

Task 105 Failure Review Board (FRB)

"* MIL-STD-781 Reliability Test Methods, Plans and Environments
for Engineering Development, Qualification and
Production

8.2 DEFINITIONS

This paragraph is not applicable to this chapter.
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8-2 Chapter 8: MIL-STD-2155(AS)

8.3 APPLICABILITY

MIL-STD-2155 addresses two distinct and separate functions, (1) the Failure
Reporting Analysis and Corrective Action System (FRACAS) and (2) the Failure
Review Board (FRB). Of the two activities the FRACAS is the more universal in its
application and would apply in most procurement programs. FRB is far more
limited in application and would apply to relatively few procurement programs.

8.3.1 FRACAS Description

FRACAS is a closed-loop management tool established to identify and correct
deficiencies in equipment and software and thus prevent further recurrence of these
deficiencies. It is based upon the systematic reporting and analysis of equipment
failures and software faults during manufacturing, inspection and test.

The closed-loop feature of FRACAS requires that the information obtained during
the failure analysis be disseminated to all decision-making engineers and managers
in the program. A normal FRACAS is illustrated in Figure 8-1.

FIGUE 8-:CLSEDROOP IABILUREYREPORTINGAAN

OBSERVATION TEST ofACTION INTO
DEVELOP EQUIP

DOCUMENTIATION INCORPORATEDERMN

CORRECTIVE EFFECTIENESS NO DETERMINE
ACTION INTO 1 OF CORRECTIVE N CORRECTIVE
PRODUCTON ACTION ACTION

FAILURE /

VERIFICATION

S FAILURE ROOT CAUSE

ISOLATON ,

I SUSPECT FAILURE

ITEM ANALYSIS
REP•LACEM ENT
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P---- ITEM j

VFRI FICATION

ISEARCH

FIGURE 8-1: CLOSED LOOP FAILURE REPORTING AND
CORRECTIVE ACTION SYSTEM
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8.3.2 Failure Review Board (FRB) Description

For the acquisition of certain critical (extremely expensive and complex) systems and
equipments a separate Failure Review Board may sometimes also be established to
oversee the effective functioning of the FRACAS. A closed loop FRACAS with an
FRB is illustrated in Figure 8-2

The purpose of the Failure Review Board is to provide increased management
visibility and control of the FRACAS. Its intent is the reliability and maintainability
improvement of hardware and associated software by the timely and disciplined
utilization of failure and maintenance data to generate and implement effective
corrective actions which are intended to prevent failure recurrence and to simplify
or reduce the maintenance tasks.

FOINCORPORATE
RATIUR RE ITEST CORRECTIVE

TOACTION INTO
DEVELOP EQUIP

FGR82:COELOPFAILURE REOTN7N

DOUETTO] INCORPORATE DETERMINE

CORRECTIVE SYS EFFECTIVENESS NO DETERMINE
ACTION INTO OF CORRECTIVE 3 CORREC(3VEPRODUCTION 7ACTION ACTION

VERIFICATION .01•

1 FAIUR ROOT CAUSE

SUSPFI-T" FAILURE
ITEM ANALYSIS

REPLACEMENT

VERIFICATION 
D T

SEARCH

FIGURE 8-2: CLOSED LOOP FAILURE REPORTING AND
CORRECTIVE ACTION SYSTEM WITH FAILURE REVIEW BOARD
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8.4 PHYSICAL DESCRIPTION OF MIL-STD-2155(AS)

MIL-STD-2155 is a simple document consisting of only five pages. There is also an
additional four page appendix dealing with tailoring of the specification
requirements.

8.5 HOW TO USE MIL-STD-2155(AS)

Critical to the effective implementation of a FRACAS is the orderly and timely
performance of specific procedures which have as their total purpose the
identification, illumination, and elimination of equipment faults and their causes.
Such procedures are detailed in Paragraphs 8.5.1 through 8.5.8.

8.5.1 Failure Documentaton

A closed-loop FRACAS system requires that each failure or discrepancy that occurs
during the specified inspections and tests be documented and reported. The failure
report must include sufficient information to permit identification of the failed
item, the symptoms of the failure, the test conditions at the time of the failure, any
built-in-test (BIT) indications and the item operating time at the time of failure
(when applicable).

Failure documentation should include a uniform reference identification system to
provide complete traceability of all records and actions taken for each reported
failure. Specific failure report details should be in accordance with the requirements
of DI-R-21598 for hardware failures or DI-R-2178 for software faults.

8.5.2 Failure Verification

After a failure has been documented it must be verified before further action can be
taken. Failure verification is established either by repeating the failure mode on the
reported item or by actual evidence of failure (leakage residue, damaged hardware,
BIT indication, etc.). Each time the failure is traced to a lower level replaceable
assembly the failure should be verified again at that level before proceeding further
with the analysis.

8.5.3 Failure Data

Failure reports together with any associated documentation should be gathered
together and controlled to assure data integrity and availability. Records to be
maintained should include all reported failures, failure investigations and analyses,
assignable failure causes, corrective actions taken, and the effectiveness of these
corrective actions.

Records should be organized to permit efficient data retrievability for the purpose of
establishing failure trends, providing failure summaries and status reports, utilizing
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knowledge of previous failures and failure analyses, and for corrective action
monitoring.

8.5.4 Failure Data Summaries

In large development programs, FRACAS can produce data in sufficient quantities
to overwhelm program management. Therefore concise data summaries must be
compiled so that progress may be quickly gauged during program reviews.

One simple technique is to require a monthly report on the ten most significant
failures, including the status of their corrective action. Whether this report covers
ten or twenty failures and whether it is weekly rather than monthly depends upon
the size and needs of the program. The failure data center should be responsible for
the generation and distribution of periodic failure summary information in
accordance with the requirements of DI-R-21599.

8.5.5 Failure Analysis

Each reported failure is evaluated as appropriate to determine the root cause of
failure. Investigations and analysis should consist of any applicable method (e.g.,
electrical tests, mechanical tests, chemical tests, engineering study, laboratory
dissection, X-ray analysis, microscopic inspection, etc.) that may be necessary to
determine the failure cause. The results and conclusions of failure investigations
are documented and made retrievable together with the failure reports for future
reference.

Formal laboratory failure analysis including dissection of the parts in question may
be conducted when necessary to determine the physics of failure and develop
corrective action to prevent recurrence.

Detailed laboratory failure analysis is important throughout a program, but the bulk
of this activity normally takes place during the validation and full scale
development phases when most reliability growth occurs. During production and
operation, laboratory failure analysis will still be used but its use will be limited to
the correction of deficiencies which may jeopardize the achieved reliability.

8.5.6 Corrective Action

When the root cause of a failure has been determined, a suitable corrective action is
developed which will prevent recurrence of this failure in this or similar
equipments. Examples of corrective actions include, but are not limited to, design
changes, part derating changes, test procedure changes, manufacturing technique
changes, material changes, packaging changes, etc.

In those instances where no corrective action is taken the rationale for this decision
should also be documented.
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8.5.7 Failure Report Close-Out

Upon formal concurrence on the adequacy of the corrective action, failure reports
are to be closed-out. Close-out signifies that a sound corrective action has been
identified and an implementation plan has been developed. In those cases where a
corrective action cannot be identified the failure report may be closed-out with the
consent of the cognizant quality engineer and the project engineer and the
concurrence of their respective managers. The primary consideration in such cases
is the thoroughness of the investigation and analyses performed. Procedures
should provide for the reopening of "closed-out" failure reports in the event
subsequent failures occur.

Close-out of the failure report should include a final failure cause classification, a
relevant or nonrelevant classification and a chargeable or nonchargeable
classification in addition to a statement of the corrective action taken and its
effectiveness. All closed-out failure reports should receive a final failure cause
classification.

8.5.8 Failed Equipment Disposition

A major risk in a closed loop FRACAS is the loss of pertinent data due to the
premature disposition of the failed equipment. Therefore, all failed items should be
conspicuously marked or tagged and controlled to assure proper disposition. Failed
items should not be opened, distributed, or mishandled to the extent of obliterating
facts which might be pertinent to the analysis. Failed items should be controlled
pending authorized disposition after completion of failure analysis.

8.6 TAILORING GUIDELINES

A single FRACAS program cannot be mandated for all procurements. There are
definite limits to the resources in time, money and engineering manpower to be
expended on an analysis of a particularly complex failure occurrence or the
implementation of preferred corrective action. FRACAS must be tailored to the
unique limits of a given procurement. These limits are determined by the criticality
of the system and/or equipment as well as by the available technology and other
resources.

8.6.1 When and How to Tailor

General directions for the tailoring of the requirements of MIL- STD-2155 are found
in Appendix A of the standard.
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8.7 CONTRACT DATA REQUIREMENTS LIST (CDRL)

The following data item descriptions (DIDs) are associated with FRACAS, FRB and
MIL-STD-2155 requirements.

DI-R-21597 Failure Reporting, Analysis and Corrective Action

System Plan

DI-R-21598 Failure Report

DI-E-2178A Computer Software Trouble Report

DI-R-21599 Development and Production Failure Summary
Report
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MIL-STD-781 is a tri-service-approved document used by all branches of the military
in the specification and acquisition of quality-assured electronic systems and
equipment. The current version is Revision "D" dated October 17, 1987. The
preparing activity is:

Department of the Navy
Space and Naval Warfare Systems Command
ATTN: SPAWAR 003-121
Washington, DC 20363-5100

This chapter is only an advisory to the use of MIL-STD-781. It does not supersede,
modify, replace or curtail any requirements of MIL-STD-781 nor should it be used in
lieu of that standard.

9.1 REFERENCE DOCUMENTS

The following documents also impact and further detail these tasks:

" MIL-STD-785 Reliability Program for Systems and Equipment
Development and Production (and specifically the
following tasks therein)

Task 301 Environmental Stress Screening (ESS)

Task 302 Reliability Development/Growth Test (RDGT)
Program

Task 303 Reliability Qualification Test (RQT) Program

Task 304 Production Reliability Acceptance Test (PRAT)
Program

"* MIL-HDBK-781 Reliability Test Methods, Plans, and Environments
for Engineering Development, Qualification, and
Production

"* MIL-HDBK-189 Reliability Growth Management

9.2 DEFINITIONS

The meanings of many of the terms and acronyms used in reliability testing are
unique to the field. Therefore, the following terms and acronyms are defined here
to clarify their meanings as used in MIL-STD-781 and MIL-HDBK-781.
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Consumer's Risk ) - This is the probability of accepting equipment with a true
mean-time-between-failures (MTBF) equal to the lower test MTBF (01). The

probability of accepting equipment with a true MTBF less than the lower test

MTBF (01) will be less than (p).

Producer's Risk (a) - This is the probability of rejecting equipment with a true
MTBF equal to the upper test MTBF (01). The probability of rejecting

equipment with a true MTBF greater than the upper test MTBF will be less
than (a).

Discrimination Ratio (d) - This is one of the standard (MIL-HDBK-781) test plan
parameters; it is the ratio of the upper test MTBF (00) to the lower test MTBF

(01); that is, d = 00/01.

Lower Test MTBF (01). - This is the MTBF value that is unacceptable. The

standard (MIL-HDBK-781) test plans will reject, with high probability,
equipment with a true MTBF that approaches (01).

Upper Test MTBF (02) - This is an acceptable value of MTBF equal to the

discrimination ratio times the lower test MTBF (01). The standard (MIL-HDBK-
781) test plans will accept, with high probability, equipment with a true MTBF

that approaches (00). This value (00) must be realistically attainable, based on

experience and information.

9.3 APPLICABILITY

MIL-STD-781 specifies the general requirements and specific tasks for reliability
testing during development, qualification, and production of systems and
equipment. It establishes the tailorable requirements for reliability testing
performance during integrated test programs specified in MIL-STD-785. Task
descriptions for Reliability Development/Growth (RDGT), Reliability Qualification
Testing (RQT), Production Reliability Acceptance Tests (PRAT), and Environmental
Stress Screening (ESS) are defined in the standard. Tasks specified in this standard
are to be selectively applied in DOD contracted procurements, requests for proposals,
statements of work (SOWs), and Government in-house developments which
require reliability testing of systems and equipment.
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9.4 PHYSICAL DESCRIPTION OF MIL-STD-781

MIL-STD-781 is composed of eleven different reliability-testing- related "Tasks".
The standard is approximately fifty-seven pages in length and there are no
appendices to this standard.

9.5 HOW TO USE MIL-STD-781

MIL-STD-781 addresses four different types of tasks: (1) Test Planning and Control,
(2) Development Testing, (3) Reliability Accounting Tests and (4) Environmental
Stress Screening. These four types of tasks may be described briefly as follows:

(1) Test Planning and Control tasks cover the detailed planning, continuous
control and proper documentation of the status and final results of the
tests.

(2) Development Testing is performed to identify thermal and vibration
characteristics of the equipment prior to formal qualification testing, it is
also used to identify weaknesses and errors in the design and to institute
effective corrective actions.

(3) Reliability Accounting Tests are those which determine compliance with
specified performance and reliability requirements.

(4) Environmental Stress Screening covers those tasks designed to detect and

correct latent manufacturing defects.

9.5.1 Test Planning and Control Tasks

0 Task 101: Integrated Reliability Test Plan Document

The purpose of this task is to develop an integrated test plan which identifies
the reliability tests required by the contract and integrates them into a
comprehensive reliability test program. It identifies and integrates all tests
that provide data for evaluating the reliability of systems and equipment.

• Task 102: Reliability Test Procedure

This task develops detailed test procedures for each reliability test included in
the integrated reliability test plan document after its approval by the
procuring activity. Usually a separate test procedure is prepared for each test
in the integrated test plan document.
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Task 103: Reliability Growth Planning

The purpose of this task is to develop a reliability growth planning curve
which details the plan for achieving specified reliability values and which
provides a means for tracking reliability growth and monitoring progress as
the test proceeds. This is usually a graphical portrayal to indicate what the
reliability value is and what it should be at various points in a full-scale
development if conformance to the reliability requirements is to be achieved.

The reliability growth planning curve is based upon data from previous
development programs for items of the same type being developed. These
data are analyzed to determine the length of the reliability growth period and
to provide management with a means of monitoring progress during the test.

0 Task 105: Joint Test Group

A joint test group (JTG) is established to provide coordination throughout the
reliability test program and to periodically review all test data including
subcontractor reliability qualification, and acceptance test data. The JTG,
composed of both government and contractor personnel, may approve on-
the- spot changes to previously-approved preventive maintenance schedules
and detailed test procedures.

0 Task 106. Reliability Test Reports

This task provides for the preparation of reliability test reports which
periodically summarize test results obtained to date and other pertinent
information including summaries of failures, failure analyses, and
recommended or implemented corrective actions. The final reliability test
report also includes a general analysis of equipment reliability and applicable
graphical presentation of the pertinent data.

9.5.2 Development Testing Tasks

* Task 201: Survey Testing

Thermal and vibration survey testing are to be conducted on a sample of the
equipment to determine the level of equipment thermal stabilization
(identify hot spots and establish the time- temperature relationships) and to
search for resonant conditions and other design weaknesses. This survey
testing must be performed prior to the start of reliability growth testing and,
when specified, prior to the commencement of reliability qualification testing
and ESS. Equipment samples selected for reliability testing are not normally
used for survey testing unless specifically authorized by the procuring
activity.
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0 Task 202: Reliability Development/Growth Test

The reliability development/growth test (RDGT), also known as test, analyze,
and fix (TAAF) provides the basis for resolving reliability problems and
incorporating corrective actions into the equipment design. The RDGT test
incorporates performance monitoring, failure detection, failure analysis, and
verification of design corrections which minimize the recurrence of
equipment failures in the future. Additional details may be found in MIL-
HDBK-189 and MIL-STD-2155.

9.5.3 Reliability Accounting Tasks

* Task 301: Reliability Qualification Test

The purpose of this task is to demonstrate that the equipment design
conforms to specified performance and reliability requirements under the
specified combined environmental conditions. The test plans utilized and

the appropriate a, 0, and discrimination ratio are selected from those found
in MIL- HDBK-781, Section 4 and approved by the procuring activity.

0 Task 302: Production Reliability Acceptance Test

Production Reliability Acceptance Test (PRAT) is typically conducted upon
samples of production equipment to determine that they continue to
conform to the specified performance and reliability requirements under
specified environmental conditions. PRAT is normally conducted under the
same combined environmental test conditions used in the reliability
qualification tests.

Lot sizes and the rules for sample selection are specified by the procuring
activity. The test plans utilized and the appropriate a, 03, and discrimination
ratio are selected from those found in MIL-HDBK-781, Section 4 and approved
by the procuring activity.

9.5.4 Environmental Stress Screening

* Task 401: Environmental Stress Screening

This task formulates and implements environmental stress screening (ESS)
to detect and correct latent manufacturing defects (marginal and defective
parts, and other anomalies) before the initiation of reliability accounting tests.
ESS may be performed at various levels of assembly and at different assembly
levels at different times in the program.
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9.6 TAILORING GUIDELINES

Tailoring is implicit in MIL-STD-781. The standard is written as a series of specific
tasks, and the first tailoring decision is the choice of the specific tasks to be
performed. This decision is dependent primarily upon the nature of the program
and the applicable life-cycle phase of the program. Then each of the selected tasks
must also be tailored as outlined below.

9.6.1 When and How to Tailor

0 RDQT Tailoring

Tailoring of reliability development/growth testing involves the selection of
the combination of environmental test conditions to be applied and the
duration of the test.

* RQT Tailoring

Tailoring of reliability qualification testing involves primarily the planning
and selection of a specific predetermined test plan from MIL-HDBK- 781,
Section 4 and the applicable environmental test profile.

a PRAT Tailoring

Tailoring of production reliability acceptance testing involves the selection of
a specific predetermined test plan from MIL- HDBK-781, Section 4 and
determination of the sampling plan to be utilized in sample selection.

* ESS Tailoring

Tailoring of ESS involves first the determination of the assembly level or
levels at which ESS will be performed and the selection of the environmental
stresses and stress levels which will be utilized.
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9.7 CONTRACT DATA REQUIREMENTS LIST (CDRL)

The following is a list of data item descriptions associated with reliability testing in
accordance with MIL-STD-781D together with each DID utilized with each applicable
task.

TASK DID DATA REOUIREMENT

101 DI-RELI-80250 Reliability Test Plan

102 DI-RELI-80251 Reliability Test Procedures

103 DI-RELI-80250 Reliability Test Plan

106 DI-RELI-80252 Reliability Test Report

201 DI-RELI-80247 Thermal Survey Report
DI-RELI-80248 Vibration Survey Report

202 DI-RELI-80250 Reliability Test Plan
DI-RELI-80251 Reliability Test Procedures
DI-RELI-80252 Reliability Test Report
DI-RELI-80253 Failed Item Analysis Report
DI-RELI-80254 Corrective Action Plan
DI-RELI-80255 Failure Summary and Analysis Report

301 DI-RELI-80250 Reliability Test Plan
DI-RELI-80251 Reliability Test Procedures
DI-RELI-80252 Reliability Test Report
DI-RELI-80253 Failed Item Analysis Report
DI-RELI-80254 Corrective Action Plan
DI-RELI-80255 Failure Summary and Analysis Report

302 DI-RELI-80250 Reliability Test Plan
DI-RELI-80251 Reliability Test Procedures
DI-RELI-80252 Reliability Test Report
DI-RELI-80253 Failed Item Analysis Report
DI-RELI-80254 Corrective Action Plan
DI-RELI-80255 Failure Summary and Analysis Report

401 DI-RELI-80249 Environmental Stress Screening Report
DI-RELI-80250 Reliability Test Plan
DI-RELI-80251 Reliability Test Procedures
DI-RELI-80253 Failed Item Analysis Report
DI-RELI-80255 Failure Summary and Analysis Report
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MIL-HDBK-781 is a tri-service approved document used by all branches of the
military in the specification and acquisition of quality-assured electronic systems
equipment. The current version is the initial release dated July 14, 1987. The
preparing activity is:

Department of the Navy
Space and Naval Warfare Systems Command
ATTN: SPAWAR 003-121
Washington, DC 20363-5100

This chapter is only an advisory to the use of MIL-HDBK-781. It does not supersede,
modify, replace or curtail any requirements of MIL-HDBK-781 nor should it be used
in lieu of that handbook.

10.1 REFERENCE DOCUMENTS

The following documents also impact and further detail these tasks:

" MIL-STD-785 Reliability Program for Systems and Equipment
Development and Production (and specifically the
following tasks therein)

Task 301 Environmental Stress Screening (ESS)

Task 302 Reliability Development/Growth Test (RDGT)
Program

Task 303 Reliability Qualification Test (RQT) Program

Task 304 Production Reliability Acceptance Test (PRAT)
Program

"* MIL-STD-781 Reliability Testing for Engineering Development,
Qualification, and Production

"* MIL-STD-2164 Environmental Stress Screening Process for
Electronic Equipment

"* MIL-HDBK-189 Reliability Growth Management

10.2 DEFINITIONS

The meanings of many of the terms and acronyms used in reliability testing are
unique to the field and thus may be unfamiliar to the reader. Therefore, the
following terms and acronyms are defined here to clarify their meanings as used in
MIL-HDBK-781.
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Consumer's Risk (P) - This is the probability of accepting equipment with a true

mean-time-between-failures (MTBF) equal to the lower test MTBF (01). The

probability of accepting equipment with a true MTBF less than the lower test MTBF

(01) will be less than (P).

Producer's Risk (a) - This is the probability of rejecting equipment with a true MTBF

equal to the upper test MTBF (00). The probability of rejecting equipment with a

true MTBF greater than the upper test MTBF will be less than (a).

Discrimination Ratio (d) - This is one of the standard (MIL-HDBK-781) test plan

parameters; it is the ratio of the upper test MTBF (00) to the lower test MTBF (01);

that is, d = 00/01.

Pattern Failure - The occurrence of two or more failures of the same part in identical
or equivalent applications when the failures are caused by the same basic failure
mechanism and the failures occur at a rate which is inconsistent with the part's
predicted failure rate.

Chargeable Failure - A relevant, independent failure of equipment under test and
any dependent failures caused thereby which are classified as one failure and used to
determine contractual compliance with acceptance and rejection criteria.

Lower Test MTBF (01) - This is the MTBF value that is unacceptable. The standard

test plans (as defined in MIL-HDBK-781) will reject, with high probability,

equipment with a true MTBF that approaches (01).

Upper Test MTBF (00) - This is an acceptable value of MTBF equal to the

discrimination ratio times the lower test MTBF (01). The standard test plans (as

defined in MIL-HDBK-781) will accept, with high probability, equipment with a true

MTBF that approaches (00). This value (00) must be realistically attainable, based on

experience and information.

10.3 APPLICABILITY

MIL-HDBK-781 is designed to be used in conjunction with MIL-STD-781. It explains
the techniques used in reliability testing and also provides reliability engineers and
managers with a menu of test methods, test plans and test environmental profiles
which can be utilized to tailor the reliability testing performed during the
development, qualification, and production of systems and equipment as specified
in MIL-STD-785. The most appropriate material may be selected for each program
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and incorporated into the tailored reliability test programs, derived from MIL-STD-
781, for Reliability Development/Growth Testing (RDGT), Reliability Qualification
Testing (RQT), Production Reliability Acceptance Testing (PRAT), and
Environmental Stress Screening (ESS).

10.4 PHYSICAL DESCRIPTION OF MIL-HDBK-781

MIL-HDBK-781 contains the supporting material for the eleven different reliability-
testing-related "Tasks" which are defined in MIL-STD-781. The handbook is
approximately three hundred and sixty pages in length. It has no appendices as
such, but rather it contains seventy-two pages of basic text followed by approximately
two hundred and ninety pages of reference tables and figures.

10.5 HOW TO USE MIL-HDBK-781

Section 4 of MIL-HDBK-781 provides the technical and mathematical background
for selecting the test methods and test plans required to implement the test
programs specified in MIL-STD-781. The handbook provides test methods and test
plans which can be used when performing the reliability test programs specified in
Tasks 200, 300, and 400 of MIL-STD-781. Methods are also provided in the handbook
for evaluating data generated during RDGT and ESS programs. Test plans are
provided for MTBF assurance, fixed-duration and sequential reliability
demonstration, assessment test and all-equipment reliability tests. These test plans
can be selected for use in RQT and PRAT.

10.5.1 Test Methods

0 Growth Monitoring Methods

Two growth monitoring (data evaluation) methods are described in the
handbook: the Duane method and the Army Material Systems Analysis
Agency (AMSAA) method. The Duane Method is a nonstatistical technique
which can be used to graphically plot changes in reliability. The AMSAA
Method is based on the assumption that times between successive failures can
be modeled as the intensity function of a nonhomogenous Poisson process.
This intensity function is expressed as a multiple of the cumulative test time
raised to some power. The Duane and AMSAA methods are described in
greater detail in MiL-HDBK-189.

ESS Evaluation Methods

The handbook describes two ESS evaluation methods which may be used to
provide a means to determine when the ESS procedures should be
terminated. One of the methods also provides a technique for calculating a
required ESS time interval (which must be satisfied to stop screening) prior to
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the start of the ESS. The decision in the second method is determined by the
use of arbitrary times based on historical data.

10.5.2 Test Plans

The MTBF assurance tests and the standard test plans described in this handbook
provide a wide selection of tests suitable for tailoring to conform to the
requirements of any reliability program.

0 MTBF Assurance Tests

The MTBF assurance tests use a failure-free interval concept to verify MTBF.
These tests provide a desired assurance that a minimum specified MTBF
level is achieved in addition to providing assurance that early defect failures
have been eliminated. The tests can be used on production equipments
which have previously passed qualification testing. The MTBF assurance test
provides the producer with a high probability of success.

0 Standard Test Plans

The standard test plans contain statistical criteria for determining compliance
with specified reliability requirements. These are based on the assumption
that the underlying distribution of times-between-failures is exponential.
The exponential assumption implies that the equipment exhibits a constant
failure rate; therefore, these tests cannot be used for the purpose of
eliminating either design defects or infant mortality failures. The standard
test plans defined in this handbook are categorized as follows:

a. Probability Ratio Sequential Test Plans (PRST)
(Test Plans I-D through VI-D)

b. Short-run high-risk PRST Plans
(Test Plans VII-D through VIII-D)

c. Fixed-duration Test Plans
(Test Plans IX-D through XVII-D and XIX-D through XXI-D)

d. All-equipment Reliability Test Plan
(Test Plan XVIII-D)

These statistical test plans are to be used to determine contractual compliance
with pre-established acceptance-reject criteria and should not be used to
project equipment MTBF.
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10.5.3 Test Method and Test Plan Selection

The test methods and test plans to be used in RDGT, RQT, PRAT, and E•S are
selected from the following material. The test methods or test plans should be
specified in the contract and the equipment specification and described, in detail, in
the reliability test plan documentation.

a Reliability Growth Monitoring

The reliability growth monitoring method should be selected under
conditions where parameters of the time-to-failure distribution are expected
to be changing with time.

* ESS

The ESS methods are to be used to eliminate early defects (infant mortality).
The Standard Environmental Stress Screen is a form of ESS used when it
must be verified that equipment, which has passed previous reliability
testing, has not been degraded by the production process.

* MTBF Assurance

The MTBF assurance test can be used to provide assurance that a minimum
specified MTBF has been achieved and that early defect failures have been
eliminated.

* Fixed Duration Test

A fixed-duration test plan must be selected when it is necessary to obtain an
estimate of the true MTBF demonstrated by the test, as well as accept- reject
decision, or when total test time must be known in advance.

* PRST

A sequential test plan may be selected when it is desired to accept or reject
predetermined MTBF values (00,01) with predetermined risks of error (aP),

and when uncertainty in total test time is relatively unimportant. This test
will save test time, as compared to fixed-duration test plans having similar
risks and discrimination ratios, when the true MTBF is much greater than

(00) or much less than (01).

* All Equipment Test

The all-equipment test plan may be selected when all units of the production
run must undergo a reliability lot acceptance test.
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These statistical test plans are to be used to determine contractual compliance with
pre-established accept-reject criteria and should not be used to project equipment
MTBF.

10.5.4 Test Method and Test Plan Parameter Selection

0 Equipment Performance

The parameters to be measured during reliability tests and the acceptance
limits should be determined by the performance requirements of the
equipment design control specification and should be included in the test
procedures.

a Equipment Quantity

The number of equipments to be tested, not necessarily simultaneously, shall
be determined as described in the handbook or as specified in the contract.

* Test Duration

The test duration for RDGT should be specified in advance, by the
government. During the test program, additional test time may be specified if
needed to achieve reliability goals. ESS time is a variable, which depends on
lot size, failure distribution of early failures, types of environmental stress
applied, and stress levels. Some maximum allowable test time should be
used for test planning. For sequential test plans, test duration should be
planned on the basis of maximum allowable test time (truncation), rather
than the expected decision point, to avoid the probability of unplanned test
cost and schedule overruns. Testing should continue until the total unit
hours together with the total count of relevant equipment failures permit
either an accept or reject decision in accordance with the specified test plan.
However, for the all-equipment reliability test, testing should continue until
a reject decision is made or all contractually required equipment has been
tested. Equipment ON time (that is, equipment operating time) should be
used to determine test duration and compliance with accept- reject criteria.
Testing should be monitored so that the times of failure may be recorded
accurately. The monitoring instrumentation and techniques and the method
of estimating MTBF should be included in the proposed reliability test
procedures. Each equipment should operate at least one- half the average
operating time of all equipment on test. The duration of fixed-time tests
should be specified in the request for proposal, contract, and equipment
specification. This test duration should be the maximum allowed by the
schedule and fiscal constraints of the program.
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0 Decision Risks

The consumer's risk (13) is the probability that equipment with MTBF equal to
the lower test MTBF will be accepted by the test plan. The producer's risk (cc)
is the probability that equipments with MTBF equal to the upper test MTBF
will be rejected by the test plan. In general, the use of low risk decision will
result in longer test time. However, low risk decisions provide protection
against the rejection of satisfactory equipment or acceptance of unsatisfactory
equipment. For each of the truncated sequential plans (PRST), the exact risks
were calculated. Shifts in the accept-reject lines and truncation points were
then made to bring the true risks closer to the designated risks and to make
the two risks more nearly equal for each plan. The decision risks of the all-
equipment reliability test vary with the total test time and have little
significance as a reason for choosing this plan.

0 Discrimination Ratio

The discrimination ratio (d) is a measure of the power of the test to reach a
decision quickly and, together with the decision risks, defines a sequential
test's accept-reject criteria. In general, the higher the discrimination ratio, the
shorter the test. The discrimination ratio (and the corresponding test plan)
must be chosen carefully to prevent the resulting (00) from becoming
unattainable due to design limitations.

10.6 TAILORING GUIDELINES

Tailoring is implicit in MIL-HDBK-781. MIL-STD-781 the companion document to
MIL-HDBK-781, is written as a series of specific tasks, and the first tailoring decision
is the choice of the specific tasks to be performed. This decision is dependent
primarily upon the nature of the program and the applicable life- cycle phase of the
program. Then each of the selected tasks must also be tailored as outlined below.

10.6.1 When and How to Tailor

* RDGT Tailoring

Tailoring of reliability development/growth testing involves the selection of
the combination of environmental test conditions to be applied, and the
duration of the test.

0 RQT Tailoring

Tailoring of reliability qualification testing primarily involves the planning
and selection of a specific predetermined test plan from MIL-HDBK- 781,
Section 4, and the applicable environmental test profile.
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PRAT Tailoring

Tailoring of production reliability acceptance testing involves the selection of
a specific predetermined test plan from MIL-HDBK-781, Section 4 and
determination of the sampling plan to be utilized in sample selection.

* ESS Tailoring

Tailoring of ESS involves first the determination of the assembly level or
levels at which ESS will be performed and then determination of the
environmental stresses and stress levels which will be utilized.

10.7 CONTRACT DATA REQUIREMENTS LIST (CDRL)

There are no data item descriptions required by MIL-HDBK-781.
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MIL-HDBK-189 is a tri-service-approved document used by all branches of the
military in the specification and acquisition of quality-assured electronic systems
and equipment. The current version is the initial release dated February 13, 1981.
The preparing activity is:

U.S. Army Communications Research and Development Command
ATTN: AMSEL-ED-TO
Fort Monmouth, NJ 07703-5000

This chapter is only an advisory to the use of MIL-HDBK-189. It does not supersede,
modify, replace or curtail any requirements of MIL-HDBK-189 nor should it be used
in lieu of that handbook.

11.1 REFERENCE DOCUMENTS

The following documents also impact and further detail these tasks:

* MIL-STD-499 Engineering Management

* MIL-STD-721 Definitions of Terms for Reliability and
Maintainability

MIL-STD-756 Reliability Prediction

MIL-STD-785 Reliability Program for Systems and Equipment
Development and Production

* MIL-STD-781 Reliability Testing for Engineering Development,
Qualification, and Production

* MIL-HDBK-781 Reliability Test Methods, Plans and Environments
for Engineering Development, Qualification, and
Production

11.2 DEFINITIONS

This paragraph is not applicable to this chapter.

11.3 APPLICABILITY

Reliability growth is the positive improvement in a reliability parameter over a
period of time due to changes in product design or the manufacturing process.

Reliability growth management is the systematic planning for and the control of
reliability achievement as a function of time by the reallocation of resources based
on comparison between planned and assessed reliability values.
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MIL-HDBK-189 provides procuring activities and development contractors with an
understanding of the concepts and principles of reliability growth, and the
advantages of, and guidelines and procedures for, managing reliability growth.

This handbook is not intended to serve as a specific reliability growth plan to be
applied to a program without tailoring. The handbook, when used with knowledge
of the system and its development program, provides the means to develop a
reliability growth management plan for a system that meets its requirements at a
reduced life cycle cost. This handbook is intended for use by both contractor and
government personnel during the development phase of systems and equipment.

11.4 PHYSICAL DESCRIPTION OF MIL-HDBK-189

MIL-HDBK-189 contains approximately ninety-four pages. There are also four
supporting appendices with an additional fifty- four pages. Appendix A addresses
Engineering Analysis, Appendix B overviews seventeen different reliability growth
mathematical models, Appendix C evaluates, in more detail, a single mathematical
model (the AMSAA reliability growth model) and Appendix D is a Bibliography.

11.5 HOW TO USE MIL-HDBK-189

Reliability growth management is part of the system engineering process as
described in MIL-STD-499. It does not take the place of the other basic reliability
program activities described in MIL-STD-785 such as predictions, apportionments,
failure mode and effect analysis, and stress analysis. Instead, reliability growth
management provides a means of viewing all the reliabililty program activities in
an integrated manner.

MIL-HDBK-189 provides methodology and concepts to assist in reliability growth
planning and a structured approach for reliability growth assessments. The
planning aspects in this handbook address the planned growth curve and related
milestones. The assessment techniques are based on demonstrated and projected
values which are designed to realistically evaluate reliability in the presence of a
changing configuration.

The handbook presents two basic methods to evaluate the reliability growth process.
The Assessment Method (quantitative evaluations of the current reliability status)
and the Monitoring (or qualitative) Method.

The Assessment Method is based on information from the detection of failure
sources and is results-oriented, i.e., quantitative estimates of planned and achieved
reliability are made as the program progresses. The Monitoring Method simply
monitors the various reliability-oriented activities (FMEA's, stress analysis, etc.) in
the growth process to assure that the activities are being accomplished in a timely
manner and that the level of effort and quality of work are in compliance with the
program plan. It is activities-oriented, and should be used in addition to
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assessments. The monitoring approach may have to be relied on early in a program,
before the detection of failure sources is adequate for the generation of objective
assessments. Each of these methods complement the other in controlling the
growth process.

0 Assessment Management Model

Figure 11-1, excerpted from MIL-HDBK-189, illustrates how assessments may
be used in controlling the growth process.

[*(RE) DESIGN DETECTION OF FAILURE SOURCES

I RELIABILITY ASSESSMENT PLANNED RELIABILITY

DECISIONS

FIGURE 11-1: RELIABILITY GROWTH MANAGEMENT
MODEL (ASSESSMENT)

Reliability growth management differs from conventional reliability program
management in two ways. First there is a more objectively-developed growth
standard against which assessments are compared. Second, the assessment
methods can provide more accurate evaluations of the reliability of the
present configuration.

Figure 11-2 taken from MIL-HDBK-189, illustrates an example of both the
planned reliability growth and assessments. A comparison between the
assessment and the planned value will suggest whether the program is
progressing as planned, or not as well as planned. If the progress is falling
short, new strategies should be developed. These strategies may involve the
reassignment of resources to work on identified problem areas or may result
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in adjustment of the time frame or a re-examination of the validity of the
requirement.

PLANNED GROWTH

g-"o- ASSESSED GROWTH

I I I
TEST PHASE 1 TEST PHASE 2 TEST PHASE 3

CUMULATIVE TEST HOURS

FIGURE 11-2: PLANNED GROWTH AND ASSESSMENTS

* Monitoring Management Model

Figure 11-3, excerpted from MIL-HDBK-189, illustrates control of the growth
process by monitoring the growth activities. Since there is no simple way to
evaluate the performance of activities, management based on monitoring is
less definitive than management based on assessments. Nevertheless, this
method is a valuable alternative when assessments are not practical. The
reliability growth program plan serves, at least partially, as a standard against
which the activities being performed can be compared. Standards for level of
effort and quality of work accomplished must rely heavily on the technical
judgement of the evaluator.

Monitoring is intended to assure that the activities have been performed
within schedule, and that they meet appropriate standards of engineering
practice.
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I-RE) DESIGN ýý DETECTION OF FAILURE SOURCES

_BLIAILIT PRORAMMPL

ACTIVITIES MONITORINGI

DECISIONS

FIGURE 11-3: RELIABILITY GROWTH MANAGEMENT
MODEL (MONITORING)

One of the best examples of a monitoring activity is design review. The
design review is a planned monitoring of the product design to assure that it
will meet the performance requirements during operational use. Such
reviews of the design effort serve to determine the progress being made in
achieving the design objectives. One of the most significant aspects of design
review is its emphasis on technical judgements, rather than quantitative
assessments of progress.

11.6 TAILORING GUIDELINES

MIL-HDBK-189 does not contain requirements. It is a guidance document only,
which recognizes that each application of the material therein will be different.
Therefore, tailoring is inherent in the use of this handbook. MIL-HDBK-189 does
not contain a separate section dealing with specific guidelines for tailoring as do
some military standards.

11.7 CONTRACT DATA REQUIREMENTS LIST (CDRL)

There are no deliverable data item descriptions required by this handbook.

Reliability Analysis Center (RAC) e 201 Mill Street * Rome, NY 13440 * (315) 337-0900



CHAPTER 12:

MIL-STD-2164(EC)
ENVIRONMENTAL STRESS SCREENING

PROCESS
FOR ELECTRONIC EQUIPMENT



Chapter 12: MIL-STD-2164(EC) 12-1

MIL-STD-2164(EC) is currently a limited usage document. It is approved by the Navy
and is used in the specification and acquisition of quality-assured electronic systems
and equipment. The current version is the initial release dated April 5, 1985. The
preparing activity is:

Department of the Navy
Space and Naval Warfare Systems Command
ATTN: SPAWAR 003-121
Washington, D.C. 20363-5100

This chapter is only an advisory to the use of MIL-STD-2164(EC). It does not
supersede, modify, replace or curtail any of the requirements of MIL-STD-2164 nor
should it be used in lieu of that standard.

12.1 REFERENCE DOCUMENTS

The following related documents impact and further detail these tasks and should
also be referenced.

" MIL-STD-785 Reliability Program for Systems and Equipment
Development and Production (and specifically the
following task therein)

Task 301 Environmental Stress Screening (ESS)

" MII.-STD-781 Reliability Testing For Engineering Development,
Qualification and Production (and specifically the
following task therein)

Task 401 Environmental Stress Screening (ESS)

" MIL-HDBK-781 Reliability Test Methods, Plans and Environments
for Engineering Development, Qualification and
Production

12.2 DEFINITIONS

This paragraph is not applicable to this chapter.

12.3 APPLICABILITY

Environmental Stress Screening (sometimes described as preconditioning or burn-
in) is a procedure, or a series of procedures, specifically designed to identify weak
parts, workmanship defects and other conformance anomalies so that they can be
removed from the equipment prior to delivery. It may be applied to parts or
components, boards, subassemblies, assemblies, or equipment (as appropriate and

Reliability Analysis Center (RAC) * 201 Mill Street 9 Rome, NY 13440 e (315) 337-0900



12-2 Chapter 12: MIL-STD-2164(EC)

cost effective), to remove defects which would otherwise cause failures during
higher-level testing or during early field operation.

ESS must not be confused with Production Reliability Acceptance Testing (PRAT).
ESS employs less expensive test facilities, and is recommended for application to
each and every production item. In contrast, PRAT is essentially a sampling plan
which requires more realistic simulation of the life profile, and more expensive test
facilities, and therefore is not recommended for performance on 100% of the
product.

MIL-STD-2164(EC) establishes procedures and ground rules for the selection of the
proper type of stress, the amount of stress, and the duration of the stress or stresses
to be used in the formulation of a cost effective environmental stress screening
program for a specific item of equipment.

12.4 PHYSICAL DESCRIPTION OF MIL-STD-2164(EC)

MIL-STD-785 is a simple document containing only twenty-seven pages. There are
also two appendices; Appendix A, "ESS Test Duration, Reduced Testing and
Sampling," and Appendix B, "ESS Troubleshooting Plan." Together these two
appendices contain fifteen additional pages.

12.5 HOW TO USE MIL-STD-2164(EC)

Historically there have been two basic approaches to the application of
environmental stress screening. In one approach, the government explicitly
specifies the screens and screening parameters to be used at various assembly levels.
Failure-free periods are sometimes attached to these screens, as an acceptance
requirement, in order to provide assurance that the product is reasonably free of
defects. This is the approach documented in MIL-STD- 2164(EC).

The second approach is to have the contractor develop and propose an
environmental stress screening program which is tailored to that product and is
subject to the specific approval of the procuring activity. This is the approach taken
in DOD-HDBK-344(USAF) This handbook then provides guidelines for the
contractor to assist him in t-,e development and establishment of an effective ESS
program. DOD-HDBK-344 is described in Chapter 13 of this Primer.

MIL-STD-2164 defines specific requirements for ESS of electronic equipment,
including environmental test conditions, durations of exposure, procedures,
equipment operation, actions taken upon detection of defects, and test
documentation. The standard provides for a uniform ESS to be utilized for
effectively disclosing manufacturing defects in electronic equipment.
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The process described herein is applied to electronic assemblies, equipment and
systems, in six broad categories as distinguished according to their field service
application:

Category Service Application

1 Fixed ground equipment

2 Mobile ground vehicle equipment

3 Shipboard equipment

3A 9 Sheltered

3B e Exposed to atmospheric environments

4 Jet aircraft equipment

5 Turbo-propeller and rotary-wing aircraft equipment

6 Air launched weapons and assembled external stores

The standard utilizes thermal cycling and vibration as shown in (Figure 12-1) and
defines a specific Random Vibration Spectrum (Figure 12-2) and a Temperature
Cycling Profile (Figure 12-3) to accomplish ESS.
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gRMS = 6.06

.04g 2 /HZ

+3 dB/Octave

"-3dB/Octave

20 80 350 2000

Frequency - Hz

NOTES:
1. Random Vibration - Applied in one 5-minute period prior to thermal

cycling.
2. Random Vibration - Applied for five consecutive defect-free minutes in a

15-minute window subsequent to the defect-free thermal cycling test.

FIGURE 12-2: RANDOM VIBRATION SPECTRUM
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FIGURE 12-3: TEMPERATURE CYCLING PROFILE FOR AMBIENT
COOLED AND SUPPLEMENTALLY COOLED EQUIPMENT
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12.6 TAILORING GUIDELINES

Tailoring of ESS involves primarily the selection of the screening method utilized,
the rigor with which this method is applied, the time duration of the applied stress
and the applicability and length of a "failure free operation" requirement.

12.6.1 When and How to Tailor

Appendix A to MIL-STD-2164(EC) describes the approach, ground rules and
assumptions used to tailor the requirements of this specification. Specific tailoring
goals are to optimize the times for pre-defect-free (PDF) and subsequent defect-free
(DF) testing under environmental conditions, and to define ground rules and
techniques for reduced testing and possible product sampling.

The primary purpose of the appendix is to present the background that led to the test
times stipulated in the main body of the standard, and to define statistical plans for
reduced testing and sampling options. Specific reference is made to MIL-STD-1235
relative to sampling techniques.

12.7 CONTRACT DATA REQUIREMENTS LIST (CDRL)

The following data item description is associated with Environmental Stress
Screening.

DI-RELI-80249 Environmental Stress Screening (ESS) Report
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DOD-HDBK-344(USAF) is currently a limited usage document. It is approved by the
Air Force and is used in the specification and acquisition of quality-assured
electronic systems and equipment. The current version is the initial release dated
October 20, 1986. The preparing activity is:

Rome Laboratory
Attn: RL/ERSS
Griffiss AFB, NY 13441-5700

This chapter is only an advisory to the use of DOD-HDBK-344(USAF). It does not
supersede, modify, replace or curtail any of the requirements of DOD-HDBK-
344(USAF) nor should it be used in lieu of that handbook.

CAUTION

At the time of publication of this PRIMER a draft version of DoD-HDBK-344A
was being prepared for circulation and coordination. The changes in the "A"
revision do not affect the basic concept, as presented in the handbook, but do
significantly impact the detailed methodologies involved. In the currently
proposed draft each of the five existing detailed procedures has been modified
to a greater or lessor extent, a sixth procedure has been added, the Failure Free
Acceptance Test has been eliminated, some terminology has been modified and
Appendices B and C have been replaced with entirely new material. Therefore,
the reader is cautioned to verify whether or not DoD-HDBK-344A, or more
probably MIL-HDBK-344A, has been officially released prior to using the
guidance material contained in this chapter.

13.1 REFERENCE DOCUMENTS

The following related documents impact and further detail this task and should also
be referenced.

MIL-STD-785 Reliability Program for Systems and Equipment
Development and Production (and specifically the
following task therein)

Task 301 Environmental Stress Screening (ESS)
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"* MIL-STD-781 Reliability Testing For Engineering Development,
Qualification and Production (and specifically the
following task therein)

Task 401 Environmental Stress Screening (ESS)

" MIL-HDBK-781 Reliability Test Methods, Plans and Environments
for Engineering Development, Qualification and
Production

13.2 DEFINITIONS

The meanings of many of the terms and acronyms used in ESS are unique to the
field. Therefore, the following terms and acronyms are defined here to clarify their
meanings as used in DoD-HDBK-344(USAF).

Detectable Failures - A failure that can be detected with 100% test detection
efficiency.

Failure-Free Period - A continuous period of time during which an item is to
operate without the occurrence of a failure while under environmental stress.

Failure-Free Test - A test to determine if an equipment can operate without failure
for a predetermined time period under specific stress conditions.

Fallout (F) - Failures observed during or immediately after, and attributed to stress
screens.

Part Fraction Defective - The number of defects contained in a part population
divided by the total number of parts in the population expressed in Parts Per Million
(PPM).

Latent Defect - An inherent or induced weakness, not detectable by ordinary means,
which will either be precipitated to early failure under environmental stress
screening conditions or eventually fail in the intended use environment.

Patent Defect - An inherent or induced weakness which can be detected by
inspection, functional test, or other defined means without the need for stress
screens.

Precipitation (of Defects) - The process of transforming a latent defect into a patent
defect through the application of stress screens.

Screening Effectiveness - Generally, a measure of the ability of a screen to precipitate
latent defects to failure. Sometimes used specifically to mean screening strength.

Reliability Analysis Center (RAC) 9 201 Mill Street * Rome, NY 13440 a (315) 337-0900



Chapter 13: DoD-HDBK-344 (USAF) 13-3

Screen Parameters - Parameters in screening strength equations which relate to
screening strength, (e.g., vibration g-level, temperature rate of change and time
duration).

Screening Regimen - a combination of stress screens applied to an equipment,
identified in the order of application (i.e., assembly, unit and system screens).

Screening Strength (SS) - The probability that a screen will precipitate a latent defect
to failure, given that a latent defect susceptible to the screen is present.

Selection and Placement - The process of systematically selecting the most effective
stress screens and placing them at the appropriate levels of assembly.

Stress Screening - The process of applying mechanical, electrical and/or thermal
stresses to an equipment item for the purpose of precipitating latent part and
workmanship defects to early failure.

Test Detection Efficiency (DE) - A measure of test thoroughness or coverage which is
expressed as the fraction of patent defects detectable, by a defined test procedure, to
the total possible number of patent defects which can be present. Used
synonomously as the probability of detection.

Test Strength (TS) - The product of screening strength and test detection efficiency.
The probability that a defect will be precipitated by a screen and detected in a test.

Yield - The probability that an equipment is free of screenable latent defects when
offered for acceptance.

Defect Density (DIN for incoming DOUT for outgoing, DR for remaining Do for
observed) - Average number of defects per item.

Escapes (Dout) - A proportion of incoming defect density which is not detected by a
screen and test and which is passed on to the next level.

13.3 APPLICABILITY

Environmental Stress Screening (sometimes known as preconditioning or burn-in)
is a procedure, or a series of procedures, specifically designed to identify weak parts,
workmanship defects and other conformance anomalies so that they can be
removed from the equipment prior to delivery. It may be applied to boards,
subassemblies, assemblies, or equipment (as appropriate and cost effective), to
remove defects which would otherwise cause failures during higher-level testing or
during early field operation.

DOD-HDBK-344(USAF) establishes a set of procedures and ground rules for the
selection of the proper type of stress, the amount of stress, and the duration of the
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stress or stresses to be used in the formulation of a cost effective environmental
stress screening program for a specific item of equipment.

13.4 PHYSICAL DESCRIPTION OF DOD-HDBK-344 (USAF)

DOD-HDBK-344(USAF) is a complex document describing nine different ESS
planning, monitoring and control procedures and containing one hundred and
twenty-four pages. There are also three appendices; Appendix A, "Stress Screening
Mathematical Models," Appendix B, "Establishing Goals for Remaining Defect
Density," and Appendix C "Development of Failure-Free Acceptance Test
Requirements." Together these three appendices contain an additional eighteen
pages.

13.5 HOW TO USE DOD-HDBK-344 (USAF)

There are two basic approaches to the application of environmental stress screening.
In one approach, the government explicitly specifies the screens and screening
parameters to be used at various assembly levels. Failure-free periods are
sometimes attached to these screens, as an acceptance requirement, in order to
provide assurance that the product is reasonably free of defects. This is the approach
documented in MIL-STD- 2164(EC). MIL-STD-2164 is described in Chapter 12 of this
Primer.

The second approach is to have the contractor develop and propose an
environmental stress screening program which is tailored to that product and is
subject to the specific approval of the procuring activity. This is the approach taken
in DOD-HDBK-344(USAF). This handbook then provides guidelines for the
contractor to assist him in the development and establishment of an effective ESS
program.

DOD-HDBK-344(USAF) describes general techniques for planning and evaluating
Environmental Stress Screening (ESS) programs. The guidance contained therein
departs from other approaches to ESS in that quantitative methods are used to plan
and control both the cost and effectiveness of ESS programs.

ESS is an emerging technology and there are various approaches associated with the
application of stress screens. Regardless of the approach used, the fundamental
objective of ESS remains the same i.e. to remove latent defects from the product
prior to field delivery. The quantitative mpfhods contained in this handbook
extend this objective by focusing on the defe._ which remain in the product at
delivery and their impact on field reliability.

The handbook is organized according to the general sequence of events to be
undertaken by the contractor in planning, monitoring and controlling a screening
program. Five detailed procedures are used to assist the user in accomplishing ESS
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planning and evaluation activities. The detailed procedures may be briefly described
as follows:

Procedure A - Part Fraction Defective - Air Force Action Plan R&M
2000 Goals and Incoming Defect Density

This procedure is used to control the part fraction defective and to obtain
estimates of DIN. Two procedures are contained in Procedure A. Procedure
Al provides control of incoming defect density for electronic components
(diodes, transistors, etc.) by limiting the part fraction defective to the R&M
2000 goals of no greater than 1000 PPM and 100 PPM. Methods for sampling
part lots to determine if the part fraction defective exceeds the R&M 2000
goals are included in the procedure. Procedure A2 contains tabled values of
part, board and connection fraction defective as a function of quality level and
field environmental stress. The tables are used to estimate incoming defect
density. Other factors which impact incoming defect density, such as maturity
and packaging density, should be factored into the estimates based upon
experience and the recommendation contained in the handbook.

• Procedure B - Screen Selection and Placement

This procedure uses the results obtained from Procedure A, to plan a
screening program to achieve objectives on remaining defect density. The
procedure contains tabled values of screening strength and defect failure rates
as a function of the screen parameters and duration. Other factors which
affect screen selection and placement, such as the quantity of defect type
susceptible to temperature vs vibration screens, must be factored into the
procedure based upon the manufacturer's experience and the
recommendations contained in the guideline. Procedure B must be
performed in conjunction with the following two procedures C and D, to
develop a screening plan.

• Procedure C - Failure-Free Acceptance Test

This procedure is used to establish failure-free acceptance periods which
provide a lower confidence bound on yield or equivalently, the remaining
defect density. The failure-free acceptance test can be made a part of the end
item (system) level screen or used as a part of a separate acceptance test
procedure. In either case, the costs of conducting the FFAT must be factored
into the screen selection and placement, and cost estimating procedures.
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Procedure D - Cost Effectiveness Analysis

This procedure is used to estimate and compare the costs of various screen
selection and placement alternatives in order to arrive at a cost effective
screening program. The manufacturer's cost of conducting the screening
program is normalized to a cost per defect eliminated. Comparison of the cost
per defect eliminated by the screening program against a cost threshold value
is used to determine cost effectiveness.

* Procedure E - Monitoring, Evaluation and Control

This procedure is used to obtain estimates of the defect density based upon the
observed screen fallout data and to establish whether the observed defect
density falls within or outside of predetermined control limits. Comparisons
of observed part fraction defective and defect density are made against
baseline criteria to priorities and determine the need for corrective actions
which improve manufacturing or screening process capability.

The product dev ,opment phase is used to experiment with stress screens
using an R&M 2000 initial screening regimen, and to then define and plan a
cost effective screening program for production. Controls are used to assure
that the manufacturing process begins with electronic parts with fraction
defective levels which are consistent with R&M 2000 goals. After the
screening program is implemented during production, stress screening
results are used to evaluate the screening process to establish whether
program objectives are being achieved.

Quantitative objectives for the screening program must be established early.
Appendix B of the handbook provides the rationale used for establishing
quantitative goals which are related to reliability requirements for the
product. Appendix A contains the mathematical relations and model
descriptions used in the handbook. A review of Appendix A will help the
interested reader in gaining a quick understanding of the rationale and
methodology of the handbook. Appendix C provides the derivation of the
Failure Free Acceptance Test (FFAT). A typical task sequence in Planning,
Monitoring and Controlling an ESS Program in accordance with DOD-HDBK-
344(USAF) is shown in Figure 13-1.

13.6 TAILORING GUIDELINES

Tailoring of ESS involves primarily the selection of the screening method utilized,
the rigor with which this method is applied, the time duration of the applied stress
and the applicability and length of a "failure free operation" requirement.
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CONTROLLING AN ESS PROGRAM
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13.6.1 When and How to Tailor

Since DOD-HDBK-344(USAF) is written as a series of guidelines to assist the
contractor in the development and establishment of a unique cost effective ESS
program, tailoring of the requirements is inherent in this approach.

13.7 CONTRACT DATA REQUIREMENTS LIST (CDRL)

The following data item description is associated with Environmental Stress
Screening.

DI-RELI-80249 Environmental Stress Screening (ESS) Report
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MIL-STD-1629 is a tri-service-approved document used by all branches of the
military in the specification and acquisition of quality-assured systems and
equipment. The current version is Revision "A" dated November 24, 1980. The
preparing activity is:

Department of the Navy
Engineering Specifications and Standards Dept.
(SESD) (Code 5313)
Naval Air Engineering Center
Lakehurst, NJ 08733-5100

This chapter is only an advisory to the use of MIL-STD-1629. It does not supersede,
modify, replace or curtail any requirements of MIL-STD-1629 nor should it be used
in lieu of that standard.

14.1 REFERENCE DOCUMENTS

The following related documents impact and further detail these tasks and should
also be referenced.

" MIL-STD-785 Reliability Program for Systems and Equipment
Development and Production (and specifically the
following task therein)

Task 204 Failure Modes, Effects and Criticality Analysis

"* MIL-STD-882 System Safety Program Requirements

"* MIL-STD-1388 Logistic Support Analysis

"* MIL-HDI3K-266(AS) Application of Reliability-Centered Maintenance to
Naval Aircraft Weapon Systems and Support
Equipment

"* FMD-91 Failure Mode/Mechanism Distributions

14.2 DEFINITIONS

This paragraph is not applicable to this chapter.

14.3 APPLICABILITY

MIL-STD-1629 defines the methodology for performing a failure modes, effects and
criticality analysis (FMECA) as required by MIL-STD-785, Task 204. The FMECA is an
analytical procedure which: a) documents probable failures in the system using
specific ground rules, b) determines the effect of each failure on system operation, c)
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identifies single failure points, and d) ranks each failure according to a severity
classification of failure effects.

The MIL-STD-1629 FMECA procedure is one of the most beneficial and productive
tasks in a well-structured reliability program. Since the procedure requires the
listing and evaluation of individual failure modes in an orderly, organized fashion
the FMECA serves to verify design integrity, identify and quantify sources of
undesirable failure modes, and document the reliability risks.

Results of an FMECA can be used to provide the rationale for changes in operating
procedures, for detecting the incipience of, or ameliorating effects of, undesirable
failure modes. The FMECA is an essential reliability task, it supplements and
supports other engineering tasks through identification of areas in which effort
should be concentrated.

FMECA results not only provide design guidance, but are used advantageously in
maintenance planning analysis, logistics support analysis, survivability and
vulnerability assessments, safety and hazards analyses (see MIL-STD-882), and for
fault detection and isolation design. Inadvertent, coincident use of the FMECA
must be considered in FMECA planning and every means taken to prevent
duplication of effort by the program elements which utilize FMECA results.

A frequently used reference for component failure mode distributions is Failure
Mode/Mechanism Distributions (FMD-91) available from the Reliability Analysis
Center, HIT Research Institute, 201 Mill St., Rome, NY 13440-8200.

14.4 PHYSICAL DESCRIPTION OF MIL-STD-1629

MIL-STD-1629 is composed of five detailed reliability analysis "Tasks" and contains
approximately fifty-two pages. There is also an additional six page appendix dealing
with tailoring of the specification requirements.

14.5 HOW TO USE MIL-STD-1629

The FMECA analysis as defined in MIL-STD-1629 is the result of two distinct tasks
which, when combined, provide the FMECA. These two tasks are:

(1) Failure Modes and Effects Analysis (Task 101)
(2) Criticality Analysis (Task 102)

A properly performed FMECA is invaluable to those who are responsible for
making program decisions regarding the feasibility and adequancy of a design
approach.
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MIL-STD-1629 also defines three additional tasks. The first two of these tasks build
upon and extend the results of the FMECA while the third defines and documents
the overall approach to the job. These three tasks are:

(1) FMECA-Maintainability Information (Task 103)
(2) Damage Mode and Effects Analysis (Task 104)
(3) FMECA Plan (Task 105)

Each of these five tasks is described in more detail in the following sections.

14.5.1 Failure Modes and Effects Analysis (FMEA) Description

The FMEA is an analytical procedure by which each potential failure mode in a
system is analyzed to determine the results or effects thereof on the system and to
classify each potential failure mode according to its severity. The initial FMEA
should be performed early in the conceptual phase when design criteria, mission
requirements, and conceptual designs are being developed to evaluate the design
approach and to compare the benefits of competing design configurations.

The FMEA will provide quick visibility of the most obvious failure modes and
identify potential single failure points, some of which can be eliminated with
minimal design effort. As mission and design definition becomes more refined, the
FMEA can be expanded to more detailed levels. When changes are made in system
design to remove or reduce the impact of the identified failure modes, the FMEA
must be repeated for the redesigned portions to ensure that all predictable failure
modes in the new design are considered. A sample FMEA worksheet, from MIL-
STD-1629, is shown in Figure 14-1.

The specific approach to be used in the FMEA will generally be dictated by variations
in design complexity and the available data. There are two primary approaches for
accomplishing an FMEA. One, the functional approach, recognizes that every item
is designed to perform a number of output functions. The outputs are listed and
their failure modes analyzed. The second, the hardware approach, lists individual
hardware items and analyzes their possible failure modes. For complex systems, a
combination of the functional and hardware approaches may be considered. The
FMEA may be performed as a hardware analysis, a functional analysis, or a
combination analysis and may be initiated at either the highest indenture level and
proceed through decreasing indenture levels (top-down approach) or at the part or
circuit level and proceed through increasing indenture levels (bottom-up approach)
until the FMEA for the system is complete.

14.5.2 Criticality Analysis (CA) Description

The CA associates failure probabilities with each failure mode. It supplements the
FMEA and is dependent upon information developed in that analysis, so it should
not be attempted before completing the FMEA. The CA is probably most valuable
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for maintenance and logistic support purposes since failure modes which have a
high probability of occurrence (high criticality numbers) require investigation to
identify changes which can be made to reduce the potential impact on the
maintenance and logistic support requirements for the system. Criticality numbers
are established based upon subjective judgements, therefore, they should only be
used as indicators of relative priorities. A sample Criticality Worksheet, from MIL-
STD-1629, is shown in Figure 14-2.

The analysis approach used for the CA will generally be dictated by the availability of
specific configuration data and failure rate data. There are two approaches used in
accomplishing the CA. The qualitative approach is appropriate when specific failure
rate data are not available; the quantitative approach may be used where failure rate
data are available.

14.5.3 FMECA-Maintainability Information Description

This analysis is an extension of the FMECA and is dependent upon FMEA generated
information; therefore, the FMECA-Maintainability Information Analysis should
not be imposed as a requirement without imposition of the FMEA. The
identification of how each failure will be detected and localized will provide
information for evaluation of item testability. The failure mode listing should be
utlized to provide this required data for logistic support analyses (LSA) (see MIL-
STD-1388), maintenance plan analysis (MPA), and reliability centered maintenance
(RCM) (see MIL-HDBK-266 (AS)).

14.5.4 Damage Mode Effects Analysis (DMEA) Description

The DMEA provides inputs for the vulnerability assessment of a weapon system
essential to the identification of deficiencies and the evaluation of designs for
enhancing survivability. Since the DMEA utilizes the failure mode information
from the FMEA, it should not be imposed as a requirement without imposition of
the FMEA. The DMEA, like the initial FMEA, should be done early in the
conceptual phase to provide data on the capability of the conceptual weapon system
design to survive the effects of specified hostile threats.

Development of this data before weapon system design configuration is finalized
will provide significant survivability benefits with minimal impact on cost and
schedule.

14.5.5 FMECA Plan Description

The FMECA plan demonstrates the contractor's plans and activities for
implementing the FMECA tasks. When approved by the procuring activity the plan
is used for monitoring contractor implementation of the tasks. The plan can be
required as a separate document submittal or as part of the Reliability Program Plan.
The FMECA plan includes a description of the contractor's procedures for
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implementing the tasks and provides a cross index showing the relationship of
coincident performance and use of the FMEA tasks to preclude duplication of effort.
Sample contractor formats used in the performance of each FMECA task are
included as a part of each task specified in the contract statement of work.

14.6 TAILORING GUIDELINES

The FMECA is an essential function in design from concept through deployment, to
be effective, the FMECA must be iterative to correspond with the design process
itself. The extent of effort and sophistication of approach used in the FMECA will be
dependent upon the nature and requirements of the individual program. This
makes it necessary to tailor the requirements for an FMECA to each individual
program. Tailoring requires that, regardless of the degree of system sophistication,
the FMECA must contribute meaningfully to program decisions.

14.6.1 When and How to Tailor

Specific guidelines for tailoring the requirements of MIL-STD-1629 are given in
Appendix A to the standard.

The tailoring of FMECA requirements may take the form of deletion, addition, or
alteration of the various tasks. The details for this tailoring are documented in the
FMEA Plan which the contractor submits in accordance with Task 105.

14.7 CONTRACTS DATA REQUIREMENTS LIST (CDRL)

The following data item descriptions (DIDs) are associated with FMECA.

DI-R-7085A Failure Mode, Effects and Criticality Analysis
Report

DI-R-7086 Failure Mode, Effects and Criticality Analysis Plan
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MIL-HDBK-251 is a tri-service approved document used by all branches of the
military in the specification and acquisition of quality-assured electronic systems
and equipment. The current version is the initial release dated January 19, 1978.
The preparing activity is:

Department of the Navy
Space and Naval Warfare Systems Command
ATTN: SPAWAR 003-121
Washington, DC 20363-5100

The chapter is only an advisory to the use of MIL-HDBK-251. It does not supersede,
modify, replace or curtail any requirements of MLL-HDBK-251 nor should it be used
in lieu of that handbook.

15.1 REFERENCE DOCUMENTS

The following related documents impact and further detail these guidelines and
should also be referenced.

"* MIL-E-16400 General Specification for Naval Ship and Shore:
Electronic Interior Communication and Navigation
Equipment

"* MIL-M-28787 General Specification for Standard Electronic
Module Program

" MIL-STD-1378 Requirements for Employing Standard Electronic
Modules

"* MIL-STD-1389 Design Requirements for Electronic Modules

"* MIL-HDBK-217 Reliability Prediction of Electronic Equipment

15.2 DEFINITIONS

This paragraph is not applicable to this chapter.

15.3 APPLICABILITY

MIL-HDBK-251 has been prepared to guide design engineers in the thermal design
of electronic equipment with improved reliability. The primary purposes are: 1) to
permit engineers and designers, who are not heat transfer experts, to design
electronic equipment with adequate thermal performance and with a minimum of
effort; 2) to assist heat transfer experts who are not electronic experts: 3) to aid
engineers in better understanding the thermal sections of Department of Defense
specifications and standards for equipment; and 4) to assist military personnel in
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evaluating thermal design during the various stages of equipment development
and procurement.

This handbook recommends and presents electronic parts stress analysis methods
which lead to the selection of maximum safe temperatures for parts so that the
ensuing thermal design is consistent with the required equipment reliability. These
maximum part temperatures must be properly selected since they are the sine qua
non of the thermal design, a fact which is often overlooked. Many thermal designs
are inadequate because improper maximum part temperatures were selected as
design goals. Consequently, the necessary parts stress analysis procedures have been
emphasized. Specific step by step thermal design procedures are given in Section 4
of the handbook.

Examples of reliability improvement that can be obtained by reduced operating
temperatures is illustrated in Table 15-1 taken from MIL-HDBK-251.

TABLE 15-1: FAILURE RATE REDUCTION BY TEMPERATURE REDUCTION

Part Xb Failures/Million Hours Ratio of High

Description Base Failure Rate ATOC to Low Failure

High Temperature Low Temperature Rate

PNP Silicon .062 at 130*C .0096 at 250C 105 7:1
Transistors and 0.3 stress and 0.3 stress

NPN Silicon .033 at 130*C .0064 at 25°C 105 5:1
Transistors and 0.3 stress and 0.3 stress

Glass .047 at 1200C .001 at 250C 95 47:1
Capacitors and 0.5 stress and 0.5 stress

Transformers 60 33:1
and Coils
MIL-T-217 .0267 at 850C .0008 at 250C
Class Q

Resistors .0065 at 100'C .0003 at 250C 75 22:1
Carbon and 0.5 stress and 0.5 stress
Comp.

15.4 PHYSICAL DESCRIPTION OF MIL-HDBK-251

MIL-HDBK-251 is a voluminous document containing approximately six hundred
and thirty pages. There are also ten appendices included with this handbook dealing
with subjects such as: Numerical Conversion Factors, Physical and Thermal
Properties of Materials, etc. These appendices contain an additional seventy pages.
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(Much of the more pertinent and useful material in MIL-HDBK-251, has been
extracted from this document and published in abbreviated form in RADC-TR-82-
172, "RADC Thermal Guide for Reliability Engineers," AD-A118839. Many readers
may find the latter document to be handier for their specific purposes than the
military handbook itself.)

15.5 HOW TO USE MIL-HDBK-251

This handbook provides fundamental and detailed information on the thermal
design of military electronic equipment. This information may be used by the
procuring agency to help establish thermal design requirements or by the equipment
designer in fulfilling the requirement. Major topics addressed by applicable sections
in the handbook are as follows:

"* Section 4: Approaches to Thermal Design

" Section 5: Determination of the Thermal Requirements

" Section 6: Thermal Design Requirements

" Section 7: Selection of Optimum Cooling Methods

A comparison of the effectiveness of some of the different methods of cooling is
shown in Figure 15-1, taken from MIL-HDBK-251.

" Section 8: Natural Methods of Cooling

" Section 9: Thermal Design of Forced Air Cooled Electronic
Equipment

" Section 10: Thermal Design of Liquid Cooled Electronic Equipment

" Section 11: Thermal Design of Vaporization Cooled Electronic
Equipment

"* Section 12: Special Cooling Techniques (methods such as: heat pipes,
thermoelectric cooling, absorptive refrigeration, etc.)

An illustration of a heat pipe is shown in Figure 15-2 and a view of the principal of
thermoelectric cooling is illustrated in Figure 15-3. Both figures were taken from
MIL-HDBK-251.

0 Section 13: Standard Hardware Program (SHP) Thermal Design
(modular portions are also known as Standard Electronic
Modules (SEMs))
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"* Section 14: Equipment Installation Requirements and Considerations

"* Section 15: The Thermal Evaluation of Electronic Equipment

"* Section 16: Improving the Thermal Performance of Existing
Equipment

"* Section 17: Thermal Characteristics of Parts
(such as: semiconductors, electron tubes, magnetic core
devices, resistors, capacitors, and more specialized parts)

"* Section 18: Design of Equipment for Operation at Elevated
Temperatures

15.6 TAILORING GUIDELINES

15.6.1 When and How to Tailor

MIL-HDBK-251 does not contain requirements. It is a guidance document only, and
hence the concept of tailoring does not apply.

15.7 CONTRACT DATA REQUIREMENTS LIST (CDRL)

There are no data item descriptions required by this handbook.
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FIGURE 15-1: COMPARISON OF METHODS OF COOLING
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MIL-HDBK-338 is a two-volume tri-service approved document used by all branches
of the military as a procedural guide in the design, specification, acquisition and
development of quality-assured electronic equipment and systems. The current
version of MIL-HDBK-338 is the "A" version, dated 12 October 1988. The preparing
activity is:

Rome Laboratory
RL/ERSS
Griffiss AFB, NY 13441-5700

This chapter is only an advisory to the use of Volume I of MIL-HDBK-338. It does
not supersede, modify, replace or curtail any requirements of MIL-HDBK-338 nor
should it be used in lieu of that standard.

16.1 REFERENCE DOCUMENTS

The following documents form a part of MIL-HDBK-338, to the extent specified
therein.

SPECIFICATIONS

MIL-E-2036 Enclosures for Electric and Electronic Equipment,
Naval Shipboard

MIL-E-4158 Electronic Equipment Ground, General
Requirements for

MIL-E-5400 Electronic Equipment, Aerospace, General

Specifications for

MIL-Q-9858 Quality Program Requirements

MIL-E-16400 Electronic, Interior Communication and
Navigation Equipment, Naval Ship and Shore:
General Specification for

MIL-E-17555 Electronic and Electrical Equipment, Accessories

and Repair Part, Packaging and Packing of

MIL-S-19500 Semiconductor Devices, General Specification for

MIL-M-28787 Module, Electronic, Standard Electronic, General
Specification for

MIL-M-38510 Microcircuit, General Specification for
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MIL-I-45208 Inspection System Requirements

MIL-H-46855 Human Engineering Requirements for Military
Systems, Equipment and Facilities

STANDARDS

MIL-STD-105 Sampling Procedures and Tables for Inspection by
Attributes

MIL-STD-210 Climatic Extremes for Military Equipment

MIL-STD-454 Standard General Requirements for Electronic
Equipment

MIL-STD-470 Maintainability Program Requirements (for
Systems and Equipment)

MIL-STD-471 Maintainability
Verification/ Demonstration /Evaluation

MIL-STD-499 Engineering Management

MIL-STD-721 Definitions of Effectiveness Terms for Reliability,
Maintainability, Human Factors and Safety

MIL-STD-756 Reliability Prediction

MIL-STD-781 Reliability Test Methods, Plans and Environments
for Engineering Development, Qualification, and
Production

MIL-STD-785 Reliability Program for Systems and Equipments

Development and Production

MIL-STD-810 Environmental Test Methods

MIL-STD-883 Test Methods and Procedures for Microelectronics

MIL-STD-1472 Human Engineering Design Criteria for Military
Systems, Equipment and Facilities

MIL-STD-1556 Government/Industry Data Exchange Program
Contractor Participation Requirements

Reliability Analysis Center (RAC) e 201 Mill Street * Rome, NY 13440 9 (315) 337-0900



Chapter 16: MIL-HDBK-338A, Volume I 16-3

MIL-STD-1629 Procedures for Performing a Failure Mode Effects
and Criticality Analysis

MIL-STD-1670 Environmental Criteria and Guidelines for Air
Launched Weapons

MIL-STD-1686 Electrostatic Discharge Control Program for
Protection of Electrical and Electronic Parts,
Assemblies and Equipment, (Excluding Electrically
Initiated Explosive Devices)

MIL-STD-45662 Calibration Systems Requirements

HANDBOOKS

MIL-HDBK-5 Aerospace Vehicle Structures, Metallic Materials
and Elements for

DOD-H-108 Sampling Procedures and Tables for Life and
Reliability Testing

MIL-HDBK-189 Reliability Growth Management

MIL-HDBK-217 Reliability Prediction of Electronic Equipment

MIL-HDBK-251 Reliability/Design Thermal Application

MIL-HDBK-263 Electrostatic Discharge Control Handbook or
Protection of Electrical and Electronic Parts,
Assemblies, and Equipment (Excluding Electrically
Initiated Explosive Devices)

MIL-HDBK-472 Maintainability Prediction

16.2 DEFINITIONS

Basic system terminology applicable to MIL-HDBK-338, Volume I and to this chapter
of the Primer are given below:

" System Effectiveness (General) - The probability that the system can
successfully meet an operational demand within a given time when
operated under specified conditions.

" System Effectiveness (One-shot) - The probability that the system (missile
or space vehicle) will operate successfully when called upon to do so
under specified conditions
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"* Reliability - The probability that an item will perform its intended
function for a specified interval under stated conditions.

"* Mission Reliability - The ability of an item to perform its required
functions for the duration of a specified "mission profile."

" Availability - A measure of the degree to which an item is in an operable
and committable state at the start of a mission when the mission is called
for at an unknown (random) time. (Includes operating time, active repair
time, administrative time, and logistic time, but excludes mission time.)

" Operational Readiness - The ability of an item (military unit) to respond to
its operation plan(s) upon receipt of an operations order. (Total calendar
time is the basis for computation of operational readiness.)

"* Design Adequacy - The probability that a system will accomplish its
mission, given that the system is operating within design specifications.

"* Repairability - The probability that a failed system will be restored to
operable condition in a specified active repair time.

" Maintainability - The measure of the ability of an item to be retained in, or
restored to, specified condition when maintenance is performed by
personnel having specified skill levels, using prescribed procedures and
resources, at each prescribed level of maintenance and repair.

"* Serviceability - The degree of ease or difficulty with which an equipment
can be repaired.

" Intrinsic Availability - The probability that an equipment or system is
operating satisfactorily at any point in time when used under stated
conditions, where the time considered is operating time and active repair
time.

16.2.1 Definitions of Time Concept

Time is of fundamental importance in the qualification of the basic terms defined
above. In general, the interval of interest is the total calendar time in which an item
or system is in use. This interval may be divided into required time and non-
required time. Active time is that during which an item is in an operational
inventory; inactive time is that during which an item is in reserve. Active time
may be further broken down into up-time (during which an item is in a condition
to perform a required function) and downtime (during which an item is not in a
condition to perform a required function). Downtime may be further subdivided
into maintenance time (that downtime which excludes modification and delay
time), modification time (that downtime necessary to introduce any specific
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change(s) to an item to improve its characteristics, or to add new ones), and delay
time (that downtime during which no maintenance is being accomplished on the
item because of either supply or administrative delay). Delay time may be further
subdivided into supply delay time (that element of delay time during which a
needed replacement item is being obtained) and administrative time (that element
of delay time not included in supply delay time).

Maintenance time can be broken down into corrective maintenance time (during
which corrective maintenance is performed on an item), and preventive
maintenance time (during which preventive maintenance is performed on an
item).

Uptime can be further subdivided into: not operating time (during which the item
is not required to operate), alert time (during which an item is assumed to be in
specified operating condition, and is awaiting a command to perform its intended
mission), reaction time (that element of uptime needed to initiate a mission,
measured from the time command is received), and mission time (during which an
item is required to perform a stated mission profile).

16.3 APPLICABILITY

MIL-HDBK-338 provides both the government procuring activity and its
equipment-development contractors with all of the information necessary for an
understanding of the concepts, principles and methodologies covering all aspects of
electronic systems reliability engineering and cost analysis as they relate to the
design, acquisition and deployment of DoD equipment and systems. It is intended
for use by government and contractor during the conceptual, validation, full-scale
development and production phases of an equipment/system life cycle. This
chapter of the Primer synopsizes only Volume I of MIL-HDBK-338.

16.4 PHYSICAL DESCRIPTION OF MIL-HDBK-338

MIL-HDBK-338 is a two-volume document of approximately 1500 pp. which is
intended for use in two loose-leaf binders. Volume I consists of approximately 1020
pp. and contains 115 tables and 311 figures. Volume II contains approximately 420
pps., 86 tables and 118 figures.

16.5 HOW TO USE MIL-HDBK-338, VOLUME I

Volume I of the handbook should be used by both the contracting agency and the
contractor as a basic guidance document in the specification and implementation of
engineering principles and practices leading to the development of reliable, cost-
effective electronic equipment and systems. Where further amplification of the
contents of the handbook is desired the user should refer to the source documents
listed at the end of each section.
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16.5.1 Nature and Organization of Volume I

MIL-HDBK-338, Volume I is an encyclopedic treatment of system-level reliability
and maintainability considerations and disciplines which portrays in immediately
useful fashion effective R&M techniques, their origins in time, the historical needs
which prompted their development and their mathematical derivation. Volume I
is organized into twelve sections as follows:

(1) Scope
(2) Reference Documents
(3) Definitions
(4) Preface
(5) Reliability and Maintainability Theory
(6) Reliability Specification, Allocation and Prediction
(7) Reliability Engineering Design Guidelines
(8) Reliability Data Collection and Analysis, Demonstration and Growth
(9) Software Reliability

(10) Systems Reliability Engineering
(11) Production and Use (Deployment) R&M
(12) R&M Management Considerations

Thumbnail summaries of the contents of these twelve sections (together with some
illustrations selected from the handbook and depicting one or more reliability
element(s) are given below:

16.5.2 Sections 1-3 are as described above

16.5.3 Section 4: Preface

This section introduces the "system reliability problem" in terms of increasing
complexity and sophistication and, consequentially, cost. It deals with complex
system reliability theory; defines system reliability (as a quantitative, probabilistic
factor which must be predictable and maintainable in the field), discusses reliability
versus unit production cost; new generation cost progression; system effectiveness;
R&M considerations in system effectiveness; availability; dependability;
interrelationships among various system properties; and techniques for the
optimization of system effectiveness. (The average cost of weapon systems
increased by a factor of 5 to 1 per decade and the average cost of electronic subsystems
increased by a factor of 10 to 1). It discusses the four basic steps of the system
engineering process, i.e.:

(1) Translate system requirements into functional requirements.

(2) Analyze functions and translate into requirements for design,
facilities, personnel, training and procedures.
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(3) Perform system/design engineering trade-off studies.

(4) Integrate requirements into contract end items, training, and

technical procedures.

16.5.4 Section 5: Reliability and Maintainability Theory

This section asserts that R&M disciplines are based upon probabilistic or stochastic
models, and that probabilistic parameters such as random variables, density
functions and distribution functions are utilized in the development of reliability

theory. It defines Mean-Time-to-Failure (MTTF), Mean Life (0) and Mean-Time-
Between-Failure (MTBF) and summarizes these basic reliability concepts in Figure
16-1.

There are many standard statistical distributions which may be used to model
various reliability parameters. Section 5 discusses and provides examples of
continuous distributions (a) normal (or Gaussian), (b) log-normal, (c) exponential,
(d) gamma and (e) Weibull, plus discrete distributions (a) binomial and (b) Poisson.

It addresses the typical "bathtub" failure rate curve utilizing the exponential
distribution; stabilization of failure frequency; reliability modeling; Bayesian
statistics in reliability analysis (simple prior/posterior continuous distribution):
maintainability theory; comparison of basic reliability and maintainability functions;
applicable maintainability distributions; availability theory, i.e., instantaneous/
mission/steady-state (see Figure 16-2); availability modeling (Markov Process
Approach), and R&M trade-off techniques (see Figure 16-3).

16.5.5 Section 6: Reliability Specification, Allocation and Prediction

While Section 5.0 of the Handbook establishes the theoretical, mathematical
foundation for the reliability engineering disciplines, Section 6.0 emphasizes the
practical approaches to specifying, allocating and predicting equipment/system
reliability.

Four principal methods by which a reliability requirement may be specified are: (1)
"Mean Life" or MTBF, (2) Probability of survival, (3) Probability of success, and (4)
Failure rate determination. The reliability specification must cover all aspects of the
use environment to which the item will be exposed and which can influence the
probability of failure.
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Failure Density Function
(time to failure) f(t)

Reliability Function R(t) = f(t) dt = exp - h(t) dt

h(t) = f(t)/R(t)
Hazard Rate t
(Failure Rate) X(t) = j h(t) dt

0

00

Mean Time to Failure (MTTF) MT f = j R(t) dt
(no repair) 0

Mean Time Between Failure T(t) =

(constant failure rate, X, with repair) MTBF - r - 1/X

FIGURE 16-1: SUMMARY OF BASIC RELIABILITY CONCEPTS
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FIGURE 16-2: THE RELATIONSHIP BETWEEN INSTANTANEOUS, MISSION,
AND STEADY STATE AVAILABILITIES AS A FUNCTION OF OPERATING TIME
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Reliability apportionment/allocation is the first step in the design process to
translate overall system requirements into reliability requirements for each of the
subsystems. The allocation process is approximate. The reliability parameters
apportioned to the subsystems are used as guidelines to determine design feasibility.
Six different approaches to reliability allocation are given in Section 6.0 along with
illustrative examples.

Reliability prediction is the process of quantitatively assessing whether a proposed
or actual equipment/system design will meet a specified reliability requirement.
Predictions are most useful in producing decision criteria for selecting courses of
action affecting reliability. A hierarchy of reliability prediction techniques have been
developed to accommodate the reliability study and analysis requirements and the
detailed data developed as the system progresses.

More detailed information on these techniques can be found in Chapters 6.0 and 7.0

of the Primer.

16.5.6 Section 7: Reliability Engineering Design Guidelines

Reliability engineering is the technical discipline of estimating, controlling and
managing the probability of failure in devices, equipment and systems. Design
principles and tools which should be utilized by the designer include:

(1) Part Selection and Control
(2) Part Derating
(3) Reliable Circuit Design
(4) Redundancy
(5) Environmental Design
(6) Human Factors Design
(7) Failure Modes, Effects and Criticality Analysis (FMECA)
(8) Fault Tree Analysis (FTA)
(9) Sneak Circuit Analysis

(10) Design Reviews

Items (1) and (2) are addressed in Section 7 largely by reference to MIL-HDBK-338,
Volume II.

Discussion of reliable circuit design includes design simplification, use of standard
circuits, transient and overstress protection, parameter degradation and analysis,
minimizing design errors and fundamental design limitations. Redundancy
techniques addressed include simple parallel, bimodal, majority vote and standby,
plus examples of redundant systems used in sophisticated aircraft and space
vehicles. Appendix A to Section 7 gives multiple examples of these techniques.

Designing for the environment considers measures of protection against high and
low temperatures, shock and vibration, moisture, sand and dust, explosion,
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electromagnetic and nuclear radiation. Table 16-1 demonstrates the relationship
among stresses, their effects, and reliability improvement techniques. Appendix B
to Section 7 details environmental effects, including air-launched weapon
envii onmental criteria.

Discussion of human factors active in the design of electronic equipment addresses
the motor responses and physical capabilities of operators, human performance
reliability, the relationship between human factors and reliability, the three factors
affecting human behavior, i.e., stimulus-input (S), internal reaction (0) and output
response (R), and man-machine interaction and trade- offs.

Failure Modes, Effects and Criticality Analysis (FMECA) is discussed in detail which
includes a step-by-step procedure, demonstration requirements, failure mode
distribution, determination of criticality, use of computer analysis and its
limitations. Note: FMECA is also addressed in Chapter 14.0 of this Primer.

Fault Tree Analysis (FTA) the "top-down" corollary to the FMEA "bottom-up"
reliability risk analysis technique is thoroughly investigated. Step-by-step
procedures for the performance of an FTA are detailed, including the three basic
methods for solving fault trees, i.e., (1) direct simulation (2) Monte Carlo and (3)
direct analysis.

A sneak circuit is defined as an unexpected path or logic flow within a system,
which, under certain conditions, can initiate an undesired function or inhibit a
desired function. Sneak Circuit Analysis (SCA) is the term applied to analytical
techniques used to detect and identify sneak circuits in a system. The point is made
that unlike other reliability analyses, SCA concentrates on the interconnections,
interrelationships and interactions of system components rather than the
components themselves.

Design reviews are characterized as essential ingredients of the reliability design
process whose purpose is to improve the equipment item where necessary and to
provide assurance that the most satisfactory design has been selected to meet the
specified requirements. The need for, purpose and use of (a) informal reliability
design verification (b) formal design reviews, including preliminary design review
(PDR), critical design review (CDR) and preproduction reliability design review
(PRDR), and (c) design review checklists, are explained and examples given.
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TABLE 16-1: ENVIRONMENTAL STRESSES, EFFECTS AND RELIABILITY
IMPROVEMENT TFCHNIQUES IN ELECTRONIC EQUIPMENT

ENVIRONMENTAL EFFECTS RELIABILITY IMPROVEMENT
STRESS TECHNIQUES

High Temperature Parameters of resistance, inductance, Heat dissipation devices,
capacitance, power factor, dielectric constant, cooling systems, thermal
etc. will vary; insulation may soften; moving insulation, heat-withstanding
parts may jam due to expansion; finishes may materials.
blister; devices suffer thermal aging;
oxidation and other chemical reactions are
enhanced; viscosity reduction and
evaporation of lubricants are problems;
structural overloads may occur due to
physical expansions.

Low Temperature Plastics and rubber lose flexibility and Heating devices, thermal
become brittle; electrical constants vary; ice insulating, cold-withstanding
formation occurs when moisture is present; materials.
lubricants gel and increase viscosity; high
heat losses; finishes may crack; structures
may be overloaded due to physical
contraction.

Thermal Shock Materials may be instantaneously Combination of techniques for
overstressed causing cracks and mechanical high and low temperatures.
failure; electrical properties may be
permanently altered. Crazing, delamination,
ruptured seals.

Shock Mechanical structures may be overloaded Strengthened members, reduced
causing weakening or collapse; items may be inertia and moments, shock
ripped from their mounts; mechanical absorbing mounts.
functions may be impaired.

Vibration Mechan.cal strength may deteriorate due to Stiffening, control of resonance.
fatigue or overstress; electrical signals may be
mechanically and erroneously modulated;
materials and structures may be cracked,
displaced, or shaken loose from mounts;
mechanical functions may be impaired;
finishes may be scoured by other surfaces;
wear may be increased.

Humidity Penetrates porous substances and causes Hermetic sealing, moisture-
leakage paths between electrical conductors; resistance material,
causes oxidation which leads to corrosion; dehumidifiers, protective
moisture causes swelling in materials such as coatings.
gaskets; excessive loss of humidity causes
embrittlement and granulation.
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TABLE 16-1: ENVIRONMENTAL STRESSES, EFFECTS AND RELIABILITY

IMPROVEMENT TECHNIQUES IN ELECTRONIC EQUIPMENT (cont'd)

ENVIRONMENTAL EFFECTS RELIABILITY IMPROVEMENT
STRESS TECHNIQUES

Salt Atmosphere and Salt combined with water is a good conductor Nonmetal protective covers,
Spray which can lower insulation resistance; causes reduced use of dissimilar metals

galvanic corrosion of metals; chemical in contact, hermetic sealing,
corrosion of metals is accelerated. dehumidifiers.

Electromagnetic Causes spurious and erroneous signals from Shielding, material selection,
Radiation electrical and electronic equipment and part type selection.

components; may cause complete disruption of
normal electrical and electronic equipment
such as communication and measuring systems.

Nuclear/Cosmic Causes heating and thermal aging; can alter Shielding, component selection,
Radiation chemical, physical and electrical properties nuclear hardening.

of materials; can produce gases and secondary
radiation; can cause oxidation and
discoloration of surfaces; damages electrical
and electronic components especially
semiconductors.

Sand and Dust Finely finished surfaces are scratched and Air-filtering, hermetic sealing.
abraded; friction between surfaces may be
increased; lubricants can be contaminated;
clogging of orifices, etc; materials may be
worn, cracked, or chipped; abrasion,
contaminates insulations, corona paths.

Low Pressure (High Structures such as containers, tanks, etc. are Increased mechanical strength
Altitude) overstressed and can be exploded or fractured; of containers, pressurization,

seals may leak; air bubbles in materials may alternate liquids (low
explode causing damage; internal heating volatility), improved
may increase due to lack of cooling medium; insulations, improved heat
insulations may suffer arcing and breakdown; transfer methods.
ozone may be formed; outgasing is more
likely.

16.5.7 Section 8: Reliability Data Collection and Analysis, Demonstration and
Growth

0 Data Collection and Analysis

The feedback of information obtained from the analysis of failures is essential
to reliability improvement. Reliability data consist of reports of failures and
of the duration of successful operation of monitored equipment/systems.
Failure data may be analyzed either by graphical methods or statistical
analysis. Graphical methods do not require knowledge of the statistical
mathematics used. Examples of theoretical reliability functions which will
plot as straight lines on special graph paper are those based on the
exponential, normal, log-normal and Weibull distributions. Where large
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sample sizes are available the chi-square (X2 ) test for Goodness- of-Fit should
be used. Where sample sizes are small, the Kolmogorov-Smirnov test
provides some assurance.

a Reliability Demonstration

A reliability demonstration test should determine conformance to specified,
quantitative reliability requirements as a basis for qualification or acceptance.
Assuming an exponential failure rate (constant) a test of 10 devices for 100
hours is mathematically equivalent to a test of 1 device for 1000 hours. If each
component tested is merely classified as acceptable or non-acceptable, the
demonstration test is an attributes test. If the service life of the items under
test is recorded in time and assumed to have a specific probability
distribution, the test is a variable test. MIL-STD-785 (See Chapter 3.0 of the
Primer) specifies elements to be included in a reliability test plan for
development and production testing. MIL-STD-781D and MIL-HDBK-781 (see
Chapters 9.0 and 10.0 of the Primer) cover the requirements for development
and production reliability tests for equipment that experiences a distribution
of time-to-failure that is exponential.

* Reliability Growth

Reliability growth is defined as the positive improvement of the reliability of
an equipment through the systematic and permanent removal of failure
mechanisms. It is the result of an iterative design process. There are three
essential elements in achieving reliability growth (1) detection of failure
sources (by analysis and test), (2) feedback of problems identified and (3)
effective redesign effort to eliminate the identified problems. The Duane
reliability growth model is the model most widely used. A comparison of the
Duane and other models may be found in Appendix B to Section 8. The
formal reliability growth test is to be performed near the end of full-scale
development after successful completion of environmental qualification
testing and prior to reliability demonstration testing. The economic purpose
of reliability growth testing is to save the Department of Defense money
during the planned service life of the equipment. Figure 16-4 compares
cumulative life cycle costs with (and without) specified reliability growth test
requirements.
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FIGURE 16-4: COMPARISON OF CUMULATIVE LIFE CYCLE COSTS:
WITH AND WITHOUT SPECIFIED RELIABILITY GROWTH TEST

REQUIREMENTS

Appendix A to Section 8 provides fifty pages of explicit and detailed instructions on
the use of reliability demonstration test plans. The information provided includes
explanation, derivation and examples of both attributes demonstration tests and
variables demonstration tests.

16.5.8 Section 9: Software Reliability

Unlike the hardware area where procedures are well established for predicting,
specifying and measuring equipment reliability and maintainability, the current
status of software R/ M is as follows:

(1) There is disagreement on basic definitions
(2) Methods for quantitative specification are not available or used
(3) An abundance of prediction models have been prepared, but are not

adequately validated
(4) Demonstration procedures are not available
(5) Some basic design procedures, e.g., top-down design, structured

programming, etc., are available
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Software errors can arise from the specification, from the software design, and from
the coding process. Specification errors result whenever there exists a discrepancy
between the statement of specifications and the statement of user requirements.
Typically, more than half of software errors recorded originate in the specification.

Software system design follows from the specification. System design may be a flow
chart defining the program structure, test points, limits, etc. Errors can result from
incorrect interpretation of the specification or incomplete or incorrect logic. Typical
coding errors can be typographical errors, incorrect numerics, omission of symbols,
and the inclusion of expressions which can become indeterminate.

There are two types of software reliability models (1) failure rate based models and
(2) non-failure rate based models. The failure rate based models assume that any
error detected is immediately corrected and that the correction process does not alter
the program by introducing new errors. Non-failure rate based models require that
a number of known errors be seeded into the program which is then tested. The
number of original, indigenous errors can be estimated from the number of
indigenous and seeded errors uncovered during the test.

The most effective technique for dealing with system complexity is top-down
design. Upon identification of the system's various levels of abstraction and of the
connections between them, top-down design achieves a decomposition of the
system into a number of highly dependent modules, resulting in a significantly
simpler structure. Figure 16-5 portrays a decomposed software system.

Software is part of the operating system in an increasing range of engineered
products, including large systems such as process plants, more compact systems such
as numerical control machine tools, and individual products such as domestic
appliances and a wide variety of electronic equipment. It is relatively easy to write a
paragraph to perform a simple, defined function. To ensure that the program will
operate successfully under all conditions that might occur and be easily adaptable to
change or correction when necessary, is a more difficult manner, requiring careful
checking of the specification, planning the program structure and assessing the
design against the specification.

Software that is reliable from the beginning is cheaper and quicker to develop, so the
goal must always be to minimize the possibilities of early errors and to eliminate
errors before proceeding to the next phase.
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16.5.9 Section 10: Systems Reliability Engineering

The worth of an equipment/system is determined primarily by the effectiveness
with which it does its job, that is, its operational effectiveness. Of major concern,
however is how system effectiveness can be predicted while system design concepts
are being formulated and when the system is being designed and evaluated. Thus
system effectiveness methodologies deal more with the predictive design and test
aspects of system effectiveness than with the later use of the system.

The evaluation of system effectiveness and its R&M parameters is an iterative
process that continues through all life cycle phases of a system. System R&M
models are essential tools for the quantitative evaluation of system effectiveness
and for designing effective weapon systems. Figure 16-6 illustrates the eight tasks
required for the evaluation of system effectiveness.

In complex system effectiveness mathematical models, the attempt is made to relate
the impact of system reliability, maintainability and performance to mission profile,
scenario, use, and logistic support. Numerous complex computerized models exist.

Life cycle cost (LCC) is the total cost of acquiring and utilizing a system over its entire
life span. LCC models range from simple, informal engineering/cost relationships
to comnplex mathematical statements derived from empirical data. Figure 16-7
concepLually illustrates the reliability/cost relationship. The figure shows that as a
system is made more reliable (all other factors being held constant) support cost will
decrease, since there are fewer failures. At the same time, acquisition cost increases
to attain improved reliability. At a certain point the amount of money spent to
improve reliability will equal the amount saved in support cost. This point
represents the reliability for which total cost is at a minimum. Thus reliability can
be considered as an investment during acquisition for which the return on
investment (ROI) is a substantial reduction of the need for maintenance support.

16.5.10 Section 11: Production and Use (Deployment) R&M

Engineering design establishes the inherent R&M potential of an equipment or
system. The degree of degradation from the inherent level experienced by the
equipment/system is directly related to the inspectability and maintainability
features designed and built into the system as well as the effectiveness of the
measures applied during production and storage, prior to deployment, to eliminate
potential failures, manufacturing flaws and deterioration factors. Lack of attention
to these areas can result in actual system reliability as low as 10% of its inherent
reliability potential.

The impact of production, shipment, storage, operation and maintenance
degradation factors on the reliability of a typical system or equipment item and the
life cycle growth that can be achieved is conceptually illustrated in Figure 16-8. The
figure depicts a hardware item in its progress through life cycle stages. The figure
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shows that an upper limit of reliability is established by design; that, as the item is
released to manufacturing, its reliability will be degraded and as production
progresses, with resultant process improvements and manufacturing learning
factors, reliability will grow; that when the item is released to the field, its reliability
will again be degraded; and that as field operations continue and operational
personnel become more familiar with the equipment and acquire maintenance
experience, reliability will again grow.

Quality, like reliability, is a controllable attribute which can be planned during
development, measured during production and sustained during storage and field
repair actions. MIL-Q-9858 Quality Program Requirements (see Chapter 5 of this
Primer) is the basic standard for planning quality programs for DoD development
and product contracts. MIL-I-45208A (Inspection System Requirement) applies to
contracts in which control of quality by in-process as well as final end-item
inspection, is required.

Environmental stress screening is the keystone of an effective production reliability
assessment and control program. Such screening is applied on a 100 percent basis to
reveal inherent as well as workmanship and process induced defects without
weakening or destroying the product. Screens for known latent defects should be
performed as early in the assembly process as possible. They are most cost effective
at this stage. Figure 16-9 depicts comparative costs of defect detection with increased
levels of assembly while Table 16-2 is a reproduction of a table in the handbook
which addresses the stress tests, their application, expected failure rate reduction and
trade-off considerations at the module, unit (i.e., equipment), and system level.
Screening at the part level is discussed in detail in Volume II of MIL-HDBK-338 (see
Chapter 17 of the Primer).

Purchased Purchased
PCB Assemblies Units

Pat - A sm lis• Unt Systems - - Use

Approx. Wiring Wiring Cables
Cost Per
Repair S1-5 $30-50 $250-500 $500-1000 $5,000-15,000

FIGURE 16-9: COMPARATIVE COSTS OF DEFECT DETECTION AND
CORRECTION AT INCREASED ASSEMBLY LEVELS
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TABLE 16-2: STRESS SCREENING GUIDELINES MATRIX (cont'd)
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TABLE 16-2: STRESS SCREENING GUIDELINES MATRIX (cont'd)
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Three major control factors are necessary to provide proper protection against
damage and deterioration to components and equipment during shipment and
storage. They are: (1) The level of preservation packaging and packing applied in
the preparation of material items for shipment and storage, (2) the actual storage
environment, and (3) the need and frequency of cyclic inspection. MIL-E-17555 is
the governing document for the degree of preservation and packaging which will
afford adequate protection against corrosion, deterioration, and physical damage
during shipment, handling and world-wide redistribution.

16.5.11 Section 12: R&M Management Considerations

The successful development and fielding of reliable and maintainable equipment
and systems requires the combined application of technical and management
disciplines during all five life cycle phases, i.e., concept, validation, full scale
engineering development, production, and deployment.

The most basic of management functions is planning. Planning is deciding in
advance what to do, how and when to do it, and who is to do it. Budgeting, which
goes hand in-hand with planning, involves insuring that adequate resources,
financial or otherwise, are available to carry out the plan. Without proper
budgeting, planning is a futile exercise.

Most military equipment/system acquisition managers must cope with the four
basic and frequently conflicting criteria of performance, cost, schedule and risk. The
goal is to achieve a balance of these criteria to develop a system with minimum life
cycle costs (LCC) consistent with required performance. A manager must keep in
mind the fact that early design decisions "lock-in" a major portion of LCC. It is held
that for U.S. Dept. of Defense equipment the design and development phase
typically consumes only 15% of the total cost, as opposed to 35% for production and
50% for the in-service phase. However, during the design and development stage,
90-95% of the life cycle costs are determined.

LCC is defined as the total cost to the government of acquisition and ownership of a
system over its full life. Figure 16-10 supplies the acquisition manager a guide for
the activities that should be performed at each phase of a system's life cycle to
minimize LCC.

One relatively new tool developed to reduce life cycle costs of DoD equipment is the
use of Product Performance Agreements (PPA's) in the form of
warranties/guarantees. Among the most commonly-used and cost-effective are the
Reliability-Improvement Warranty (RIW), the Logistic Support Cost (LSC)
commitment and the MTBF guarantee. Table 16-3 depicts features of these
warranty-guarantee plans.
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TABLE 16-3: FEATURES OF CURRENT WARRANTY-GUARANTEE PLANS

Features RIW RIW/MTBF LSC

Objective Secure reliability Achieve stated Achieve stated
improvement/reduce reliability logistic-cost goal
support costs requirements/reduce

support costs

Method Contractor repairs or Same as RIW; in Normal Air Force
replaces all applicable addition, contractor maintenance;
items that fail during provides additional operational test
coverage period; spare units to maintain performed to assess
implements no-cost logistic pipeline when LSC; penalty or
ECPs to improve MTBF goals are not met corrective action
reliability required if goals are not

achieved

Pricing Fixed price Fixed price cost sharing Fixed price or limited
for correction of
deficiencies

Incentive Contractor profits if Similar to RIW, plus Award fee if goal is
repair costs are lower possible severe penalty bettered; penalties for
than expected because for low MTBF poor cost performance
of improved R&M

As with reliability, once maintainability has been quantitatively specified, tasks
which can aid in attaining program maintainability requirements must be selected.
MIL-STD-470 establishes uniform criteria for a maintainability program and
provides guidelines for the preparation and implementation of a maintainability
program plan.

MIL-STD-470 is the subject of Chapter 47.0 of the Primer.

16.6 TAILORING GUIDELINES

MIL-HDBK-338, Volume I is a guidance document only. It does not contain
enforceable requirements. As can be seen in Paragraph 16.1 (Reference Documents)
it deals with a large number of military specifications and standards, many of which
are the subjects of Chapters of this Primer wherein specific tailoring instructons are
given.
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16.7 CONTRACT DATA REQUIREMENTS LIST (CDRL)

There are no deliverable data items required by this Handbook, although Section 12
contains a listing of DIDs, unique to R&M software, which have been extracted from
AMSDL (DoD Acquisition Management Systems and Data Requirements Control
List) and are presented for guidance purposes only.

Reliability Analysis Center (RAC) * 201 Mill Street * Rome, NY 13440 e (315) 337-0900



CHAPTER 17:

MIL-HDBK-338
ELECTRONIC RELIABILITY

DESIGN HANDBOOK
VOLUME II



Chapter 17: MIL-HDBK-338, Volume II 17-1

MIL-HDBK-338 (Electronic Reliability Design Handbook) is a two-volume tri-
service-approved document used by all branches of the military as a procedural
guide in the design, specification, acquisition and development of quality- assured
electronic equipment and systems. The current version of MIL-HDBK-338 is the
original document, dated 15 October 1984. The preparing activity is:

Rome Laboratory
RL/ERSS
Griffiss AFB, NY 13441-5700

Volume II of the Handbook has been designed to provide as much practical and
useful information as possible on the considerations and procedures to be employed
in the selection, specification, application and control of electronic parts in order to
achieve reliable electronic equipment.

This chapter is only an advisory to the use of Volume II of MIL-HDBK-338. It does
not supersede, modify, replace or curtail any requirements of MIL-HDBK- 338 nor
should it be used in lieu of that standard.

17.1 REFERENCE DOCUMENTS

There are 145 specifications, 34 standards and 10 handbooks referenced in MIL-
HDBK-338, Volume II. A listing of these documents consumes 10 pages. In the
interest of brevity these documents are not being shown here. In the following
pages, each specification, standard or handbook used in describing the contents of
Volume II will be fully identified by number and title the first time it is referenced,
thereafter only the number will be given.

17.2 DEFINITIONS

Basic terminology particularly applicable to MIL-HDBK-338, Volume II and used in
this Chapter of the Primer is presented below:

"* Reliability: The probability that a component will perform its intended
function for a specified time interval under stated conditions.

"• Failure Rate: The total number of failures within a population, divided by
the total number of life units expended by that population, during a
particular measurement interval under stated conditions.

" Inherent Reliability: A measure of reliability that includes only the effects
of an item design and its application, and assumes an ideal operation and
support environment.

"* Mean-Time-Between-Failure (MTBF): A basic measure of reliability for
repairable items. The mean number of life units (e.g. hours * 106) during
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which the component performs to specification, in a particular
measurement interval under stated conditions.

17.3 APPLICABILITY

MIL-HDBK-338 Volume II provides both the government procuring activities and
their equipment-development contractors with information necessary for an
understanding of the concepts, principles and methodologies covering all aspects of
electronic parts reliability engineering and cost analysis as they relate to the design,
acquisition and deployment of DoD equipment and systems. It is intended for use
by both government and contractor during the conceptual, validation, full-scale
development and production phases of an equipment/system life cycle.

17.4 PHYSICAL DESCRIPTION OF MIL-HDBK-338

MIL-HDBK-338 is a two-volume document of approximately 1500 pp. which is
intended for use in two loose-leaf binders. Volume I consists of approximately 1020
pp. and contains 115 tables and 311 figures. Volume HI contains approximately 420
pps., 86 tables and 118 figures.

17.5 HOW TO USE MIL-HDBK-338, VOLUME II

Volume II of the handbook should be used by both the contracting agency and the
contractor as a basic guidance document in the specification and implementation of
engineering principles and practices leading to the development of reliable, cost-
effective electronic equipment and systems. Where further amplification of the
contents of the handbook is desired the user should refer to the source documents
listed at the end of each section.

17.5.1 Nature and Organization of Volume II

MIL-HDBK-338, Volume II is an encyclopedic treatment of parts-level reliability and
maintainability considerations and disciplines which portrays in immediately-
useful fashion effective R&M techniques; their origins in time; the historical needs
which prompted their development and to a minor degree, their mathematical
derivation. Volume II is organized into nine sections as follows:

(1) Scope and General Information
(2) Referenced Documents
(3) Definitions
(4) Reliability Theory
(5) Component Reliability Design Considerations
(6) Applications Guidelines
(7) Specification and Control During Acquisition
(8) Logistic Support
(9) Failure Reporting and Analysis
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Brief summaries of the contents of these nine sections (coupled with some
randomly-selected illustrations taken from the Handbook and depicting one or
more reliability element(s)) are given below.

17.5.2 Section 1 - Scope and General Information

This section traces the history of component reliability, points out the need for
reliable components, discusses the technologies, materials, packaging and testing
methods employed in current state-of-the-art devices, and describes predictable
trends for the future development of component parts.

With World War II came the demand for increasingly complex equipment which
could withstand higher levels of environmental stress, and a major concern in this
period was vacuum tube reliability. The need for a proximity fuze for munitions
resulted in the development of ruggedized subminiature tubes and thick film
hybrid technology which, in turn, led to the modular circuit designs of the 1950's.

The 1950-1960 decade witnessed development of the MIL series of established
reliability (ER) specifications on electronic parts; MIL-STD-202 (Test Methods for
Electronic Components and Parts); the Air Force's RADC Reliability Notebook
(Chapter 8) of which was the forerunner of MIL-HDBK-217 (Reliability Prediction of
Electronic Equipment); the etched printed circuit board and the implementation of
the transistor.

The 1960-1970 decade saw the first application of microcircuits in the Air Force's
improved Minuteman Missile System, and the issuance of MIL-M-38510 (General
Specification for Microcircuits) and MIL-STD-883 (Test Methods and Procedures for
Microcircuits).

The 70's saw the evolution of the large-scale integrated circuit (LSI); the
establishment of the Defense Electronics Supply Center (DESC) as the responsible
agency for the standardization of all electronic parts used by the three services; the
issuance of MIL-STD-965 (Parts Control Program); the application of LSI devices as
microprocessors and the miniaturization of resistors, capacitors, networks, reed
relays, switches and NiCd batteries to fit into dual- in-line packages. Connector
technology advanced with the development of fiber optic connectors, the zero
insertion force requirement and the use of tin-lead solder in gas tight, high pressure
connectors.

The 80's gave rise to the initiation by the Department of Defense (DoD) of the very
high speed integrated circuit (VHSIC) program to develop very large scale (VLSI)
signal processors on a single chip containing one-quarter-million gates (106
transistors) operating at clock speeds of 25 MHz and performing several million
operations per second.
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Miniaturization of electronic circuitry over the past thirty years has resulted in a
tremendous reduction in size coupled with an impressive increase in complexity,
and more change is yet to come.

Silicon has for years dominated integrated circuit technology development as the
primary semiconductor material. The only minor variation of silicon as a basic
substrate material uses a layer of silicon epitaxially grown on sapphire substrates and
is commonly referred to as Silicon-On-Sapphire (SOS).

In recent years however, attention has focused on Gallium Arsenide (GaAs) as a
substrate material destined to achieve performance superior to that of silicon.
Figure 17-1 reveals the increased capability of GaAs over silicon. Electron mobility
of GaAs is between five and six times that of silicon. This characteristic, coupled
with the semi-insulating substrate of GaAs, leads to the increased performance of
GaAs versus silicon in both speed and power consumption.

Properties Silicion GaAs

1. Mobility (cm2/V-sec)
n (Electrons) 1,500 8,500
p (Holes) 600 400

2. Maximum Operating Temperature (c) 200 350

3. Minor Carrier Lifetime (sec) 2.5 *103 2 * 108

4. Energy Gap (eV) 1.12 1.43

5. Breakdown Field (V/cm) 3 * 105 4 * 108
Ga As

6. Relative Abundance in Earth's Crust 227,200 15 5

FIGURE 17-1: PROPERTIES OF SILICON AND GaAs AT 300*K

17.5.3 Section 2 and 3:

Referenced Documents and Definitions are as described in Paragraphs 17.1 and 17.2
above.
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17.5.4 Section 4: Reliability Theory

This short section, addresses probability density functions i.e, the mathematical
expression of the graph of probability against the random variable; probability
distributions frequently used in reliability modeling, i.e., exponential, normal, log-
normal, Weibull and gamma; confidence intervals, confidence levels and sampling
plans.

When buying component parts in bulk there is a chance that some are defective. It
is not often practical to test each unit and so a sample of a production lot is tested.
Statistical sampling plans define the sample size upon which to base a decision on
whether the batch is good or bad and the acceptable number of defectives per
sample. In this process there are both producer risk (W) the probability that a good
batch will be rejected, and consumer risk (0) the probability that a bad batch will be
accepted. Sampling plans have been established in which both producer and
consumer risks are incorporated. These plans are usually based upon the Poisson
(or exponential) distribution and use an acceptable quality level (AQL), or a lot
tolerance percent defective (LTPD) approach. AQL is the maximum percent
defective (or the number of defects per hundred units, which may not be the same
thing) which can be considered acceptable as a process average. LTPD is defined as
some chosen limiting value of percent defective in a lot. The LTPD is selected such
that components of quality worse than the LTPD are rejected, with high probability.
Section 4 concludes with a discussion of the temperature dependence of the rate of
failures, including the Arrhenius and Eyring models, and activation energy.

17.5.5 Section 5: Component Reliability Design Considerations

Paragraphs 5.1 through 5.1.6.1 of Volume II of the handbook address parts selection
and control considerations and techniques, including tasks for the standardization,
approval, qualification and specification of parts which meet performance, reliability
and other requirements of the evolving equipment design. Table 17-1 depicts
simplified procedural steps for the selection and control of electronic parts.

Wherever possible, preferred parts should be used. Such devices may be defined as
those which by virtue of systematic testing programs and a history of successful use
in equipment have demonstrated their ability to consistently function within
specific electrical, mechanical and environmental limits and, as a result, have
become the subject of military (MIL) specifications and standards. MIL specifications
which thoroughly delineate a parts' substance, form and operating characteristics
exist, or are in preparation, for almost every type of electronic component.
Standards also exist which describe test methods applicable to all parts and which list
by MIL style those parts or devices which are preferred for use in military
equipment. For example:
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TABLE 17-1: GROUND RULES FOR PARTS SELECTION AND CONTROL

a) Determine part type needed to perform the required function and the
environment in which it is expected to operate.

b) Determine part criticality.
- Does part perform critical functions, i.e., safety or mission critical?
- Does part have limited life?
- Does part have long procurement lead time?
- Is the part reliability sensitive?
- Is the part a high cost item, or does it require formal qualification testing?

c) Determine part availability.
- Is the part preferred?
- Is the part a Standard MIL item available from a qualified vendor?
- What is the part's normal delivery cycle?
- Will the part continue to be available throughout the life of the

equipment?
- Is there an acceptable part procurement specification?
- Are there multiple sources available?

d) Estimate expected part stress in its circuit application.

e) Determine reliability level required for the part in its application.

f) Determine appropriate screening/quality conformance inspection (QCI)
methods.

g) Prepare an accurate and explicit part procurement specification. Specification
shall include specific screening/QCI provisions to ensure adequate reliability.

h) Determine actual stress level of the part in its intended circuit application.
Perform failure rate calculation per MIL-HDBK-217.

i) Employ appropriate derating factors consistent with reliability prediction
studies.

j) Determine need for nonpreferred part and prepare a request for approval as
outlined in MIL-STD-965.
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* MIL-STD-202, Test Methods for Electronic Parts
* MIL-STD-750, Test Methods for Semiconductor Devices
* MIL-STD-883, Test Methods for Microelectronic Devices
* MIL-STD-199, Selection and Use of Resistors
* MIL-STD-198, Selection and Use of Capacitors
* MIL-STD-1132, Switches and Associated Hardware, Selection and Use of
* MIL-STD-1562, Standard Microcircuits, Lists of
* MIL-STD-701, Standard Semiconductors, Lists of

In cases where the use of standard parts or devices is not feasible, MIL-STD-965
delineates explicit procedures by which the user may obtain approval for the use of
non-standard parts. These procedures consider such factors as use justification, part
application, identification of non-standard parameters and criticality of part
application.

Guidelines are given in the handbook for the selection and use of specific types of
the following parts, devices and modules:

a) Microcircuits h) Electrical connectors
b) Discrete Semiconductors i) Electron Tubes
c) Resistors j) Cables
d) Capacitors k) Electro Optics/Fibre Optics
e) Magnetic Devices 1) Printed Circuitry
f) Relays m) Standard Electronic Module (SEM)
g) Switches

° Microcircuits

Microcircuit selection is governed by the criteria depicted in Table 17-2.

TABLE 17-2: MICROCIRCUIT SELECTION CRITERIA

1. MIL-STD-454 Requirement No. 64

2. MIL-M-38510 JAN Microcircuits listed in MIL-STD-1562

3. Other MIL-M-38510 JAN microcircuits

4. Other microcircuits subject to procuring activity approval based upon
MIL-STD-965 procedures

Paragraph 5.2.1 through 5.2.1.6 supply guidelines for the selection and
application of microcircuits. Application notes for commonly used digital
microcircuits address logic gates, buffer/drivers, receivers, transceivers, and
Schmitt triggers; also multivibrator flip-flops, shift registers, data registers and
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counters. Uses of the three basic types of flip-flop, the latch, the D type and
the JK are described in detail, as is the use of error detection and correction
codes such as the parity check and the Hamming code.

Detailed application notes for commonly-used linear IC's address operational
amplifiers voltage comparators, voltage followers, current amplifiers, line
drivers, line receivers, analog switches, multiplexers, voltage regulators,
voltage references, D/A converters, A/D converters and timers.

LSI device technologies discussed include: TTL, Schottky TTL, ECL, 12 L, P-
Channel MOS, Si Gate PMOS, Si Gate N-Channel MOS, complimentary MOS
(CMOS) and Silicon-on-sapphire (SOS). Table 17-3 illustrates essential
operating characteristics for these LSI technologies.

Detailed application data for commonly-used LSI devices address ROMS,
PROMS, Erasable PROMS, UV PROMS, EEPROMS, RAMS and Bubble
Memories. ROMS are permanently programmed during fabrication and are
used to replace complex logic functions having multiple inputs and outputs.
PROMS are ROMS which can be programmed by the user. There are two
varieties of erasable PROMs, i.e., UVPROMS which can be erased by UV light,
and EEPROMs which can be erased by means of an electrical signal.
EEPROMS can be programmed quicker and easier than UV PROMS. There
are static RAMs and dynamic RAMS. Static RAMS can be bipolar or MOS, the
bipolar device being faster than the MOS. Dynamic RAMS are all MOS and
operate like a charged capacitor which must be refreshed periodically to
compensate for leakage current. Bubble memories, while not true
semiconductor memories, are analogous in operation and interfacing. Bubble
memories compete with other magnetic storage devices such as tapes and
discs, but unlike tapes and discs, bubble memories require no moving parts to
store or retrieve data.

* Discrete Semiconductor Devices

This subsection focuses on the selection and application of types of diodes, i.e.,
rectifiers, Schottky barrier rectifiers, varactors, and silicon controlled rectifiers
(SCR's); transistors (i.e., bipolar, field effect transistor (FET), and power
MOSFET) and microwave semiconductor devices such as the Impact device
and the Gunn or transferred electron device (TED).

Discrete semiconductor selection is governed by the criteria depicted in Table
17-4.
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TABLE 17-3: LSI TECHNOLOGY CHARACTERISTICS

Typical Timing Pulse Typical Power
Parameter/ Propagation Required for Dissipation Per Chip Density
Technology Delay (ns) LSI (ns) Gate (gW) Gates/MIL2

PMOS 30 - 100 1,000 - 2,000 20-700 0.5

NMOS 20-70 200-1,000 20-700 0.5

CMOS 40-100 50-200 1-1,000 0.2-03

PMOS/SOS 30-100 100-500 70-700 0.5

NMOS/SOS 25-50 80-250 70- 700 0.5

CMOS/SOS 10-40 70-200 90-100 0.3

12 L 15-50 80-200 100-200 1.0-2.0

Lower Power TTL 30- 50 400 1,000 0.2

TTL 8-12 70 10,000 0.2

Low Power Schottky 8- 12 70 2,000 0.1 - 0.2

Schottky 3-5 50 20,000 0.1 - 0.2

ECL 1-2 40 20,000 - 30,000 0.1 - 0.2

FAST 3-4 70 4,000 .01 - .02

ALS 6-7 70 1,000 .01-.02

TABLE 17-4 SEMICONDUCTOR SELECTION CRITERIA

1. MRAP/SRAP "Microcircuit/Semiconductor Reliability Assessment Program"

2. MIL-STD-701 "Lists of Standard Semiconductors"

3. MIL-S-19500 "Semiconductor Devices, General Specification for"

4. MIL-STD-1547 "Parts, Materials and Processes for Space and Launch Vehicles,
Technical Requirements for"

Special application considerations for semiconductors include derating as shown in
Tables 17-5 and 17-6, and transient suppression techniques for use in the protection
of diodes as illustrated in Figure 17-2.
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TABLE 17-5: DERATING FACTORS FOR TRANSISTORS

Transistor Environmental Derating Factor
Type Parameter Benign Severe

All Silicion Power 0.70 0.50

Types Max. Junc. Temp (QC) 125 0.95

Breakdown Volt 0.70 0.60

TABLE 17-6: DIODE DERATING

Environmental Derating Factor
Diode Type Benign Severe Parameter

Light Emitting 110 95 Max. Junc. Temp. (°C)

0.75 0.50 Avg. Forward Current

Rectifier (Power) 125 95 Max. Junc. Temp. (°C)

0.70 0.70 PIV
0.75 0.50 Forward Current

Switching 0.70 0.50 Power

0.70 0.70 PIV

125 95 Max. Junc. Temp. (QC)

0.75 0.50 Forward Current

Varactor 0.50 0.70 Power

0.75 0.80 PIV

0.75 Forward Current

Voltage Reference* 125 95 Max. Junc. Temp. (QC)

0.70 0.50 Power

Transient Suppressor 0.75 0.50 Avg. Current

0.70 0.50 Power

125 95 Max. Junc. Temp. (°C)
Microwave 125 95 Max. Junc. Temp. (KC)

0.70 0.70 PIV or

1 0.70 0.50 Power

*The zener current should be limited to no more than Iz = Iz nominal + 0.5 (Izmax - Iznominal) , but do

not derate to the point where the device is operating at the knee.

The worst case combination of ac, dc, and transient voltages shall be no greater than the allowed
percentage of rated voltage.
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D1

R1

(A) Surge Current Limit Resistor (R1 )

C1
.01AjifR1 lf

(B) Surge Current Limit Resistor (R1 ) and

Transient Suppression Capacitor (C1 )

Note: The best protection for a diode is sufficient overrating of the Reverse
Breakdown Voltage (PIV), Forward Surge Current (Is) and Power
Dissipation Capability (P).

FIGURE 17-2: DIODE PROTECTION
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° Resistors

Resistors are functionally classified as fixed and variable. Resistor
construction is of three general types: composition, film or wirewound, and
consists of a resistive element mounted on a base with environmental
protective coating and external electrical leads to allow insertion into an
electrical circuit. Composition resistors are made from a mixture of resistive
material and a binder and are molded into a resistive film deposited inside or
outside an insulating cylinder. The wirewound type is composed of resistive
wire wound on an insulative body. These three basic types of resistors differ
from each other in reliability, size, cost, resistance range, power rating and
general operating characteristics. No one type has all the best characteristics.
The choice among them depends on initial and long-term operating
requirements, the environment in which they must exist, and other factors.
Resistor selection is governed by the criteria of Table 17-7.

TABLE 17-7: RESISTOR SELECTION CRITERIA

1. MIL-STD-199 "Resistors, Selection and Use of"

2. The 39000 series of Established Reliability military specifications

3. MIL specifications on resistors

4. Historical test data (similar application) or other engineering information
and/or data that provides assurance that the device is sufficiently rugged and
reliable for the application (e.g., previous use in military equipment,
comparable application or GFE)

NOTE: For selecting particular resistors for specific applications, the qualified
product list should be consulted for a list of qualified sources prior to
procurement commitment.

Table 17-8 is a reproduction of one page of a four-page table in the handbook which
provides selection, usage and failure modes information for MIL-specification
resistors.

Figure 17-3 taken from Volume II of MIL-HDBK-338 portrays recommended
derating for fixed, composition resistors.
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TABLE 17-8: USAGE AND SELECTION GUIDELINES FOR RESISTORS
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100
Absolute

Maximum Rating

RCR05
RCR07
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SRCR2
RCR 32 , \130

RCR 42

0 50 70 100 120 150

Ambient Temperature (0C)

FIGURE 17-3: RESISTOR DERATING CURVE

Capacitors, Magnetic Devices, Relays, Switches, Connectors, Tubes, Cables,
Electro-and-Fiber Optics, Printed Circuitry and SEMs.

As with the proceeding subsections on microcircuits, semiconductors and
resistors, tabulations of selection criteria, usage guidance and special
application considerations are provided for all of the above parts, devices or
electronic modules. Examples of special application considerations include
(for capacitors) such characteristics as capacitance tolerance, operating
frequency, insulation resistance, temperature coefficient, dielectric absor-2tion,
reverse voltage, polarization, ac operation, Q, seal and mounting; for
magnetic devices special application considerations include load current,
operating frequency, core saturation, capability of accommodating dc input or
pulse current, size, weight, operating temperature class, construction grade,
taps, ESD or electromagnetic shielding; etc.

17.5.6 Section 6.0: Applications Guidelines

Section 6.0 concerns itself with the influence of environmental stress conditions on
the reliability of electronic parts and equipments and the means commonly
employed to blunt or evade their harmful effects.

In order to reap the benefits of a reliability oriented design, consideration must be
given early in the design process to the required environmental resistance of the
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equipment being designed. Environmental resistance, both intrinsic and that
provided by specifically directed design features, will determine the ability of the
equipment to withstand the stresses imposed by its operational environment. The
first step in determining the required environmental resistance is identification of
the environments in which the equipment must operate. The next step is
determination of the performance of the equipment's components and materials
when exposed to the degrading stresses of the identified environments. When such
performance is inadequate or marginal with regard to the equipment reliability
goals, corrective measures such as derating, redundancy, protection from adverse
environments, or selection of more resistant materials and components must be
employed.
The preferred method for evaluating the thermal performance of electronic
equipment (with respect to reliability) is a parts stress analysis method which
determines the maximum safe temperatures for constituent parts. A reduction in
the operating temperature of components is a primary method for achieving
improved reliability levels. This is generally possible by provision of a thermal
design which reduces heat input to minimally achievable levels and provides low
thermal resistance paths from heat producing elements to an ultimate heat sink of
reasonably low temperature. Thermal design is often as important as circuit design
in obtaining the necessary performance and reliability characteristics of electronic
equipment.

Most thermal designs are based on optimization of one of the three basic heat
transfer technologies (radiation, convection and conduction).

Conduction cooling is capable of handling all but the most severe thermal design
problems. By appropriate material selection a very low thermal impedance path is
provided from the heat source to an appropriate thermal reservoir. Since thermal
conductivity is a bulk material property, it is relatively immune to degradation,
unlike convective and radiative techniques which are strongly dependent on the
surface conditions and therefore subject to degradation over time.

Convection cooling is often adequate where thermal densities are moderate. The
most common convective medium is air, with air flow resulting from either forced
air or natural convection currents. Natural convection refers to the flow of air
created by the existence of thermal gradients. The efficiency of natural convection
cooling may be optimized by proper selection of air flow paths and by the use of fans
to increase the amount of thermal energy transferred to the air per unit time.

Radiation based techniques are seldom used except in space applications where
convective and conductive techniques are impractical. For most military systems,
radiative heat transfer is seldom a significant factor in the overall thermal
characterization of an equipment.

Paragraphs 6.2.3 - 6.2.3.3 of the handbook provide explicit information relating to
cooling techniques commonly employed, including data on maximum dissipation
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per unit heat transfer area; maximum cooling capacity for modular microelectronic
parts; "do's and don'ts" of parts layout for maximum reliability; the mounting of
parts to minimize thermal resistance between a microcircuit case and a sink; the use
of large mounting areas and the use of highly conductive materials to minimize
resistance to heat conduction.

The importance of thermal design in the achievement of predictable and reliable
system operation coupled with the importance of selecting the optimum thermal
control technique from a multitude of alternatives emphasizes the necessity of
implementing a thermal design management program. A flow chart of a typical
thermal management program is presented in Figure 17-4.

Quality and screening tests can be employed to eliminate incipient part failures from
the manufacturing process. Quality tests reduce the number of defective parts from
production lines by inspection and conventional testing. Screens remove inferior
parts and reduce hazard rate by means of the application of stress to the parts.

The term "screening" can be said to mean the application to an electronic part of a
stress test, or tests, which will reveal inherent weaknesses (and thus incipient
failures) of the device without destroying its integrity. This procedure, when
applied equally to a group of similar devices manufactured by the same processes, is
used to identify sub-par members of the group without impairing the structure or
functional capability of the "good" members of the group. Screening can be done (a)
by the part manufacturer, (b) by the user in his own facilities, or (c) by an
independent testing laboratory.

Since every part drawing which requires special nonstandard screening processes
adds greatly to the equipment program logistic burden, every effort should be made
to use standard screening processes.

There are three ways in which reliability screening levels are specified for three
distinct categories of military parts: (1) screened military grade passive electrical
parts (e.g., relays, coils, connectors, resistors and capacitors) are procurable to
Established Reliability (ER) Military Specifications categorized as to ER failure rate
level (L through T); (2) screened military grade semiconductor devices are
procurable to MIL-S-19500 and its detailed slash sheets and are categorized as
JANTX, JANTXV, and JANS screening levels; (3) screened military grade SSI, MSI
and some LSI microcircuits are procurable to MIL-M-38510, are labeled JAN, and
categorized as to screening class (i.e., S, B).
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Evaluation of Alternative
Cooling Techniques

Selection of
Thermal Control Method
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Thermal Design
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FIGURE 17-4: FLOW CHART OF THERMAL SYSTEMS
MANAGEMENT PROGRESS
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JAN semiconductor types are those which have passed the minimum qualification
tests of MIL-S-19500. The TX suffix to JAN designates "Testing Extra" (i.e.,
screening). JANTX parts, in addition to JAN processing, undergo specific process
and power conditioning tests on a 100% basis to enable further elimination of
defective parts. JANTXV quality level semiconductors are subject to all testing
performed on JANTX devices plus an internal visual PRECAP inspection to further
eliminate defective parts. JANS quality level while requiring all the test performed
on JANTXV parts, also requires particle impact noise detection (PIND) testing,
failure analysis, serialization and traceability to a wafer lot. Relative failure rates for
various types of semiconductors for a given temperature and electrical stress level
and based upon JAN as 1.0 are shown in Table 17-9.

TABLE 17-9: RELATIVE FAILURE RATE DIFFERENCES

Screening Level All Semiconductors Microwave Detectors and
Except Microwave Mixers (Si & Ge)

JANS .05 .05

JANTXV .1 .1

JANTX .2 .3

JAN 1.0 1.0

Lower* 5.0 5.0
*Hermetic packaged devices

In selecting a meaningful screen at reasonable cost, understanding of the device's
operating characteristics and the materials, packaging and fabrication techniques
employed in its construction is essential. Devices that perform the same function
may be fabricated with different materials (e.g., aluminum leads instead of gold on
an integrated circuit). The wirebond stress level that is effective for gold may be
ineffective for aluminum because of the difference in mass. The X-ray screen is
effective for gold, but aluminum and silicon are transparent to X-rays.

There are two classes of screening provided for military JAN microcircuits: MIL-M-
38510 JAN Classes S and B with S being the highest quality level and B the lower
quality level. Only microcircuits procured per MIL-M-38510 may have the "JAN"
designation. MIL-M-38510 Class S and B microcircuits require screening tests in
accordance with MIL-STD-883 Method 5004 (for monolithic) or Method 5008 (for
hybrid) devices. Manufacturers of microcircuits per Classes S, and B of MIL-M-38510
must meet specific qualification requirements to acquire and maintain listing on the
qualified products list (QPL).
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This qualification requires a manufacturer certification (including a government
approved Product Assurance Program Plan), production line certification, and
qualification and quality conformance inspection testing per Method 5005 or
Method 5008 of MII.-STD-883.

Many microcircuits are procured to MIL-STD-883 Classes S, and B screening. These
devices have been subjected to the tests of MIL-STD-883 Method 5004 or Method
5008 but have not been qualified to MIL-M-38510 nor had the in-process controls
required by MIL-M-38510. They generally exhibit higher failure rates than MIL-M-
38510 devices. There are also various vendor "equivalents," and lower grade
commercial parts which exhibit much higher failure rates than the MIL-M-38510
and MIL-STD-883 screened units. MIL-M-38510 Class S or B quality levels are
required for all microcircuits used in the new design of military equipment.

In order to develop a cost-effective screen, the cost of a failure at the various levels
of assembly (component, board, system, field) must be considered. The chart below
gives the relative cost of a failure at component board, system, and field levels for
consumer, industrial, military and space applications.

Consumer Industrial Military Space

Component $2 $4 $7 $15

Board $5 $25 $50 $75

System $5 $45 $120 $300

Field $50 $215 $1000 $200M

Figure 17-5 shows relative cost estimates for various part classes. It is apparent that

the most cost effective screen is Class B of MIL-STD-883.

17.5.8 Section 8.0: Logistic Support

Once an equipment is delivered to the user another aspect of parts control becomes
of primary importance, namely those considerations which most directly affect
logistic support of the equipment:

a) the effects of storage on parts
b) parts provisioning methods
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FIGURE 17-5: SCREENING COST EFFECTIVENESS

In the making of reliability predictions the assumption that the failure rate of an
electronic equipment and/or its constituent parts is insignificantly small or even
zero during the time when the equipment is nonoperational, is fallacious. Evidence
in the field shows that the failure rates of many components are still very significant
even when no electrical stresses are applied. This is because when the electrical
stresses are removed, many other stresses such as temperature, acceleration, shock,
corrosive influences, humidity, etc., are still present. For some components, the
storage failure rate is even greater than the operating failure rate at the lower stress
levels. This is so for carbon composition resistors where, under storage conditions,
there is no internal heat generation to eliminate humidity effects. Also, electrolytic
capacitors need a reforming process after a long period of storage. MIL-STD-1131,
"Storage Shelf Life and Reforming Procedures for Aluminum Electrolytic Fixed
Capacitors," covers procedures for prolonging the serviceability of aluminum
electrolytic capacitors during storage.

Electronic components age and deteriorate over long storage periods due to
numerous failure mechanisms. For example, the electrical contacts of relays,
switches, and connectors are susceptible to the formation of oxide or contaminant
films or the attraction of particulate matter that adheres to the contact surface.
During active use, the mechanical sliding or wiping action of a contact arm can
produce a generally stable contact surface, but during a long period of non-
operational storage the contaminants may increase to such a level that the
mechanical wiping forces cannot produce a low resistance contact. Other causes for
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the deterioration of electronic parts during storage can include: faulty hermetic seals
resulting from flexing caused by temperature and atmospheric pressure changes; the
methods of preservation, packaging and packing (PP&P) used; and rough handling
during shipment and at the storage depot. A summary of some of the failure modes
encountered with electronic components during storage is given in Table 17-10.

Protection against damage and deterioration to components and equipment during
shipment and storage requires the evaluation of a large number of i~iteractive
factors and the use of tradeoff analysis to arrive at a cost effective combinition of
protective controls. These factors can be grouped into three major control
parameters: (1) the level of preservation, packaging and packing (PP&P) applied
during the preparation of material items for shipment and storage; (2) the actual
storage environment; and (3) the need for and frequency of in-storage cyclic
inspection. These parameters must be evaluated and balanced to meet the specific
characteristics of the individual equipment and materiel items.

Once the equipment enters the operational phase of its life cycle, spare parts
provisioning becomes an essential consideration. Techniques for determining the
most desirable levels of spares provisioning vary according to the complexity and
costs of the system support problem.

It is obvious, for example, that spares provisioning for equipment used in nuclear
submarines during whose 4-5 month underseas voyages no repair work is
undertaken and equipment failure is overcome by the replacement of complete
assemblies or modules, or for unmanned space vehicles where neither replacement
nor repair of equipment is possible, differs from that for land based equipment
which is easily accessible for repair. It is also apparent that the level of replacement
or repair required (i.e., failed assembly, module or part) and the need for and
availability of automatic test equipment, are factors which strongly influence the
spare provisioning methods and levels used.

Some major weapons systems having high reliability requirements and controlled
by a Strategic Project Office (SPO) may apply parts control during deployment via
these offices. Requirements for spares and spare parts within the Air Force are
contained in AFLC manual 800.1, (see Chapter 31 of this Primer) which -. ipulates
two types of spare parts support, i.e, initial spares to be procured from the equipment
contractor, or replenishment spares which are procured competitively under
separate AFLC contracts from the commodity industry, wherever practical.
Requirements for these spares cover support beyond the initial support period and
are progressively computed throughout the life of the system.
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TABLE 17-10: FAILURE MODES ENCOUNTERED WITH
ELECTRONIC COMPONENTS DURING STORAGE

COMPONENT FAILURE MODES

Batteries Dry batteries have limited shelf life. They become
unusable at low temperatures above 3500C. The
output of storage batteries drops as low as 10 percent
at very low temperatures.

Capacitors Moisture permeates solid dielectrics and increases
losses which may lead to breakdown. Moisture on
plates of an air capacitor changes the capacitance.

Coils Moisture causes changes in inductance and loss in
Q. Moisture swells phenolic forms. Wax coverings
soften at high temperatures.

Connectors Corrosion causes poor electrical contact and seizure
of mating members. Moisture causes shorting at
the ends.

Relays and Solenoids Corrosion of metal parts causes malfunction. Dust
and sand damage the contacts. Fungi grow on coils.

Resistors Fixed composition resistors drift, and these resistors
are not suitable at temperatures above 85°C. Enameled
and cement-coated resistors have small pinholes
which bleed moisture, accounting for eventual
breakdown. Precision wire-wound fixed resistors fail
rapidly when exposed to high humidities and to
temperatures at about 125°C.

Diodes, Transistors Plastic encapsulated devices offer poor hermetic seal
resulting in shorts, or opens caused by chemical
corrosion or moisture.

Motors, Blowers, and Swelling and rupture of plastic parts and corrosion of
Dynamotors metal parts. Moisture absorption and fungus growth

on coils. Sealed bearings are subject to failure.

Plugs, Jacks, Dial- Corrosion and dirt produce high resistance contacts.
Lamp Sockets, etc. Plastic insulation absorbs moisture.

Switches Metal parts corrode, and plastic bodies and wafers warp
owing to moisture absorption.

Transformers Windings corrode, causing shorts or open circuits.
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17.5.9 Section 9: Failure Reporting and Analysis

Failure Reporting and analysis is a necessary operation to insure that a product's
reliability and maintainability will be achieved and sustained. The Failure
Reporting, Analysis and Corrective Action System (FRACAS) program is a key
element in "failure recurrence" control for newly developed and production
equipment. A FRACAS program includes provisions to assure that failures are
accurately reported and thoroughly analyzed and that corrective actions are taken on
a timely basis to reduce or prevent recurrence.

For military programs, MIL-STD-785, Task 104 calls for the establishment of a
FRACAS program. The purpose of this task is to establish a closed loop failure
reporting system, procedures to determine cause, and documentation for recording
corrective action taken. It requires the contractor to have a system that collects,
analyzes and records failures that occur for specified levels of assembly prior to
acceptance of the hardware by the procuring activity. MIL- STD-785 is the subject of
Chapter 3 of this Primer.

It is essential that failure reporting and resultant corrective actions be documented.
Therefore, failure reporting and corrective actions forms must be designed to meet
the needs of the individual system development and production program as well as
the organizational responsibilities, requirements, and constraints of the
manufacturer.

Minimally, three forms are necessary:

a) Failure Report
b) Failure Analysis Report
c) Corrective Action Request Form

When the system/equipment is deployed by the customer (i.e., a branch of the DoD)
its data reporting system goes into effect. Most military data reporting systems are
based upon logistic, rather than design considerations.

Military Maintenance Data Collection (MDC) systems are designed to inform
commanders of the availability of airborne, shipside and ground support electronic
equipment. Data from these programs are also essential to logisticians in order to
procure spare parts for the maintenance inventory. A few examples of these
programs are:

* Air Force

System Effectiveness Data System (SEDS) - The Reliability and Maintainability
data acquisition, storage and retrieval and analysis system used by Air Force
Systems Command (AFSC) during the Development, Test and Evaluation
(DT&E).
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Maintenance Experience Data (AFM 66-1) - The Maintenance Data Collection
(MDC) system was designed primarily as a base level production credit and
management information system.

Data Products (DO56) - D056 data products are computerized reports derived
from AFM 66-1 data residing in computers at base, command and HQ AFLC
Wright Patterson AFB, OH. Some examples of these reports are:

- Materiel Safety Deficiency Report, RCS: LOG-MMO (AR) 7178
- Failure Rate Data for Selected Work Unit Codes; RCS: LOG-MMO (AR)

7184
- Maintenance Man hours per Flying Hours by Weapon, Command and

System
RCS: LOG-MMO (AR) 7185

- Selected Part Number Action Summary, RCS: LOG-MMO (AR) 7188
- Parts Replaced during Field or Depot Repair, RCS: LOG-MMO (AR) 7190

* Army

The Army Equipment Record System (TAERS) - The TAERS is designed to
provide field commanders, commodity command managers, project
managers and top level headquarters with problem solving data for
improved material readiness. It is an official Army method for reporting
information necessary for control of operation and maintenance support of
Army equipment.

* Navy

Ships Maintenance Material Management (3M) - The Navy Ship 3M is
composed of two subsystems: the Planned Maintenance Subsystem (PMS)
and the Maintenance Data Collection Subsystem (MDCS). PMS details
procedural instructions to be followed in performing routine maintenance
and periodic operational checks. MDCS is the means by which maintenance
personnel report corrective action maintenance actions on specific categories
of equipment. Submarines report corrective maintenance actions on all
equipment.

Avionic Maintenance Materiel Management (3M) - The Navy Avionic
Maintenance Data Collection System (MDCS) collects data from these levels
of maintenance: Organization (on equipment), Intermediate (off equipment)
and Depot. Data products prepared are similar to AFM 66-1.

* Marine Corps

Marine Corps Integrated Maintenance Management Systems (MIMMS) -

MIMMS is an automated information system which is designed to assist
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commanders at all command levels of both the operating forces and
supporting establishments of the Marine Corps in the execution of the
ground equipment maintenance functions. Inputs to the system are prepared
at the information source by maintenance, supply and operational personnel.

The failure analysis should be sufficiently stringent to adequately support
conclusions as to the cause or relevancy of failure, the initiation of corrective actions
in device design, test, application, or production processing and to eliminate the
cause or prevent the recurrence of the reported failure mode or mechanism. Flow
diagrams illustrating recommended procedures for failure analysis, and a list of the
minimum equipment deemed necessary to equip a beginning failure analysis
laboratory (including estimated costs) are given in section 9 of the handbook.
Appendices A and B to Section 9 tabulate factors affecting the failure rates of parts
and devices; comment on the limitations of MIL-HDBK-217 (Reliability Prediction
of Military Equipment) in establishing true failure rates, i.e., MIL-HDBK-217 does
not consider the effect of transients on failure rate prediction; describe additional
failure rate factors for monolithic and hybrid microcircuits and introduce the
concept of learning factors failure rate multipliers for microcircuits.

17.6 TAILORING GUIDELINES

MIL-HDBK-338, Volume II is a guidance document only. It does not contain
enforceable requirements. As noted in paragraph 15.1 it deals with a large number
of military specifications and standards, many of which are the subjects of Chapters
of this Primer, wherein specific tailoring instructions are given.

17.7 CONTRACT DATA REQUIREMENT LIST (CDRL)

There are no deliverable data items required by this Handbook.
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MIL-STD-810 is a tri-service approved document used by all branches of the military
in the specification and acquisition, of quality-assured electronic systems and
equipment. The current version is Revision "E", dated February 9, 1990. The
preparing activity is:

Aeronautical Systems Division
Attn: ASD/ENES
Wright Patterson AFB, OH 45433-6503

This chapter is only an advisory to the use of MIL-STD-810. It does not supersede,
modify, replace or curtail any requirements of MIL-STD-810 nor should it be used in
lieu of that standard.

Significant changes in the latest "E" Revision.

A new and helpful introductory section "How to Use This Document" has
been added at the very beginning of the standard. This section describes,
in pictorial form, the tailoring process and the steps involved during
each phase of system/equipment development.

No specific test methods have been either added or deleted in this
revision, however all of the applicable DIDs have been replaced.

18.1 REFERENCE DOCUMENTS

The following related documents form a part of MIL-STD-810 to the extent specified
therein.

"* MIL-S-901 Shock Tests, H.I. (High Impact), Ship Machinery,
Equipment and Systems

"* MIL-STD-167 Mechanical Vibrations of Shipboard Equipment

"* MIL-STD-210 Climatic Extremes for Military Equipment

"* MIL-STD-781 Reliability Testing for Engineering Development,
Qualification and Production

"* MIL-STD-1165 Glossary of Environmental Terms

18.2 DEFINITIONS AND ACRONYMS

This paragraph is not applicable to this chapter.
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18.3 APPLICABILITY

MIL-STD-810 provides: a) Guidelines for conducting environmental engineering
tasks to tailor environmental tests to end-item equipment applications, and b) Test
methods for determining the effects of natural and induced environments on
equipment used in military applications. Figure 18-1, reproduced from MIL-STD-
810, relates the various environments (both natural and induced) to which the
equipment will be exposed during applicable portions of the equipment's life cycle.
MIL-STD-810 is composed largely of detailed test methods and detailed test
procedures each dealing with exposure to a specific type of environment.

These test methods and test procedures are to be selectively applied primarily in the
early development phase of the DOD acquisition process. Selected application at
other points in the acquisition process may also be appropriate.

18.4 PHYSICAL DESCRIPTION OF MIL-STD-810

MIL-STD-810 is a voluminous document comprised of twenty different detailed
environmental "Test Methods" and containing approximately four hundred and
twenty-six pages. There are no appendices to this standard.

18.5 HOW TO USE MIL-STD-810

MIL-STD-810 includes a series of "numbered test methods" with various detailed
test procedures and different equipment categories within each "numbered test
method."

The test methods of this standard are intended to be applied in order to:

a. Disclose deficiencies and defects and verify corrective action.

b. As'- ss equipment suitability for its intended operational environment.

c. Verify contractual compliance.

Each test method is divided into two sections: Section I provides guidance for
choosing and tailoring a particular test procedure; Section II includes step- by-step
test procedures.

Thus the "numbered test methods" provide: a) engineering guidelines for the
establishment of specific equipment environmental design criteria, b) direction for
specific environmental tests to be performed, c) specific test procedures to be
followed in conducting each environmental test and d) specific criteria for the
acceptance of the subsequent test results.
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The following is a listing of the different test methods found in MIL-STD-810.

Test Method 501: High Temperature

Test Method 502: Low Temperature

Test Method 503: Temperature Shock

Test Method 504: (deleted)

Test Method 505: Solar Radiation (Sunshine)

Test Method 506: Rain

Test Method 507: Humidity

Test Method 508: Fungus

Test Method 509: Salt Fog

Test Method 510: Sand and Dust

Test Method 511: Explosive Atmosphere

Test Method 512: Leakage (Immersion)

Test Method 513: Acceleration

Test Method 514: Vibration

Test Method 515: Acoustic Noise

Test Method 516: Shock

Test Method 517: (deleted)

Test Method 518: (deleted)

Test Method 519: Gunfire

Test Method 520: Temperature, Humidity, Vibration, Altitude

Test Method 521: Icing/Freezing Rain

Test Method 522: (to be added later)
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Test Method 523: Vibro-Acoustic, Temperature

18.6 TAILORING GUIDELINES

MIL-STD-810 is written as a series of "numbered test methods," with various test
procedures and equipment categories within each test method.

This assortment of options is intended to better assist in the development of a
specific environmental design and test program uniquely applicable for a given
system or equipment procurement.

Thus tailoring the environmental design criteria and test program by the selection
of specific "numbered test methods," detailed test procedures and specific equipment
categories, is implicit in the process.

18.6.1 When and How to Tailor

Tailoring of the environmental design and test program in accordance with MIL-
STD-810 involves the selection of: a) the appropriate environmental design criteria,
b) the appropriate environmental test methods, c) the appropriate detailed test
procedures and d) the appropriate equipment categories within each test method.

Figure 18-2, reproduced from MIL-STD-810, is a summary of the environmental
tailoring process for military hardware. Specific directions for tailoring of the
requirements of MIL-STD-810 are found in section 4 of the standard.

18.7 CONTRACT DATA REQUIREMENTS LIST (CDRL)

The following data item descriptions are applicable to the environmental design
and test requirements of MIL-STD-810.

DI-ENVR-80859 Environmental Management Plan

DI-ENVR-80860 Life Cycle Environmental Profile

DI-ENVR-80861 Environmental Design Test Plan

DI-ENVR-80862 Operational Environment Verification Plan

DI-ENVR-80863 Environmental Test Report
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MIL-STD-1686 is a tri-service approved document used by all branches of the
military in the specification and acquisition of quality-assured electronic systems
and equipment. The current official version of the standard is the "A" version
dated August 8, 1988.

The preparing activity for both the original and "A" version document is:

Dept. of the Navy
Naval Sea Systems Command
ATTN: SEA 55Z3
Washington, DC 20362-5101

This chapter is only an advisory to the use of MIL-STD-1686. It does not supersede,
modify, replace or curtail any requirements of MIL-STD-1686 and nor should it be
used in lieu of that standard.

CAUTION

At the time of publication of this Primer a draft version of MIL-STD-1686B
was being circulated by DOD for industry coordination. The changes in the
"B" revision are wording modifications regarding the "Design Protection
Requirements for Assemblies and Equipment and the addition of Appendix C,
"ESD Susceptibility Testing of Assemblies and Equipment." Therefore, the
reader is cautioned to verify whether or not MIL-STD-1686B has been officially
released prior to using the guidance material contained in this chapter.

19.1 REFERENCE DOCUMENTS

The following related documents impact and further detail these tasks and should
also be referenced.

" MIL-E-17555 Packaging of Electronic and Electrical Equipment,
Accessories, and Provisioned Items (Repair Parts)

" MIL-HDBK-263 Electrostatic Discharge Control Handbook for
Protection of Electrical and Electronic Parts,
Assemblies and Equipment (Excluding Electrically
Initiated Explosive Devices)

MIL-STD-1285 Marking of Electrical and Electronic Parts

RS-471 Electronic Industries Association (EIA) Symbol and
Label for Electrostatic Sensitive Devices
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19.2 DEFINITION

The definitions of applicable terms and acronyms may be found in MIL-HDBK-263.

19.3 APPLICABILITY

MIL-STD-1686 covers the requirements for the establishment and implementation
of an ESD control program for any activity that designs, tests, inspects, services,
manufactures, processes, assembles, installs, packages, labels, or otherwise handles
electrical and electronic parts, assemblies, and equipment susceptible to damage
from ESD. (A companion document MIL-HDBK-263 in Chapter 20 of the Primer
provides guidance for developing, implementing, and monitoring the requirements
of an ESD control program.)

Parts, as used in these documents, applies to both electrical and electronic parts.
Assemblies applies to subassemblies and all higher assemblies up to but not
including the equipment level. Parts, assemblies and equipment are collectively
referred to in these documents as items.

Electrostatic charges are generated by the relative motion, physical separation of
materials or the flow of solids, liquids, or gases. Common sources of ESD include
personnel, items made of plain plastics, and processing equipment. ESD can damage
parts by direct contact with a charged source or by charges induced from electrostatic
fields. ESD-susceptible parts include microcircuits, discrete semiconductors, thick
and thin film resistors, chips, hybrid devices and piezoelectric crystals depending
upon the magnitude and shape of the ESD pulse.

19.4 PHYSICAL DESCRIPTION OF MIL-STD-1686A

MIL-STD-1686A contains only twelve pages. The document also includes two
supporting appendices; Appendix A, "Classification Testing" and Appendix B,
"ESDS Parts." These appendices contain an additional six pages.

19.5 HOW TO USE MIL-STD-1686

The standards cover the identification, testing, and classification of ESD- susceptible
(ESDS) items, design criteria, protected work areas, handling procedures, personnel
training and the development of training materials, marking of documentation and
hardware, selection and application considerations for ESD protective material and
equipments, intra-plant protective covering, packaging and marking, installation,
quality assurance and certification provisions, data requirements, audits and
reviews. For the purpose of the standard and handbook, only items sensitive to
discharges of 16,000 volts or less are considered.

MIL-STD-1686 includes a series of twelve specific program control elements that
may be used for the preparation and implementation of a comprehensive ESD
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control program. Table 19-1 (derived from MIL-STD-1686A) contains a listing of
each of the specific program control elements defined in MIL-STD-1686 together
with a guideline matrix for the selection or deletion of each element based upon the
type of acquisition. Each of these control elements is explained in more detail in the
following section.

19.5.1 ESD Control Program Elements Description

* ESD Control Program Plan

The ESD control program plan addresses the application and implementation
of each of the functions and elements required in this specific ESD control
program. The plan is prepared by the contractor and is then submitted to the
acquiring activity for approval.

s Identification and Classification of ESDS Items

The ESD susceptibility classification shall be determined for each applicable
item. There are three major classification levels:

Class 1 From 0 to 1,999 volts
Class 2 From 2,000 to 3,999 volts
Class 3 From 4,000 to 15,999 volts

The ESD susceptibility classification level of the item will have a major
impact upon the extent of the ESD control program. The lower the
classification level the more rigorous the control program must be, e.g., Class
1 parts will require a more rigorous program than class 2 parts.

0 Design of ESD Protective Circuitry

ESDS items shall incorporate protective circuitry, where possible, to reduce
the vulnerability of the item to possible ESD damage. Any external
equipment cabinet surface, external connector, or test point, shall normally be
able to withstand an ESD event of up to 4,000 volts.

* Establishment of Protected Areas for the Handling and Safekeeping of
ESDS Items

Electrostatic voltages in areas where class 1, class 2 and class 3 items are
handled without protective covering shall be limited to the lowest voltage
susceptibility of these items. Handling of ESDS items, without ESD protective
covering, shall be performed in protected areas in accordance with detailed
ESD protective handling procedures.
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• Establishment of Detailed Handling Procedures for ESDS Items

Detailed procedures for handling ESDS items shall be developed,
documented, and implemented. The details of the procedures shall be related
to the susceptibility of the ESDS item being handled and the degree of control
afforded by the protected area. The more susceptible the item, and the fewer
controls afforded by the protected area, the more detailed the procedures shall
be to provide the required protection from damage due to ESD.

* Protective Covering for ESDS Items

When not being worked on or when outside protected areas, ESDS parts and
assemblies shall be enclosed in ESD protective covering or packaging.

° Personnel Training

All personnel who perform or supervise any applicable function listed in
Table 19-1 or who have any contact with ESDS items shall receive recurrent
ESD training.

a Physical Marking of all Hardware Containing ESDS Items

All ESDS parts shall be marked in accordance with MIL-STD-1285. ESDS
assemblies and equipment shall be marked in a readily visible manner in
accordance with either MIL-STD-1285 or EIA standard RS-471. Equipment
susceptible to ESD damage shall also bear an additional cautionary note.
• Deliverable and Non-deliverable Documentation

Both deliverable and non-deliverable documentation shall identify class 1,
Class 2 and class 3 items and external terminals which are ESDS, collectively
as ESDS. Deliverable documentation shall include or refer to documented
ESD protective procedures. Non-deliverable documentation may utilize exact
classification data in lieu of collective classification information.

• Protective Packaging for ESDS Items

ESD protective packaging for delivery shall be in accordance with MIL-E- 1755,
for ESDS items. In addition to limiting the ESD susceptibility of equipment to
4,000 volts, provisions for ESD protective caps shall be made so that discharge
cannot occur on unprotected pins.

* ESD Control Program Quality Assurance Provisions

Quality assurance requirements shall be established to verify conformance
with DOD-STD-1686 as tailored by the SOW. QA provisions shall include
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TABLE 19-1: ESD CONTROL PROGRAM REQUIREMENTS
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certification, monitoring and auditing of ESD requirements invoked on
subcontractors and suppliers.

* Formal Reviews and Audits

Formal reviews and audits are to be conducted at specified intervals. The
contractor's scheduled design and program reviews shall include ESD control
program requirements. The acquiring activity or his designated
representative shall be accorded the option to attend such reviews.

a Failure Analysis of Failed ESDS Items

Failure analysis data shall be prepared in accordance with the data ordering
document included in the contract or order and should include as a factor,
ESD-related failure modes and effects analysis, and recommendations for
corrective action.

19.6 TAILORING GUIDELINES

Tailoring of an ESD Control program primarily involves the planning and selection
of specific control elements and the determination of the rigor with which each of
these elements will be applied.

19.6.1 When and How to Tailor

MIL-STD-1686 is written as a series of specific control elements to assist the
contractor in the development and establishment of a unique, cost effective ESD
control program. This includes the selection and the possible deletion of certain
control elements based upon the type of acquisition (as was shown in Table 19-1),
thus tailoring of the requirements is implicit in this approach.

19.7 CONTRACT DATA REQUIREMENTS LIST (CDRL)

The following is a list of data item descriptions associated with the tasks specified
herein:

Applicable DID Data Requirement

DI-RELI-80669 Electrostatic Discharge Control Program Plan

DI-RELI-80670 Reporting Results of Electrostatic Discharge
Sensitivity Tests of Electrical and Electronic Parts

DI-RELI-80671 Handling Procedures for Electrostatic Discharge
Sensitive Items
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MIL-HDBK-263 is a tri-service approved document used by all branches of the
military in the specification and acquisition of quality-assured electronic systems
and equipment. The current version of the handbook is revision "A" dated
February 22, 1991.

The preparing activity is:

Dept. of the Navy
Naval Sea Systems Command
ATTN: SEA 55Z3
Washington, DC 20362-5101

This chapter is only an advisory to the use of MIL-HDBK-263. It does not supersede,
modify, replace or curtail any of the requirements of MIL-HDBK-263 nor should it be
used in lieu of that handbook.

SIGNIFICANT CHANGES IN THE LATEST "A"
REVISION

MIL-HDBK-263A is a total rewrite of the document and as such incorporates
substantial changes, including basic definitions, from the material contained in
the original release version.

For this reason the reader is cautioned to never attempt to intermix an original
release version of either DoD/MIL-STD-1686 or its companion document
DoD/MIL-HDBK-263 with the "A" version of the other document. The two
versions are mutually incompatible and cannot be comingled.

20.1 REFERENCE DOCUMENTS

The following related documents impact and further detail these tasks and should
also be referenced.

"* MIL-STD-454 Standard General Specification for Electronic Equipment

"* MIL-STD-883 Test Methods and Procedures for Microelectronics

"* MIL-STD-1285 Marking of Electrical and Electronic Parts

"* MIL-STD-1686 Electrostatic Discharge Control Program for Protection of
Electrical and Electronic Parts, Assemblies and Equipment
(Excluding Electrically Initiated Explosive Devices)
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MIL-E-17555 Packaging of Electronic and Electrical Equipment,
Accessories, and Provisioned Items (Repair Parts)

20.2 DEFINITIONS AND ACRONYMS

MIL-HDBK-263 contains an extensive "Definitions" section.

20.3 APPLICABILITY

MIL-HDBK-263 provides guidance, not mandatory requirements, for the
establishment and implementation of an ESD control program in accordance with
the requirements of MIL-STD-1686. It is applicable to the protection of electrical and
electronic parts, assemblies and equipment from damage due to ESD.

Trends in technology utilizing new materials, processes and design techniques,
including packaging densities result in parts even more susceptible to ESD.

Electrical and electronic parts which have been determined to be ESD sensitive
(ESDS) include: microelectronic discrete and integrated semiconductor devices;
thick and thin film resistors, chips and hybrid devices; and piezoelectric crystals.
Subassemblies, assemblies and equipment containing these parts are also considered
to be ESDS.

Materials which are prime generators of electrostatic voltages include common
plastics and other commonly used materials. Damaging electrostatic voltage levels
are commonly generated by sliding, rubbing, or separation of these materials by
industrial processes and personnel movement.

20.4 PHYSICAL DESCRIPTION OF MIL-HDBK-263

MIL-HDBK-263 contains only fifteen pages, however, there are eleven supporting
appendices which contain an additional one hundred and eighteen pages.

Supplementary technical data is provided in Appendices A through K as reference
information. The titles of the eleven supporting appendixes are:

Appendix A: Static Electricity
Appendix B: Susceptibility to ESD
Appendix C: ESD Testing
Appendix D: Design of Protection Networks
Appendix E: Protected Areas
Appendix F: Static Electricity in an Integrated Circuit Fabrication

Clean Room
Appendix G: General Guidelines and Sample Operating Procedures for

Handling ESDS Parts, Assemblies and Equipment
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Appendix H: ESD Protective Materials and Equipment
Appendix I: Personnel Training and Certification
Appendix J: ESD Damage Prevention Checklist
Appendix K: Bibliography

20.5 HOW TO USE MIL-HDBK-263

MIL-HDBK-263 provides guidance information to assist the user in designing,
implementing and monitoring an ESD control program for electronic parts,
assemblies and equipment in accordance with the requirements of MIL-STD-1686.

A single "cook book" ESD control program cannot be mandated or prepared which
is applicable for all situations. An "idealized" ESD control program may represent
overkill for many applications. In contrast, a less rigorous program may not offer
sufficient or provide adequate protection in all situations. Therefore, an ESD
control program must be custom-tailored to meet the specific requirements of the
preparer, for their specific product, in its unique manufacturing facility and expected
storage and operating environments.

Some of major guideline topics addressed by the handbook are:

"* ESD Control Program Plan

The ESD control program plan describes the scope of the ESD control plan;
describes the tasks, activities, and procedures necessary to protect ESD
sensitive items; identifies organizations responsible for the tasks and
activities; and lists directive or guidance documents used in the ESD control
program.

"* Classification of ESDS Parts, Assemblies and Equipment

The ESD sensitivity class of the item will have a major impact upon the
extent of the ESD control program. The lower the sensitivity class the more
rigorous the control program must be.

"* Design Protection

ESD design protection requires the use of the least sensitive available parts
that will meet assembly and equipment performance requirements.

"* Protected Areas

ESD protected areas are required when handling ESDS parts, assemblies and
equipment outside of their ESD protective covering or packaging.
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"Handling Procedures

Detailed procedures for handling ESDS items must be developed,
documented, and implemented. The details of the procedures should be
related to the susceptibility of the ESDS item being handled and the degree
of controls afforded by the protected area. The more susceptible the item,
and the fewer controls afforded by the protected area, the more detailed the
procedures should be to provide the required protection from damage due
to ESD.

"* Training

All personnel who perform or supervise any function related to ESDS items
or who have any contact with ESDS items should receive recurrent ESD
training.

"* Marking of Hardware

If no other applicable specification or standard applies, and no other
marking requirements have been specified, ESD sensitive items are to be
marked in accordance with MIL-STD-1285.

"* Documentation

Deliverable documentation must specify the ESD sensitivity class of the
deliverable items.

"* Packaging

When packaging requirements are not specified, ESD protective packaging
should be as specified in MIL-E-17555 in accordance with MIL-STD-1686.

"* Quality Assurance Provisions

Quality assurance requirements are to be established to verify conformance
to MIL-STD-1686. These provisions should include certification,
monitoring and auditing of ESD requirements. The requirements should
also be invoked on subcontractors and suppliers.

20.6 TAILORING GUIDELINES

Tailoring of an ESD Control program primarily involves the planning and selection
of specific control elements and the determination of the rigor with which each of
these elements will be applied.
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20.7 CONTRACT DATA REQUIREMENTS LIST (CDRL)

Their are no data item descriptions specified in MIL-HDBK-263. See MIL-STD-1686
(Chapter 19 in this Primer) for a listing of the applicable DID's.
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MIL-STD-454 is a tri-service approved document used by all branches of the military
in the specification and acquisition of quality-assured electronic systems and
equipment. The current version of the standard is revision "M" dated December 15,
1989. The preparing activity is:

Aeronautical Systems Division
ATTN: ASD/ENES
Wright-Patterson AFB, OH 45433-6503

This chapter is only an advisory to the use of MIL-STD-454. It does not supersede,
modify, replace or curtail any of the requirements of MIL-STD-454 nor should it be
used in lieu of that standard.

Significant changes since the "K" revision.

Although no new requirements have been added to the document nor have
any of the requirements been deleted, each of the seventy-five individual
numbered requirements has been modified to some extent since the "K"
revision and the bulk of the document has been significantly reduced.

CAUTION

At the time of publication of this Primer a draft version of MIL-STD-454N was
being prepared and coordinated by DOD. The proposed changes in the "N"
revision have a major impact upon Requirement 64 "Microelectronic Devices."
Therefore, the reader is cautioned to verify whether or not MIL-STD-454N has
been officially released prior to using the guidance material contained in this
chapter.

21.1 REFERENCE DOCUMENTS

MIL-STD-454 draws heavily on the following twelve military documents and on
industrial standards as well. In addition to these twelve documents each of the
seventy-five individual "Numbered Requirements" in MIL-STD-454 has its own list
of applicable military or industrial standards and other reference documents.
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21.1.1 Military Standards

"* MIL-I-983 Interior Communication Equipment, Naval
Shipboard, Basic Design Requirements for

"• MIL- i-4158 Electronic Equipment, Ground, General
Requirement for

"* MIL-E-5400 Electronic Equipment, Airborne, General
Specification for

"* MIL-E-8189 Electronic Equipment, Missiles, Boosters and Allied
Vehicles, General Specification for

"* MIL-E-8983 Electronic Equipment, Aerospace, Extended Space
Environment, General Specification for

"* MIL-P-11268 Parts, Materials, and Processes Used in Electronic
Equipment

"* MIL-E-11991 Electrical-Electronic Equipment, Surface Guided
Missile Weapon Systems, General Specification for

"* MIL-E-16400 Electronic Interior Communication and Navigation
Equipment, Naval Ship and Shore, General
Specification for

"* MIL-F-18870 Fire Control Equipment, Naval Ship and Shore,
General Specification for

"* MIL-T-21200 Test Equipment for Use with Electronic and
Electrical Equipment, General Specification for

"* MIL-T-28800 Test Equipment for Use with Electrical and
Electronic Equipment, General Specification for

21.1.2 Industrial Standards

The individual "Numbered Requirements" in MIL-STD-454 each list various
industrial standards. If needed the standards may be obtained from the following
sources:

AGMA American Gear Manufacturers Association
1901 North Fort Meyer Drive
Arlington, VA 22209
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AMS SAE
400 Commonwealth Drive
Warrendale, PA 15096

ANSI American National Standards Institute
1430 Broadway
New York, NY 10018

ASM American Society for Metals
Metals Park, OH 44073

ASTM American Society for Testing and Materials
1916 Race Street
Philadelphia, PA 19103

A W S American Welding Society
5E0 NW Lejeune Road
P.O. Box 351040
Miami, FL 33135

EIA Electronic Industries Association
2001 Eye Street NW
Washington, DC 20006

IEEE Institute of Electrical and Electronic Engineers
820 Second Avenue
New York, NY 10017

IPC Institute for Interconnecting and Packaging
Electronic Circuits
7380 North Lincoln Avenue
Lincolnwood, IL 60646

NAS National Standards Association
1200 Quince Orchard Blvd.
Gaithersburg, MD 20878

NFPA National Fire Protection Association
Batterymarch Park
Quincy, MA 02269

UL Underwriters Laboratory, Incorporated
333 Pfingsten Road
Northbrook, IL 60062
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21.2 DEFINITIONS AND ACRONYMS

This paragraph is not applicable to this chapter.

21.3 APPLICABILITY

As was shown in Chapter 1, Figure 1.2, MIL-STD-454 is a key document in the
requirements hierarchy of specifications and standards on electronic parts. This
standard is the technical baseline for the design and construction of electronic
equipment for the Department of Defense. It captures in a single document, under
suitable headings, fundamental design requirements from the twelve general
electronic specifications listed in Paragraph 21.1.1. A major advantage of this
approach is the fact that it allows the contractor to focus on a single requirements
document rather than twelve or more separate documents thus resulting in
substantial program savings to the Government.

This document provides uniform requirements applicable to all types of electronic
equipment. These requirements are incorporated into the program by reference to
the specific MIL-STD-454 "Numbered Requirement" in the general
equipment/ program specifications.

21.4 PHYSICAL DESCRIPTION OF MIL-STD-454

MIL-STD-454 is composed of seventy-five specific "design requirements" and
contains approximately one hundred and sixty-two pages. There are no appendices;
however, it has an additional eight-page "Index of Applicable Documents" and a
four-page "Subject Index."

21.5 HOW TO USE MIL-STD-454

MIL-STD-454 includes a series of seventy-five specific "Numbered Requirements"
that are to be used to provide general guidelines for the design and construction of
various types of electronic equipments. These "Numbered Requirements" are as
follows:

Requirement 1 - Safety Design Criteria-Personnel Hazard
Requirement 2 - Capacitors
Requirement 3 - Flammability
Requirement 4 Fungus-Inert Materials
Requirement 5 Soldering
Requirement 6 Bearings
Requirement 7 Interchangeability
Requirement 8 - Electrical Overload Protection
Requirement 9 - Workmanship
Requirement 10 - Electrical Connectors
Requirement 11 - Insulating Materials, Electrical
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Requirement 12 - Fastener Hardware
Requirement 13 - Structural Welding
Requirement 14 - Transformers, Inductors, and Coils
Requirement 15 - Metals, Corrosion Resistance
Requirement 16 - Dissimilar Metals
Requirement 17 - Printed Wiring
Requirement 18 - Derating of Electronic Parts and Materials
Requirement 19 - Terminations
Requirement 20 - Wire, Hookup, Internal
Requirement 21 - Castings
Requirement 22 - Parts Selection and Control
Requirement 23 - Adhesives
Requirement 24 - Welds, Resistance, Electrical Interconnections
Requirement 25 - Electrical Power
Requirement 26 - Arc-Resistant Materials
Requirement 27 - Batteries
Requirement 28 - Controls
Requirement 29 - Electron Tubes
Requirement 30 - Semiconductor Devices
Requirement 31 - Moisture Pockets
Requirement 32 - Test Provisions
Requirement 33 - Resistors
Requirement 34 - Nomenclature
Requirement 35 - Reliability
Requirement 36 - Accessibility
Requirement 37 - Circuit Breakers
Requirement 38 - Quartz Crystals and Oscillator Units
Requirement 39 - Fuses and Fuse Holders
Requirement 40 - Shunts
Requirement 41 - Springs
Requirement 42 - Tuning Dial Mechanisms
Requirement 43 - Lubricants
Requirement 44 - Fibrous Material, Organic
Requirement 45 - Corona and Electrical Breakdown Prevention
Requirement 46 - Motors and Rotary Power Converters
Requirement 47 - Encapsulation and Embedment (Potting)
Requirement 48 - Gears
Requirement 49 - Hydraulics
Requirement 50 - Indicator Lights
Requirement 51 - Meters, Electrical indicating
Requirement 52 - Thermal Design
Requirement 53 - Waveguides and Related Devices
Requirement 54 - Maintainability
Requirement 55 - Enclosures
Requirement 56 - Rotary Servo Devices
Requirement 57 - Relays
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Requirement 58 - Switches
Requirement 59 - Brazing
Requirement 60 - Sockets and Accessories
Requirement 61 - Electromagnetic Interference Control
Requirement 62 - Human Engineering
Requirement 63 - Special Tools
Requirement 64 - Microelectronic Devices
Requirement 65 - Cable, Coaxial (RF)
Requirement 66 - Cable, Multiconductor
Requirement 67 - Marking
Requirement 68 - Readouts and Displays
Requirement 69 - Internal Wiring Practices
Requirement 70 - Electrical Filters
Requirement 71 - Cable and Wire, Interconnection
Requirement 72 - Substitutability
Requirement 73 - Standard Electronic Modules
Requirement 74 - Grounding, Bonding, and Shielding
Requirement 75 - Electrostatic Discharge Control

Each requirement is intended to cover some discipline in the design of equipment,
such as a procedure, a process or the selection and application of parts and materials.
Many of these disciplines, however, cannot retain a clear-cut separation or isolation
from others so that when requirements of MIL-STD-454 are referenced in a
specification some will undoubtedly have a direct interrelationship with other
requirements. This circumstance should be taken into consideration when
invoking or using MIL-STD-454.

21.6 TAILORING GUIDELINES

Tailoring of standard general requirements for electronic equipment involves the
selection of specific "Numbered Requirements" and the rigor with which each of
these "Numbered Requirements" is applied on a specific program.

21.6.1 When and How to Tailor

MIL-STD-454 is written as a series of specific "Numbered Requirements" to assist the
contractor in the development and establishment of a cost effective design.
Tailoring of the requirements is implicit in this approach.

21.7 CONTRACTS DATA REQUIREMENTS LIST (CDRL)

No Deliverable Data Items are required by MIL-STD-454.
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MIL-E-4158 is currently a limited usage document. It is approved by the Air Force
and is used in the specification and acquisition of quality-assured electronic systems
and equipment. The current version of the standard is revision "E" dated January
11, 1973. However, there is also an "Amendment 3" to the specification dated
December 31, 1985. The preparing activity is:

Rome Laboratory
RL/ERSS
Griffiss AFB, NY 13441-5700

This chapter is only an advisory to the use of MIL-E-4158. It does not supersede,
modify, replace or curtail any of the requirements of MIL-E-4158 nor should it be
used in lieu of that standard.

22.1 REFERENCE DOCUMENTS

MIL-E-4158 draws heavily on many other military documents and industrial
standards. Some of these documents are listed under "Applicable Documents" in
MIL-E-4158, others are incorporated by reference to MIL-STD-454. In addition the
detail requirements of MIL-STD-454 are frequently invoked by their applicable
"Method Number" in this specification.

MIL-STD-454 Standard General Requirements for Electronic Equipment

22.2 DEFINITIONS AND ACRONYMS

This paragraph is not applicable to this chapter.

22.3 APPLICABILITY

MIL-E-4158 provides uniform design requirements applicable to all types of ground
electronic equipment. This document captures in a single specification
fundamental design requirements from various other documents. An advantage of
this approach is the fact that it allows the contractor to focus on a single
requirements document rather than numerous other separate documents thus
resulting in substantial program savings to the Government.

22.4 PHYSICAL DESCRIPTION OF MIL-E-4158

MIL-E-4158 contains twenty-nine pages and has no appendices.

22.5 HOW TO USE MIL-E-4158

MIL-E-4158 includes a series of requirements that provide general guidelines for the
design and construction of ground electronic equipment.
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The pertinent requirements addressed by the specification, together with the
applicable sections within the specification, are as follows:

Section Requirement

3.2 Design
3.3 Parts
3.4 Materials
3.5 Processes
3.6 Identification, Marking, Labels
3.7 Workmanship

Each requirement covers a unique discipline in the design of equipment, such as a
procedure, a process or the selection and application of parts and materials. Many of
these disciplines, however, cannot retain a clear-cut separation or isc, ation from
others so that when requirements of MIL-E-4158 are referenced in a specification
some will undoubtedly have a direct interrelationship with other requirements.
This circumstance should be taken into consideration when invoking or using MIL-
E-4158.

22.6 TAILORING GUIDELINES

Tailoring of general requirements for ground electronic equipment involves the
selection of specific requirements and the rigor with which each of these
requirements is applied on a specific program.

22.6.1 When and How to Tailor

MIL-E-4158 is written as a series of specific requirements to assist the procuring
activity and the contractor in the development and establishment of a cost effective
design. Tailoring of the requirements is thus implicit in this approach.

22.7 CONTRACTS DATA REQUIREMENTS LIST (CDRL)

No Deliverable Data Items are required by MIL-E-4158.
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MIL-E-5400 is a tri-service approved document used by all branches of the military
in the specification and acquisition of quality-assured electronic systems and
equipment. The current version of the standard is revision "T" dated November 16,
1979. It should be noted, however, that "Amendment 3" to the specification dated
May 11, 1990 changed the basic title of the document from "Airborne" to
"Aerospace," added a new class of (space) equipment, and thus significantly
increased the scope of the document. The preparing activity is:

Department of the Navy
Engineering Specifications and Standards Dept.
(SESD - Code 9313)
Naval Air Engineering Center
Lakehurst, NJ 08733-5100

This chapter is only an advisory to the use of MIL-E-5400. It does not supersede,
modify, replace or curtail any of the requirements of MIL-E-5400 nor should it be
used in lieu of that standard.

23.1 REFERENCE DOCUMENTS

MIL-E-5400 draws heavily on many other military documents and industrial
standards. These documents are listed in Appendix A of this document and also in
MIL-STD-454. In addition, the detail requirements of MIL-STD-454 are frequently
invoked by "Method Number" in this specification.

0 MIL-STD-454 Standard General Requirements for Electronic Equipment

23.2 DEFINITIONS AND ACRONYMS

This paragraph is not applicable to this chapter.

23.3 APPLICABILITY

MIL-E-5400 provides uniform design requirements applicable to all types of
aerospace electronic equipment. It is an important document in the requirements
hierarchy of specifications and standards since it captures, in a single specification,
fundamental design requirements from the numerous other documents listed in
Appendix A and in MIL-STD-454. An advantage of this approach is the fact that it
allows the contractor to focus on a single requirements document rather than
numerous other separate documents thus resulting in substantial program savings
to the Government.
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23.4 PHYSICAL DESCRIPTION OF MIL-E-5400

MIL-E-5400 contains approximately thirty-seven pages. There are two supporting
appendixes and an Index which contain an additional forty pages. The supporting
appendixes are titled as follows:

Appendix A: Applicable Documents

Appendix B: Sample Tailoring Guide

23.5 HOW TO USE MIL-E-5400

MIL-E-5400 includes a series of requirements that provide general guidelines for the
design and construction of aerospace electronic equipment used in seven different
application classes. The various classes are differentiated primarily by their
maximum operating altitude and temperature as shown in Figure 23-1 taken from
MIL-E-5400, Amendment 3.

Each requirement covers some unique discipline in the design of equipment, such
as a procedure, a process or the selection and application of parts and materials.
Many of these disciplines, however, cannot retain a clear-cut separation or isolation
from others so that when requirements of MIL-E-5400 are referenced in a
specification some will undoubtedly have a direct interrelationship with other
requirements. This circumstance should be taken into consideration when
invoking or using MIL-E-5400.

With respect to the Approval of Nonstandard Parts and Materials, the specification
recognizes three different categories of equipment for which different levels of
approval are required. Category I - Contracts which are fundamentally for the
purpose of investigation or study and not for fabrication of equipment; Category II -
Contracts for the fabrication of a limited number of items, primarily for test and
evaluation purposes; and Category III - Contracts for production equipment.

23.6 TAILORING GUIDELINES

Tailoring of general requirements for aerospace electronic equipment involves the
selection of specific requirements and the rigor with which each of these
requirements is applied on a specific program.

23.6.1 When and How to Tailor

MIL-E-5400 is written as a series of specific requirements to assist the procuring
activity and the contractor in the development and establishment of a cost effective
design. Tailoring of the requirements is thus implicit in this approach. Appendix B
contains detail directions regarding the applicability of the specific requirements to
each stage of system/equipment development.
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TABLE 23-1: ENVIRONMENTAL CLASSES AND CONDITIONS
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23.7 CONTRACTS DATA REQUIREMENTS LIST (CDRL)

No Deliverable Data Items are required by MIL-E-5400.
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MIL-HDBK-727 is a tri-service approved document used by all branches of the
military in the specification and acquisition of quality-assured electronic equipment.
The current version is the original dated April 5, 1984. The preparing activity is:

Army Materials and Mechanics Research Center
ATTN: DRXMR-LS
Watertown, MA 02172

This chapter is only an advisory to the use of MIL-HDBK-727. It does not supersede,
modify, replace or curtail any requirements of MIL-HDBK-727 nor should it be used
in lieu of that handbook.

24.1 REFERENCE DOCUMENTS

There are no reference documents listed in MIL-HDBK-727.

24.2 DEFINITIONS AND ACRONYMS

The document contains and an extensive List of Abbreviations and Acronyms.

24.3 APPLICABILITY

This document describes the systematic pattern of events which must take place
during each stage of the acquisition process if a design is to fully meet all of its
objectives relative to producibility. However, it is also recognized that producibility
goals are rarely defined, as such, in procurement documents.

The development of sound design practices that promote producibility objectives is
best accomplished as either: 1) the product of individual knowledge, experience, and
a continual effort to keep abreast of developments in a specific field or 2) an
investigation into those developments in fields in which there is infrequent
involvement.

This handbook is devoted to the latter objective (i.e., to assist the design engineer in

investigating those fields or disciplines that are infrequently encountered).

24.4 PHYSICAL DESCRIPTION OF MIL-HDBK-727

MIL-HDBK-727 contains approximately five hundred and twenty -even pages.
There is also one appendix "Information Sources"and a (Subject) Index which
together include an additional thirty-two pages.
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24.5 HOW TO USE MIL-HDBK-727

The handbook is divided into nine chapters and is structured to give the user direct
access to the specific material being sought. The content and intended purposes of
each of thf individual chapters are outlined in the paragraphs that follow.

24.5.1 Outline of MIL-HDBK-727

Chapter 1: Basic Concepts of Producibility

Chapter one introduces and defines the subject of producibility. The factors that
determine whether or not an item is acceptable from a producibility point of view
are described in general terms. Producibility is further defined by actual examples of
good and poor producibility. The relationship of producibility to other elements
and functions of the design process is also discussed. The chapter concludes with an
overview of the entire handbook including the types of data and information
contained in each chapter.

Chapter 2: Producibility Engineering

This chapter is intended primarily as a guide to the manager of the producibility
function. Whether the producibility function is assigned as an explicit discipline or
is assigned as a functional discipline to another functional area, this chapter is
equally applicable. The interrelationships of the producibility functions with the
design process and the development process, as described in DoD Directive 5000.1,
are included. The development of checklists and a producibility plan for each phase
of the life cycle of an item is also stressed. Tools and techniques useful in the
producibility function and used by the producibility engineer are described and
illustrated.

Chapter 3: Common Producibility Considerations

Chapter three and all subsequent chapters are intended for managers of the
producibility function and also for personnel assigned to perform the function.
Producibility considerations common to all components regardless of material or
intended purpose and the factors that impact the producibility of any design are
discussed in this chapter.

Chapter 4: Producibility Considerations for Metal Components

Chapter four is subdivided into a general introductory section, applicable to all
metal parts, and three additional major sections devoted to sheet metal
components, shaped/machined components, and structural components. Each
major section is complete in that each one provides data on related materials,
manufacturing processes, and inspection. These sections are arranged in a sequence
comparable to the sequence in which design decisions are made.
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The fabrication of metal components is addressed, but not the joining or assembly of
those components. Chapter 7 provides information on joining and assembling.
Chapter 4 concludes with a narrative description of the most common causes of
producibility problems for metal components.

Chapter 5: Producibility Considerations for Plastic Components

Chapter five provides the design engineer with guidance on producibility
considerations in the design of plastic components. The discussion of materials
considers: the basic selection process, available material forms for processing, and
cost considerations. Also included are a description of the major manufacturing
processes and summaries of the characteristics of each. Joining and finishing
operations are discussed along with test and evaluation methods. Relatively new
advances in plastics technology are indicated. The chapter concludes with examples
of typical problems in plastics producibility.

Chapter 6: Producibility Considerations for Composite Components

Fiber-reinforced, resin-based composites are the subject of Chapter six. The
properties of the major reinforcements and the resin systems are discussed in
relation to the properties of the composite; properties are also listed for both the
short fiber (discontinuous) reinforced composites and the filamentary (continuous)
reinforced composites. The principal fabrication processes for converting
composites into components are described, and the advantages and limitations of
each process are delineated. Methods for machining, joining, and testing
composites are also included. Component design is discussed in relation to
producibility. Design guides are given for several of the important fabrication
methods. A distinction is made throughout this chapter between the fabrication of
components from common grade composites and the fabrication practices followed
in the aerospace industry for composites generally designated as "high performance"
or "advanced" composites.

Chapter 7: Producibility Considerations for Mechanical Assemblies

Automation of the assembly operation can be difficult unless the product designer
takes producibility into consideration. Chapter seven introduces general
considerations relating to automated assembly. Design considerations relating to
the total assembly are considered first with emphasis on design simplifications,
human and mechanical constraints, and the assembly sequence. Next producibility
considerations for the individual components of an assembly are considered.
Included are factors that ease assembly along with approaches for feeding, orienting,
and loading components. Subsequent paragraphs cover fastening and joining,
including mechanical fasteners, mechanical connections and a variety of heat-type
joining methods, such as soldering, brazing, and welding. Basic rules for
producibility in assembly, with rules for product design and the design of
components are included. Finally, nontraditional assembly techniques, including
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industrial robots are briefly discussed along with comments on inspection and
testing.

Chapter 8: Producibility Considerations for Electronics

Major areas of consideration involved in designing with electronic components are
addressed in Chapter eight. Various categories of electronic components are
introduced, and the characteristics of each component are presented along with
discussion of correct applications of and potential problems associated with each
component. Starting with components, the chapter also addresses modules and
packaging. The emphasis throughout is to give the readers adequate knowledge so
that they can specify the optimum electronic equipment based on overall system
and life cycle requirements.

Chapter 9: Producibility Considerations for Other Items

Chapter nine encompasses several items of a more specialized nature: propellants
and explosives, optics, ceramics, and textiles. Because of their specialized nature and
the availability of other sources of material relating to the producibility of these
items, only an overview is given in this chapter. Discussions include material
characteristics and constraints and manufacturing process characteristics and their
constraints. References are used to guide the reader to additional information
sources and data relative to less common materials and components types.

24.6 TAILORING GUIDELINES

MIL-HDBK-727 was specifically written with the intent of its being tailored to the
needs of the specific product involved.

24.7 CONTRACT DATA REQUIREMENTS LIST (CDRL)

There are no data item descriptions applicable to MIL-HDBK-727.
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MIL-STD-1562 is a tri-service approved document used by all branches of the
military in the specification and acquisition of quality-assured electronic equipment.
The current version is revision "V" dated November 15, 1990. The preparing
activity is:

Rome Laboratory
Attn: RL/ERSS
Griffiss AFB, NY 13441-5700

This chapter is only an advisory to the use of MIL-STD-1562. It does not supersede,
modify, replace or curtail any requirements of MIL-STD-1562 nor should it be used
in lieu of that standard.

SIGNIFICANT CHANGES IN THE
LATEST "V" REVISION

Since this standard is simply a periodically updated listing of "standard"
devices, significant changes from one revision to the next are not to be
expected, however, the scope of MIL-STD-1562 has recently been expanded to
also include MIL-H-38534 and MIL-I-38535 devices in addition to MIL-M-38510
devices.

25.1 REFERENCE DOCUMENTS

The following related documents impact and further detail these requirements and
should also be referenced.

"* MIL-M-38510 General Specification for Microcircuits

"* MIL-H-38534 General Specification for Hybrid Microcircuits

"* MIL-I-38535 General Specification for Integrated Circuits
(Microcircuit) Manufacturing

" MIL-STD-1331 Parameters to be Controlled for the Specification of
Microcircuits

25.2 DEFINITIONS AND ACRONYMS

This paragraph is not applicable to this chapter.
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25.3 APPLICABILITY

This document contains the requirements established by the Department of Defense
for the selection of standard microcircuits used in the design, manufacture and
support of military equipment. It also identifies those devices which are less
acceptable for new designs due to non-availability, obsolescence or problems of
performance, reliability, etc.

MIL-STD-1562 provides equipment designers and manufacturers with lists of
standard microcircuits for use in military and space applications. The following
points delineate the primary intent of the document:

"* To provide the equipment designers, manufacturers and users with the
most acceptable microcircuits available for use in space and military
applications

"* To control and minimize the variety of microcircuits used in military
equipment in order to facilitate logistic support of equipment in the field

"* To concentrate economic support, improvement and production on those
microcircuits currently listed in the standard

25.4 PHYSICAL DESCRIPTION OF MIL-STD-1562

MIL-STD-1562 contains approximately one hundred and sixty-nine pages. The
standard simply contains lists of microcircuit devices grouped into five different
tables by their approval status and a cross reference table. There are no appendices to
this standard.

25.5 HOW TO USE MIL-STD-1562

It is generally a Department of Defense requirement that all microcircuits used in
the design and manufacture of military equipment must be selected from those
listed in MIL-STD-1562. The following criteria are stipulated for a microcircuit's
inclusion in this standard.

" Each microcircuit is considered by representatives of the military
departments to be the best available type for current applications.

"* Each microcircuit is currently in production and continued availability is
reasonably certain.

"• Each microcircuit has an approved military detail specification or DESC-
issued Military Standardization Drawing associated with it.
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Military equipment is to be designed so that it will meet the specified equipment
performance and reliability requirements when using the microcircuits listed in
MIL-STD-1562. Device characteristics and parameters applicable to the microcircuits
listed in MIL-STD-1562 are specifically defined in the detail device specifications of
MIL-M-38510. Satisfactory equipment performance must not depend on
characteristics or parameters which are not controlled by the applicable MIL-M-38510
detail specification.

25.5.1 Outline of MIL-STD-1562

The microcircuits listed in MIL-STD-1562 are categorized according to their approval
status for use in military applications. The approval status distinctions are given in
the following Tables:

"* Table I: Preferred Devices

All devices in this group have a dated military specification and a QPL
(part I or part II) or QML source. These devices have no known reliability
or availability problems and are recommended and preferred for new
design.

"* Table II: Standardization Candidates and Compliant Standardized
Military Drawings

Devices listed in this table are those that have been selected for electrical
characterization and are potential candidates for MIL-M-38510 specification
or have an active Military (DESC) drawing. This table also includes
devices that have a dated military specification but as yet have no QPL or
QML source. These devices may be considered for use in systems or
equipment designs if a QPL or QML source is anticipated.

"* Table IIl: Logistics or Continuous Replacement Only

This table contains devices which are not recommended for new designs
because of diminishing sources, obsolete technology, or the fact that a
preferred device, listed in Tables I or II, is now available which performs
the same function.

"* Table IV: Inactive or Suspended Military Activity

This table contains devices which are not recommended for new design, it
also includes devices which have had a QPL status that has been canceled
or expired and there is no indication that a device manufacturer intends to
requalify that device.
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"* Table V: Not Recommended Under Any Circumstances

Devices listed in this table should not be used. The listing will also
identify a preferred replacement/equivalent device to be used for new
design.

"* Table VI: Cross Reference

This table is simply a cross reference, for all of the parts addressed by the
standard (regardless of their approval status), between the
generic/industrial number and the military part number (M38510 or
Standardized Military Drawing).

The applicable device specification documents identified with each device
listed should be referred to for more detailed information. In the event of
conflict between the device's technical description in MIL-STD-1562 and
the applicable detail specification description, the detail specification shall
govern.

Sample portions of MIL-STD-1562 Table II (Standardization Candidate and
Compliant Standardized Military Drawings), Table IV (Inactive or Suspended
Military Activity) and Table V (Not Recommended Under Any Circumstances) are
shown in Tables 25-1, 25-2, and 25-3, respectively.

25.6 TAILORING GUIDELINES

MIL-STD-1562 was not written with the intent of tailoring. In the event that
equipment or system requirements cannot be met by the microcircuits listed in
Table I or Table II of MIL-STD-1562, the equipment manufacturer is encouraged to
do the following:

"* Determine if an item listed in Table III of MIL-STD-1562 can meet the
system or equipment requirements.

"* Contact the Military Parts Control Advisory Group (MPCAG) at the
Defense Electronic Supply Center, Dayton, OH 45444 for approval to use
such parts.

The requirements in MIL-STD-1562 are not intended to be modified without such
explicit approval.

25.7 CONTRACT DATA REQUIREMENTS LIST (CDRL)

There are no data item descriptions applicable to MIL-STD-1562.
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TABLE 25-1: STANDARDIZATION CANDIDATES AND COMPLIANT
STANDARDIZED MILITARY DRAWINGS

(This table includes devices that have dated military specifications but as yet have no QPL or QML
source. This table also includes all recommended Standardized Military Drawings. These devices
shall be considered for use in systems or equipment designs if a QPL or QML source is anticipated).

Standard
Generic/ Part Gate, bit,
Industry Identification Circuit Description transistor,
Number Number count

Gates 1
10H501 5962-8750301 OR/NOR Gate, Quad 2-Input G4
10502 06002 NOR/OR/NOR GATE G4
10H502 5962-8755701 NOR GATE, Quad 2-Input G4
10H503 5962-8756501 OR GATE, Quad 2-Input G4
10H504 5962-8750401 AND GATE, Quad 2-Input G4
10505 06003 OR/NOR GATE, Triple 2-3-2 Input G3
1OH505 5962-8750701 OR/NOR GATE, Triple 2-3-2 Input G3
10506 06004 NOR GATE, Triple 3-4-3 Input G3
10H506 5962-8756401 NOR GATE, Triple 4-3-3 Input G3
10507 06005 EXCLUSIVE-OR/NOR GATE, Triple 2-Input G3
10H507 5962-8772701 EXCLUSIVE-OR/NOR GATE, Triple 2-Input G3
10509 06006 OR/NOR GATE, Dual 4-5 Input G2
10H509 5962-8985601 OR/NOR GATE, Dual 4-5 Input N
10H513 5962-8755801 EXCLUSIVE-OR GATE, Quad G4
10H518 5962-8755901 OR-AND GATE, Dual 2-Wide, 3-Input G6
10H519 5962-8772801 OR-AND GATE, 4-Wide, 4-3-3-3 Input G5
10521 5962-8857701 OR-AND/OR-AND-INVERT GATE, 3-Input N
10H521 5962-8773001 OR-AND/OR-AND-INVERT GATE, 4-Wide G5
10H589 5962-8751001 HEX INVERTER, WITH ENABLE G6
10597 06202 AND GATE, Hex G6
10H609 5962-8756901 OR/NOR GATE, Dual 4-5 Input G2
10H610 5962-8754101 OR GATE, Dual Three-Input, Three-Output G2
10612 5962-8775001 OR/NOR GATE, Dual 3-Input N
54HC00 8403701 NAND GATE, Quad 2-Input G4
54HCTO 5962-8683101 NAND GATE, Quad 2-Input, with TTL-Compatible Inputs G4
54AC00 5962-8754901 NAND GATE, Quad 2-Input G4
54ALS00A 5962-8683301 NAND GATE, Quad 2-Input G4
54ACT00 5962-8769901 NAND GATE, Quad 2-Input, with TTL-Compatible Inputs N
54HC02 8404101 NOR GATE, Quad 2-Input G4
54AC02 5962-8761201 NOR GATE, Quad 2-Input N
54ALS02 5962-8684401 NOR GATE, Quad 2-Input G4
54HCT02 5962-8975101 NOR GATE, Quad 2-Input, TrL-Compatible Inputs N
54HC03 5962-8764701 NAND GATE, Quad 2-Input, with Open Drain Outputs G2
54AC04 75701 Hex Inverter G6
54HC04 8409801 Hex Inverter G6
54HCU04 8601001 Hex Inverter, Unbuffered G6
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TABLE 25-2: INACTIVE OR SUSPENDED MILITARY ACTIVITY

(This table contains devices which are not recommended for new design, it also includes devices which
have had QPL status that has been cancelled or expired and there is no indication that a device
manufacturer intends to re-qualify).

Generic/ Standard Part Gate, bit,
Industry Identification Circuit Description transistor,
Number Number count
Gates 1
54S09 08004 AND GATE, Quad 2-Input, with Open-Collector Outputs G4
54S11 08001 AND GATE, Triple.3-Input G3
54S134 07010 NAND GATE, 12-Input, TS G1
54S135 07502 EXCLUSIVE-OR/NOR GATE, Quad G8
54S15 08002 AND GATE, Triple 3-Input, with Open-Collector Inputs G3
54H50 04001 AND-OR-INVERT GATE, Dual 2-Wide 2-Input G6
54L51 04101 AND-OR-INVERT GATE, Dual 2-Wide G6
54H51 04002 AND-OR-INVERT GATE, Dual 2-Wide G6
54H53 04003 AND-OR-INVERT GATE, 2-2-2-3 Input G5
54L54 04102 AND-OR-INVERT GATE, 4-Wide 3-2-2-3 Input G5
54H54 04004 AND-OR-INVERT GATE, 2-2-2-3 Input G5
54L55 04103 AND-OR-INVERT GATE, 2-Wide 4-Input G3
54N55 04005 AND-OR-INVERT GATE, 2-Wide 4-Input G3
54S65 07403 AND-OR-INVERT GATE, Quad 4-2-3-2 Input G5

54AC86 75202 EXCLUSIVE-OR GATE, Quad 2-Input N
Buffers 2

1856 47601 BUS BUFFER/SEPARATOR, 4-Bit G20
1857 47602 BUS BUFFER/SEPARATOR, 4-Bit G20
5428 16201 BUFFER/DRIVER, NOR, Quad 2-Input G4
932 03101 BUFFER, NAND DUAL 4-Input G2
933 03105 EXTENDER, DUAL 4-Input G2
944 03102 BUFFER, NAND DUAL 4-Input, with Open-Collector G2

Outputs
957 03103 BUFFER, NAND Quad 2-Input G4
958 03104 BUFFER, NAND Quad 2-Input, with Open-Collector G4

Outputs
Flip-Flops 3

2918 44201 FLIP-FLOP-D-Type, Quad, with standard and three-state G30
outputs

54N101 02205 FLIP-FLOP, JK G10
54L121 04201 MULTIVIBRATOR, Monostable G8
54L122 04202 MULTIVIBRATOR, Monostable Retriggerable, w/Clear G10
54H72 02201 FLIP-FLOP, JK G8
54H73 02202 FLIP-FLOP, JK, Dual G16
54H74 02203 FLIP-FLOP, D-Type, Dual G12
54S74 07101 FLIP-FLOP, D-Type, Dual G12
54H76 02204 FLIP-FLOP, JK, Dual G16
9093 03304 FLIP,FLOP, JK, Dual G16
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TABLE 25-3: NOT RECOMMENDED UNDER ANY CIRCUMSTANCES

(Devices listed in this table will also have a preferred device for new design).

Generic/
Industry MIL-M- Device Circuit Description Preferred device
Number 38510 Type I for new designs

Microprocessors and interface peripherals/FIFO 8/
SBP9900A 460 01 16 bit fixed instruction 8086,/53001*

microprocessor (3.0 MHz)
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MIL-M-38510 is a tri-service-approved document used by all branches of the military
in the specification and acquisition of quality-assured electronic equipment. The
current version is revision "H" dated February 12, 1988. The preparing activity is:

Rome Laboratory
ATTN: RL/ERSS
Griffiss AFB, NY 13441-5700

This chapter is only an advisory to the use of MIL-M-38510 It does not supersede,
modify, replace or curtail any requirements of MIL-M-38510 nor should it be used in
lieu of that standard.

CAUTION

At the time of publication of this Primer a draft version of MIL-M-38510J was
being circulated by DOD for industry coordination. The changes in the "J"
revision are extensive. Therefore, the reader is cautioned to verify whether or
not MIL-M-38510J has been officially released prior to using the guidance
material contained in this chapter.

26.1 REFERENCE DOCUMENTS

The following related documents impact and furthier detail these requirements and
should also be referenced.

"* MIL-M-55565 Packaging of Microcircuits

"* MIL-STD-883 Test Methods and Procedures for Microelectronics

"* MIL-STD-976 Certification Requirements for Microcircuits

"* MIL-STD-1285 Marking of Electrical and Electronic Parts

"* MIL-STD-1331 Parameters to be controlled for the Specification of
Microcircuits

"• MIL-STD-1562 Lists of Standard Microcircuits

"* MIL-STD-1772 Certification Requirements for Hybrid Microcircuits
Facilities and Lines
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"• EIA-STD-541 Packaging Material Standards for ESD Sensitive
Items

"* EIA-STD-RS-471 Symbol and Label for Electrostatic Sensitive Devices

26.2 DEFINITIONS

This paragraph is not applicable to this chapter.

26.3 APPLICABILITY

MIL-M-38510 provides criteria and methodology for the characterization of standard
JAN microcircuits jointly approved by the three military services, Army, Navy and
Air Force, for use in the design and manufacture of military systems and
equipment.

The specification establishes the general design and product assurance requirements
necessary for the qualification and acquisition of military approved (JAN)
monolithic, multichip, and hybrid microcircuits. It also includes detailed
provisions which are specific to the particular device type. This data is specified in
the applicable device specification (frequently referred to as a slash sheet).

Two levels of product assurance requirements and control are provided in this
specification. These quality grades are Class S for space applications and Class 3 for
all other military applications.

The purpose of MIL-M-38510 is three-fold:

"* To provide the equipment designer with standard JAN microcircuits for
use in space and military applications

"* To control and minimize the variety of microcircuits used in military
equipment in order to facilitate logistic support of equipment in the field

" To establish specific criteria for the qualification and production of JAN
microcircuits for use in space applications and in military systems and
equipment

26.4 PHYSICAL DESCRIPTION OF MIL-M-38510

MIL-M-38510 consists of a complex group of different types of documentation: a) the
Basic Specification, b) an extensive series of Individual Device Specifications (slash
sheets), c) a summary Supplement, and d) the Qualified Products List (QPL). The
following is a brief description of each of these different types of documents.
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0 Basic Specification

The MIL-M-38510 Basic Specification contains the general design guidelines,
product assurance and packaging requirements necessary for the qualification,
product screening and continuing quality conformance assurance of all
microcircuits regardless of type and technology used in their fabrication. An
example of the quality assurance program requirements is shown in Table 26-
1 taken from MIL-M-38510 Appendix A. An example of the Lot Tolerance
Percent Defective (LTPD) sampling plan required to meet the continuing
quality conformance assurance requirements is shown in Table 26-2 taken
from MIL-M-38510 Appendix B.

The basic specification is forty-nine pages in length. It also has seven
supporting appendices and an index for a total of one hundred and thirty
additional pages. These seven appendices are titled as follows:

Appendix A: Quality Assurance Program

Appendix B: Statistical Sampling, Test and Inspection Procedures

Appendix C: Case (Package) Outlines

Appendix D: Material and Test Data Required for Listing of
Microcircuits in the Qualified Products List and to Receive
Authorization to Test

Appendix E: Microcircuit Group Assignments for Quality
Conformance Inspection and Technology Group
Assignments for Qualification

Appendix F: Requirements for the Preparation of Device Specifications
or Drawings

Appendix G: General Requirements for Custom Hybrid and Multichip
Microcircuits
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TABLE 26-1: QUALITY ASSURANCE PROGRAM REQUIREMENTS

In-house documentation
covering these areas (30.1.1) In-house records covering 1 A program plan covering Self audit plan covering

these areas (30.1.2) these areas (30.1.3) these areas (40.3)
a. Conversion of customer a. Personnel training a. Functional block a. Self audit program

requirements into and testing (30.1.2.1) 1 organization chart (40.3.1)
manufacturer's internal (30.1.3.1)
instructions (30.1.1.1)

b. Personnel training and b. Inspection operations b. Examples of b. Self-audit
testing (30.1.1.2) (30.1.2.2) manufacturing representatives

flowchart (30.1.3.2) (40.2.2)
c. Inspection of incoming c. Failure and defect c. Proprietary- c. Audit deficiencies

materials and utilities reports and analyses documents (30.1.3.3) (40.3.3)
and of work inprocess (30.1.2.3)
(30.1.1.3)

d. Quality-control d. Change in design d. Examples of design, d. Audit follow-up
operations (30.1.1.4) materials, or material, equipment, (40.3.4)

processing (30.1.2.4) and process
instructions (30.1.3.4)

e. Quality assurance e. Equipment e. Examples of records e. Audit schedules
operations (30.1.1.5) calibrations (30.1.2.5) (30.1.3.5) (40.3.5)

f. Design, processing, and f. Process utility and f. Examples of design, f. Self audit areas
manufacturing material controls materials and process (40.3.6)
equipment and (30.1.2.6) change control
materials instructions documents (30.1.1.8)
(30.1.1.6) and as required in

3.4.1.2.3 and 3.4.2)

g. Cleanliness and g. Product lot g. Examples of failure g. Self audit checklist
atmosphere control in identification (30.1.2.7) and defect analysis (40.3.7)
work areas (30.1.1.7) and feedback

documents (30.1.1.10)
h. Design, materials and h. Product traceability h. Examples of h. Deficiency review

process change control (30.1.2.8) corrective action and (40.3.8)
(30.1.1.8)1 evaluation

documents (30.1.1.11)
i Tool and test equipment i Manufacturer's

maintenance and internal instructions
calibration (30.1.1.9) for internal visual

inspection (30.1.3.6)
Failure and defect j. Examples of test
analysis and feedback travelers (30.1.3.7)
(30.1.1.10)

k. Corrective action and k. Examples of design
evaluation (30.1.1.11) and construction

baseline (30.1.3.8)
L Incoming, in process, L Manufacturer's self

and outgoing inventory audit (30.1.3.9) 3

control (30.1.1.12)
m. Schematics (30.1.1.13)
n. ESD handling control

program (30.1.1.14) i ,
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TABLE 26-2: MIL-M-38510H LTPD SAMPLING PLAN. 1/2/
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0 Individual Device Specification

The MIL-M-38510 individual device specifications or slash sheets contain
specific device parameters, general design guidelines and product assurance
requirements which are unique to a specific device or group of devices. Each
slash sheet addresses a small family of such devices. The devices on a given
slash sheet must all be similar in their design, complexity and function, and
all must utilize identical technology in their fabrication.

Each slash sheet is an individual, separately-maintained document. New
slash sheets are continually being issued and older slash sheets modified. As
of April 1988 there are 235 active MIL-M-38510 slash sheets covering 1047
devices. Individual Slash sheets vary in length. Many contain sixty or more
pages. An example of a portion of a detailed slash sheet is shown in Figure
26-1.

* Qualified Products List

The MIL-M-38510 QPL provides a detailed listing of each specific device, its
quality grade, package configuration and pin finish together with
identification of the specific manufacturer and his facility(s) that has met all
of the necessary certification and qualification, product screening and quality
conformance requirements and is thus an approved source for that device.
An example of the procedure for QPL listing is shown in Figure 26-2, taken
from MIL-M-38510 Appendix D.

The QPL is divided into two sections: Part I and Part II. Part II is a temporary
listing. It indicates that the manufacturer has not yet completed the entire
qualification program but has been given a temporary certification to supply a
given part. In contrast, a Part I listing indicates that the manufacturer has
completed the full qualification program and that he will be allowed to
continue to supply that part to the military for as long as he continues to meet
all of the requirements of MIL-M-38510. The QPL is updated quarterly and is
approximately sixty-five pages in length. An example of a portion of a QPL is
shown in Figure 26-3.

Reliability Analysis Center (RAC) a 201 Mill Street a Rome, NY 13440 * (315) 337-0900
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MIL-M-38510/610
25 FEBRUARY 1987

MILITARY SPECIFICATION

MICROCIRCUTIS, DIGITAL, VHSIC, CMOS,
65, 536-BIT SELECTABLE MODE, STATIC RANDOM ACCESS MEMORY (SRAM),

MONOLITHIC SILICON

This specification is approved for use by all Departments and Agencies of the Department of Defense.

1. SCOPE

1.1 &,..e. This specification covers the detail requirements for monolithic silicion, CMOS, 65, 536-bit selectable operating mode, static
random access memory microcircuits. These microcircuits conform to the functional throughput rate as defined in the Phase I Very High Speed
Integrated Circuit (VHSIC) program. rwo product assurance clases and a choice of case outlines and lead finishes are provided and are reflected in
the complete part number.

1.2 Part Nur. The part number shall be in accordance with MIL-M-38510.

1.2.1 Device Wvj . The device types shall be as follows:

Device jj Circuit oranization AeUtme Modes
01 8192 words x 8 bits 35 ns 1, 2, 3,4
02 8192 words x 8 bits 45ns 1, 2, 34
03 8192 words x 8 bits 55ns 1,2,3,4

1.2.2 Device class. The device class shall be the product assurance level as defined in MIL-M-38510.

1.2.3 Cae otline. The case outline shall be designated as follows:

Outine lette Case outline (see NUL-M-83510. Apendix C)

Q D-5 (40-lead, 9/16' x 2 1/16"), dual-in-line package.

This document contains technical data whose export is restricted by the ARMS Export Control Act (title 22 U.S.C., Sec. 2751 (et seq.) or executive
order 12470. Shipping, mailing or carrying of this technical data outside the United States or disclosure, by whatever means, through visits abroad or
to any person in the United States other than a LIS Citizen, US National or an Immigrant Alien to the United States violates United States criminal
law_ andcarries _a pe~__tyu__n_ __ýc~onvicti" o~n of__fin__e or_'m son._ent_ ntor both•. Include th~is noti€e__with .#na r~e r _o____ed_ portion" oftis.docmet. .

I Beneficial comments (recommendations, additions, deletions) any any pertinent data which may be of use in improving this document should be
I addressed to: Rome Laboratory, RL/ERSS, Griffiss AFB, NY 13441, by using the self-addressed Standardization Document Improvement Proposal I
I (DD Form 1426) appearinx at the end of this document or by letter.

AMSC N/A FSC 5962
1 DiSTWBU"ION S T C. Distribution authorized to US Government agencies and their contractors only: Critical Technology, Eebruay 26

1987 Other requests for this document shall be referred to Director (VHSIC/ED) OUSDRE.

FIGURE 26-1: MIL-M-38510 DETAIL SPECIFICATION EXAMPLE

Reliability Analysis Center (RAC) 9 201 Mill Street e Rome, NY 13440 e (315) 337-0900
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SNo QPL

C-lassification

SAuthorization to

test Class B Class S
Section I Certification

DESC Form 19C

Group A data Group A data
on 22 devices on 22 devices
per 30.2. 1p per 30.2.1 r

Authorization totes Cls
Class B QPL Section I Test data per

Part H1 DESC Form 19C 30.2.1s

t Qualification
tess & reports

Class B QPL Authorization to

Part I test Class S
Section I

+ ~DESC Form 19C

I Class S

Certification

4
SAutorization to

test Class SClsSQP
Section I Class SI QP

DESC Form 19CPatI j

Part IItests & reports.&1

l/ ~ ~Qualification uigMLSD83 ehd50,tbe n l ny

I/ Qualification using NUL-STD-883, method 5005, tables I. l and Ilaony

FIGURE 26-2: PROCEDURE TO RECEIVE QPL-38510 LISTING

Reliability Analysis Center (RAC) 0 201 Mill Street 9 Rome, NY 13440 9 (315) 337-0900
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QUALIFICATION VALIDATED ANNUALLY1 QPL-38510-786

26 April 1991
SUPERSEDING

QPL-38510-85
25 January 1991

QUALIFIED PRODUCTS LIST

OF FS 5962
PRODUCTS QUALIFIED UNDER MILITARY SPECIFICATION

MIL-M-38510
MICROCIRCUITS

GENERAL SPECIFICATION FOR

This list has been prepared for use by or for the Government in the acquisition of products covered by Specification MIL-M-38510. Listing of a
product is not intended to and does not connote endorsement of the product by the Department of Defense. This list is subject to change without
notice. Revision or amendment of this list will be issued as necessary. The listing of a product does not release the supplier from compliance with the
specification requirements.

THE ACTIVITY RESPONSIBLE FOR THIS QUALIFIED PRODUCTS LIST IS THE UNITED STATES AIR FORCE, CODE 17, ROME
LABORATORY (RL/ERSS), GRIFFISS AIR FORCE BASE, NEW YORK 13441. The Defense Electronics Supply Center (DESS-EQ), Dayton, OH
45444 (513-296-6355), has been designated as agent for the establishment and maintenance of this QPL, and information pertaining to qualification of
products may be obtained from this Center.

If a manufacturers desires to have test data considered for qualification to a U.S. specification, he must perform all required qualification tests; the
product must be produced on a certified line acceptable to DESC for the same technology group; and he must comply with the requirements specified
in Appendix D, MIL-M-38510, prior to the start of any testing.

The listing of microcircuits in Qualified Products List 38510 applies only to products produced in the plant(s) specified on the QPL. Therefore, only
those products that have been manufactured, assembled, and tested within the United States and its territories can be supplied as QPL devices unless
otherwise indicated herein for international agreements.

Products listed in Part II, Qualified Products List 38510 are considered qualified products. Therefore, manufacturers listed on QPL-38510 shall "JAN'
mark and ship the specified part numbered devices for which they are listed, providing all required groups A, B, C and D quality con(ormance
inspections are performed as specified in paragraphs 3.4.4 and 4.5 of MIL-M-38510. The groups A, B, C and D quality conformance inspections must
bp -ompleted and passed for the inspection period before any JAN lots are shipped (paragraph 6.3.1.1 of MIL-M-38510).

To obtain MIL-M-38510 qualified microcircuits, the procurement document must specify that the microcircuits must be approved for inclusion in
Qualified Products list QPL-38510 and that the microcircuits shall be marked in accordance with the applicable specifications. Ordering data is
contained in paragraph 6.1 of MIL-M-38510.

Devices listed in Part I or Part III under specific international agreements (e.g., NATO STANAG 4093) shall be marked in accordance with the
applicable specifications and standards. In addition to this marking, the country of origin, identification name and code of the country requesting
reciprocal listing shall be on each device. Also, the certification marks of the country should be placed on the devices.

For zero source QPL items, it shall be permissible and, in fact, is encouraged for orders to be placed with manufacturers willing to pursue part I
qualification during the processing of the order so that the delivered product is part I qualified. The attention of the manufacturers is called to this
requirement, and manufacturers are urged to arrange to have the products that they propose to offer to the Federal Government tested for
qualification in order that they may be eligible to be awarded contracts or orders for the product covered by this specification (paragraph 6.3.1 of MIL-
M-38510). For qualification removals, except for quality or reliability problems, a comprehensive explanation on the procedures that must be
followed is contained in paragraph 6.3.2 of MIL-M-38510. In addition, devices that have an end-of-life notice issued by the manufacturer are listed in
the notes section at the end of the QPL for your information and convenience.

DISTRIBUTION STATEMENT A. Approved for public release; distribution is unlimited.

AMSC N/A 1 of 70
QPL-38510-70

FIGURE 26-3: MIL-M-38510 QPL EXAMPLE

Reliability Analysis Center (RAC) @ 201 Mill Street * Rome, NY 13440 * (315) 337-0900
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Supplement

The MIL-M-38510 Supplement is a summary document. It contains a detailed
listing all of the devices currently covered by MIL-M-38510 together with a
description of the device function, the technology used in its fabrication and
the current revision of the applicable slash sheet. In the first half of the
supplement the devices are listed by military detail specification number. In
the second half of the document they are listed by generic/ industry part
number. The supplement is updated semiannually and is approximately
forty-five pages in length. In FY 86 there were approximately 1000 different
microcircuit part types specified in MIL-M-38510. Approximately 72% of these
part types had one or more qualified supplier(s) and were listed in the QPL.
An example of a portion of the supplement is shown in Figure 26-4.

26.5 HOW TO USE MIL-M-38510

MIL-M-38510 is a source of general design and product assurance information on
microcircuits of standardized construction whose electrical, mechanical and
environmental ratings are governed by MIL (JAN) specifications.

This information provides the design engineer the capability of determining which
JAN microcircuit procured in which configuration and possessed of which electrical,
and package characteristics will best fit his intended application needs.

26.5.1 MIL-M-38510 Part Number Decoding

Each MIL-M-38510 part is marked with the complete part number. The part number
is as shown in the following example:

M38510 H or 001 01 B A C
JAN Detail Device
military RHA specification Device Type quality Case outline Lead finish
designator designator (/sheet) grade

RHA indicates the level of radiation hardness assurance. A "/" indicates none.

26.6 TAILORING GUIDELINES

MIL-M-38510 was not written with the intent of tailoring. It establishes firm
requirements which are necessary for JAN device qualification, product screening
and continuing quality conformance. These requirements are not intended to be
modified.

26.7 CONTRACT DATA REQUIREMENTS LIST (CDRL)

There are no data item descriptions applicable to MIL-M-38510.

Reliability Analysis Center (RAC) * 201 Mill Street * Rome, NY 13440 * (315) 337-0900
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INCH-POUND

MIL-M-38510H
SUPPLEMENT 1A

21 Tune 1990
SUPERSEDING
SUPPLEMENT 1

8 March 1988
MILITARY SPECIFICATION

MICROCIRCUITS
GENERAL SPECIFICATION FOR

This supplement forms a part of MIL-M-38510H, dated 12 February 1988.

DETAIL SPECIFICATIONS Military device type M38510/1/ Min1orc2I 2•L..,
MIL-M-38510/1E Microcircuits, Digital, ITL, NAND Gates, Monolithic 00101 through 00109 1

Silicion

MIL-M-38510/2E Microcircuits, Digital, TITL, Flip-Flops, Monolithic Silicon 00201 through 00207 3

MIL-M-38510/3F Microcircuits, Digital, TTL, NAND Buffers, Monolithic 00301 through 00303 2
(Amendment 1) Silicion

MIL-M-38510/4C Microcircuits, Digital, TTL, Multiple NOR Gates, 00401 through 00404 1
Monolithic Silicion

MIL-M-38510/5C Microcircuits, Digital, TIL, AND-OR-INVERT Gates, 00501 through 00504 1
(Amendment 1) Monolithic Silicon

MIL-M-38510/6C Microcircuits, Digital, TrL, Binary Full Adders, Monolithic 00601 through 00604 4
(Amendment 2) Silicion

MIL-M-38510/7B Microcircutis, Digital, TiL, Exclusive-OR Gates, 00701 1
(Amendment 2) Monolithic Silicion

MIL-M-38510/8D Microcircuits, Digital, TIL, Buffers/Drivers, Open Collector 00801 through 00805 2
(Amendment 1) Output, High Voltage, Monolithic Silicion

MIL-M-38510/9D Microcircuits, Digital, "IL, Shift Registers, Monolithic 00901 through 00906 5
(Amendment5) Silicon

MIL-M-38510/10C Microcircuits, Digital, TTL, Decoders, Monolithic Silicion 01001 through 01009 4

MIL-M-38510/11C Microcircuits, Digital, TIL, Arithmetic Logic Units/Function 01101 through 01102 4
Generators Monolithic Silicion

MIL-M-38510/12G Microcircuits, Digital, TTL, Monostable Multivibrators 01201 through 01205 3
Monolithic Silicion

See footnotes at end of supplement.

AMSC N/A 1 of 60 FSC 5962

DISTRIBUTION STATEMENT A: Approved for public release; distribtulon unlimited.

FIGURE 26-4: MIL-M-38510 SUPPLEMENT EXAMPLE

Reliability Analysis Center (RAC) e 201 Mill Street e Rome, NY 13440 * (315) 337-0900
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MIL-STD-883 is a tri-service-approved document used by all branches of the military
in the specification and acquisition of quality-assured systems and equipment. The
current version is revision "C" dated August 25, 1983. The preparing activity is:

Department of the Navy
Engineering Specifications and Standards Dept.
(SESD) Code 5313
Naval Air Engineering Center
Lakehurst, NJ 08733-5100

This chapter is only an advisory to the use of MIL-STD-883. It does not supersede,
modify, replace or curtail any requirements of MIL-STD-883, nor should it be used in
lieu of that standard.

CAUTION

At the time of publication of this Primer a draft version of MIL-STD-883D was
being circulated by DOD for industry coordination. The changes in the "D"
revision are extensive. Therefore, the reader is cautioned to verify whether or
not MIL-STD-883D has been officially released prior to using the guidance
material contained in this chapter.

27.1 REFERENCE DOCUMENTS

The following documents are complementary to MIL-STD-883 in the establishment
of styles, electrical characteristics, screening and test methods for microelectronic
devices.

"* MIL-M-38510 General Specification for Microcircuits

"* MIL-HDBK-217 Reliability Prediction of Electronic Equipment

"* DoD-STD-1686 Electrostatic Discharge Control Program for
Protection of Electrical and Electronic Parts,
Assemblies and Equipment (Excluding Electrically
Initiated Explosive Devices)

"* DoD-HDBK-263 Electrostatic Discharge Control Handbook for
Protection of Electrical and Electronic Parts,
Assemblies and Equipment (Excluding Electrically
Initiated Explosive Devices)

Reliability Analysis Center (RAC) * 201 Mill Street a Rome, NY 13440 e (315) 337-0900



27-2 Chapter 27: MIL-STD-883C

27.2 DEFINITIONS AND ACRONYMS

This paragraph is not applicable to this chapter.

27.3 APPLICABILITY

MIL-STD-883 establishes uniform methods and procedures for testing
microelectronic devices, including basic environmental tests to determine resistance
to deleterious effects of natural elements and conditions surrounding military and
space operations, and physical and electrical tests. This standard applies only to
microelectronic devices. The test methods described therein have been prepared to
serve several purposes:

a. To specify suitable conditions obtainable in the laboratory and at the
device level which give test results equivalent to the actual service
conditions which may exist in the field, and to obtain reproducibility of
the results of tests.

b. To describe in one standard all of the test methods of a similar character
which now appear in the various joint-services and NASA
microelectronic device specifications, so that these methods may be kept
uniform and thus result in conservation of equipment, manhours, and
testing facilities.

c. The test methods described in MIL-STD-883 for the environmental,
physical and electrikal testing of devices shall also apply when
appropriate, to parts not covered by an approved Military/NASA
specification, standard, specification sheet, or drawing.

27.3.1 Structure of MIL-STD-883

MIL-STD-883 was developed by the Air Force in the mid-to-late 1960's to address the
need for testing microelectronic devices. Since it was the primary microelectronic
testing document, preceding the General Specification for Microcircuits (MIL-M-
38510), it includes information on qualification, quality conformance and screening
sequences.

MIL-STD-883 is structured into five classes of Test Methods: the 1000 Class addresses
Environmental Tests, 2000 Class addresses Electrical Tests; 3000 Class addresses
Electrical Tests for Digital Circuits; 4000 Class addresses Electrical Tests for Linear
Circuits; and the 5000 Class addresses Test Procedures.

A complete list of MIL-STD-883 (Revision C, Notice 12) test methods, current as of
27 July 1990 is given in Table 27-1 on the following pages:

Reliability Analysis Center (RAC) 9 201 Mill Street 9 Rome, NY 13440 9 (315) 337-0900
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TABLE 27-1: MIL-STD-883 TEST METHODS

Method No. Environmental Tests

1001 Barometric pressure, reduced (altitude operation)

1002 Immersion

1003 Insulation resistance

1004.7 Moisture resistance

1005.7 Steady state life

1006 Intermittent life

1007 Agree life

1008.2 Stabilization bake

1009.8 Salt atmosphere (corrosion)

1010.7 Temperature cycling

1011.9 Thermal shock

1012.1 Thermal characteristic

1013 Dew point

1014.9 Seal

1015.8 Burn-in test

1016 Life/ reliability characterization tests

1017.2 Neutron irradiation

1018.2 Internal water-vapor content

1019.3 Steady state total dose irradiation procedures

1020 Radiation induced latchup test procedure

1021.1 Dose rate threshold for upset of digital microcircuits

Reliability Analysis Center (RAC) * 201 Mill Street * Rome, NY 13440 - (315) 337-0900
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TABLE 27-1: MIL-STD-883 TEST METHODS (CONT'D)

Method No. Environmental Tests (cont'd)

1022 MOSFET threshold voltage

1023.1 Dose rate response of linear microcircuits

1030.1 Preseal burn-in

1031 Thin film corrosion test

1032 Soft error test procedure

1033 Endurance life

Mechanical Tests

2001.2 Constant acceleration

2002.3 Mechanical shock

2003.5 Solderability

2004.5 Lead integrity

2005.2 Vibration fatigue

2006.1 Vibration noise

2007.2 Vibration, variable frequency

2008.1 Visual and mechanical

2009.8 External visual

2010.10 Internal visual (monolithic)

2011.7 Bond strength

2012.6 Radiography

2013.1 Internal visual

2014 Internal visual and mechanical

Reliability Analysis Center (RAC) * 201 Mill Street e Rome, NY 13440 * (315) 337-0900
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TABLE 27-1: MIL-STD-883 TEST METHODS (CONTD)

Method No. Mechanical Tests (cont'd)

2015.8 Resistance to solvents

2016 Physical dimensions

2017.6 Internal visual (hybrid)

2018.3 Scanning electron microscope (SEM inspection of
metallization)

2019.5 Die shear strength

2020.7 Particle impact noise detection test

2021.3 Glassivation layer integrity

2022.2 Meniscograph solderability

2023.4 Nondestructive bond pull

2024.2 Lid torque for glass-frit-sealed packages

2025.3 Adhesion of lead finish

2026 Random vibration

2027.1 Substrate attach strength

2028.4 Pin-grid package destructive lead pull test

2029 Ceramic chip carrier bond strength (destructive push test)

2030 Ultrasonic inspection of die attach

2031.1 Flip-chip pull-off test

2032 Visual Inspection of Passive Elements

Reliability Analysis Center (RAC) e 201 Mill Street D Rome, NY 13440 * (315) 337-0900
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TABLE 27-1: MIL-STD-883 TEST METHODS (CONT'D)

Method No. Electrical Tests (Digital)

3001.1 Drive source, dynamic

3002.2 Load conditions

3003.1 Delay measurements

3004.1 Transition time measurements

3005.1 Power supply current

3006.1 High level output voltage

3007.1 Low level output voltage

3008.1 Breakdown voltage, input or output

3009.1 Input current, low level

3010.1 Input current, high level

3011.1 Output short circuit current

3012.1 Terminal capacitance

3013.1 Noise margin measurements for digital microelectronic
devices

3014 Functional testing

3015.6 Electrostatic discharge sensitivity classification

3016 Activation time verification

3017 Microelectronics package digital signal transmission

3018 Cross talk measurements for digital microelectronics
device package

3019 Ground and power supply impedance measurements for
micro-electronics device package

Reliability Analysis Center (RAC) * 201 Mill Street * Rome, NY 13440 * (315) 337-0900
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TABLE 27-1: MIL-STD-883 TEST METHODS (CONT'D)

Method No. Electrical Tests (Digital) (Cont'd)

3020 High impedance (off-state) low-level output leakage
current

3021 High impedence (off-state) high-level output leakage
current

3022 Input clamp voltage

Electrical Tests (linear)

4001 Input offset voltage and current and bias current

4002 Phase margin and slew rate measurement

4003.1 Common mode input voltage range
Common mode rejection ratio
Supply voltage rejection ratio

4004 Open loop performance

4005 Output performance

4006 Power gain and noise figure

4007 Automatic gain control range

Method No. Test Procedures

5001 Parameter mean value control

5002.1 Parameter distribution control

5003 Failure analysis procedures for microcircuits

5004.9 Screening procedures

5005.11 Qualification and quality conformance procedures

5006 Limit testing

Reliability Analysis Center (RAC) a 201 Mill Street * Rome, NY 13440 * (315) 337-0900
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TABLE 27-1: MIL-STD-883 TEST METHODS (CONTD)

Method No. Test Procedures

5007.5 Wafer lot acceptance

5008.7 Test procedures for hybrid and multi-chip microcircuits

5009.1 Destructive physical analysis

5010.3 Test procedures for custom monolithic microcircuits

5011.2 Evaluation and acceptance procedures for polymeric
adhesives

5012.1 Fault Coverage Measurement for Digital Microcircuits

5013 Wafer Fabrication Control and Wafer Acceptance
Procedures for
Front-Side Processed GaAs Wafers

27.4 PHYSICAL DESCRIPTION OF MIL-STD-883

MIL-STD-883 is a voluminous document composed of ninety-seven different
detailed "Test Methods." It contains approximately five hundred pages. There are
no appendices to this standard.

27.5 HOW MIL-STD-883 IS USED

MIL-STD-883 includes requirements and procedures for device qualification and
quality conformance, and for screening.

In the tidy little world of documents which establish standard test methods for
electrical and electronic parts, MIL-STD-883 is unique in that three of its test
methods i.e., Test Method 5004, 5005 and 5008 address requirements and procedures
for microelectronic device qualification and quality conformance, and screening.
Methods 5004 and 5005 cover standard, epitaxially-grown microcircuits, while
Method 5008 covers hybrids, surface acoustic wave (SAW) and multi-chip
microcircuits whose elements require assembly.

27.5.1 Qualification and Quality Conformance Procedures

Microcircuit device manufacturers and/or original equipment manufacturers
(OEM's) who seek to gain approval of specific devices from the military services will

Reliability Analysis Center (RAC) e 201 Mill Street a Rome, NY 13440 e (315) 337-0900
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find procedural instructions for achieving thi• goal in Method 5005. This method
also includes instructions on the quality conformance inspection procedures
applicable to both Class S and Class B devices. Five groups of testing are specified:
Group A covers Electrical Test requirements: Group B addresses Mechanical and
Environmental Tests; Group C addresses die-related Mechanical and
Environmental Tests; Group D addresses package-related Mechanical and
Environmental Tests and Group E addresses Radiation Hardness Assurance Tests.

The instructions include quality conformance inspection sequence; acceptance
numbers (or LTPD); provision for resubmission and criteria for acceptance or
rejection of inspection lots and for sample selection. In the Group A Electrical Tests,
clear distinction is made among static, dynamic, functional and switching tests.
These terms are defined in Section 3 of MIL-STD-883.

27.5.2 Screening Procedures

Method 5004 establishes screening procedures as shown in Figure 27-1 (taken from
MIL-STD-883C) for total lot screening of microelectronics. The method must be
used in conjunction with other documentation such as MIL-M-38510 and/or an
applicable device specification to establish the design, material, performance, control
and documentation requirements which are needed to achieve prescribed levels of
device quality and reliability. Since it is not possible to prescribe an absolute level of
quality or reliability which would result from a particular screening level or to make
a precise value judgment on the cost of a failure in an anticipated application, two
levels (Class S and Class B) have been arbitrarily chosen. Method 5004 provides
flexibility in the choice of conditions and stress levels to allow the screens to be
further tailored to a particular source, product or application based on user
experience. Selection of a level better than that required for the specific product and
application will result in unnecessary expense, and a level less than that required
will result in an unwarranted risk that reliability and other requirements will not be
met. Guidance in selecting screening levels for predicting the anticipated reliability
for microcircuits may be found in MIL-HDBK-217.

27.5.3 Other Notable MIL-STD-883 Test Methods

Samples of other notable test methods of MIL-STD-883 usually associated with
microelectronic reliability are Usted below for illustration purposes.

In Class 1000: Methods 1005 and 1006 covering Steady State and Intermittent
Life; Method 1014, Seal Test; Method 1008, High Temperature
Storage; Method 1015, Burn-in Test.

In Class 2000: Method 2010 covers Internal Visual (monolithic); Method 2017
covers Internal Visual (hybrid); Method 2011, Bond Strength; and
Method 2018, Scanning Electron Microscope (SEM) Inspection of
Metallization.

Reliability Analysis Center (RAC) a 201 Mill Street 9 Rome, NY 13440 9 (315) 337-0900
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Class S Class B
Screen Method Regmt. Method Regmt.

3.1.1 Wafer lot acceptance 1/ 5007 All lots ---
3.1.2 Nondestructive bond 2023 100% ---

pull ,,
3.1.3 Internal visual 2/ 2010, test condition 100% 2010, test condition 100%

A B
3.1.4 Temperature cycling 3/ 1010, test condition 100% 1010, test condition 100%

C C
3.1.5 Constant acceleration 2001, test condition 100% 2001, test condition 100%

(see 3.2 and 3.4.2) E (min) Y1 E (min), Y1

orientation only orientation only I/
3.1.6 Visual inspection 5/ 100% 100%
3.1.7 Particle impact noise 2020, test condition 100%

detection (PIND) A 6/
3.1.8 Serialization 100% ---

7%
3.1.9 Pre-burn-in electrical In accordance with 100% In accordance with 100%

parameters (see 3.5.1) applicable device 8/ applicable device 9/
specification specification

3.1.10 Burn-in test (see 3.4.2) 1015 10/ 100% 1015
240 hrs. @ 125:C 160 hrs. @ 125 0C 100%

minimum minimum
3.1.11 Interim (post burn-in) In accordance with 100%

electrical parameters applicable device 8/
(see 3.5.1) specification

3.1.12 Reverse bias burn-in I I 1015; test condition 100%--
(see 3.4.2) A or C, 72 hrs. @

150(C minimum
3.1.13 Interim (post burn-in) In accordance with 100% In accordance with 100%

electrical parameters applicable device •/ applicable device 9/
(see 3.5.1) specification specification

3.1.14 Percent defective 5%, see 3.5.1 All lots 5%, See 3.5.1 All lots
allowable (PDA) 3%, functional
calculation parameters @ 25°C

3.1.15 Final electrial test (see In accordance with In accordance with
3.5.2) applicable device applicable device

specification specification
(a) Static tests

(1) 25'C (subgroup 1, 100% 100%
table I, 5005)

(2) Maximum and 100% 100%
minimu i rated
operating temp.
(subgroups 2, 3,
table 1, 5003)

FIGURE 27-1: MIL-STD-883 SCREENING REQUIREMENTS
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Class S Class B

Screen Method Regmt. Method Reqmt.
(b) Dynamic or

functional tests
12/

(1) 25°C (subgroup 4 or 100% 100%
7, Table I method
5005)

(2) Minimum and 100% 100%
maximum rated
operating
temperature
(subgroups 5 and 6,
or 8, Table I method
5005)

(c) Switching tests at 100% 100%
25°C (subgroup 9,
Table I, Method
5005)

3.1.16 Seal
(a) Fine 1014 100% 1014 100%
(b) Gross 13/ 13/

3.1.17 Radiographic 14/ 2012 two views 15/ 100% ---

3.1.18 Qualification or quality
conformance inspection 16/ L6/
test sample section

3.1.19 External visual 17/ 2009 100% 2009 100%
3.1.20 Radiation latch-up (see 1020 100% 1020 100%

3.5.3) 18/

1/ All lots shall be selected for testing in accordance with the requirements of Method 5007 herein.
2/ Unless otherwise specified, at the manufacturer's option, test samples for group B, bond strength

(Method 5005) may be randomly selected prior to or following internal visual (Method 5004), prior to
sealing provided all other specification requirements are satisfied (e.g., bond strength requirements
shall apply to each inspection lot, bond failures shall be counted even if the bond would have failed
internal visual exam).

3/ For class B devices, this test may be replaced with thermal shock Method 1011, test condition A,
minimum.

4/ Upon approval of the qualifying activity, this test may be eliminated for JAN class B product
provided the manufacturer has demonstrated that its die attach and wire bond operations have a
defined capability, are controllable and in control (via statistical process control). To verify process
controls at these two operations, samples shall be pulled at machine setup (or re-setup) and at least
once every 4 hours of production and shall be submitted to and shall have passed die attach integrity
testing in accordance with method 2019 or 2027 of MIL-STD-883 as applicable and bond pull testing
in accordance with method 2011 of MIL-STD-883. Readings shall be recorded and tracked on a
suitable process control medium. Any verified reading that exceeds the statistical process control
limits will require the affected lot(s) to be submitted to 100 percent constant acceleration testing.
Corrective actions taken to correct the operation shall be documented and made available for review
by the qualifying activity. In addition, any lot not submitted to the 100 percent constant acceleration
screen which fails either subgroup 3 or subgroup 4 or group D of method 5005 shall require
immediate reactivation of the constant acceleration screen until new data and corrective actions are
submitted to and approved by the qualifying activity.

FIGURE 27-1: MIL-STD-883 SCREENING REQUIREMENTS (CONTD)
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5/ At the manufacturer's option, visual inspection for catastrophic failures may be conducted after each
of the thermal/mechanical screens, after the sequence or after seal test. Catastrophic failures are
defined as missing leads, broken packages or lids off.

6/ See MIL-M-38510, 4.6.3. The PIND test may be performed in any sequence after 3.1.4 and prior to
3.1.13.
Class S devices shall be serialized prior to initial electrical parameter measurements.
Post burn-in electrical parameters shall be read and recorded (see 3.1.13, subgroup 1). Pre burn-in or
interim electrical Farameters (see 3.1.9 and 3.1.11) shall be read and recorded only when delta
measurements have been specified as part of post burn-in electrical measurements.

_9/ When specified in the applicable device specification, 100 percent of the devices shall be tested for
those parameters requiring delta calculations.

10/ Dynamic burn-in only. Test condition F of method 1015 and 3.4.2 herein shall not apply.
1l/ The reverse bias burn-in (see 3.1.12) is a requirement only when specified in the applicable device

specification and is recommended only for a certain MOS, linear or other microcircuits where
surface sensitivity may be of concern. When reverse bias burn-in is not required, interim electrical
parameter measurements 3.1.11 are omitted. The order of performing the burn-in (see 3.1.10) and
the reverse bias burn-in may be inverted.

12/ Functional tests shall be conducted at input test conditions as follows: VIH = VIH(min) +20 percent, -

0 percent; VIL = VIL (max) +0 percent, -50 percent; as specified in the most similar military detail

specification. Devices may be tested using any input voltage within this input voltage range but shall
be guaranteed to VIH(min) and VIL(max). CAUTION: To avoid test correlation problems, the test

system noise (e.g., testers, handlers, etc.) should be verified to assure that VIH(min) and VIL(max)

requirements are not violated at the device terminals.
"*3/ For class B devices, the fine and gross seal tests (3.1.16) shall be performed or together, between

constant acceleration (3.1.5) and external visual (3.1.19). For class 5 devices, the fine and gross seal
tests (3.1.16) shall be performed separately or together, between final electrical testing (3.1.15) and
external visual (3.1.19). In addition, for classes S and B devices, all device lots (sublots) having any
physical processing steps (e.g., lead shearing, lead forming, solder dipping to the glass seal, change
of, or rework to, the lead finish, etc.) performed following seal (3.1.16) or external visual (3.1.19) shall
be retested for hermeticity and visual defects. This shall be accomplished by performing, and
passing, as a minimum, a sample seal test (method 1014) using an acceptance criteria of a quantity
(accept number) of 116(0), and an external visual inspection (method 2009) on the entire inspection
lot (sublot). For devices with leads that are not glass-sealed and that have a lead pitch less than or
equal to 1.27 mm (0.050 inch), the sample seal test shall be performed using an acceptance criteria of
a quantity (accept number) of 15(0). If the sample fails the acceptance criteria specified, all devices
in the inspection lot represented by the sample shall be subjected to the fine and gross seal tests and
all devices that fail shall be removed from the lot for final acceptance. For class S devices, with the
approval of the qualifying activity, an additional room temperature electrical test may be performed
subsequent to seal (3.1.16), but before external visual (3.1.19) if the devices are installed in individual
carriers during electrical test.

L4/ The radiographic (see 3.1.17) screen may be performed in any sequence after 3.1.8.
15/ Only one view is required for flat packages and leadless chip carriers having lead (terminal) metal on

four sides.
16/ Samples shall be selected for testing in accordance with the specific device class and lot

requirements of method 5005. See 3.5 of method 5005.
17/ External visual shall be performed on the lot any time after 3.1.17 and prior to shipment, and all

shippable samples shall have external visual inspection at least subsequent to qualification or quality
conformance inspection testing.

L8/ Radiation latch-up screen shall be conducted when specified in purchase order or contract. Latch-
up screen is not required for SOS, SOI, and DI technology when latch-up is physically not possible.
At the manufacturer's option, latch-up screen may be conducted at any screening operation step
after seal.

FIGURE 27-1: MIL-STD-883 SCREENING REQUIREMENTS (CONTD)
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In Class 3000: Method 3013 covers Noise Margin Measurements for Digital
Microelectronic Devices; and Method 3015, Electrostatic Discharge
Sensitivity Classification.

In Class 4000: Method 4001 covers Input Offset Voltage and Current and Bias
Current; Method 4006 covers Power Gain and Noise Figure for a
linear amplifier.

As discussed in 27.4.2, above, the 5000 Class Test Methods cover Screening
Procedures, (Method 5004) and Qualification and Quality Conformance Procedures
(Method 5005).

27.5.4 Test Procedures for Hybrid and Multi-chip Microcircuits

Method 5008 establishes screening and quality conformance procedures for the
testing of hybrids, surface acoustic wave (SAW) and multi-chip microcircuits and
microwave/hybrid/integrated circuits to assist in achieving two levels (Class S and
Class B) of quality and reliability.

Since hybrids consist of three basic construction elements, i.e., microcircuit and
semiconductor dice; passive elements (resistors, capacitors and inductors) and
packages, their characteristics must be evaluited before assembly of the device.

27.6 TAILORING

Tailoring of MIL-STD-883 test methods and procedures is accomplished principally
in the choice made among 1) Class S, 2) Class B, 3) MIL-STD- 883-marked device, and
4) non-compliant, non-JAN device quality conformance levels and the screening
procedures selected to accomplish these levels. Paragraph 1.2.1 and 1.2.2 of MIL-
STD-883 outline the provisions for the use of MIL-STD-883 in conjunction with
compliant, non-JAN devices and non-compliant, non-JAN devices, respectively.

27.6.1 When and How to Tailor

Identification of the desired microelectronic devices by quality conformance level
designator, i.e., 1), 2), 3), or 4) above, shall be specified in the device procurement
document. As stated in paragraph 27.5.2 for non-compliant devices the conditions
and stress levels of screens applied to the device can be tailored based upon user
experience and agreement with the device manufacturer, to a particular source,
product or application.

27.7 CONTRACT DATA REQUIREMENTS LIST (CDRL)

No deliverable data items are required by MIL-STD-883.
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MIL-STD-983 is a tri-service approved document used by all branches of the military
in the specification and acquisition of quality-assured electronic equipment. The
current version is the original release dated May 30, 1989. The preparing activity is:

Defense Electronic Supply Center
ATTN: DESC-ECS
1507 Wilmington Pike
Dayten, Ohio 45444-5289

This chapter is only an advisory to the use of MIL-STD-983. It does not supersede,
modify, replace or curtail any requirements of MIL-STD-983 nor should it be used in
lieu of that standard.

28.1 REFERENCE DOCUMENTS

The following related documents impact and further detail these requirements and
should also be referenced.

"* MIL-M-38510 General Specification for Microcircuits

"* MIL-STD-454 Standard General Requirements for Electronic
Equipment

" MIL-STD-1331 Parameters to be Controlled for the Specification of

Microcircuits

"* MIL-STD-883 Test Methods and Procedures for Microcircuits

"* MIL-HDBK-780 Standardized Military Drawing

28.2 DEFINITIONS AND ACRONYMS

This paragraph is not applicable to this chapter.

28.3 APPLICABILITY

This document establishes a substitution list for microcircuits used in the
manufacture and support of military equipment. It reflects the OEM's and the
Department of Defense's determination of substitutability and may be used on
production contracts, follow-on contracts, production modifications, logistic
support, etc., after parts control procedures (if required) have been followed.

The purpose of MIL-STD-983 is to:

* Provide the contractors, Original Equipment Manufacturer's, program
offices and the acquiring activity with a substitution list between existing
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source or specification control drawing numbers and Standardized Military
Drawing and Military Specification (SMD) numbers covering microcircuits
used in military applications.

1 Control and minimize the variety of microcircuits used by military
activities in order to facilitate effective logistic support of equipment in the
field.

28.4 PHYSICAL DESCRIPTJON OF MIL-STD-983

MIL-STD-983 contains approximately fifty-two pages. The standard simply contains
lists of microcircuit devices grouped into three different tables of cross references.
There are no appendices to this standard.

28.5 HOW MIL-STD-983 IS USED

The standard military devices, JAN and SMD, listed in MIL-STD-983 are declared to
be substitutable with the corresponding existing contractor or OEM source or
specification control drawing and the corresponding generic numbers. Program
offices and users substituting devices from this list are advised to have their
engineering staffs ensure the substitution is appropriate to the specific system or
piece of equipment. These organizations are responsible for device performance/
teliability verification, and must assume production and operational risks resulting
from the substitution.

28.5.1 Outline of MIL-STD-983

The three tables given in MIL-STD-983 are simply cross reference lists for the parts
addressed by the standard, between the Source/Specification Control Drawing and
(SCD) the Standardized Military Drawing (SMD). They are cross referenced in three
different ways, a) by the generic/industrial part number, b) the Commercial and
Government Entity (CAGE) number and c) the National Stock Number (NSN).

Table I: Source/Specification Control Drawing to Military/Standardized
Military Drawing - Listed by Generic Number

Table II: Source/Specification Control Drawing to Military/Standardized
Military Drawing - Listed by CAGE Number and Generic Number

Table III: Source/Specification Control Drawing to Military/Standardized
Military Drawing - Listed by National Stock Number

Sample portions of MIL-STD-983 Table I are shown in Table 28-1.
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TABLE 28-1: SOURCE/SPECIFICATION CONTROL DRAWING (SCD) TO
MILITARY SPECIFICATION/STANDARDIZED MILITARY DRAWING (SMD) -

LISTED BY GENERIC NUMBER

Source Military
Generic PKG. Control Cage NSN Drawing JAN SPEC
Number Drawing Number

0002 G C8662-1 81755 --- 7801301G

0021 Y C11093-1 81755 --- 8508801Y ---

10516 E C11354-1 81755 5962-01-110-7284 7800901E ---

10524 F 6086406-1 03640 5962-01-071-4235 --- 06301

10524 E 6088957-1 03640 5962-01-071-4235 06301

10525 F 6086405-1 03640 --- --- 06302

10525 E 6088951-1 03640 5962-01-071-6051 --- 06302

10531 E 6088953-1 03640 5962-01-071-6050 --- 06101

106 G 6096033-1 03640 5962-01-101-1039 8003701G ---

109K Y C8954-1 81755 5962-01-131-2005 5962-8777401 10701

110 G 6086360-4 03640 --- 5962-8760601 ---

117 X 6134566-2 03640 5962-01-239-4123 7703401X 11703

119 C 6135056-1 03640 5962-01-277-3574 8601401C ---

119 C C9442-1 81755 --- 8601401D ---

124 D 6116800-1 03640 5962-01-101-4165 7704301D 11005

124 C 6116800-3 D3640 --- 7704301C 11005

139A D 6088918-4 03640 5962-01-079-3418 5962-8773901 ---

139A C 6088918-3 03640 --- 5962-8773901 ---

139A C 6088918-1 03640 5962-01-101-1037 5962-8773901 ---

1503 P 102A513-1 03640 --- 5962-8686101

1503 P 6134664-2 03640 5962-01-184-9940 5962-8686101 ---

1503 X 6134664-1 03640 --- 5962-8686101 ---

28.6 TAILORING GUIDELINES

MIL-STD-983 was not written with the intent of tailoring. In the event that
equipment or system requirements cannot be met by the microcircuits listed in MIL-
STD-983, the equipment manufacturer is encouraged to contact the Military Parts
Control Advisory Group (MPCAG) at the Defense Electronic Supply Center, Dayton,
OH 45444.
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28.7 CONTRACT DATA REQUIREMENTS LIST (CDRL)

There are no data item descriptions applicable to MIL-STD-983.
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MIL-H-38534 is a tri-service approved document used by all branches of the military
in the specification and acquisition of quality-assured electronic equipment. The
current version is revision "A" dated August 22, 1990. The preparing activity is:

Rome Laboratory
Attn: RL/ERSS
Griffiss AFB, NY 13441-5700

The preparing activity for the companion document, QML-38534, is:

Defense Electronics Supply Center
Attn: DESC-EQ
1507 Wilmington Pike
Dayton, OH 45444-5285

This chapter is only an advisory to the use of MIL-H-38534 It does not supersede,
modify, replace or curtail any requirements of MIL-H-38534 nor should it be used in
lieu of that standard.

29.1 REFERENCE DOCUMENTS

The following related documents impact and further detail these requirements and
should also be referenced.

"* MIL-S-19500 General Specification for Semiconductor
Devices

"* MIL-M-38510 General Specification for Microcircuits

"* MIL-M-55565 Packaging of Microcircuits

"• MIL-STD-750 Test Methods for Semiconductor Devices

"* MIL-STD-883 Test Methods and Procedures for
Microelectronics

"* MIL-STD-975 NASA Standard Parts List

"* MIL-STD-976 Certification Requirements for Microcircuits

"* MIL-STD-1285 Marking of Electrical and Electronic Parts

"* MIL-STD-1331 Parameters to be controlled for the
Specification of Microcircuits
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"* MIL-STD-1772 Certification Requirements for Hybrid
Microcircuits Facilities and Lines

"* EIA-STD-541 Packaging Material Standards for ESD
Sensitive Items

"* EIA-STD-RS-471 Symbol and Label for Electrostatic Sensitive
Devices

"• Handbook H4/H8 Commercial and Government Entity (CAGE)

Handbook

"* NAVSHIPS 0967-190-4010 Manufacturer's Designating Symbols

"* JEDEC Publication 19 General Standard for Statistical Process
Control

"* JEDEC Publication 108 Distributor Requirements for Handling
Electrostatic Discharge Sensitive (ESDS)
Devices

"* JEDEC Publication 109 General Requirements for Distributors of

Military Integrated Circuits

29.2 DEFINITIONS AND ACRONYMS

This paragraph is not applicable to this chapter.

29.3 APPLICABILITY

MIL-H-38534 establishes the general requirements for hybrid microcircuits and
specifies the quality and reliability assurance requirements which must be met in
the acquisition of such devices. It is jointly approved by the three military services,
Army, Navy and Air Force, for use in the design and manufacture of military
systems and equipment. Types of devices covered by this specification include, but
are not limited to, hybrid microcircuits and microwave hybrid or integrated circuits.

In order for the hybrid devices covered by MIL-H-38534 to be considered qualified,
the facilities and the manufacturing processes used to manufacture the devices must
have first been certified in accordance with MIL-STD-1772.

Detailed requirements, specific characteristics, and other provisions which are
sensitive to the particular intended use shall be specified in the applicable device
procurement specification. Three quality assurance requirement options directed at,
but not limited to, low volume custom devices, medium volume custom catalog
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devices and high volume catalog standard hybrid microcircuits are provided for in
this specification.

Two levels of product assurance requirements and control are provided in this
specification, Class K and Class H.

29.4 PHYSICAL DESCRIPTION OF MIL-H-38534

MIL-H-38534 consists of the specification and the Qualified Manufacturer List
(QML). The specification is forty-seven pages in length. It also has three appendices
and an index for a total of seventy-nine pages. The appendices are titled as follows:

Appendix A: Quality Assurance Program

Appendix B: Statistical Sampling, Test and Inspection Procedures

Appendix C: Device Procurement Specification

The QML-38534 is ninety-three pages in length and is updated three times a year, or
thereabouts.

29.5 HOW TO USE MIL-H-38534

* Specification

The MIL-H-38534 specification contains the design and construction, quality
assurance, traceability and packaging requirements necessary for the
certification and qualification, of hybrid microcircuits. An example of the
Quality Assurance Requirements for each of the three available volume
options is shown in Table 29-1 taken from MIL-H-38534. MIL-STD-1772
certification (see chapter 23) is a necessary precursor to the application and use
of MIL-H-38534.

* Qualified Manufacturers List

The information in QML-38534 enables the design engineer to determine
those hybrid microcircuits which are "approved" and will suffice for his
intended application. Table I of QML-38534 is the "Approved Source Master
Product Listing for Custom Hybrid Microcircuits." Manufacturers listed in
this table have certified that the devices listed therein are built, tested and
shipped using MIL-STD-1772 Certified/Qualified Materials and
Manufacturing Techniques, and are in full compliance with MIL-H-38534 and
MIL-STD-1772 requirements. An example of Table I from QML-38534 is
shown in Table 29-2
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TABLE 29-1: QUALITY ASSURANCE REQUIREMENTS

Reference

Requirement paragraph Option I Option 2 Option 3

Certification
General 3.4.1 Required Section A Required Section Required Section A

MIL-STD-1772 3.4.1.1 A

Qualification 3.4.1 Not required Not required Method 5005,

Product, MIL-STD-883 test conditions,
A, B,C, D

Process, Section B Section B Not required

MIL-STD-1772

Configuration control 3.4.1.3 and Required Required Required

3.4.7

Traceability 3.4.6 Required Required Required

Element evaluation 3.4.2 and 4.4 Required Required Not required

Process control 3.4.3 Required Required Required

Serialization 3.6.6 Class K Class K Class K

Screening 3.4.4 and 4.5 Method 5008 Method 5008 Method 5004 except
Method 2017 preseal

Quality conformance
inspection 3.4.5 and 4.6 In-Line Method 5008 Method 5005

Group A 4.6.2.1.1 4.5.2.2.1 4.6.2.3
4.6.2.1.2 4.6.2.2.2 4.6.2.3
4.6.2.1.3 4.6.2.2.3 4.6.2.3
4.6.2.1.4 4.6.2.2.4 4.6.2.5
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TABLE 29-2: APPROVED SOURCE MASTER PRODUCT LISTING
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QML-38534 provides not only a complete listing of "approved" custom hybrid
devices, but it also identifies their manufacturers, their specific "approved"
manufacturing processes together with identification of the specific manufacturing
facility(s) involved in the production and testing of the device.

29.5.1 MIL-H-38534 Marking and Part Number

Custom hybrid microcircuits manufactured, assembled and tested in accordance
with MIL-H-38534 bear the "QML" (or "Q" for small packages) certification mark for
SMD controlled devices; or the compliant hybrid "CH" (or "C" for small packages)
certification for non-SMD controlled devices.

Each MIL-I-38534 part is marked with the complete part number. The full part
number is as shown in the following example:

5962 - XXXXX ZZ Q Y Y

Federal RHA Device Type QML Case Lead
Stock Class Designator Device Outline Finish
Designator Class

RHA indicates the level of radiation hardness assurance. A "-" means none.

29.6 TAILORING GUIDELINES

MIL-H-38534 was not written with the intent of tailoring. It establishes firm
requirements which are necessary for QML certification, and qualification of hybrid
microcircuits. These requirements are not intended to be modified.

29.7 CONTRACT DATA REQUIREMENTS LIST (CDRL)

There are no data item descriptions applicable to MIL-H-38534.
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MIL-I-38535 is a tri-service approved document used by all branches of the military
in the specification and acquisition of quality-assured electronic equipment. The
current version is the original dated December 18, 1989. The preparing activity is:

Rome Laboratory
Attn: RL/ERSS
Griffiss AFB, NY 13441-5700

The preparing activity for the companion document, QML-38535, is:

Defense Electronics Supply Center
Attn: DESC-EQ
1507 Wilmington Pike
Dayton, OH 45444-5285

This chapter is only an advisory to the use of MIL-I-38535 It does not supersede,
modify, replace or curtail any requirements of MIL-I-38535 nor should it be used in
lieu of that standard.

CAUTION
At the time of publication of this PRIMER, a draft version of MIL-I-38535B was
being circulated by DoD for industry coordination. The changes in the "A"
revision are significant. Therefore, the reader is cautioned to verify whether or
not MIL-I-38535A has been officially released prior to using the guidance
material contained in this chapter.

30.1 REFERENCE DOCUMENTS

The following related documents impact and further detail these requirements and
should also be referenced.

"* MIL-M-55565 Packaging of Microcircuits

"* MIL-STD-883 Test Methods and Procedures
for Microelectronics

"* MIL-STD-1285 Marking of Electrical and Electronic Parts

"• MIL-STD-1331 Parameters to be controlled for the
Specification of Microcircuits
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"* MIL-STD-1686 Electrostatic Discharge Control Program for
Protection of Electrical and Electronic Parts,
Assemblies and Equipment (Excluding
Electrically Initiated Explosive Devices)

"* MIL-HDBK-263 Electrostatic Discharge Control Handbook for
Protection of Electrical and Electronic Parts,
Assemblies and Equipment (Excluding
Electrically Initiated Explosive Devices)

" Handbook H4/H8 Commercial and Government Entity (CAGE)
Handbook

"* DESC-EQM-42 Baseline Sheet for JAN Microcircuits

"* NAVSHIPS 0967-190-4010 Manufacturer's Designating Symbols

"* EIA-STD-RS-471 Symbol and Label for Electrostatic Sensitive
Devices

"• JEDEC Publication 19 General Standard for Statistical Process
Control

"* JEDEC Publication 108 Distributor Requirements for Handling
Electrostatic Discharge Sensitive (ESDS)
Devices

"* JEDEC Publication 109 General Requirements for Distributors of
Military Integrated Circuits

" National Institute of Malcolm Baldrige National Quality Award

Standards & Technology

30.2 DEFINITIONS AND ACRONYMS

The meanings of some terms used with respect to microcircuit device reliability are
unique to the field and thus may be unfamiliar to the reader. Therefore, the
following terms are defined here to clarify their meanings as used in this chapter.

Quality Management (QM) Plan - A detailed documented plan by which a
manufacturer intends to provide for continual product quality and reliability
improvement. It is a self-audited, implemented program, and includes answers to
the Malcolm Baldrige National Quality Award questions, submitted to the
qualifying activity before scheduled management and technology validation.
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Technology Review Board (TRB) - The manufacturer's in-house management team
responsible for overseeing and approving the quality management plan and for
keeping the qualifying activity updated on the reliability status of QML technology
and products.

Statistical Process Control (SPC) Plan - A specific plan defining the manufacturer's
goals and plans to impose a SPC program within the manufacturing process to the
requirements of JEDEC Publication 19.

Parameter Monitor (PM) - On-wafer test structures used to measure specific electrical
characteristics of each wafer type in a specified technology.

Technology Characterization Vehicle (TCV) - An on-wafer test structure used to
characterize a technology's susceptibility to intrinsic reliability failure mechanisms
such as electromigration, time dependent dielectric breakdown (TDDB) and hot
carrier aging.

Standard Evaluation Circuit (SEC) - An on-wafer test structure used to demonstrate
the reliability of a fabrication process for a given technology.

30.3 APPLICABILITY

MIL-I-38535 establishes both the initial and the ongoing requirements for the generic
qualification of integrated circuit (or microcircuit) manufacturing and the reliability
assurance requirements that must be met for their continued qualified fabrication.
A single level of product assurance requirements and control is provided in this
specification. The specification is jointly approved by the three military services,
Army, Navy and Air Force, and documents the Qualification and Quality Assurance
requirements for monolithic microcircuit devices to be used in the design and
manufacture of military systems and equipment.

Detail requirements, including the specific characteristics of the microcircuits, and
other provisions which are sensitive to the unique use intended are to be specified
in the device procurement specification.

30.4 PHYSICAL DESCRIPTION OF MIL-I-38535

MIL-I-38535 consists of the specification and its associated Qualified Manufacturer's
List (QML). The specification contains the certification and qualification
requirements to be met by a manufacturer to be listed on the QML. The specification
also defines those tests which must be performed on each product built. The
specification is forty-six pages in length. It also has two supporting appendices for a
total of fifty-four pages. The two appendices are titled as follows:

Appendix A: Device Procurement Specification
Appendix B: Space Application
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The MIL-I-38535 QML provides a detailed listing of each device manufacturer, and
his specific facility(s) that have met all of the necessary certification, qualification,
product screening and quality conformance requirements and are thus an approved
source for that device.

QML listing indicates that the manufacturer has completed the full qualification
program and that he will be allowed to continue to supply that part to the military
for as long as he continues to meet all of the requirements of MIL-I-38535. The QML
is updated quarterly and at present is approximately five pages in length. An
example of portions of the QML are shown in Figure 30-1 and 30-2.

30.5 HOW TO USE MIL-I-38535

Figure 30-3 taken from MIL-I-38535 illustrates a typical generic qualification flow
diagram in accordance with the requirements of MIL-I-38535. It should be noted that
this flow is quite in contrast to individual device qualification in accordance with
MIL-M-38510.

The major difference between the two approaches is the emphasis in MIL-I-38535 on
attempting to document and validate control of the manufacturing process itself
rather than controlling the unique characteristic of the individual device as in MIL-
M-38510.

Some key elements of MIL-I-38535 generic qualification include:

1. A documented Quality Management Plan

2. Self-audit by a Technology Review Board

3. Heavy reliance upon Statistical Process Control

4. Use of a Parameter Monitor to measure specific electrical
characteristics of each wafer

5. Use of a Technology Characterization Vehicle to characterize a
technology's susceptibility to intrinsic reliability failure
mechanisms

6. Use of a Standard Evaluation Circuit to demonstrate the reliability
of the fabrication process
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QUALIFICATION VALIDATED ANNUALLY ADVANCED MICROCIRCUITS

QML-38535-1
25 MAY 1990

QUALIFIED MANUFACTURERS LIST

OF
ADVANCED MICROCIRCUITS

QUALIFIED UNDER MILITARY SPECIFICATION
MIL-1-38535

MICROCIRCUITS MANUFACTURING
GENERAL SPECIFICATION FOR

This list has been prepared for use by or for the Government in the acquisition of advanced microcircuit products covered by Specification MIL-I-
38535. Listing of a product is not intended to and does not connote endorsement of the product by the Department of Defense. This list is subject to
change without notice; revision or amendment of this list will be issued as necessary. The listing of a product does not in any way release the supplier
from compliance with the individual item specification requirements.

THE ACTIVITY RESPONSIBLE FOR THIS QML IS THE UNITED STATES AIR FORCE, CODE 17. The activity designated as agent for all contacts
relative to this QML is the Defense Electronics Supply Center (DESS-EQ), Dayton, OH 45444-5285 (513-296-6355).

If a manufacturers desires to have test data considered for qualification, he must be certified and perform all required qualification tests; the
qualification sample must be produced under a valid authorization to test with DESC certified materials and manufacturing techniques; and he must
comply with the requirements specified in MIL-I-38M35 prior to the start of any testing.

The listing of microcircuits manufacturing lines in the Qualified Manufacturers List 38535 applies only to products produced in the plant(s) specified
herein. Therefore, only those products that have been manufactured, assembled, and tested within the United States and its territories, except as
provided by international agreement establishing reciprocal and equivalent quality systems and procedures, can be supplied as qualified microcircuit
QML devices.

Microcircuits manufactured, assembled, and tested in accordance with MIL-I-38535 shall bear the "QML" certification mark or the "0" abbreviation.
Products manufactured, assembled, and tested shall meet all the provisions of MIL-I-38535; and shall I-e manufactured on the DESC certified lines as
indicated herein. The information contained in this QML reflects the actual manufacturing lines, materials, and manufacturing construction
techniques of the particular test sample(s). Any product represented as being compliant shall be manufactured on the lines/flows using the material
and manufacturing construction techniques listed herein, as is necessary to meet the requirements of the user. The user shall be responsible for
determining if the QML listing is adequate to demonstrate capability for the intended application. Supplemental testing and listing can be
accomplished by application and approval of DESC-EQ. Microcircuits are not limited to those listed. However, testing must be completed and
approved before the product can be shipped or used in the intended application.

To obtain MIL-I-38535 qualified microcircuits, the procurement document must specify that the product be manufactured to MIL-I-3&5%, and be
manufactured as outlined herein. Ordering data is contained in paragraph 6.1 of MIL-I-38535M. All procurement documents shall meet the
requirements of MIL-I-38535.

AMSC N/A lofr5
ADVANCED MICROCIRCUITS

QML-38535-1

DISTRIBUTION STATEMENT A. Approved for public release; distribution is unlimited.

FIGURE 30-1: MIL-I-38535 QML EXAMPLE
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QM PROGRAM

TECHNOLOGY
REVIEW

QM PLAN

CERTIFICATION
REQUIREMENTS CAPABILITY DESIGN,

.G.,SIMULA-ITno

Q.A. j FABRICATION,

VALIDATION
AD

CONCERNS

j PACKAGE AND
SAnSFACTORY MBI Y

QUALIMCATION
RE UIREMENTS

NO QRA
TESTS

YES

QMLFOR
TECHNOLOGY UNDER TCI PROBLEMS

DEVICE
SPECIFICATION

PRODUCT BUILD
REQUIREMENTS

SCREENS

MARXING7 SHIP/INSERT
QML PRODUCT

FIGURE 30-3: GENERIC QUALIFICATION FLOW DIAGRAM
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30.5.1 MIL-I-38535 Part Number Decoding

Each MIL-I-38535 part is marked with the complete part number. The part number
is as shown in the following example:

5962 XXXXX ZZ Q Y Y

Federal RHA Device Type QML Case Lead
Stock Class Designator Device Outline Finish
Designator Class

RHA indicates the level of radiation hardness assurance. A "-" indicates none.

30.6 TAILORING GUIDELINES

MIL-I-38535 establishes strict requirements necessary for process qualification,
product screening and continuing quality conformance. These requirements are not
intended to be diminished. Nevertheless it does allow the manufacturer the
freedom to modify the individual device screen requirements if it can be
conclusively shown that these specific screens do not contribute to improved device
reliability.

30.7 CONTRACT DATA REQUIREMENTS LIST (CDRL)

There are no data item descriptions applicable to MIL-I-38535.
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MIL-STD-1546 is currently a limited usage document. It is approved by the Air Force
and is used for the specification and acquisition of ultra-high reliability electronic
systems and equipment for space and launch vehicles. The current version is the
"A" revision dated March 1, 1988. The preparing activity is:

USAF Space Division, SSD/SDMS
P.O. Box 92960
Los Angeles AFS
Los Angeles, CA 90009-2960

This chapter is only an advisory to the use of MIL-STD-1546. It does not supersede,
modify, replace or curtail any requirements of MIL-STD-1546 nor should it be used
in lieu of that standard.

31.1 REFERENCE DOCUMENTS

The following related documents also impact this task:

MIL-S-19500 General Specification for Semiconductor Devices

MIL-M-38510 General Specification for Microcircuits

MIL-STD-1547 Electronic Parts, Materials, and Processes
Technical Requirements for Space and Launch Vehicles

MIL-HDBK-339 Custom Large Scale Integrated Circuit Development
and Acquisition for Space Vehicles

31.2 DEFINITIONS AND ACRONYMS

The definitions of some terms and acronyms are unique to this standard and are
therefore included to clarify their meanings as used in this chapter.

Material - A metallic or nonmetallic element, alloy, mixture, or compound used in
a manufacturing operation which becomes either a temporary or permanent
portion of the manufactured item.

Military Parts Control Advisory Group (MPCAG) - A DoD organization which
provides advice to military departments and military contractors on the selection of
parts in assigned commodity classes, and collects data on nonstandard parts for
developing or updating military specifications and standards.

Off-the-shelf equipment - An item which has been developed and produced, to
military or commercial standards and specifications, is readily available for delivery
from an industrial source, and may be acquired without change to satisfy a military
requirement.
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Parts, Materials, and Processes Control Board (PMPCB) - A formal organization
established by contract to assist the prime contractor in managing and controlling
the selection, procurement and documentation of parts, materials, and processes
used in equipment, systems or subsystems designs.

Parts, Material, and Processes Selection List (PMPSL) - A list of all parts, materials,
and processes which are approved for design in a specific contract.

Process - An operation, treatment, or procedure used during a step in the
manufacture of a material, part, or an assembly.

Registered PMP - A part, material, or process which is registered with the
acquisition activity to call attention to special reliability, quality, or other concerns,
relating to its procurement or application. Registered PMP includes, but is not
limited to, reliability suspect PMP and limited application PMP.

Space Quality PMP Baseline - This PMP Baseline defines the parts, materials, and
processes which are recommended and approved by the acquisition activity for
design selection, application, and procurement for a specific contract. The Space
Quality PMP Baseline is to be specified in the solicitation.

31.3 APPLICABILITY

MIL-STD-1546 incorporates the Parts Control Program requirements stated in MIL-
STD-965, (see chapter 43) expands those requirements to satisfy space and launch
vehicle acquisitions, and extends the requirements to apply to materials and
processes as well. The standard is applicable to all USAF Space Division contracts
for new or modified designs of space and launch vehicles.

31.4 PHYSICAL DESCRIPTION OF MIL-STD-1546

MIL-STD-1546 is a relatively simple thirty-eight page document. There are two
appendixes, Appendix A, "Retesting of Electronic Parts" and Appendix B, "Hardness
Assurance" which together include an additional eleven pages.

31.5 HOW TO USE MIL-STD-1546

MIL-STD-1546 establishes requirements for the preparation, implementation, and
operation of a parts, materials, and process control program for use during the
design, development, advanced development, engineering development,
production, modification, and test of space and launch vehicles. Implementation of
these requirements is intended to:
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a. Assure integrated management of the selection, application,
procurement, control and standardization of parts, materials, and
processes (PMP)

b. Improve the reliability of program PMP to reduce PMP failures at all
levels of assembly

c. Reduce program life cycle cost

d. Improve procurement of small quantities of parts that meet the
system requirements

MIL-STD-1546 addresses a variety of tasks. One primary task is to establish and
implement a Parts, Materials, and Processes Control Board to plan, manage, and
coordinate at a program level the selection, application, and procurement
requirements of all PMP.

Another task is to develop a Parts, Materials, and Processes Selection List to be used
by all contractors on the program for their design and manufacture. PMP included
in the Space Quality PMP Baseline provided by the acquisition activity are
considered approved for use if they are included in the PMPSL. Deletions or other
changes to the PMPSL are coordinated through the PMPCB.

Design preference is to be given to the selection of applicable PMP listed on the
Space Quality PMP Baseline until it is superseded by the approved PMPSL. PMP not
defined by the Space Quality PMP Baseline in the solicitation, and proposed for
inclusion on the PMPSL require the submission of a part approval request (PAR)
with supporting data. Once the PMPSL has been established the contractor is
responsible for ensuring compliance with the PMPSL, both by himself and by any
applicable subcontractors.

Additional tasks addressed by this standard include the development and
implementation of a shelf life control plan in accordance with MIL-STD-1546
Appendix A and the development and implementation of application and derating
criteria to meet the program derating policy (e.g. MIL-STD-1547 for electronic parts).

31.6 TAILORING GUIDELINES

A single control program cannot be mandated for all procurements. MIL-STD-1546
should not be contractually invoked without some tailoring. Directions for
tailoring the requirements are found in paragraphs 6.2 and 6.3 of the standard.

31.6.1 When and How to Tailor

Identification of those contractors "directly responsible for the Program PMPCB
management tasks" and those "not directly responsible for the Program PMPCB
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management tasks" is the primary discriminator in tailoring the requirements of
MIL-STD-1546. MIL-STD-1546 is designed to be "self tailoring" in some respects so
that specific tailoring to each different phase of the contract is not normally required.

31.7 CONTRACT DATA REQUIREMENTS LIST (CDRL)

The following data item descriptions (DIDs) are associated with Parts, Materials, and
Processes Control in accordance with the requirements of MIL-STD-1546.

DI-MISC-80526 Parts Control Program Plan

DI-MISC-80072A Program Parts Selection List (PPSL)

DI-MISC-80071A Part Approval Requests

DI-A-7088 Conference Agenda

DI-A-7089 Conference Minutes
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MIL-STD-1547 is currently a limited usage document. It is approved by the Air Force
and is used for the specification and acquisition of ultra-high reliability electronic
systems and equipment for space and launch vehicles. The current version is the
"A" revision dated December 1, 1987. The preparing activity is:

USAF Space Division, SSD/SDMS
P.O. Box 92960
Los Angeles AFS
Los Angeles, CA 90009-2960

This chapter is only an advisory to the use of MIL-STD-1547. It does not supersede,
modify, replace or curtail any requirements of MIL-STD-1547 nor should it be used
in lieu of that standard.

32.1 REFERENCE DOCUMENTS

MIL-STD-1547 contains an extensive listing of reference documents. Among the
most germane are the following related documents which significantly impact this
task:

MIL-S-19500 General Specification for Semiconductor Devices

MIL-M-38510 General Specification for Microcircuits

MIL-HDBK-339 Custom Large Scale Integrated Circuit Development
and Acquisition for Space Vehicles

32.2 DEFINITIONS AND ACRONYMS

The meanings of some terms and acronyms are unique to this standard and are
therefore included here to clarify their meanings as used in this chapter.

Destructive Physical Analysis (DPA) - A systematic, detailed examination of a part
during physical disassembly, to verify manufacturing processes, materials, and
workmanship and to detect anomalies that may impact performance or reliability.

End-of-Life Design Limit - The expected variations in an item's electrical parameters
over its period of use in its design environment. The parameter variations are
expressed as a percentage change beyond the specified minimum and maximum
values. Circuit designs should accommodate these variations over the life of the
system.

Material - A metallic or nonmetallic element, alloy, mixture, or compound used in
a manufacturing operation which becomes either a temporary or permanent
portion of the manufactured item.
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Process - An operation, treatment, or procedure used during a step in the
manufacture of a material, part, or an assembly.

Reliability Suspect Designs - Those specific designs or constructions that have
demonstrated problems which are inherent to the specific part designs, materials, or
processes utilized.

32.3 APPLICABILITY

MIL-STD-1547 documents the unique technical requirements necessary for
electronic parts, materials and processes utilized in equipment designed to function
in space and in launch vehicles. The standard is applicable to all USAF Space
Division contracts for new or modified designs of space and launch vehicles.

32.4 PHYSICAL DESCRIPTION OF MIL-STD-1547

MIL-STD-1547 contains approximately two hundred and twenty-four pages. There
are also five supporting appendixes which together include an additional eleven
pages. The five appendixes are titled:

Appendix A "Part Mounting and Installation"
Appendix B "Protection Against Electrostatic Discharge"
Appendix C "Radiation Hardness Assurance Requirements"
Appendix D "Prohibited Parts"
Appendix E "Notes"

32.5 HOW TO USE MIL-STD-1547

MIL-STD-1547 establishes the minimum technical requirements for electronic parts,
materials, and processes used in the design, development, and fabrication of space
and launch vehicles. It is intended to be the basis for preparing detailed part,
material, and process specifications for the purchase of parts and materials for use
in space and launch vehicles.

Three general categories of information are provided in MIL-STD-1547 for use by the
circuit designer, part specialists, material specialists, process specialists, and
reliability engineers. The categories of information contained within this standard
are as follows:

a. Application Information

"* Derating
"* End-of-life Design Limits
"* Part Mounting Requirements
"* Aging Sensitivity
"* Temperature Limits
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b. Design and Construction Information

* Requirements and Recommendations
* Reliability Suspect Items

c. Quality Assurance Provisions

* In-process Controls
• Screening Requirements (100% Testing)
* Lot Conformance Testing
• Qualification Requirements

32.6 TAILORING GUIDELINES

The parts requirements in each acquisition should be tailored to the needs of that
particular program. A single control program cannot be mandated for all
procurements. Directions for tailoring the requirements are found in paragraph 20
of Appendix E of the standard.

32.6.1 When and How to Tailor

MIL-STD-1547 is designed to be "self tailoring" in some respects so that specific
tailoring to each different phase of the contract is not normally required.

32.7 CONTRACT DATA REQUIREMENTS LIST (CDRL)

There are no deliverable data item descriptions required by this standard.
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MIL-HDBK-339 is currently a limited usage document. It is approved by the Air
Force and is used for the specification and acquisition of ultra-high reliability
electronic systems and equipment for space and launch vehicles. The current
version is the initial release dated July 31, 1984. The preparing activity is:

USAF Space Division, SSD/SDMS
P.O. Box 92960
Los Angeles AFS
Los Angeles, CA 90009-2960

This chapter is only an advisory to the use of MIL-HDBK-339. It does not supersede,
modify, replace or curtail any requirements of MIL-HDBK-339 nor should it be used
in lieu of that handbook.

33.1 REFERENCE DOCUMENTS

The following related document also impacts this task:

MIL-STD-883 Test Methods and Procedures for Microelectronics

33.2 DEFINITIONS AND ACRONYMS

MIL-HDBK-339 contains an extensive section on definitions and acronyms.

The meanings of some terms and acronyms are unique to this handbook and are
therefore included to clarify their meanings as used in this chapter.

CLSIC - CLSIC is the acronym for custom large scale integrated circuit.

Parts, Materials, and Processes Control Board (PMPCB) - A formal organization
established by contract to assist the prime contractor in managing and controlling
the selection, procurement and documentation of parts, materials, and processes
used in equipment, systems or subsystems designs.

Parts, Materials, and Processes Selection List (PMPSL) - A list of all parts, materials,

and processes which are approved for design in a specific contract.

33.3 APPLICABILITY

MIL-HDBK-339 is intended as a guidance document in space vehicle acquisition
contracts. As such it outlines the design standards and management practices that
should be implemented during the acquisition of a high reliability custom large
scale integrated circuit (CLSIC) for a space system.

The handbook is applicable to all USAF Space Division contracts for new or
modified designs of space and launch vehicles.
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33.4 PHYSICAL DESCRIPTION OF MIL-HDBK-339

MIL-HDBK-339 contains eighty-eight pages. There are three supporting appendixes
which add an additional one hundred and six pages. The three supporting
appendixes are titled as follows:

Appendix A: Radiation Hardness Requirements
Appendix B: Testability Guidelines for Custom Large Scale Integrated

Circuits for Use in Space Vehicles
Appendix C: Specimen General Specification for Large Scale

Integrated Circuits for Space Vehicles

33.5 HOW TO USE MIL-HDBK-339

MIL-HDBK-339 presents requirements, in the form of guidance information, for the
management, design, and manufacturing control of custom monolithic large scale
integrated circuits intended for use in high reliability space systems. The focus of
MIL-HDBK-339 is on those requirements that will help to assure that the design and
manufacturing processes will result in a CLSIC with the desired performance and
reliability as contrasted to other possible goals. The requirements are arranged in
sections in the handbook that correspond to a typical sequence in the acquisition
process. Some of the key requirements in MIL-HDBK-339 representative of good
management practices include:

Section Requirement

4. General Requirements
4.1 Justification for Use of CLSICs
4.3 CLSIC Program Plan

4.3.1 Testability Assurance Program
4.3.2 Product Assurance Program

4.8 Hardening and Hardness Assurance Program
5. Designer Capability Audit
6. Manufacturer Capability Audit
7. CLSIC Conceptual Phase
8. Functional Design Phase

8.3 Testability Design Requirements
9. Physical Design Phase

10. Detailed Specifications
11. Fabrication Phase
12. Contractor Quality Assurance

33.6 TAILORING GUIDELINES

MIL-HDBK-339 is written as a guidance document rather than a series of hard and
fast requirements, therefore, the concept of tailoring is inherent in the document.
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33.7 CONTRACT DATA REQUIREMENTS LIST (CDRL)

There are no data item descriptions applicable to MIL-HDBK-339.
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MIL-HDBK-780 is a tri-service approved document used by all branches of the
military in the specification and acquisition of quality-assured electronic equipment.
The current version is the original dated August 18, 1987. The preparing activity is:

U.S. Army Armament Research Development and
Engineering Center

ATTN: SMCAR-ESC-S
Picatinny Arsenal, NJ 07806-5000

This chapter is only an advisory to the use of MIL-HDBK-780. It does not supersede,
modify, replace or curtail any requirements of MIL-HDBK-780 nor should it be used
in lieu of that handbook.

34.1 REFERENCE DOCUMENTS

The following related documents impact and further detail these requirements and
should also be referenced.

"* DoD-STD-100 Engineering Drawing Practices

"* MIL-M-38510 General Specification for Microcircuits

"* MIL-STD-883 Test Methods and Procedures for Microelectronics

"* MIL-STD-1285 Marking of Electrical and Electronic Parts

"* MIL-BUL-103 List of Standardized Military Drawings (SMDs)

34.2 DEFINITIONS AND ACRONYMS

The meanings of some of the terms and acronyms used in parts control are unique
to the field and thus may be unfamiliar to the reader. Therefore, the following
terms and acronyms are defined here to clarify their meanings as used in MIL-
HDBK-780 and associated documents.

Standardized Military Drawings (SMDs) - SMDs depict the Government's
requirements for an existing commerical item, tested for a military application,
disclosing applicable configuration, envelop dimensions, mounting and mating
dimension, interface dimensional characteristics, specified performance
requirements, and inspection and acceptance test requirements as appropriate for a
military environment.

Military Parts Control Advisory Group (MPCAG) - A DoD organization which
provides advice to the various military departments and military contractors on the
selection of parts in assigned commodity classes, and collects data on nonstandard
parts for developing and updating military specifications and standards.
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34.3 APPLICABILITY

This document provides guidance and information on the generation and use of
Standardized Military Drawings (SMDs). The purpose of the SMD program is to
minimize the proliferation of duplicate specification and source control drawings
for a single item of supply within DoD. The use of one multi-user SMD for an item
of supply in use by various DoD Departments and Agencies is the objective of this
program.

The application of this handbook is currently confined to the procurement of
microcircuits until such time that applicability to Federal Supply Classes other than
FSC 5962 is deemed appropriate. System applications are subject to the approval of
the applicable Program Office.

34.4 PHYSICAL DESCRIPTION OF MIL-HDBK-780

MIL-HDBK-780 contains forty-nine pages and has no appendices.

34.5 HOW TO USE MIL-HDBK-780

MIL-HDBK-780 provides general guidelines regarding contents organization and
paragraphing applicable to the preparation of SMDs. Examples of sample paragraphs
and typical drawing details are included to aid the user in the generation of an SMD.

34.6 TAILORING GUIDELINES

MIL-HDBK-780 is directed toward the establishment of a Standardized Military
Drawing Program. Therefore, the requirements in MIL-HDBK-780 should not be
modified without explicit MPCAG approval.

34.7 CONTRACT DATA REQUIREMENTS LIST (CDRL)

There are no data item descriptions applicable to MIL-HDBK-780.
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MIL-BUL-103 is a tri-service approved document used by all branches of the military
in the specification and acquisition of quality-assured electronic equipment. The
current version is revision "G" dated January 31, 1991. The preparing activity is:

Defense Electronics Supply Center
ATTN: DESC-EP
1507 Wilmington Pike
Dayton, Ohio 45444-5289

This chapter is only an advisory to the use of MIL-BUL-103. It does not supersede,
modify, replace or curtail any requirements of MIL-BUL-103 nor should it be used in
lieu of that bulletin.

35.1 REFERENCE DOCUMENTS

The following related documents impact and further details these requirements and
should also be referenced.

"* MIL-HDBK-780 Standardized Military Drawing

"* MIL-STD-965 Parts Control Program

35.2 DEFINITIONS AND ACRONYMS

This paragraph is not applicable to this chapter.

35.3 APPLICABILITY

MIL-BUL-103 is a part of the standardized Military Drawing Program under the
auspices of the DoD Parts Control Program (PCP) as described and reinforced by
DODI 4120.19. Contractually PCP is implemented by MIL-STD-965 (see chapter 43).
The intent is to prevent the proliferation of industry prepared drawings for the
same part used by a variety of military applications. Standardized Military Drawings
are designed to eliminate the need for the multitude of contractor prepared
drawings for the same device when the minimum requirements for military
drawings are sufficient to meet the requirements of the application on an interim or
permanent basis. At present MIL-BUL-103 is limited to Microcircuit devices.

35.4 PHYSICAL DESCRIPTION OF MIL-BUL-103

MIL-BUL-103 itself contains only five pages, however the bulk of he document is
the three-part Appendix which contains an additional two hundred and forty pages.
Part I of the appendix is a Microcircuit listing by SMD number, Part II is a
Microcircuit listing by generic part number and Part III is a listing of Microcircuit
manufacturers.

Reliability Analysis Center (RAC) * 201 Mill Street 9 Rome, NY 13440 a (315) 337-0900
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35.5 HOW TO USE MIL-BUL-103

MIL-BUL-103 provides a list of candidate parts for possible use in those cases where a
suitable QPL/QMI. part is not currently available. It is intended to be used as an
adjunct to the parts control requirements of MIL-STD-965 to assist the designer in
selecting parts suitable to the requirements of the system/equipment.

35.5.1 Outline of MIL-BUL-103

The listings in the three major parts of the MIL-BUL-103 Appendix all contain
subsets of the same data sorted and displayed in different manners. Specific
information regarding the type of data to be found in each of the sections is as
follows:

"• Table I: Noun Code Descriptions

This table deco(4 .he unique noun descriptors for each of the parts
contained in the listing.

"* Part I: De% ices Listed by SMD Number

This list contains the SMD Drawing number, its latest revision letter, the
date of the drawing, its status, the approved source (Vendor), the
replacement M38510/device number, the vendor's similar part number,
and the applicable noun code descriptor for the part.

"* Part II: Devices Listed by Generic Number

This list contains the Vendor similar part number and the SMD number.

"* Part III: Devices Listed by Manufacturer

This list contains the Microcircuit Vendor's name, his complete address,
and his applicable Commercial and Government Entity (CAGE) number.

35.6 TAILORING GUIDELINES

MIL-BUL-103 is simply a list of candidate microcircuit drawings and thus was not
written with the intent of tailoring. In the event that equipment or system
requirements cannot be met by the microcircuits listed MIL-BUL-103, the parts
control requirements of MIL-STD-965 still apply.

35.7 CONTRACT DATA REQUIREMENTS LIST (CDRL)

There are no data item descriptions applicable to MIL-BUL-103.

Reliability Analysis Center (RAC) a 201 Mill Street 9 Rome, NY 13440 • (315) 337-0900
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MIL-STD-1772 is a tri-service-approved document used by all branches of the
military in the specification and acquisition of quality-assured electronic equipment.
The current version is the "B" revision dated August 22, 1990. The preparing
activity is:

Rome Laboratory
Attn: RL/ERSS
Griffiss AFB, NY 13441-5700

This chapter is only an advisory to the use of MIL-STD-1772. It does not supersede,
modify, replace or curtail any requirements of MIL-STD-1772 nor should it be used
in lieu of that standard.

SIGNIFICANT CHANGES IN THE LATEST
"B" REVISION

The certification period has been increased to two years and MIL-H-38534 has
been incorporated.

36.1 REFERENCE DOCUMENTS

The following related documents impact and further define this task:

"* MIL-H-38534 General Specification for Hybrid Microcircuits

"* MIL-STD-883 Test Methods and Procedures for Microelectronics

"* MIL-STD-750 Test Methods for Semiconductor Devices

36.2 DEFINITIONS AND ACRONYMS

This paragraph is not applicable to this chapter.

36.3 APPLICABILITY

MIL-STD-1772 establishes minimum requirements governing certification and
qualification of manufacturing construction techniques and materials for hybrid
microcircuits as required by MIL-H-38534. It is intended to standardize the
documentation and testing for hybrid microcircuits for use in military and aerospace
applications. Definitive criteria will assure that hybrid microcircuits are

Reliability Analysis Center (RAC) 9 201 Mill Street 9 Rome, NY 13440 - (315) 337-0900
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manufactured under conditions which have been demonstrated to be capable of
continuously producing highly reliable products.

This is accomplished by evaluating the manufacturer's capability for holding critical
processes within established limits at specified critical points and continuously
maintaining this capability during production. MIL-STD-1772 covers the interface
between the user and the device manufacturer and it is not intended to be a
complete set of documentation required to build hybrid microcircuits.

The certification, qualification and the maintenance procedures
documented in MIL-STD-1772 are performed in advance of delivery of
the product and are independent of acquisition.

36.4 PHYSICAL DESCRIPTION OF MIL-STD-1772

MIL-STD-1772 is fifty-one pages in length and has no appendixes.

36.5 HOW TO USE MIL-STD-1772

MIL-STD-1772 consists of two major sections: Section A - Audit Plan for Facilities
and Line Certification and Section B - Qualification of Materials and Manufacturing
Construction Techniques.

Section A: Audit Plan for Facilities and Line Certification

This section consists primarily of a detailed audit plan checklist to be used
by the certifying activity. A copy of one such checklist from MIL- STD-1772
is shown in Table 36-1. The purpose of the audit plan is to provide a
systematic method for determining a manufacturer's conformance to the
product assurance requirements of MIL-H-38534 and MIL-STD-883. The
plan contains audit requirements that serve as the basis for initial and
continuing certification for manufacturers of custom hybrid microcircuits.

The specific elements of this audit plan are as shown in Table 36-2. The
standard contains a detailed checklist for each of these elements.

The acquiring activity reviews audit results (maintained by the certifying
activity) to verify that the manufacturing construction techniques and
materials used at the time of the audit adequately represent those to be
used in the impending procurement.
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TABLE 36-1: SUBSTRATE AND CIRCUIT ELEMENT ATTACHMENT CHECKLIST

AUDIT
SECTION
NUMBER

A-9 TITLE

SUBSTRATE AND CIRCUIT ELEMENT ATTACHMENT

Requirement: The documentation and performance of the process steps by which circuit elements
are incorporated into the assembly of a hybrid microcircuit shall be evaluated.

References: Methods 2017 and 5008 of MIL-STD-883.
MIL-F -38534

DETAILS: Verify conformance to the following as applicable:

APPROVAL N/A COMMENTS
Substrate ,nd circuit elements are attached:

a. In accordance with layout.
b. In accordance with Method 2017
c. Rework.

Process controls:
a. Conformance to documentation.
b. Applicable revision.

Polymer adhesives for attachment:
a. Shelf life control.
b. Process conforms to documentation in terms

of time, temperature, and effectiveness.

Metallic material attachment:
a. Material is in accordance with

documentation.
b. Process conforms to documentation in

terms of time, temperature, and
effectiveness.

Company audited:

Performed by:

Date:

Comments:

Reliability Analysis Center (RAC) * 201 Mill Street *Rome, NY 13440 * (315) 337-0900
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TABLE 36-2: AUDIT PLAN FOR FACILITIES AND LINE CERTIFICATION

Audit Section Number Title

A-1 Quality Assurance Program

A-2 Design Guidelines and Documentation

A-3 Quality Conformance Evaluation

A-4 Workmanship

A-5 Cleanliness and Atmospheric Control

A-6 Incoming Material Control

A-7 Substrate Fabrication

A-8 Polymeric Materials

A-9 Substrate and Circuit Element Attachment

A-10 Internal Visual

A-11 Wire Bond

A-12 Cleaning

A-13 Package Seal

A-14 Screening

A-15 Acceptance for Shipment

A-16 Handling and Storage

A-17 Failure Analysis

A-18 Training

A-19 Certification/Qualification Program
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Section B: Qualification of Materials and Manufacturing Construction
Techniques

Section B deals primarily with testing and with test methods. It is used by
the qualifying activity to document a systematic and uniform method for
qualifying various manufacturer's construction techniques. This section
provides the methods to establish a baseline and thus evaluate proposed
changes in construction techniques, materials, or design to assure that
such changes will maintain or enhance instead of degrade the quality or
reliability of the hybrid.

The specific elements of concern are as shown in Table 36-3. There is
detailed evaluation criteria given for each of these tests in the standard.

A sample of this detailed evaluation criteria taken from MIL-STD-1772 is shown in
Table 36-4.

36.6 TAILORING GUIDELINES

MIL-STD-1772 was not written with the intent of tailoring.

36.7 CONTRACT DATA REQUIREMENTS LIST (CDRL)

There are no data item descriptions associated with MIL-STD-1772.

TABLE 36-3: QUALIFICATION OF MATERIALS AND MANUFACTURING
CONSTRUCTION TECHNIQUES

TITLE

Subsection B-1 Thick and Thin Film Fabrication

Subsection B-2 Substrate and Element Attachment

Subsection B-3 Bonding, Internal

Subsection B-4 Sealing, Delidding, and Resealing

Subsection B-5 Qualification Option

Tables B1 through B5 Qualification Testing Tables
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TABLE 36-4: SUBSTRATE AND CIRCUIT ELEMENT ATTACH QUALIFICATION

Reference
Quantity paragraph

Subgroup Test MIL-STD-883 (accept no.) (see 2.2)
Method i Condition

Preconditioning Internal visual 2017 12(0) 2.2.2.5
Stabilization bake 1008 C(100 hours at I

1500C)
Temperature cycling 1010 1C
Constant acceleration 2001 A, Y1 axis only ' 2.2.2.6

Internal visual 2017 2.2.2.5
Rework 2.2.2.1
Seal 1014
External visual 2009 j i
VCE (SAT) or 3071 6(0) 1 2.2.2.1
VF 4011
Temperature cycling 1011 IC (100 cycles)
Constant acceleration 2001 A, Y1 axis only 2.2.2.6

PIND test 2020 B 2.2.2.2
VCE (SAT) or 3071 2.2.2.1VF 4011 !

Radiography 2012 i2.2.2.3
Internal water-vapor 1018 3(0) or 5(1) 2.2.2.4
Loose particle recovery i2.2.2.2

2 VCE (SAT) or 3071 6(0) 2.2.2.1
VF 4011

Stabilization bake 1008 C (1000 hours at
150"C)

Constant acceleration 2001 A, Y, axis only 2.2.2.6

PIND test 2020 B 2.2.2.2
VCE (SAT) or 3071 2.2.2.1
VF 4011
Radiography 2012 2.2.2.3
Internal water-vapor 1018 3(0) or 5(0) 2.2.2.4
Loose particle recovery 2.2.2.2

3 Mechanical shock 2002 i C 6(0) 1
VCE (SAT) or 3071 2.2.2.1
VF 4011
Internal visual 2017 2.2.2.5
Die shear 2019 1

4 Constant acceleration 2001 C (minimum) Y1  6(0) 2.2.2.6

axis only
External visual 2009
Internal visual and 2017 2.2.2.7
mechanical I
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MIL-S-19500 is a tri-service-approved document used by all branches of the military
in the specification and acquisition of quality-assured electronic equipment. The
current version is revision "H" dated April 30, 1990. The preparing activity is:

Department of the Navy
Space and Naval Warfare Systems Command
Attn: SPAWAR 003-121
Washington, DC 20363-5100

Space and Naval Warfare Systems Command is also the preparing activity for the
companion document, QPL-38510, however, the activity designated as agent for all
contacts relative to the QPL and for information pertaining to qualification of
products is:

Defense Electronics Supply Center
Attn: DESC-EQ
1507 Wilmington Pike
Dayton, OH 45444-5280

This chapter is only an advisory to the use of MIL-S-19500 It does not supersede,
modify replace or curtail any requirements of MIL-S-19500 nor should it be used in
lieu of that standard.

SIGNIFICANT CHANGES IN THE LATEST
"H" REVISION

JAN quality level is considered inactive for new design after 25 August 1987
and is to be removed from the specification by 1 September 1993. A part per
million quality system has replaced the previous MIL-STD-105 sampling
procedure and statistical process control (SPC) is now required to minimize
process variation.

37.1 REFERENCE DOCUMENTS

The following related documents impact and further detail these requirements and

should also be referenced.

"* MIL-S-19491 Packaging of Semiconductor Devices

"* MIL-STD-750 Test Methods and Procedures for Semiconductor
Devices

Reliability Analysis Center (RAC) 9 201 Mill Street 9 Rome, NY 13440 e (315) 337-0900
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"* DLAM 8200.2 Procurement Quality Assurance Support Manual
for Defense Contract Administration Services

"• NAVSHIPS 0967-4010 Manufacturer's Designating Symbols

"* EIA-554 Assessment of Outgoing Nonconforming Levels
in Part Per Million (PPM)

"* EIA-557 Statistical Process Control Systems

"* JEDEC Publication 108 Distributor Requirements for Handling
Electrostatic Discharge Sensitive (ESDS) Devices

" JEDEC Publication 109 General Requirements for Distributors of Military
Integrated Circuits

"* JEDEC Publication 114 Analysis of Component PIND Test Failures

37.2 DEFINITIONS AND ACRONYMS

This paragraph is not applicable to this chapter.

37.3 APPLICABILITY

MIL-S-19500 provides for the characterization of standard JAN semiconductor
devices jointly approved by the three military services, Army, Navy and Air Force
for use in the design and manufacture of military systems and equipment.

The specification establishes the general design and product assurance requirements
necessary for the qualification and acquisition of military approved (JAN)
semiconductor devices. It also includes detailed provisions which are specific to the
particular device type. This data is specified in the applicable device specification
(frequently referred to as a slash sheet).

Four levels of product assurance requirements and control are provided in this
specification. These quality grades are JANS for space applications and JANTXV,
JANTX, and JAN for various military applications.

The purpose of MIL-S-19500 is three-fold:

"* To provide the equipment designer with standard JAN semiconductor
devices for use in space and military applications

"* To control and minimize the variety of semiconductor devices used in
military 'equipment in order to facilitate logistic support of equipment in
the field



Chapter 37: MIL-S-19500H 37-3

* To establish specific criteria for the qualification and production of JAN
semiconductor devices for use in space applications and in military
systems and equipment

37.4 PHYSICAL DESCRIPTION OF MIL-S-19500

MIL-S-19500 consists of a complex group of different types of documentation: a) the
Basic Specification, b) an extensive series of Individual Device Specifications (slash
sheets), c) a summary Supplement, and the Qualified Products List (QPL). The
following is a brief description of each of these documents.

* Basic Specification

The MIL-S-19500 Basic Specification contains the general design guidelines,
product assurance and packaging requirements necessary for the qualification,
product screening, and continuing quality conformance assurance of all
semiconductor devices regardless of type and the technology used in their
fabrication. An example of the product assurance requirements is shown in
Table 37-1, taken from MIL-S-19500. An example of a portion of the device
screening requirements is shown in Table 37-2, taken from MIL-S-19500. The
procedure for testing and Screening of devices is shown in Figure 37-1, taken
from MIL-S-19500. An example of the Lot Tolerance Percent Defective (LTPD)
sampling plan required to meet the continuous quality conformance
assurance requirements is shown in Table 37-3, taken from MIL-S-19500
Appendix C.

The basic specification is fifty-five pages in length. It also has eight supporting
appendices and an index for a total of ninety-two additional pages. These
eight appendices are titled as follows:

Appendix A: Definitions

Appendix B: Abbreviations and Symbols

Appendix C: Statistical Sampling and Life Test Procedures

Appendix D: Product Assurance Program and Manufacturing
Certification Requirements

Appendix E: Provisions Governing the Qualification of Semiconductors
Assembled at a Foreign Plant

Appendix F: Case Outlines

Reliability Analysis Center (RAC) * 201 Mill Street 9 Rome, NY 13440 o (315) 337-0900
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Appendix G: Certification Requirements for Radiation Hardness
Assured Semiconductor Devices

Appendix H: Discrete Semiconductor Die/Chip Lot Acceptance

TABLE 37-1: PRODUCT ASSURANCE REQUIREMENTS

r JSM JVM
JSD JVD

Requirement Reference iJS JSR JV JVR JX JAN
Reqireenti IJSH JVH

Qualification: 4.5 (X Required)
a. Product assurance 1 3.4.2 and

program and survey IAppendix D I X X X X X X
b. Manufacturer 1 3.4.2.2 and

certification Appendix D X X X X X X
c. Inspection and testing 4.5 and 4.6 X X X X X X
d. GroupE jTable VII X X X X X X

Inspection lot j4.3.1.1 and X X X X X X
14.3.1.2

Traceability 4.3.1.4 X X X X X

Government source inspection 3.4.4 X X X X X

Inspection during manufacture [14.8 X X

Process monitors 4.5.2.4 X X X X X X

Screening 4.6 and Table II X X X X X

Quality conformance inspection I
a. Group A (each lot) 4.7.4 and Table X X X X X X

IIII
b. Group B (each lot) 4.7.5 X X

'Table IVa
cTable IVb X X X X

c. Group C (every 6 months 4.7.6 and Table X X X X X
IV I I

d. Group D (each lot) 14.7.7 and Tablet X __X

LvI - -
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TABLE 37-2: SCREENING REQUIREMENTS

MIL-STD- i
Screen 750 Condition JANS JANTXV JANTX

Method requirements requirements requirements
1. Internal visual 100% 100%

(precap)
inspection 1/
For POWERFETs 2069
For microwave 2070
transistors
For transistors 2072
For diodes 2073 when

specified
For diodes 2074

2. High temperature life 1032 TSTG max optional optional optional

Nonoperating life
(stabilization bake)

3. Temperature cycling 1051 No dwell is 100% 100% 100%
required at
25'C. Test
condition C
except step 3 at
175°C, +5°C, -
0°C, 20 cycles
t(extremes) >
10 min.

Surge (as specified) 2/ 4066 Condition B, as 100% 100% 100%
specified

Thermal response As specified 100% 100% 100%
Transistors,

POWERFETs 3161
Bipolar 3131

Diodes 3101
IGBT 3103
GaAs 3104

4. Constant acceleration 2006 Y1 direction at 100% except
(see 4.6) 20,000 G min not required optional optional

except at for 3/ 3/

10,000 G min metallurgical
for devices iy bond
with power diodes
rating of > 10
watts at TC =

25°C. The 1
min hold time
requirement

shall not
apply. _

5. Particle impact noise 2052 condition A 100% ...
detection 4/ see 4.6.4.2

Reliability Analysis Center (RAC) * 201 Mill Street e Rome, NY 13440 * (315) 337-0900
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Individual Device Specification

The MIL-S-19500 individual device specifications or slash sheets contain
specific device parameters, general design guidelines and product assurance
requirements which are unique to a specific device or group of devices. Each
slash sheet addresses a small family of such devices. The devices on a given
slash sheet must all be similar in design and function, and all must utilize
identical technology in their fabrication.

Each slash sheet is an individual, separately-maintained document. New
slash sheets are continually being issued and older slash sheets modified. The
individual slash sheets vary in length but may contain sixty or more pages.
An example of a portion of a detail specification is shown in Figure 37-2.

* Qualified Products List

The MIL-S-19500 QPL provides a detailed listing of each specific device,
quality grade and package configuration together with the specific
manufacturer and facility(s) that has met all of the necessary qualification,
product screening and quality conformance requirements and is thus an
approved source for that device. The QPL is updated quarterly and is
approximately seventy-one pages in length. An example of a portion of the
QPL is shown in Figure 37-3.

* Supplement

The MIL-S-19500 Supplement is a summary document. It contains a detailed
listing of all the devices currently covered by MIL-S-19500 together with the
current revision of the applicable slash sheet. Part I of the supplement lists
devices by the detail specification number and in Part II they are listed by
device type(s). The supplement is approximately twelve pages in length. An
example of a portion of the supplement is shown in Figure 37-4.

37.5 HOW TO USE MIL-S-19500

MIL-S-19500 is a source of general design and product assurance information on
semiconductor devices of standardized construction whose electrical, mechanical
and environmental ratings are governed by MIL (JAN) specifications.

Reliability Analysis Center (RAC) e 201 Mill Street a Rome, NY 13440 e (315) 337-0900
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MIL-S-19500/323C
9 Julv 37

SUPERSEDING

MIL-S-19500/3238
22 June1984

MILITARY SPECIFICATION

SEMICONDUCTOR DEVICE, TRANSISTOR, PNP, SILICON, SWITCHING
TYPES 2N3250A AND 2N3251A

JAN, JANTX, JANTXV, AND JANS

This specification is approved for use by all Departments
and Agencies of the Department of Defense

1. SCOPE

1.1 &,Q.. This specification covers the detail requirements for PNP, silicon, switching transistors. Four levels of product
assurance are provided for each device types as specified in MIL-S-19500.

1.2 Physical dimensions. See figure 1.

1.3 Maxmumina.

T A= 25 C TC = 2 5 °C VCD Vc TOP andTSTG ReJA

w w Vdc v dc vdc MAd& VQ •/W
0.36 1.2 j 60 60 5 200 -65 to +200 485.4

1/ Derate linearly A06 mW/ for TA> 251C

21 Derate linearly 6.90 mW/oC for Tc > 25'C

1.4 Primary electrical characteristics

h fe rb Cc

f- 100 MHz V -2OVdc
hFE at VCE = 1.0 V dc V 2Vdc CE

CC = 10rmAdc

Ic = 0.1 mAdc Ic-10 mAdcl/ IC= 50 mA dc I/ IC,10mAdc f - 31.8 MHz

2N3250A 2N251A 2N3250A N232 50A 2N3251A I0A N 2N3251A R
40 80 50 100 15 30 25 3.0 5

Max ....-- 150 300 --- 000 9.0 9.0 250
1 Pulsed (see 43.1)

VCE (sat) Cobo Ton Toff NF
VCE - 5.0 V dc

Ic - 10 mA dc 100kHz-f- 1 MHz IC =10 mAdc IC=10mAdc lC =.1 mA dc

I8 = 1.0 mAdc VCB = 10 V dc 1 1.0 mA dc 13. -OmA dc Rg-Ikf
E0 2N3250A 32N351A f =100Hz

Min --*- -- -- 6- -

Max 0.25 6 1 70 225 250 6

Beneficial comments (recommendations, additions, deletions) and any pertinent data which may be of use in improving this
document should be addressed to: Commander, Space and Naval Warfare Systems Command, ATTN: SPAWAR 81112,
Washington, DC 20363, by using the self-addressed Standardization Document Improvement Proposal (DD Form 1426) appearing
at the end of this document or by letter.

AMSC N/A FSC 5961
DISTRIBUTION STATEMENTa A. Approved for public release; distribution is unlimited.

FIGURE 37-2: DETAIL SPECIFICATION EXAMPLE

Reliability Analysis Center (RAC) a 201 Mill Street e Rome, NY 13440 * (315) 337-0900
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QUALIFICATIONS VALIDATED QPL-19500-117
ANNUALLY 20 June 1991

SUPERSEDING
QPL-19500-116
20 March 1991

QUALIFIED PRODUCTS LIST

OF

PRODUCTS QUALIFIED UNDER MILITARY SPECIFICATION

MIL-S-19500

SEMICONDUCTOR DEVICE

GENERAL SPECIFICATION FOR

This list has been prepared for use by or for the Government in 'he acquisition of products covered by Specification MIL-S-19500.
Listing of a product is not intended to and does not connote endorsement of the product by the Department of Defense. All products
listed herein have been qualified under the requirements for the product as specified in the latest effective issue of the
applicable specification. This list is subject to change without notice; revision or amendment of this list will be issued as
necessary. The listing of a product does not release the supplier from compliance with the specification requirements.

THE ACTIVITY RESPONSIBLE FOR THIS QPL IS THE SPACE AND NAVAL WARFARE SYSTEMS COMMAND. The activity
designated as agent for all contacts relative to this QPL is the Defense Electronics Supply Center (DESC-EQ), Dayton, OH 45444-
5000.

NOTE: When the detail specification requires qualification and there are no products listed or approved for listing on the QPL or
when suppliers of those products on the QPL are nonresponsive to an IFB, the qualification requirement of paragraph 3.3 of MIL-
S-19500 may be waived for procurement of Semiconductor Device, only by the Preparing Activity. When qualification is waived,
procuring activities shall invoke first article inspection which shall consist of performing all qualification tests. The sample
size and allowable defects shall be in accordance with detail specification MIL-S-19500 qualification sampling and acceptance
criteria. A copy of the test data shall be forwarded to the qualifying activity.

NOTES; The Government designation includes the JAN prefix.

* Includes JAN and JANTX product assurance levels

** Includes JAN, JANTX and JANTXV product assurance levels
SIncludes JANS product assurance level only

+ Includes JANTX product assurance level only
++ Includes JANTX and JANTXV product assurance levels only

1/ Manufacturer has issued an end of life buy notice for these device types. Contact manufacturer for further information.

MANUFACTURER'S TEST OR DETAIL MANUFACTURER'S NAME
DESIGNATION QUALIFICATION SPECIFICATION (ADDRESS ON LAST PAGE)

GOVERNMENT DESIGNATION TYPE NUMBER REFERENCE

1N21WE, WEM, and WEMR CDAP 19500-203-80 /232 Alpha Industries, Inc.
1N21WG, WGM, and WGMR /321

IN21WE, WEM, and WEMR CBYI 19500-207-81 /232 Microwave Associates, Inc.
1N21WG, WGM, and WGMR /321

1N23WE, WEM, and WEMR CDAP 19500-203-80 /322 Alpha Industries. Inc.
lN23WG, WGM, and WGMR

1N23WE, WEM, and WEMR CBYI 19500-207-81 /M2 Microwave Associates, Icn.
1N23WG, WGM, and WGMR

1N2SWA CDAP 19500-201-80 /183 Alpha Industries, Inc.

1N26B, BM, BR, and BMR CDAP 19500-200-80 /128 Alpha Industries, Inc.

1N26B, BR, BM, AND brnr CBYI 19500-1298-70 /128 Microwave Associates, Inc.

l of50
AMSC N/A QPL-19500-117

DISTRIBUTION STATEMENT A. Approved for public release; distribution is unlimited.

FIGURE 37-3: QPL EXAMPLE
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NOT MEASUREMENT
SENSITIVE

MIL-S-19500H
SUPPLEMENT I
28 September 1990

MILITARY SPECIFICATION
SEMICONDUCTOR DEVICES

GENERAL SPECIFICATION FOR

This supplement forms a part of MIL-S-19500H, dated 30 April 1990.

This is a two-part supplement. Part I is listed by detail specification and part II is listed by device type(s). Devices listed may
be covered in amendments or "in lieu of" documents associated with the detail specification reference.

NOTES: The device type(s) include JAN product assurance level.
? Qualification is not required
* Includes JAN and JANTX product assurance level.
** Includes JAN, JANTX, and JANTXV product assurance level.

$ Includes JAN, JANTX, JANTXV and JANS product assurance level.
+ Includes JANTX product assurance level only.
++ Includes JANTX and JANTXV product assurance levels only.
$$ Includes JANTX, JANTXV, and JANS product assurance levels only.

PART I

Detail Detail Device
specification Device type(s) specification type(s)
MIL-S-19500/ MIL-S-19500/
?IA 2N220 64D 2N396A
?2B 2N117 thru 2N119 65B 2N388
4D 2N331 ?66B 2N422
6B 2N43A, 2N44A 67A 2N1011
9B 2N128 68A 2NI120

11C 2N167A 69E 2N337, 2N338
13B 2N174A 70A 2N463
16E 2N342, A, 2N343 71D 2N1195
20C 2N404, A .72C 2N499, A
24D 2N158 73B 2N560

25B 2N240 74E 2N497, 2N498
27E 2N384 74E 2N656, 2N657
30A 2N123 75B *2N489A thru 2N494A
31C 2N341 76C 2N1412, A
36C 2N297A .77C 2N393

37D 2N333, A, 2N335, A 78C 2N1025, 2N1026
37D 2N336, A 78C 2N1469
38(2 2N539, A 80E 3N35
40B 2N326 84A 2N545
41B 2N425 thru 2N427 86A 2N705

44D 2N428 87A 2N1142
?46B 2N574, 2N575, A ?88 2N1046
?46B 2NI157A 89D 2NI039, 2N1041, 2N2553
49C 2N464, 2N465, 2N467 89D 2N2555, 2N2557, 2N2559
51E 2N466 91 1N2153

?56B 2N416, 2N417 99E 2N696, 2N697
58D 2N665 ?IOOA 2N537
60E 2N526 102A 2NI016B, C, D
?62B 2N501A 104C 1N1124A, RA, 1NI126A, RA
63D 2N2358A 104C 1N1128A, RA, 1N3649, R,

1 N3650, R

AMSCN/A I of 12 FSC 59CP
DISTBUION STATEMENT A. Approved for pubic release; distribution is unlimited.

FIGURE 37-4: SUPPLEMENT EXAMPLE

Reliability Analysis Center (RAC) * 201 Mill Street e Rome, NY 13440 * (315) 337-0900
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This information provides the design engineer with the capability of determining
which JAN semiconductor device, procured in which configuration and possessed
of which electrical, mechanical, environmental and package characteristics, will best
fit his intended application needs.

37.6 TAILORING GUIDELINES

MIL-M-19500 was not written with the intent of tailoring. It establishes firm
requirements which are necessary for JAN device qualification, product screening
and continuing quality conformance. These requirements are not intended to be
modified.

37.7 CONTRACT DATA REQUIREMENTS LIST (CDRL)

There are no data item descriptions applicable to MIL-S-19500.
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MIL-STD-750 is a tri-service-approved document used by all branches of the military
in the specification and acquisition of quality-assured systems and equipment. The
current version is revision "C" dated February 23, 1983. The preparing activity is:

Department of the Navy
Space and Naval Warfare Systems Command
ATTN: SPAWAR 003-121
Washington, DC 20363-5100

This chapter is only an advisory to the use of MIL-STD-750. It does not supersede,
modify, replace or curtail any requirements of MIL-STD-750, nor should it be used in
lieu of that standard.

38.1 REFERENCE DOCUMENTS

The following documents are complementary to MIL-STD-750 in the establishment
of styles, electrical characteristics, screening and test methods for microelectronic
devices.

"* MIL-S-19500 General Specification for Semiconductor Devices

"* MIL-STD-202 Test Methods for Electronic and Electrical
Component Parts

"* MIL-HDBK-217 Reliability Prediction of Electronic Equipment

"* DoD-STD-1686 Electrostatic Discharge Control Program for
Protection of Electrical and Electronic Parts,
Assemblies and Equipment (Excluding Electrically
Initiated Explosive Devices)

"* DoD-HDBK-263 Electrostatic Discharge Control Handbook for
Protection of Electrical and Electronic Parts,
Assemblies and Equipment (Excluding Electrically
Initiated Explosive Devices)

"* MIL-STD-45662 Calibration System Requirements

38.2 DEFINITIONS

For the purposes of MIL-STD-750, the abbreviations, symbols and definitions in
MIL-S-19500 shall apply.

Reliability Analysis Center (RAC) * 201 Mill Street • Rome, NY 13440 * (315) 337-0900
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38.3 APPLICABILITY

MIL-STD-750 establishes uniform methods and procedures for testing
semiconductor devices, including basic environmental tests to determine resistance
to deleterious effects of natural elements and conditions surrounding military and
space operations, and physical and electrical tests. This standard applies only to
semiconductor devices. The test methods described therein have been prepared to
serve several purposes:

a. To specify suitable conditions obtainable in the laboratory and at
the device level which give test results equivalent to the actual
service conditions which may exist in the field, and to obtain
reproducibility of the results of tests.

b. To describe in one standard all of the test methods of a similar
character which now appear in the various joint-services and
NASA semiconductor device specifications, so that these methods
may be kept uniform and thus result in conservation of
equipment, manhours, and testing facilities.

c. The test methods described in MIL-STD-750 for the
environmental, physical and electrical testing of devices shall also
apply when appropriate, to parts not covered by an approved
Military/NASA specification, standard, specification sheet, or
drawing.

38.4 PHYSICAL DESCRIPTION OF MIL-STD-750

MIL-STD-750 is a voluminous document composed of one hundred and fifty-six
different detailed "Test Methods." It contains approximately five hundred pages.
There are no appendices to this standard.

38.5 HOW TO USE MIL-STD-750

The test methods of MIL-STD-750 are used in performing the qualification,
inspection and screening tests, the Group A, B, and C quality conformance tests and
the radiation hardness tests (as applicable for JAN, JANTX, JANTXV, and JAN S
devices) in accordance with the requirements of MIL-S-19500, "General Specification
for Semiconductor Devices."

Paragraph 4.0 of MIL-STD-750 establishes general requirements applicable to the use
of MIL-STD-750 test methods. These requirements, which shall be in force unless
otherwise specified in MIL-STD-750 or in the individual device specification
include: standard test conditions; temperature control in test chambers; electrical test
frequency; accuracy of test; calibration and certification of test equipment; exclusion
of conditions in which transients cause the device ratings to be exceeded; conditions
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for electrical measurements; "pulse" measurements; standard test circuits; soldering
precautions; order of lead connection; radiation precautions; handling precautions
for UHF and microwave devices and for ESD-susceptible devices; and the physical
orientation of cylindrical and non-cylindrical devices to the direction of the
accelerating force during test.

MIL-STD-750 includes both destructive and nondestructive type tests. No devices
subjected to destructive tests shall be designated for use in equipment delivered to
the government.

MIL-STD-750 is structured into five general classes of Test Methods: the 1000 Class
addresses Environmental Tests, 2000 Class addresses Mechanical Characteristics
Tests; 3000 Class addresses Electrical Characteristics Tests for Transistors; 4000 Class
addresses Electrical Characteristics Tests for Diodes; and the 5000 Class addresses
High Reliability Space Application Tests.

A complete list of MIL-STD-750C (Notice 3) test methods, current as of 30 April 1991

is given in Table 38-1 below:

TABLE 38-1: MIL-STD-750 TEST METHOD

Method No. Environmental Tests (1000 series)

1001.1 Barometric pressure (reduced)

1011 Immersion

1015 Steady-state primary photocurrent irradiation procedure
(electron beam)

1016 Insulation resistance

1017.1 Neutron Irradiation

1019.2 Steady-state total dose irradiation procedure

1020.1 Electrostatic discharge sensitivity classification

1021.1 Moisture resistance

1022.2 Resistance to solvents

1026.4 Steady-state operation life

1027.2 Steady-state operation life (LTPD)

Reliability Analysis Center (RAC) e 201 Mill Street 9 Rome, NY 13440 e (315) 337-0900
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TABLE 38-1: MIL-STD-750 TEST METHOD (CONTD)

Method No. Environmental Tests (1000 series) (Cont'd)

1031.4 High-temperature life (nonoperating)

1032.1 High-temperature (nonoperating) life (LTPD)

1036.3 Intermittent operation life

1037.1 Intermittent operation life (LTPD)

1038.1 Burn-in (for diodes, rectifiers and zeners)

1039.1 Burn-in (for transistors)

1040 Burn-in (for thyristors (controlled rectifiers)

1041.2 Salt atmosphere (corrosion)

1042.1 Burn-in and life test (for power MOSFET's)

1046.2 Salt spray (corrosion)

1048 Blocking life

1049 Block life (LTPD)

1051.3 Temperature cycling (air-to-air)

1054 Potting environment stress test

1055 Monitored mission temperature cycle

1056.2 Thermal shock (liquid to liquid)

1061.1 Temperature measurement, case and stud

1066.1 Dew point

1071.5 Hermetic seal
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TABLE 38-1: MIL-STD-750 TEST METHOD (CONT'D)

Method No. Mechanical Characteristics Tests (2000 series)

2005.1 Axial lead tensile test

2006 Constant acceleration

2016.2 Shock

2017.1 Die shear strength

2026.6 Solderability

2031.2 Soldering heat

2036.3 Terminal strength

2037 Bond strength

2046.1 Vibration fatigue

2051.1 Vibration noise

2052.1 Particle impact noise detection test

2056 Vibration, variable frequency

2057.1 Vibration, variable frequency (monitored)

2066 Physical dimensions

2069 Pre-cap visual, power MOSFET's

2070.1 Pre-cap visual microwave discrete and multichip
transistors

2071.2 Visual and mechanical examination

2072.4 Internal visual transistor (pre-cap) inspection

2073 Visual inspection for die (semiconductor diode)

2074.1 Internal visual inspection (discrete semiconductor diodes)

2075 Decap internal visual design verification

Reliability Analysis Center (RAC) * 201 Mill Street e Rome, NY 13440 e (315) 337-0900
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TABLE 38-1: MIL-STD-750 TEST METHOD (CONT'D)

Method No. Mechanical Characteristics Tests (2000 series) (Cont'd)

2076.2 Radiography

2077.1 Scanning electron microscope (SEM) inspection of
metallization

2081 Forward instability, shock (FIST)

2082 Backward instability, vibration (BIST)

Electrical Characteristics Tests for Bipolar
Transistors (3000 series)

3001.1 Breakdown voltage, collector to base

3005.1 Burnout by pulsing

3011.2 Breakdown voltage, collector to emitter

3015 Drift

3020 Floating potential

3026.1 Breakdown voltage, emitter to base

3030 Collector to emitter voltage

3036.1 Collector to base cutoff current

3041.1 Collector to emitter cutoff current

3051 Safe operating area (continuous dc)

3052 Safe operating area (pulsed)

3053 Safe operating area (switching)

3061.1 Emitter to base cutoff current

3066.1 Base emitter voltage (saturated or nonsaturated)

3071 Saturation voltage and resistance
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TABLE 38-1: MIL-STD-750 TEST METHOD (CONT'D)

Method No. Electrical Characteristics Tests for Bipolar
Transistors (3000 series) (Cont'd)

3076.1 Forward-current transfer ratio

3086.1 Static input resistance

3092.1 Static transconductance

3093 Alcohol Bomb

Circuit Performance and Thermal Resistance
Measurements (3100 series)

3101.1 Thermal impedance testing of diodes

3103 Thermal impendance measurements for insulated gate
bipolar transistors

3104 Thermal impedance measurements for GaAs MEFETS

(constant current forward-based gate voltage method)

3126 Thermal resistance (collector-cutoff-current method)

3131.2 Thermal impedance measurements for Bipolar
Transistors (delta base-emitter method)

3132 Thermal resistance (dc forward voltage drop, emitter base
continuous method)

3136 Thermal resistance (forward voltage drop, collector to
base, diode method)

3141 Thermal response time

3146.1 Thermal time constant

3151 Thermal resistance, general

3161 Thermal impedance measurements for vertical power
MOSFET's (delta source-drain voltage method)

3181 Thermal resistance for thyristors

Reliability Analysis Center (RAC) P 201 Mill Street 9 Rome, NY 13440 * (315) 337-0900
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TABLE 38-1: MIL-STD-750 TEST METHOD (CONT'D)

Method No. Low Frequency Tests (3200 series)

3201.1 Small-signal short-circuit input impedance

3206.1 Small-signal short-circuit forward-current transfer ratio

3211 Small-signal open-circuit reverse-voltage transfer ratio

3216 Small-signal open-circuit output admittance

3221 Small-signal short-circuit input admittance

3231 Small-signal short-circuit output admittance

3236 Open circuit output capacitance

3240.1 Input capacitance (output open-circuited or short-
circuited)

3241 Direct interterminal capacitance

3246.1 Noise figure

3251.1 Pulse response

3255 Large signal power again

3256 Small signal power gain

3261.1 Extrapolated unity gain frequency

3266 Real part of small-signal short circuit input impedance

High Frequency Tests (3300 series)

3301 Small-signal short-circuit forward-current transfer-ratio
cutoff frequency

3306.3 Small-signal short-circuit forward-current transfer ratio

3311 Maximum frequency of oscillation

3320 Power output, RF power gain, and collector efficiency
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TABLE 38-1: MIL-STD-750 TEST METHOD (CONT'D)

Method No. Electrical Characteristics Tests for MOS Field-Effect
Transistors (3400 series)

3401 Breakdown voltage, gate to source

3403 Gate to source voltage or current

3404 MOSFET threshold voltage

3405 Drain to source "on-state" voltage

3407 Breakdown voltage, drain to source

3411 Gate reverse current

3413 Drain current

3415 Drain reverse-current

3421 Static drain to source "on-state" resistance

3423 Small-signal, drain to source "on-state" resistance

3431 Small-signal, common-source, short circuit, input
capacitance

3433 Small-signal, common-source, short-circuit, reverse-
transfer capacitance

3453 Small-signal, common-source, short-circuit, output
admittance

3455 Small-signal, common-source, short-circuit, forward
transfer admittance

3457 Small-signal, common-source, short-circuit, reverse
transfer admittance

3459 Pulse response (FET)

Reliability Analysis Center (RAC) e 201 Mill Street 9 Rome, NY 13440 * (315) 337-0900
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TABLE 38-1: MIL-STD-750 TEST METHOD (CONTD)

Method No. Electr;_al Characteristics Tests for MOS Field-Effect
Transistors (3400 series) (Cont'd)

3461 Small-signal, common-source, short-circuit, input
admittance

3469 Repetitive unclamped inductive switching

3470.1 Single pulse unclamped inductive switching

3471 Gate charge

3472.1 Switching time test

3473 Reverse recovery time (trr) and recovered charge (Qrr) for

power MOSFET body and fast, ultra-fast power rectifiers

3474 Safe operating area (for power MOSFET's)

3475 Forward transconductance pulsed DC method

3476 Diode recovery stress test

3477 Avalanche breakdown

3478 Power MOSFET electrical dose rate test method

3479 Short circuit withstand time

Electrical Characteristics Tests for Gallium Arsenide
Transistors (3500 series)

3501 Breakdown voltage drain to source

3505 Maximum available gain of a GaAs FET

3510 1 db compression point of a GaAs FET

3570 GaAs FET forward gain (Mag S21)

3575 Forward transconductance
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TABLE 38-1: MIL-STD-750 TEST METHOD (CONTD)

Method No. Electrical Characteristics Tests for Diodes
(4000 series)

4001.1 Capacitance

4011.4 Forward voltage (source-drain diode)

4016.3 Reverse current leakage

4021.2 Breakdown voltage (diodes)

4022 Breakdown voltage (voltage regulators and voltage-
reference diodes)

4026.2 Forward recovery voltage and time

4031.2 Reverse recovery time

4036.1 "Q" for voltage variable capacitance diodes

4041.2 Rectification efficiency

4046.1 Reverse current, average

4051.3 Small-signal reverse breakdown voltage impedance

4056.2 Small-signal forward impedance

4061.1 Stored charge

4066.3 Surge current

4071.1 Temperature coefficient of breakdown voltage

4076.1 Saturation current

4081.2 Thermal resistance of lead mounted diodes (forward
voltage, switching method)

Reliability Analysis Center (RAC) e 201 Mill Street * Rome, NY 13440 * (315) 337-0900
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TABLE 38-1: MIL-STD-750 TEST METHOD (CONTD)

Method No. Electrical Characteristics Tests for Microwave Diodes

(4100 series)

4101.3 Conversion loss

4102 Microwave diode capacitance

4106 Detector power efficiency

4111.1 Figure of merit (current sensitivity)

4116.1 Intermediate frequency (IF) impedance

4121.2 Output noise ratio

4126.2 Overall noise figure and noise figure of the IF amplifier

4131.1 Video resistance

4136.1 Standing wave ratio

4141.1 Burnout by repetitive pulsing

4146.1 Burnout by single pulse

4151 Rectified microwave diode current

Electrical Characteristics Tests for Thyristors
(Controlled rectifiers) (4200 series)

4201.2 Holding current

4206.1 Forward blocking current

4211.1 Reverse blocking current

4216 Pulse response

4219 Reverse gate current

4221.1 Gate-trigger voltage or gate-trigger current

4223 Gate-controlled turn-on time

Reliability Analysis Center (RAC) * 201 Mill Street 9 Rome, NY 13440 a (315) 337-0900
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TABLE 38-1: MIL-STD-750 TEST METHOD (CONT'D)

Method No. Electrical Characteristics Tests for Thyristors
(Controlled rectifiers) (4200 series) (Cont'd)

4224 Circuit-commutated turn-off time

4225 Gate-controlled turn-off time

4226.1 Forward "on" voltage

4231.2 Exponential rate of voltage rise

Electrical Characteristics Tests for Tunnel Diodes
(4300 series)

4301 Junction capacitance

4306.1 Static characteristics of tunnel diodes

4316 Series inductance

4321 Negative resistance

4326 Series resistance

4331 Switching time

High Reliability and Space Application Tests
(5000 series)

5001 Wafer lot acceptance testing

5010 Clean room and workstation airborne particle
classification and measurement

38.6 TAILORING

Tailoring of MIL-STD-750 test methods and procedures is accomplished principally
in the choice made among 1) JAN, 2) JANTX, 3) JANTXV, and 4) JAN-S device
quality conformance levels and the screening procedures selected to accomplish
these levels.

Reliability Analysis Center (RAC) a 201 Mill Street 9 Rome, NY 13440 a (315) 337-0900



38-14 Chapter 38: MIL-STD-750C

38.6.1 When and How to Tailor

Identification of the desired microelectronic devices by quality conformance level
designator, i.e., 1), 2), 3), or 4) above, shall be specified in the device procurement
document.

38.7 CONTRACT DATA REQUIREMENTS LIST (CDRL)

No deliverable data items are required by MIL-STD-750.

Reliability Analysis Center (RAC) 9 201 Mill Street 9 Rome, NY 13440 9 (315) 337-0900
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MIL-STD-701 is a tri-service approved document used by all branches of the military
in the specification and acquisition of quality-assured electronic systems and
equipment. The current version is revision "N" dated January 31, 1990. The
preparing activity is:

Department of the Navy
Space and Naval Warfare Systems Command
Attn: SPAWAR 003-121
Washington, DC 20363-5100

This chapter is only an advisory to the use of MIL-STD-701. It does not supersede,
modify, replace or curtail any of the requirements of MIL-STD-701 nor should it be
used in lieu of that standard.

SIGNIFICANT CHANGES IN THE
LATEST "N" REVISION

Recognition and inclusion of "S" (space flight) quality levels devices.

39.1 REFERENCED DOCUMENTS

The following related document impacts and further detail these requirements and
should also be referenced.

* MIL-STD-19500 Semiconductor Devices, General Specification for

39.2 DEFINITIONS AND ACRONYMS

This paragraph is not applicable to this chapter.

39.3 APPLICABILITY

MIL-STD-701 provides equipment designers and manufacturers with lists of
semiconductor devices considered by the Army, Navy and Air Force as standard for
military applications. The purpose of this listing is two-fold.

1) To control and minimize the variety of semiconductor devices used in
order to facilitate effective logistic support of fielded equipment.

2) To maximize the economic support of, and concentrate improvement on,
the production of the semiconductors currently listed.

Reliability Analysis Center (RAC) o 201 Mill Street 9 Rome, NY 13440 * (315) 337-0900
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39.4 PHYSICAL DESCRIPTION OF MIL-STD-701

MIL-STD-701 is a very simple document of approximately thirty-eight pages. The
standard simply contains lists of approved semiconductor devices tabulated and
presented in two different formats; in the first they are grouped by device type, or
function, and in the second they are presented in numerical part number order.
There are no appendices to this standard.

39.5 HOW TO USE MIL-STD-701

Semiconductors are listed in MIL-STD-701 in thirty-one different tables both by
device type and in numerical order as shown in Table 39-1.

Only the JANTX, JANTXV and JANS versions of semiconductor device types listed
herein are approved for use. Pertinent information associated with each device
such as device ratings, primary electrical characteristics and applicable MIL-S-19500
specification document (i.e., slash sheet) references are provided in Tables I - XXIX.
(All devices listed in these tables are silicon types except for devices listed in Table
XIV).

The following Table 39-2 (excerpted from MIL-STD-701) is shown here, as a typical
example, to demonstrate the type of information provided in Tables I - XXIX of MIL-
STD-701M. An example of the type of information provided in Tables XXX through
XXXI is shown in Table 39-3 (Table XXX excerpted from MIL-STD-701).

The applicable device specification documents should be utilized when more
detailed information about a particular device is required. In the event of conflict
between the device technical description presented in MIL-STD-701 and the
applicable drtailed specification description, the detailed specification shall govern.

The prefix JANTX is used on devices which have been submitted to and have
passed special process-conditioning, testing and screening and the prefix JANTXV is
used on devices which have been submitted to a precap visual inspection in
addition to the process conditioning, testing and screening. The prefix JANS is used
on devices which have been subject to special certification, process-conditioning,
testing, screening, precap visual, radiography, particle tests, and other tests for space
flight quality level. Reverse polarity versions of the standard components presented
in this document are also approved for use.

Reliability Analysis Center (RAC) 9 201 Mill Street e Rome, NY 13440 * (315) 337-0900
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TABLE 39-1: MIL-STD-701 SEMICONDUCTOR DEVICES LISTINGS

Table Device Types

I Switching Diodes
II Axial-Lead Power Rectifiers
III Fast-Recovery Rectifiers
IV Power Rectifiers
V Schottky Rectifiers
VI High-Voltage Rectifier Assemblies
VII High-Current, Full Wave, Bridge Rectifiers
VIII Multiple Diode Arrays
IX Voltage Reference Diodes
X Voltage Regulator Diodes
XI Voltage-Variable Capacitor Diodes
XII Current Regulator Diodes
XIII Transient Suppression Diodes (Bidirectional)
XIV Transient Suppression Diodes (Unidirectional)
XV Light Emitting Diodes
XVI Thyristors (Silicon Controlled Rectifiers)
XVII Optical Coupled Isolators
XVIII NPN Low-Power Transistors
XIV PNP Low-Power Transistors
XX NPN Power Transistors
XXI PNP Power Transistors
XXII RF Transistors
XXIII Dual Transistors (Differential Amplifier)
XXIV Dual Transistors
XXV Darlington Transistors
XXVI Unijunction Transistors
XXVII Junction Field Effect Transistors
XXVIII Low-Power Chopper Transistors
XXIX MOS FET, Power
XXX Numerical Listing of Device Types
XXXI Numerical Listing of Thyristors

Reliability Analysis Center (RAC) a 201 Mill Street * Rome, NY 13440 e (315) 337-0900
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TABLE 39-2: THYRISTORS (SILICON CONTROLLED RECTIFIERS) LISTING
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TABLE 39-3: NUMERICAL LISTING OF DEVICE TYPES

Device type number I Table Device type number Table Device type number Table
I1N746A-I X 1N989B-1 X IN2980B X
1N747A-1 X 1N990B-1 X 1N2982B X
1N748A-1 X 1N991B-1 X 1N2984B X
1N749A-1 X 1N992B-1 X 1N2985B X
1N750A-1 X 1N1186 IV 1N2986B X
IN751A-1 X 1N1188 IV 1N2988B X
1N752A-1 X IN1190 IV 1N2989B X
1N753A-1 X 1N1202A IV 1N2990B X
1N754A-1 X 1N1204A I V IN2991B X
1N755A-1 X 1N1206A IV 1N2992B x
1N756A-1 X 1N2804B X 1N2993B X
1N757A-1 X 1N2805B X 1N2995B X
I1N758A-1 X 1N2806B X 1N2997B X
1N759A-1 X 1N2807B X 1N2999B X
1N821-1 IX 1N2808B X IN3000B X
IN823-1 IX 1N2809B X IN3001B X
1N825-1 IX 1N2810B X 1N3002B X
1N827-1 IX 1N2881B X 1N3003B X
1N829-1 IX 1N2813B X 1N3004B X
1N935B-1 IX 1N2814B X 1N3005B X
1N937B-1 IX 1N2816B X 1N3007B X
1N938B-1 IX IN2818B X 1N3008B X
1N939B-1 IX 1N2819B X 1N3009B X
1N940B-1 Ix 1N2820B X IN3011B X
1N941B-1 IX 1N2822B X 1N3012B X
1N943B-1 IX 1N2823B X 1N3014B X
1N944B-1 IX 1N2824B X 1N3015B X
1N945B-1 IX lN2825B X 1N3154-1 IX
1N962B-1 X 1N2826B X 1N3155-1 IX
1N963B-1 X 1N2827B X 1N3156-1 IX
IN964B-1 X 1N2829B X 1N3157-1 IX
1N965B-1 X 1N2831B X 1N3644 VI
1N966B-1 X IN2832B X 1N3645 VI
1 N967B-1 X IN2833B X IN3645 VI
1N968B-1 X 1N2834B X 1N3647 VI
1N969B-1 X 1N2835B X 1N3671A IV
1N970B-1 X 1N2836B X 1N3673A IV
1N971B-1 X 1N2837B X 1N3766 IV
1N972B-1 X IN2838B X 1N3768 IV
1N973B-1 X 1N2840B X 1N3891 III
1N974B-1 X 1N2841 B X 1N3893 III
1N975B-1 X 1N2842B X 1N3911 III
1N976B-1 X 1N2843B X 1N3913 III
1N977B-1 X 1N2844B X 1N3993A X
1N978B-1 X 1N2845B X 1N3994A X
1N979B-1 X 1N2846B X IN3995A X
1N980B-1 X 1N2970B X 1N3996A X
IN9811B-1 X 1N2971B X 1N3997A X
1N982B-1 X 1N2972B X 1N3998A X
1N983B-1 X 1N2973B X 1N3999A X
1N984 B-1 X 1N2974B X 1N4000A X
1N985B-1 X 1N2975B X 1N4099-1 X
1N986B-1 X 1N2976B X 1N4100-1 X
1N987B-1 X 1N2977B X 1N4101-1 X
1N988B-1 X 1N2979B X 1N4102-1 X
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39.5.1 Part Selection

The semiconductor devices used in the design and manufacture of military
equipment must be selected from those listed in MIL-STD-701 (See para. 39.5.2). The
following criteria are stipulated for a semiconductor's inclusion:

"* Each semiconductor device is considered by representatives of the military

services to be the best available type for current application

"* Continued availability of the devices listed is reasonably certain

"* Each semiconductor device has an approved military specification
associated with it

39.6 TAILORING

MIL-STD-701 was not written with the intent of tailoring.

39.7 CONTRACT DATA REQUIREMENTS LIST (CDRL)

There are no deliverable data items required by MIL-STD-701.
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MIL-STD-198 is a tri-service approved document used by all branches of the military
in the specification and acquisition, of quality-assured electronic systems and
equipment. The current version is revision "E" dated May 29, 1984. The preparing
activity is:

U.S. Army Laboratory Command
ATTN: SLCET-R-S
Fort Monmouth, NJ 07703-5302

This chapter is only an advisory to the use of MIL-STD-198. It does not supersede,
modify, replace or curtail any requirements of MIL-STD-198 nor should it be used in
lieu of that standard.

40.1 REFERENCE DOCUMENTS

Except for the capacitor specifications listed in Table 40-1 additional reference
documents are not applicable to MIL-STD-198.

40.2 DEFINITIONS

This paragraph is not applicable to this chapter.

40.3 APPLICABILITY

MIL-STD-198 provides a listing and characterization of standard capacitor types as
selected jointly by the three military services, Army, Navy and Air Force for use in
the design and manufacture of military equipment. It also provides detailed
guidelines for the choice and application of capacitors used in military equipment.

The purpose and use of MIL-STD-198 is three-fold:

"* To provide the equipment designer with a selection of standard
capacitors for use in most military applications

"* To control and minimize the variety of capacitors used in military
equipment in order to facilitate logistic support of equipment in the
field

"* To outline criteria pertaining to the use, choice and application of
capacitors in military equipment

The proper selection of parts is the first step in building reliable equipment. To
properly select the capacitors to be used, the user must know as much as possible
about the types from which he can choose. He must know their advantages and
disadvantages; their behavior under various environmental conditions; their
construction; and their effect on circuits and the effect of circuits on them. He
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TABLE 40-1: CROSS REFERENCE (CAPACITOR STYLE TO MIL SPECIFICATION)

Style Specification Description Class Status Replacement

CA 12889 Paper, By-Pass Non-ER I 19978

CB 10950 Mica, Button, Feed-Thru Non-ER A

CC 20 Ceramic, Encap., Temp. Comp. Non-ER PI CCR

CCR 20 Ceramic, Encap., Temp. Comp. ER A

CDRi 55681 Ceramic, Chip ER A
CE 1 62 Aluminum Electrolytic Non-ER PI 39018

CFR 55514 Plastic, Non-Herm. Sealed ER A
CG 1 23183 Vacuum or Gas, Variable Non-ER A
CHR 18312 Metallized Paper, or Plastic Non-ER I 39022

CHR 39022 Metallized Plastic, Herm. Sealed ER A

CJi 3871 Aluminum, Motor Start Non-ER C EIA RS-463
CK 11015 Ceramic, Encapsulated Non-ER PI 39014

CKR 39014 Ceramic, Encapsulated ER A
CKS 123 Ceramic, Encapsulated and Chip Hi-Rel A
CL 3965 Tantalum, Foil and Wet Slug Non-ER I 39006

CLR 1 39006 Tantalum, Foil and Wet Slug ER A
CM 5 Mica, Molded, Silvered, and RF Non-ER PI 39001

CMR 39001 Mica, Silvered ER A

CMS 87164 Mica, Silvered Hi-Rel A
CN 91 Paper, Non-Metal Cases Non-ER C 55514

CP 25 IPaper, Herm. Sealed Non-ER 1 19978
CPV 14157 Paper or Plastic, Herm. Sealed Non-ER C 19978
CQ 19978 Paper or Plastic, Herm. Sealed Non-ER I CQR

CQR 1 19978 Paper or Plastic, Herm. Sealed ER A

CRH 1 83421 Metallized Plastic, Herm. Sealed ER A
CRL 83500 Tantalum, Wet Slug Non-ER A

CS 26655 Tantalum, Solid, Herm. Sealed Non-ER C 39003
CSR 39003 Tantalum, Solid, Herm. Sealed ER A
CSS 39003 Tantalum, Solid, Herm. Sealed Hi-Rel A
CT 92 Air, Variable Non-ER A

CTM 1 27287 Plastic, Non-Metal Case Non-ER I 55514
CU 1 39018 Aluminum Electrolytic Non-ER PI CUR

CUR 39018 Aluminum Electrolytic ER A
CV 81 Ceramic, Variable Non-ER A

CWR 55365 Tantalum, Solid, Chip ER A
CX 49137 Tantalum, Solid, Non-Herm. Sealed Non-ER A
CY 1 11272 Glass Non-ER I 23269

CYR 23269 Glass ER A
CZ 11693 Metallized Paper or Plastic F.T. Non-ER I CZR

CZR 11693 Metallized Paper or Plastic F.T. ER A I
PC 14409 Piston Trimmer Non-ER A

A = Active for design
C = Canceled
I = Inactive for design
PI = Partially Inactive for design

This cross reference is for general information only; some styles are not preferred standards and
therefore not included in this standard.

Reliability Analysis Center (RAC) * 201 Mill Street e Rome, NY 13440 • (315) 337-0900



Chapter 40: MIL-STD-198E 40-3

should know what makes capacitors fail. He should also have an intimate working
knowledge of the applicable military specifications.

40.4 PHYSICAL DESCRIPTION OF MIL-STD-198

MIL-STD-198 is a voluminous document composed of thirty individual sections.
Each section deals with a specific type of capacitor e.g., Fixed, Mica, Button Style. It
describes the primary usages and construction of that type of capacitor and then
gives other technical data relative to the application of that specific type of capacitor.
The standard is approximately three hundred and fifty eight pages in length. There
are no appendices to this standard.

40.5 HOW TO USE MIL-STD-198

The standard is used as a source of design information on the availability of
capacitors of standardized construction whose electrical, mechanical and
environmental ratings are governed by MIL specifications.

Capacitors of the types widely used in electronic equipment can be grouped into one
of six basic types: namely, 1) glass and mica, 2) electrolytic, 3) paper and plastic, 4)
ceramic, 5) air, and 6) vacuum. These basic types differ from each other in size, cost,
capacitance, and general characteristics. Some are better than others for a particular
purpose; no one type has all of the best characteristics. The choice among them,
therefore, depends on the electrical requirements, both initial and long-term, the
environment in which they must exist, and numerous other factors. The designer
must realize that the summaries of the general characteristics contained in the
following table are relative, not absolute, and that all the requirements of a
particular application mt. t be taken into consideration and compared with the
advantages and disadvantages of each of the several types before a final choice is
made.

Taken from MIL-STD-198E and shown in Table 40-1 is a tabulation of military-
approved capacitor styles, their applicable MIL-C-specifications, brief description,
class, i.e.,, - garden variety (Non-ER), es'.ablished reliability (ER) and Hi-Rel, status
for new design, and replacement style, where applicable.

Use of this table will lead the design engineer to the MIL or EIA specification
governing the capacitor style approved by the military services.

Table 40-2 (also taken from MIL-STD-198) gives a thumbnail description of the
principal applications of these MIL capacitors listed by type of dielectric.

This information, when used in concert with supplementary discussions provided
in MIL-STD-198 on definition of applicable terminology, capacitor types and
recommended usage; environmental effects on characteristics and life including
temperature, pressure shock, vibration, moisture and aging; current, stability and
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TABLE 40-2: PRINCIPAL CAPACITOR APPLICATIONS
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retrace; initial tolerance, peak voltages, stray capacitances and leakage currents; size,
volume and cost, etc., provide guidance to assist the design engineer in making his
initial part selection decisions.

In addition, Table 40-3 also taken from MIL-STD-198E provides a short-form guide
for the selection of fixed and variable capacitors included in that standard. The
Table demonstrates specification designation, capacitor type, applicable MIL
specification, capacitance range available, capacitance tolerance, 2000 hour life
stability, DC rated voltage, operating temperature range, temperature coefficient,
relative size and relative cost for equivalent CV rating, and dissipation factor.

Finally, detailed application notes on the capacitors listed in Table 40-3 are provided.
Such considerations as construction, Q, capacitance drift, dimensions, mounting,
stability of variable capacitors during shock and vibration, polarity, rms ripple
current, etc. are presented. This information, when used in its totality provides the
design engineer the capability of determining which MIL specification style capacitor
procured in which configuration and possessed of which electrical, mechanical and
environmental characteristics will best fit his intended application needs.

40.6 TAILORING GUIDELINES

Tailoring is a redundant term when applied to MIL-STD-198, since the selection and
use of capacitors is what the standard is all about. MIL-STD-198 provides
information and guidance in how to select and use (i.e., tailor) capacitive devices in
a manner best suited to the equipment program's needs.

40.7 CONTRACT DATA REQUIREMENTS LIST (CDRL)

There are no data item descriptions (DIDs) required by MIL-STD-198.
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TABLE 40-3: CAPACITOR TYPES AVAILABLE BY DIELECTRIC

CAPACITANCE

DIELECTRIC APPICABLE Stability after 2,000 DC rated
SPECIFICATION Range Tolerance hours life test voltage (Volts)

"GLASS
Fixed MIL-C-23269 (ER) .5 to 10,000 pF .25 pF to 5 .5% or 0.5 pF whichever is 100, 300, & 500

greater
Variable MIL-C-14409 0.3 to 1.2 pF --- Cap. change vs. rotation: ! 125 to 1,250

thru 1 to 120 pF 10%
'MICA

Button style MIL-C-10950 5 to 2A00 pF ±1, ±2, ±5, or ±: 10 <1% or .5 pF whichever is 500
greater

MIL-C-5 47 to 27,000 pF ±1, ±2, or ±5% ±5% or 1 pF whichever is 300 to 2,500
General purpose greater

MIL-C-39001 (ER) 1 to91,000 pF .5 pF,+±1,±, oror 1%or 1 pF whichever is 50to S5
±5% greater

ELECTROLYTIC
Aluminum MIL-C-62 Ito 1,000 p.F -10, +50 ±15% 400 & 450

Tantalum (nonsolid) MIL-C-39006 (ER) .1 to 1,200 gF -15; + 30,+50,+75, <15% 6 to 450
±5% to ±20%

Tantalum (solid) MIL-C-39003 (ER) .0023 to 330 ILF ±5, ±10, or ±20% <2% 6 to 100

Aluminum oxide MIL-C-39018 (ER) .68 to 220,000 i.F -10; + 30, + 50, +75 -15% 5 to 350

Tantalum (solid) chip MIL-C-55365 (ER) .068to 100 KF ±5, ±10, or ±20% --- 3to50

,PAPER-PLASTIC
Polycarbonate MIL-C-19978 (ER) .001 to ILF ±5 or ±10% S6% 50 to 600

Ppaper & polyethylene MIL-C-19978 (ER)0 .001 to 1 ±2+, ±5, or ±10% 56% 200 to 1,000
terephthalate

Plastic or metallized plastic s5% 50to 600
MIL-C-55514 (ER) .001 to 50 j ±1, ±2, ±5, or ±10%

Polyethylene terephthalate
MIL-C-19978 (ER) .001 to 10 ,F ±2,±5, or ±10% 56% 30to 1,000

Metallized polycarbonate MIL-C-83421 (ER) .001 to 22p.F +.25, ±5, ±1, ±2, ±5, S2% 30 to 400
or ±10%

Metallized paper & 600 & 80 to 400
polyethylene terephthalate MIL-C-39002 (ER) .01 to 10 .F ±10 or ±20% .10% Vrms

'CERAMIC
Fixed, general purpose MIL-C-11015 2.2 to 15,000 pF ±10,±20 s20% 500,1,600

MIL-C-39014 (ER) 1.0 to 1,000,000 pF ±+5 pF, ±1, ±5, ±10, 520% 50 to, 1,600
or ±20

Tenp compensating MIL-C-20 (ER) 1.0 to 68,000 pF :tLI pF, ±25 pF, ±.5 ±3% or .5 pF 50 to 200
pF, ±1%, ±2%, ±5% whichever is greater
or ±1 0%

Variable MIL-C-81 1.5 to 7 thru --- --- 200 to 500
15 to 60 pF

Fixed, chip MIL-C-55681 (ER) .10 to 180,000 pF +.1 pF, ±.25 pF, ±.5 50 & 100
pF, ±1%, ±2%, ±5,

±10, or ±20%
GAS or VACUUM

Variable MIL-C-23183 5 to 750 thru 50 to --- 2&3kV

_ _, _3,000 pF

j/ Where "C" = Capacitance and 'V" = Voltage
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MIL-STD-199 is a tri-service approved document used by all branches of the military
in the specification and acquisition of quality-assured electronic systems and
equipment. The current version is revision "E" dated April 23, 1991. The preparing
activity is:

U.S Army Laboratory Command
Attn: SLCET-R-S
Fort Monmouth, NJ 07703-5302

This chapter is only an advisory to the use of MIL-STD-199. It does not supersede,
modify, replace or curtail any requirements of MIL-STD-199 nor should it be used in
lieu of that standard.

SIGNIFICANT CHANGES IN THE LATEST "E"
REVISION

Four new types of resistors are added in the "E" revision. They are MIL-R-49462,
MIL-R-49465, MIL-T-23648 and MIL-R-83530.

41.1 REFERENCE DOCUMENTS

Except for the resistor specifications listed in Figure 41-1 additional reference

documents are not applicable to MIL-STD-199.

41.2 DEFINITIONS AND ACRONYMS

This paragraph is not applicable to this chapter.

41.3 APPLICABILITY

MIL-STD-199 provides a listing and characterization of standard resistor types as
selected jointly by the three military services, Army, Navy and Air Force for use in
the design and manufacture of military equipment. It also provides detailed
guidelines for the choice and application of resistors used in military equipment.

The purpose and use of MIL-STD-199 is three-fold:

To provide the equipment designer with a selection of standard resistors
for use in most military applications
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41-2 Chapter 41: MIL-STD-199D

"* To control and minimize the variety of resistors used in military
equipment in order to facilitate logistic support of equipment in the field

"* To outline criteria pertaining to the use, choice and application of resistors
in military equipment

41.4 PHYSICAL DESCRIPTION OF MIL-STD-199

MIL-STD-199 is a very brief document consisting of only eight pages. The bulk of
the document is contained in the Appendix "General Application Information"
containing an additional two hundred and seventy pages.

The Appendix to MIL-STD-199 is composed of twenty-seven sections. Each section
deals with a specific type of resistor e.g., Fixed, Film (Insulated), Established
Reliability. It describes the primary usages and construction of the resistor and gives
other technical data relative to the application of that specific type of resistor.

41.5 HOW TO USE MIL-STD-199

The standard is used as a source of design information on the availability of resistors
of standardized construction whose electrical, mechanical and environmental
ratings are governed by MIL specifications.

Figure 41-1, which duplicates Figure 2 of MIL-STD-199E, depicts applicable military
specifications by resistor categories, i.e., fixed, variable, or adjustable; type of resistive
element (wirewound, non-wirewound, composition or film); accuracy (precision,
semi-precision); special types (networks) and established reliability (ER). A brief
statement of the principal applications of these MIL specification resistors is given
below:

a. MIL-R-19, RA, variable, wirewound (low operating temperature).
Use primarily for noncritical, low power, low frequency
applications where characteristics of wirewound resistors are more
desirable than those of composition resistors.

b. MIL-R-22, RP, variable, wirewound (power type). Use in such
applications as motor speed control, generator field control, lamp
dimming, heater and oven control, potentiometer uses, and
applications where variations of voltage and current are expected.

c. MIL-R-26, RW, fixed, wirewound (power type). Use where
large power dissipation is required and where ac performance is
relatively unimportant (i.e., when used as voltage divider or
bleeder resistors in dc power supplies, or for series dropping).
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They are generally satisfactory for use at frequencies up to 20
kilohertz (kHz) even though the ac characteristics are controlled.
Neither the wattage rating nor the rated continuous working
voltage may be exceeded.

d. MIL-R-94, RV, variable, composition. Use where initial setting
stability is not critical and long-term stability needs to be no better
than +20 percent.

e. MIL-R-122, RFP, fixed, film, established reliability. Use in circuits
requiring higher stability than provided by composition resistors
or film, insulated, resistors and where ac frequency requirements
are critical. Operation is satisfactory from dc to 100 megahertz
(MHz). Metal films are characterized by low temperature
coefficients and are usable for ambient temperatures of 125°C or
higher with small degradation. High precision, lower RTC than
MIL-R-55182.

f. MIL-R-12934, RR, variable, wirewound (precision). Use in
servo-mounting applications requiring precise electrical and
mechanical output and performance. Used in computer, antenna,
flight control, and bomber navigation systems, etc.

g. MIL-R-18546, RE, fixed, wirewound (power type, chassis
mounted). Use where greater power tolerance and relatively large
power dissipation is required for a given unit size than is
provided by MIL-R-26 resistors, and where ac performance is
noncritical (i.e., voltage divider or bleeder resistors in dc power
supplies or series-dropping circuits).

h. MIL-R-22097, RI. variable, non-wirewound (adjustment type).
Use for matching, balancing, and adjusting circuit variables in
computers, telemetering equipment, and other critical
applications.

i. MIL-R-22684, RL42, TX, fixed, film, insulated. These film
resistors have semi-precision characteristics and small sizes. The
sizes and wattage ratings are comparable to those of MIL-R-39008
and stability is between MIL-R-39008 and MIL-R-55182. Design
parameter tolerances are looser than those of MIL-R-55182 but
good stability makes them desirable in most electronic circuits.
See MIL-R-39017.
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COMPOSITON FIMW[REWOUN (ACCURATE) FWIREWOUND(PWR

MIL-R-39008 (ER) MIL.R-39005 (ER) MIL-R-26
MIL-R-18546
MIL-R-3900 (R
MIL-R-39009(R

MILR-55 182 (ER) M]L-R-22684 ML-54
MIL-R-122 (ER) MIL-R-39017 (ER)

MIL-R-49462

MIL-R- 12934 MIL-R-39023

MIL-R-27208 MIL-R-22097
MIL-R-29015 (ER) MIL-R-39035 (ER)

NON-WIREWOUND THRITR VARISTOR

MIL-R-83401 MIL-T-23648 MIL-R-83530

FIGURE 41-1: MILITARY RESISTOR SPECIFICATION CATEGORIES

Reliability Analysis Center (RAC) o 201 Mill Street * Rome, NY 13440 * (315) 337-090



Chapter 41: MIL-STD-199E 41-5

j. MIL-R-23285, RVC, variable, metal film, non-wirewound.
Use where initial setting stability is not critical and long-term
stability needs to be no better than +5 percent. RVC resistors have
low noise and long life characteristics.

k. MIL-R-27208, RT, variable, wirewound (adjustment type).
Use for matching, balancing, and adjusting circuit variables in
computers, telemetering equipment, and other critical
applications.

1. MIL-R-39002, RK, variable, wirewound, semi-precision. See
MIL-R-27208.

m. MIL-R-39005, RBR, fixed, wirewound (accurate). Use in
circuits requiring higher stability than provided by composition or
film resistors, and where ac frequency performance is not critical.
Operation is satisfactory from dc to 50kHz. Replaces MIL-R-93, RB
(wirewound (accurate)).

n. MIL-R-39007, RWR, fixed, wirewound (power type). See MIL-
R-26.

o. MIL-R-39008, RCR, fixed, composition (insulated). Use insulated
resistors for general purpose resistor applications where the initial
tolerance needs to be no closer than +5 percent and long term
stability needs to be no better than +15 percent under fully rated
operating conditions. Replaces MIL-R-11, RC (fixed, composition,
insulated).

p. MIL-R-39009, RER, fixed, wirewound (power type, chassis
mounted). Use where power tolerance and relatively large power
dissipation required for a given unit size is greater than is
provided by MIL-R-39007 resistors, and where ac performance is
noncritical (i.e., voltage divider or bleeder resistors in dc power
supplies or series-dropping circuits).

q. MIL-R-39015. RTR, variable. wirewound (lead screw actuated).
See MIL-R-27208.

r. MIL-R-39017, RLR, fixed, film (insulated). These film resistors
have semi-precision characteristics and small sizes. The sizes and
wattage ratings are comparable to those of MIL-R-39008 and
stability is between MIL-R-39008 and MIL-R-55182. Design
parameter tolerances are looser than those of MIL-R-55182 but
good stability makes them desirable in most electronic circuits.
Replaces MIL-R-22684, RL (fixed film (insulated)).
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s. MIL-R-39023, RO, variable, non-wirewound (precision). Use
in servo-mounting applications requiring precise electrical and
mechanical output and performance. Used in computer, antenna,
flight control, and bomber navigation systems, etc.

t. MIL-R-39035, RJR, variable, non-wirewound (adjustment type).
See MIL-R-22097.

u. MIL-R-49462, RHV, fixed, film, high voltage. These resistors are
intended for use in electronic circuits where high voltages and high
resistance values are used.

v. MIL-R-49465, RLV, fixed, metal element (power type). These resistors
are for use where power type, very low resistance values are required.
Values are for .1 ohm and below. These resistors are primarily for
use in electrical, electronic, and communcations types equipment.

w. MIL-R-55182, RNR, fixed film (high stability). Use in circuits
requiring higher stability than provided by composition resistors
or film, insulated, resistors and where ac frequency requirements
are critical. Operation is satisfactory from dc to 100 megahertz
(MHz). Metal films are characterized by low temperature
coefficients and are usable for ambient temperatures of 1251C or
higher with small degradation. Replaces MIL-R-10509, RN (fixed,
film (high stability)).

x. MIL-R-55342, RM, chip, fixed, film. These chip resistors are
primarily intended for incorporation into hybrid microelectronic
circuits. They are designed for use in critical circuitry where
stability, long life, reliable operation, and accuracy are of prime
importance.

y. MIL-R-83401, RZ, network. fixed, film. These networks are
designed for use in critical circuitry where stability, long life,
reliable operation, and accuracy are of prime importance. They are
particulary desirable for use where miniaturization is important
and ease of assembly is desired. They are useful where a number
of resistors of the same resistance value are required in the circuit.

z. MIL-T-23648, thermistor (thermally sensitive resistor) insulated. These
resistors exhibit a rapid change in resistance for a relative small
temperature change. These resistors are used to measure temperature
or to compensate for changes in temperature.
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aa. MIL-R-83530, RVS, voltage sensitive resistor, (varistor). These devices
function as a nonlinear variable impedance dependent on voltage.
They are designed to protect a circuit from a surge in voltage.

This information, when coupled with supplementary discussions provided in MIL-
STD-199 on stress mounting, circuit packaging, standard resistance values, power
rating, self-generated heat, "Johnson" noise, high frequency "Boella" effect, power
rating, rating vs life, rating under pulsed conditions, high frequency operation,
mechanical design effects, terminations, effect of soldering, method of mounting,
resistor body insulation or coating, resistor heating, etc., provide guidance to assist
the design engineer in making his initial part selection decisions.

In addition, Tables 1 through 3 of MIL-STD-199E provide a short-form guide for the
selection of fixed and variable resistors included in that standard. The tables
delineate specification designation, resistor type, resistor styles available, power and
maximum voltage ratings, resistance tolerance, ohmic range, operating temperature
range, resistance temperature coefficient, maximum body size and configuration.

Finally, detailed application notes on the resistors covered by the resistor
specifications listed above is provided. Such considerations as construction,
derating, preferred resistance values, linear and non-linear tapers, shelf-life
characteristics, shaft and mounting styles, and supplementary insulation, as
applicable, are presented.

This information, when used in its totality, provides the design engineer with the
capability of determining which MIL specification style resistor procured in which
configuration and with which electrical, mechanical and environmental
characteristics will best fit his intended application needs.

41.6 TAILORING GUIDELINES

Tailoring is a redundant term when applied to MIL-STD-199, since the selection and
use of resistors is what the standard is all about. MIL-STD-199 provides information
and guidance on how to select and use (i.e., tailor) resistive devices in a manner best
suited to the equipment program's needs.

41.7 CONTRACT DATA REQUIREMENTS LIST (CDRL)

No Deliverable Data Items are required by MIL-STD-199.
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MIL-STD-790 is a tri-service-approved document used by all branches of the military
in the specification and acquisition of quality-assured electronic equipment. The
current version is the "E" revision dated December 15, 1989. The preparing activity
is:

Defense Electronics Supply Center
Attn: DESC-ES
1507 Wilmington Pike
Dayton, OH 45444-5376

This chapter is only an advisory to the use of MIL-STD-790. It does not supersede,
modify, replace or curtail any requirements of MIL-STD-790 nor should it be used in
lieu of that standard.

SIGNIFICANT CHANGES IN THE CURRENT
"E" VERSION INCLUDE:

The requirement to incorporate Statistical Process Control in the
manufacturing processes and a specific new appendix addressing the
needs of Class S, space level, components.

42.1 REFERENCE DOCUMENTS

The following related documents impact and further define this task:

"* FED-STD-209 Clean Room and Work Station Requirements,
Controlled Environment

"* MIL-STD-721 Definitions of Terms for Reliability and

Maintainability

"* MIL-STD-456652 Calibration Systems Requirements

"* ANSI/EIA 557 Statistical Process Control Systems

42.2 DEFINITIONS AND ACRONYMS

The meanings of some terms used with respect to part reliability are unique to the
field and thus may be unfamiliar to the reader. Therefore, the following terms are
defined here to clarify their meanings as used in MIL-STD-790.
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Assembly Plant - A plant established by a manufacturer or operated by a distributor
authorized by the manufacturer to perform specified functions pertaining to the
manufacturer's identified qualified products in accordance with specified assembly
procedures, test methods, processes, controls, and storage, handling, and packaging
techniques.

Defect Analysis - The process of examining technical or management (nontechnical)
data, manufacturing techniques, processes, or materials to determine the cause of
variations of electrical, mechanical, or physical characteristics outside the
limitations established at any manufacturing checkpoint.

Distributor, Category A - An organization contractually authorized by a
manufacturer to store, repackage, and distribute completely finished parts. These
parts shall have been inspected by the manufacturer to all of the requirements of the
ER specification.

Distributor, Category B - An organization contractually authorized by a
manufacturer to perform one or more final operations on uncompleted parts.
These parts shall have been inspected by the manufacturer to all of the requirements
of the ER specification prior to shipment to the distributor.

Distributor, Category C - An organization contractually authorized by a
manufacturer to perform one or more assembly operations on uncompleted parts
which shall be inspected by the distributor to all the requirements of the ER
specification. Category C distributors shall be considered as an assembly plant of the
manufacturer and shall be treated as such on the QPL.

Electronic Parts - Basic circuit elements which cannot be disassembled and still
perform their intended function, such as capacitors, connectors, filters, resistors,
switches, relays, transformers, crystals, electron tubes, and semiconductor devices.

Established Reliability - A quantitative maximum failure rate demonstrated under
controlled test conditions specified in a military specification and usually expressed
as percent failures per thousand hours of test.

Failure Activating Cause - The stresses or forces, thermal, electrical shock, vibration,
etc., which induce or activate a failure mechanism.

Failure Analysis - The process of examining electronic parts to determine the cause
of variations of performance characteristics outside of previously established limits
with the end result that failure modes, failure mechanisms and failure activating
causes will be identified.

Failure Mechanism - The process of degradation or chain of event which results in a
particular failure mode.
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Failure Mode - The abnormality of an electronic part performance which causes the
part to be classified as failed.

Inspection Lot - A group of electronic parts offered for inspection at one time and in

combinations authorized by the applicable ER specification.

Manufacturer - The actual producer of electronic parts.

Production Lot - A group of electronic parts manufactured during the same period
from the same basic raw materials processed under the same specifications and
procedures, produced with the same equipment, and identified by the
documentation defined in the manufacturer's reliability assurance program
through all significant manufacturing operations, including final assembly
operations. Final assembly operations shall be considered the last major assembly
operations such as casing, hermetic sealing, or lead attachment rather than painting
or marking.

Qualification - The entire procedure by which electronic parts are examined and
tested to obtain and maintain approval at specified failure rate levels, and then
identified on the qualified products lists.

Qualifying Activity - The military preparing activity or its government agent
delegated to administer the qualification program.

Reliability Assurance - The management and technical integration of the reliability
activities essential in maintaining reliability achievements, including design,
production and product assurance.

Quality Assurance - Activities used to establish a degree of certainty that the quality
function was performed adequately.

Quality Control Operations - The regulatory processes during manufacture through
which actual quality performance is measured and compared with standards and the
difference is acted upon.

Subassembly Manufacturer - A manufacturing facility, owned by the manufacturer
qualifying a product and authorized, by both him and the qualifying activity, to
perform manufacturing steps in accordance with processing procedures contained in
the program plan.

42.3 APPLICABILITY

MIL-STD-790 establishes guidelines to assure the uniform evaluation of electronic
part manufacturers' reliability assurance programs. Of particular concern are: a)
adequate production and test facilities, and b) sound procedures for process control.
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The standard is intended for direct reference in electronic parts established reliability
(ER) specifications. It establishes the criteria for electronic parts reliability assurance
programs which are to be met by manufacturers qualifying electronic parts to the ER
specifications. It also provides the qualifying activity with the means to evaluate,
accept, and monitor the reliability assurance program as a requisite for electronic
part qualification approval.

42.4 PHYSICAL DESCRIPTION OF MIL-STD-790

MIL-STD-790 is a relatively simple document containing only sixteen pages. There
are also two appendixes: Appendix A, "Self-Audit Requirements," and Appendix B,
"Procedures for the Product and Quality Audit for Class S Space Level
Components," containing an additional nine pages.

42.5 HOW TO USE MIL-STD-790

The reliability assurance program as outlined in MIL-STD-790 integrates all design,
planning, manufacturing, inspection, and test functions related to the manufacture
and distribution of electronic ER parts. It addresses the concerns of both the
electronic part manufacturer and any associated part distributors.

Basic elements of the electronic part reliability assurance program as outlined in
MIL-STD-790 include:

"* An detailed program plan approved by the qualifying activity

"* Prerequisite documentation requirements for qualification

"* Program implementation details including:

a. Training

b. Calibration

c. Proprietary processes and procedures

d. Failure and defect analysis programs

e. Corrective plan-of-action

f. Clean rooms

g. Description of production processes and controls

h. Acquisition and production control documentation
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i. Process control

j. Inspection of incoming materials and work in-process

k. Handling and packaging procedures

1. Materials

m. Product traceability

n. Controlled storage area

o. Quality control and quality assurance operations

p. Manufacturing flow chart

q. Manufacturer's internal audit activities

r. Sub-assembly manufacturer

s. Production line audits

* Self-Audit Program (Appendix A)

Appendix A is a mandatory part of the standard intended to assure continued
conformance to the requirements of MIL-790. It contains a detailed self- audit
checklist as shown in Table 42-1.

Definitive audit criteria will help to assure that critical processes are held
within established limits at specified critical points and that this is
continuously maintained during production. A sample of a typical process
flow chart taken from MIL-STD-790 is shown in Figure 42-1.

42.6 TAILORING GUIDELINES

The requirements of MIL-STD-790 must be tailored to the type of part and the
peculiarities of the manufacturer's over-all method of operation. However, as a
minimum, compliance with Section 5, "Detailed Requirements" and Appendix A,
"Self-Audit" is necessary.

42.7 CONTRACT DATA REQUIREMENTS LIST (CDRL)

There are no data item descriptions associated with MIL-STD-790.
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TABLE 42-1: MIL-STD-790 AUDIT REQUIREMENTS CHECKLIST

Requirements Satisfactory Unsatisfactory Comments
a. Diagram of organizational structure
b. Manufacturing flow chart contains: XX XX

(1) Every process performed
(2) Every quality control station
(3) Internal document control number pertaining

to each __
c. Maintain document control system
d. Incoming inspection: XX XX

(1) Segregation conforming and nonconforming
material

(2) Traceability

(3) Adherence to material specifications
e. Travellers: XX XX

(1) Contains all steps of manufacturing process
(2) Being filled out and signed off
(3) Time in and time out must be on each traveller

when tests require it
f. Logs on voltage and temperture checks in

ovens and chambers
g. Voltages and temperatures checked at least once

a week on life test I
h. Overvoltage and thermal runaway protectors
i. Environmental control
j. Operating instructions: XX XX

(1) Operators must use controlled document for
procedures

(2) No informal instructions

k. Review process control records
1. Records must show actions to be taken during out-

of-control conditions _

m. Failure and defect analysis programs: XX XX
(1) Must have documented program
(2) Written report submitted every six months
(3) Submit corrective action evaluation _

n. Check that operators are following controlled
documents _

o. Distributors are being controlled _

p. Calibration system checked _

* q. Cross-reference requirement paragraph onto
I internal control document

r. Ability to perform required tests _

s. Training: XX XX 1
(1) Training program for production personnel
"(2) Training records maintained _

S t. All original entries readable and initiated when
changed __

Su. Optical requirements when applicable
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Q P CERAMIC 2 CHIP STORES
SLURRY SUBGROUP 1: N

CERAMIC DIELECTRIC MILLING VOLTAGE COND QUALITY FACTOR
POWDERS ADDITIVE * P 100% (WHEN SPECIFIED)
CHEMICALS CERAMIC SLIP .65 AQL

PREPARATION DWV DWV @ 25°C
100% 1% AQL

P• 7.6 LQ
BLINDERS BINDER

SOLVENTS PREP CERAMIC SLIP IR 125.C GROUP B:
G.65AQL Q SOLDERABILITY

SCRENS 48 LQVOLTAGE TEMPERATURE
100% LIMITS

METAL ,pP LAMINATION DP
BINDERS INK100%
SOLVENTS PREPARATION BAKUT IR MARKING

** 100%

QC PREPACK
** BARRIER INSPECTION

P PLATING
CORNER 8% PDA

P ROUNDING Q QC DISP

TERMINATION P SOLDER Q GROUP C: *
COATING END SAMPLES

PASTEP p TERMINATION [ ]PACKAGING TO

SUBGROUP2 MIL-C-39028

PREPARATION Q VISUAL Q QC FINAL INSPECTION
1% AQL

QC QC INSPECTION p SHIPPING
DISPOSITION NO YES 17.6 LQ

2 CHIP STORES

RQ QUALITY CONTROL INSPECTION

RP PRODUCTION INSPECTION

O PRODUCTION

S7STORAGE
INSPECT OR MFG SPECIFICATION

NOTES:
1. Specification revisions and dates must be current at the time of audit. This information need not

be placed on the flow chart. However, this information must be made available to the
verification team during the audit.

2. This flow chart is not complete and is used as an example to show the type of information which
shall be included. Different symbols can be utilized if defined.

FIGURE 42-1: TYPICAL PROCESS FLOW CHART
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MIL-STD-965 is a tri-service approved document used by all branches of the military
in the specification and acquisition, of quality-assured electronic systems and
equipment. The current version is the "A" revision dated December 13, 1985. The
preparing activity is:

Headquarters Air Force Systems Command
ATTN: ENSP
Andrews AFB, MD 20334-5000

This chapter is only an advisory to the use of MIL-STD-965. It does not supersede,
modify, replace or curtail any requirements of MIL-STD-965 nor should it be used in
lieu of that standard.

43.1 REFERENCE DOCUMENTS

The following related document also impacts this task:

* MIL-STD-143 Order of Precedence for the Selection of Standards
and Specifications

43.2 DEFINITIONS

The meanings of some terms and acronyms are unique to this standard and are
therefore included to clarify their meanings as used in MIL-STD-965.

Military Parts Control Advisory Group (MPCAG) - A Department of Defense
organization which provides advice to the military departments and military
contractors on the selection of parts in assigned commodity classes, and collects data
on nonstandard parts for developing or updating military specifications and
standards.

Program Parts Selection List (PPSL) - A list of all parts approved for design selection
in a specific contract.

Standard Part - A part covered by contractually-required general equipment
specifications, or as otherwise stated in the contract.

General Application Part - A part approved for listing on the PPSL without a
restriction on its use.

Limited Application Part - A part approved for listing on a PPSL with a restriction
on its use.

Nonstandard Part - Any part which does not meet the definition of a standard part.
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Parts Control Board (PCB) - A formal organization established by contract to assist
the prime contractor in controlling the selection and documentation of parts used in
equipment, systems or subsystems designs.

Off-the-shelf equipment - An item which has been developed and produced, to
military or commercial standards and specifications, is readily available for delivery
from an industrial source, and may be procured without change to satisfy a military
requirement.

43.3 APPLICABILITY

This standard provides guidelines and requirements for parts control and is
applicable to new design as well as to the modification of existing design. It may also
be used, with care, in exploratory development programs.

The standard establishes two procedures covering the submission, review, and
approval of Program Parts Selection Lists and changes thereto. Procedure I is
applicable to those contracts that do not require a Parts Control Board while
Procedure II is applicable to contracts that include a Parts Control Board. Both
procedures contain provisions for processing of requests for approval to use parts
both within, and external to, the Military Parts Control Advisory Group assigned
commodity classes.

The objective of this task is to achieve life cycle cost savings and cost avoidances by:
1) assisting equipment or system managers and their contractors in the selection of
parts commensurate with contractual requirements, 2) minimizing the variety of
parts used in new design, 3) enhancing interchangeability, reliability, and
maintainability of military equipments and supplies, and 4) conserving resources.

43.4 PHYSICAL DESCRIPTION OF MIL-STD-965

MIL-STD-965 is a relatively simple document containing only twenty-five pages.
There is also an additional six page appendix dealing with tailoring of the
specification requirpmpnts.

43.5 HOW TO USE MIL-STD-965

The contracting activity may use MIL-STD-965 to establish parts control
requirements; the contractor may use MIL-STD-965, Method I to achieve the parts
control required by the contracting activity.

MIL-STD-965 addresses three different subtasks. The first subtask is that of the
generation of a Program Parts Selection List (PPSL). A sample format for the PPSL is
shown in Figure 43-1 (taken from MIL-STD-965). This list defines, for the design
engineer, those parts from which he can select for use in his design. The second task
is that of processing the requests for approval for the use of specific parts in the
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design (both those on the PPSL and those not on the PPSL). The third task is that of
the identification of those parts that are recognized as "critical" to the program.

SECTION I - GENERAL APPLICATION PARTS
SUBSECTION A - MECHANICAL

CONTRACT No. F12345-84-C-1234 FSC ABCD
(Verbal description of items covered in this section)

Index Description Document no. FSCM Part number FSCM Remarks Use
no. code

1/
IA0001B Adptr, al al, 2A156 9999 2A156-4-4 99999

.250 fern pipe 62742-12 12346
thd to .250
male fId

0002 Adptr, tube to MIL-A-38726 96906 MS27404-8D 96906 Critical part, long
hose, lp nose, lead time
part of AN6270
1/2 tube size

SECTION I - GENERAL APPLICATION PARTS
SUBSECTION B - ELECTRICAL AND ELECTRONIC

, CONTRACT NO: F12345-84-C-1234 FSC 5910
CAPACITORS, TANTALUM

Index Description Document no. FSCM Part number FSCM Remarks Use
no. code

10006 Cap, ta, sld, MIL-C-39003/1 81349 M39003/01-**** 81349 Failure rate level
22 - 330 giF, S, QPL available,
6 - 100 V dc, critical part,
CSR-13 reverse voltage

10007A Cap, ta, sld MIL-C-39003/2 81349 M39003/02-**** 81349 Failure rate level,
0.47 - 18 gF S, QPL available
CSR-09

iAO010 Cap, ta, foil 92A643 99999 92A643-1-2 99999 Critical part, high
S4- 500 gF 130J46-3 12345 cost and long lead

15 - 150 V dc 439X-72J20 23456 time

1/ Alpha prefix may be used to denote subcontractor, subsystem, board, etc. Alpha suffix should be
used to denote resubmissions for reconsideration, document changes, etc.

FIGURE 43-1: SAMPLE FORMAT FOR PROGRAM PARTS SELECTION LIST (PPSL)
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SECTION II - LIMITED APPLICATION PARTS
SUBSECTION A - MECHANICAL

CONTRACT No. F12345-84-C-1234 FSC 1234
i (Description of items covered in this section: example - Bearing, Ball End)

Index Description Document no. FSCM Part number FSCM Remarks Use
no. code

IA0101 Bearing, Ball XYZM140 998765 XYZM140-1 98765 Use restricted to
End, Prcn, XYZ Co. only
Self-Align,
.250 Bore

B0102 Bearing, Ball XYZM240 98765 XYZM240-1 98765 This application
End, Prcn, only
.50 Bore

.B0103 Bearing, Ball XYZM240 98765 XYZM240-2 98765 Restricted to this
End, Prcn, application only;
.575 Bore see same index no.

in Section I for
standard part

SECTION II - LIMITED APPLICATION PARTS
SUBSECTION B - ELECTRICAL AND ELECTRONIC

CONTRACT NO: F12345-84-C-1234 FSC 5910

F CAPACITORS, Fixed Plastic

1 Index Description Document no FSCM Part number FSCM Remarks Use

'no.

0101 Cap, fixed 717057 05869 717057-1 05869 Limited to ground
plastic MM104PJ2 54795 applications only

R54F104J2

FSC 5962
:" Microcircuits, Amplifiers

B0209 MCKT, OP AMP LM111 12040 This contract only; I
for production use
M38510/10304BXX

1/ The design of the equipment system shall emcompass the parameters of the approved part listed
in Section 1.

FIGURE 43-1: SAMPLE FORMAT FOR PROGRAM PARTS
SELECTION LIST (PPSL) (CONT'D)
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Figure 43-2 (taken from MIL-STD-965) is one example of the selection of parts for the
PPSL. As can be seen from this figure a key element in the generation of the PPSL is
the use of MIL-STD-143, "Order of Precedence for the Selection of Standards and
Specifications."

Once the PPSL has been established the contractor is responsible for ensuring
compliance with the PPSL, both by himself and by any applicable subcontractors, i.e.,
that only those parts approved for listing on the PPSL are used in the design, and
that all equipment, system, or subsystem drawings specify the parts approvecd for
listing on the PPSL.

The contractor may be required to prepare proper part documentation where
necessary. This may be in the form of a draft of a military specification, a military
specification exception, or a control drawing when such is requested by the
procuring activity. The contractor may also be required to submit test data and/or
other evidence to the procuring activity that a specific part complies with the
requirements of the applicable part documentation.

Critical parts identification in MIL-STD-965 is based upon technical risks, high costs
or procurement lead time.

43.6 TAILORING GUIDELINES

A single parts control program cannot be mandated for all procurements. MIL-
STD-965 should not be contractually invoked without detailed tailoring of the
requirements. Details for tailoring the requirements are found in the appendix to
the standard.

43.6.1 WHEN AND HOW TO TAILOR

The choice between Procedure I and Procedure II is the primary way of tailoring the
requirements of MIL-STD-965. Procedure I is applicable to the majority of contracts.
Procedure II may be used when there is an aggregation of contractors/subcontractors.

43.7 CONTRACT DATA REQUIREMENTS LIST (CDRL)

The following data item descriptions (DIDs) are associated with Parts Control in
accordance with the requirements of MIL-STD-965.

DI-MISC-80526 Parts Control Program Plan

DI-E-7029 Military Detail Specifications and Specification Sheets

DI-MISC-81058 Nonstandard Parts Test Data Report

DI-MISC-80071 Part Approval Requests
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DI-MISC-80072 Program Parts Selection List (PPSL)

Uz

< 0

U.'

•o u

FIGURE 43-2: EXAMPLE FOR SELECTION OF PARTS FOR PROGRAM

PARTS SELECTION LIST (PPSL)
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MIL-STD-1556 is a tri-service approved document used by all branches of the
military and NASA in the specification and acquisition of quality-assured systems
and equipments. The current version is the "B" revision dated February 24, 1986.
The preparing activity is:

Naval Ordnance Station
Standardization Branch (Code 3730)
Indian Head, MD 20640-5000

This chapter is only an advisory to the use of MIL-STD-1556. It does not supersede,
modify, replace or curtail any requirements of MIL-STD-1556 nor should it be used
in lieu of that standard.

44.1 REFERENCE DOCUMENTS

The following related document also impacts and further defines this task:

MIL-STD-785 Reliability Program for Systems and Equipment
Development and Production (and specifically the
following task therein)

Task 207 Parts Program

44.2 DEFINITIONS AND ACRONYMS

This paragraph is not applicable to this chapter.

44.3 APPLICABILITY

GIDEP is a cooperative data interchange among Government and Industry
participants seeking to reduce or eliminate expenditures of time and money by
making maximum use of existing knowledge. GIDEP provides a means to exchange
certain types of data essential during the life cycle of systems and equipment.

GIDEP was established to minimize testing of parts and materials through the
interchange of environmental test data and technical information among
contractors and Government agencies involved in design, development, and
fabrication of Government-funded equipment. Information contained within the
GIDEP storage and retrieval system includes environmental test reports and
procedures, reliability specifications, failure analysis data, failure rate data,
calibration procedures, and other technical information related to the application,
reliability, quality assurance, and testing of parts and related materials.
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44.4 PHYSICAL DESCRIPTION OF MIL-STD-1556

MIL-STD-1556 is a relatively simple document containing only sixteen pages. There
are also two appendices (A and B), the first containing more detailed GIDEP
Information and the second dealing with tailoring of the specification requirements.
The two appendices comprise an additional ten pages.

44.5 HOW TO USE MIL-STD-1556

MIL-STD-1556 establishes the requirements for contractor participation in the GIDEP
program. It presents the responsibilities of GIDEP participants and also outlines the
types of services and data available from GIDEP.

Each GIDEP participant submits data into the program and has free access to the
entire contents of the program. Any Government or industry participant may
voluntarily submit test reports, calibration procedures, failure rate/mode data,
failure experience data and related technical information to GIDEP.

There are two levels of participation in GIDEP. A full participant is expected to
maintain within his organization a microfilmed data bank which is immediately
available for use by all elements of the organization. A partial participant does not
maintain a data bank at his facility but may request needed data from GIDEP.

To enable immediate data access, all information is computer-indexed and recorded
on microfilm. Indices of specific data retrievable from the microfilm cartridges are
available in various formats depending upon anticipated usage. Data searches and
other assistance in use of the program is also available by contacting the GIDEP
operations center.

Direct computer access to (GIDEP) information may also be authorized to
participants with properly-equipped remote terminal facilities. Remote terminal
equipment requirements are: teletype compatibility, ASCII Character Set, half-
duplex or batch mode, 300 or 1200 bawd, and even parity.

Unclassified and non-proprietary test reports and other technical information
generated by a participant are submitted to the GIDEP operations center. This
information is reviewed for program applicability, indexed for computer retrieval,
processed for microfilming, and then automatically distributed to all contractors and
Government agencies participating in GIDEP.

A GIDEP participant may have access to any of four major data interchanges
described as follows:

Engineering Data Interchange (EDI) - EDI contains engineering
evaluation and qualification test reports, nonstandard parts
justification data, parts and materials specifications, manufacturing
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processes and other related engineering data on parts, components,
materials and processes. This data interchange also includes a section
on specific engineering methodology and techniques, air and water
pollution reports, alternate energy sources and other diverse subjects.

"Failure Experience Data Interchange (FEDI) - FEDI contains objective
information generated when significant problems are identified on
parts, component materials, equipment, processes or safety conditions.
This data interchange includes ALERT and SAFE-ALERT data, failure
analysis and problem information, and the diminishing
manufacturing sources and material shortages data required by DOD
Directive 4005.16.

" Reliability-Maintainability Data Interchange (RMDI) - RMDI contains
failure rate/mode and replacement rate data on parts, component
assemblies, subsystems and materials based on field performance
information and reliability test of equipment, subsystems and systems.
This data interchange also contains reports on theories, methods,
techniques and procedures related to reliability and maintainability
practices.

" Metrology Data Interchange (MDI) - MDI contains metrology related
engineering data on test systems, calibration systems, measurement
technology and testing equipment calibration procedures. GIDEP has
also been designated as a data repository for the National Bureau of
Standards (NBS) data.

A summary of the types of data to be found in each of the data interchanges together
with suggestions as to those using disciplines which might benefit most from
specific types of data, can be found in Table 44-1 (taken from MIL-STD-1556).

In addition to the data interchanges, three special services are provided within
GIDEP: ALERT, Urgent Data Request (UDR) and Metrology Information Service
(MIS). The ALERT system provides the participant with identification and
notification of actual or potential problems on parts, components, materials,
manufacturing processes, test equipment, or safety conditions.

The UDR system permits any participant with a technical problem to rapidly query
the scientific and engineering expertise of all participating organizations.

The MIS provides rapid response to GIDEP participants on queries related to test
equipment and measurement services.

Data from the GIDEP may be used during planning and performance of the contract
in the areas of research, engineering, design development, testing, production,
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logistics support, and maintenance, to avoid duplication of effort and unnecessary

expenditures of resources.

TABLE 44-1: GIDEP UTILIZATION

Types of Data Data Interchanges Using Disciplines

Technical Reports EDI Research, Engineering,

Research Design, Production

Engineering Consulting, Industrial

Production Engineering

Methodology

Energy Data EDI Energy Research,

Solar Development, Design

Coal Production, Nuclear

Nuclear Consulting

Petroleum
Wind
Hydroelectric
Geotherm

Quality Data ED! Engineering, Quality

Test Data, QA Plans, Specifications, FEDI Assurance, Purchasing

Storage Life Data, Test Engineers,

First Article Tests, Industrial Engineers

Failure Analysis Data

Test and Evaluation EDI Test Engineers, Quality

Qualification Tests, RMDI Assurance, Reliability,

Development Tests, Maintainability,
Production Test Methods, Product Engineers,

Evaluation Tests, Demonstration Tests, Human Engineering,

Test plans, Part Justification Tests Industrial Engineering,
Components Engineering

Nonstandard Parts Justification EDI Design, Quality
Assurance, Printed Cir-
cuit Boards, Comp-
onents Reliability,
Purchasing, Engineering
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TABLE 44-1: GIDEP UTILIZATION (CONTD)

Types of Data Data Interchanges Using Disciplines

Calibration Procedures MDI Calibration Technicians
Measurements Technology Industrial, Test and
Precision Measurement Maintenance Engineers,

Metrologists

Maintenance Manual MDI Test, Logistics
Test Equipment Engineering, Maintenance

and Calibration Technicians

Failure Experience Data FEDI All Disciplines
ALERTs, SAFE-ALERTs,
Problem Information,
Failure Analysis, Diminishing
Manufacturing Resources
and Material Shortages Information

Failure Rate/Failure Mode RMDI Reliability, Maintainability,
Environmental Logistics, and Maintenance
Stress

Reliability/ Maintainability RMDI Reliablity, Maintainability
Plans, Specifications, Models, EDI Logistics Engineers
Statistics, Prediction Techniques

Computers EDI Engineers, Programmers,
Hardware, Peripherals, RMDI Systems Analysis, Test
Storage Devices, MDI Programmers
Software

44./ TAILORING GUIDELINES

44.6.1 When and How to Tailor

The primary tailoring decision relative to MIL-STD-1556 is that of either "Full" or of
"Partial" GIDEP participation.

A secondary tailoring decision may well be that of which (one or more) of the four
Data Interchanges should be utilized. This decision will probably give different
answers in different phases of the life cycle of the program. Appendix B of MIL-
STD-1556 gives specific guidance in the tailoring of applicable GIDEP participation
requirements.
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44.7 CONTRACT DATA REQUIREMENTS LIST (CDRL)

The following data item descriptions (DID) are associated with GIDEP participation
in accordance with the requirements of MIL-STD-1556.

DI-QCIC-80127 GIDEP Annual Progress Report

DI-QCIC-80125 ALERT /SAFE-ALERT

DI-QCIC-80126 Response to an ALERT/ SAFE-ALERT
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MIL-STD-202 is a tri-service-approved document used by all branches of the military
in the specification and acquisition of quality-assured systems and equipment. The
current version is revision "F" and Notice 8 thereto, dated 11 April, 1986. The
preparing activity is:

U.S. Army Laboratory Command
ATTN: SLCET-R-S
Ft. Monmouth, NJ 07703-5302

This chapter is only an advisory to the use of MIL-STD-202. It does not supersede,
modify, replace or curtail any requirements of MIL-STD-202, nor should it be used in
lieu of that standard.

45.1 REFERENCE DOCUMENTS

There are no reference documents addressed in MIL-STD-202.

45.2 DEFINITIONS

This paragraph is not applicable to this chapter.

45.3 APPLICABILITY

MIL-STD-202 establishes uniform methods for testing electronic and electrical
component parts, including basic environmental tests to determine resistance to
deleterious effects of natural elements and conditions surrounding military
operations, and physical and electrical tests. For the purpose of this standard, the
term "component parts" includes such items as capacitors, resistors, switches, relays,
transformers, and jacks. This standard is intended to apply only to small parts, such
as transformers and inductors, weighing up to 300 pounds or having a root mean
square test voltage up to 50,000 volts unless otherwise specifically invoked. The test
methods described therein have been prepared to serve several purposes:

a. To specify suitable conditions obtainable in the laboratory which
give test results equivalent to the actual service conditions existing
in the field, and to obtain reproducibility of the results of tests. The
tests described are not to be interpreted as an exact and conclusive
representation of actual service operation in any one geographic
location, since it is known that the only true test for operation in a
specific location is an actual service test at that point.

b. To describe in one standard (1) all of the test methods of a similar
character which now appear in the various joint or single-service
electrical component part specifications, (2) those newly developed
test methods which are feasible for use in several specifications, and
(3) the recognized extreme environments, particularly
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temperatures, barometric pressures, etc., at which component parts
will be tested under some presently-standardized testing procedures.
By so consolidating, these methods may be kept uniform and thus
result in conservation of equipment, man-hours, and testing
facilities. In achieving these objectives, it is necessary to make each
of the general tests adaptable to a broad range of electrical and
electronic parts.

c. The test methods described in MIL-STD-202 for the environmental,
physical and electrical testing of devices shall also apply, when
appropriate, to parts not covered by an approved military
specification, military sheet form standard, specification sheet, or
drawing.

45.3.1 Structure of MIL-STD-202

MIL-STD-202 is structured into three classes: Test methods numbered 100 to 199
inclusive, address environmental tests; those numbered 200 to 299 inclusive,
address physical characteristic tests; those numbered 300 to 399 inclusive, address
electrical characteristic tests.

A complete list of MIL-STD-202 (Revision F, Notice 10) test methods, current as of
June 8, 1990 is given in Table 45-1 below:

TABLE 45-1: MIL-STD-202 TEST METHODS

Method No. Environmental Tests

101D Salt Spray (corrosion)

102A (Canceled)

103B Humidity (steady state)

104A Immersion

105C Barometric Pressure (reduced)

106F Moisture Resistance

107G Thermal Shock

108A Life (at elevated ambient temperature)

109B Explosion
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TABLE 45-1: MIL-STD-202 TEST METHODS (CONT'D)

Method No. Environmental Tests (cont'd)

110A Sand and Dust

111A Flammability (external flame)

112E Seal

Physical-Characteristics Tests

201A Vibration

202D Shock (specimens weighing not more than 4
pounds)
(Superseded by method 213.)

203B Random Drop

204D Vibration, High Frequency

205E Shock, Medium Impact (Superseded by method
213.)

206 Life (rotational)

207A High-impact Shock

208F Solderability

209 Radiographic Inspection

210B Resistance to Soldering Heat

211A Terminal Strength

212A Acceleration

213B Shock (specific pulse)

214A Random Vibration

215G Resistance to Solvents

216 (Canceled)
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TABLE 45-1: MIL-STD-202 TEST METHODS (CONTD)

Method No. Physicial-Characteristics Tests (Cont'd)

217 Particle Impact Noise Detection (PIND)

Electrical-Characteristics Tests

301 Dielectric Withstanding Voltage

302 Insulation Resistance

303 DC Resistance

304 Resistance-temperature Characteristic

305 Capacitance

306 Quality Factor (Q)

307 Contact Resistance

308 Current-noise Test for Fixed Resistors

309 Voltage Coefficient of Resistance Determination
Procedure

310 Contact-chatter Monitoring

311 Life, Low Level Switching

312 Intermediate Current Switching

45.4 PHYSICAL DESCRIPTION OF MIL-STD-202

MIL-STD-202 is a substantial document composed of forty-one different detailed
"Test Methods." It contains approximately two hundred pages. There are no
appendices to this standard.

45.5 HOW TO USE MIL-STD-202

The requirements which must be met by the component parts subjected to the test
methods described in MIL-STD-202 are specified in the individual specifications, as
applicable, and the tests shall be applied as specified therein. When MIL-STD-202
conflicts with the individual specification, the latter shall govern.
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The following table, Table 45-2, is presented as a suggested sequence of tests. The
philosophy is that parts ideally should be mechanically and thermally stressed prior
to being subjected to a moisture resistance test. Within any of the three groups and
subgroups which follow, the order is preferred but not mandatory. It is
recommended that this sequence be followed in all new specifications and when
feasible, in revisions of existing specifications. In the case of hermetically sealed
parts, when a moisture resistance test is not required, a high sensitivity seal test may
be used in lieu of the moisture resistance test.

TABLE 45-2: SEQUENCE OF TESTS

Group I Visual inspection
(all of the samples) Mechanical inspection

Electrical measurements
Hermetic seal test (if applicable)

Group IIa Shock
(part of sample) Acceleration

Vibration

Group I~b Resistance to soldering heat
(balance of sample) Terminal strength

Thermal shock

Group III Moisture resistance or seal test on
(all units which have passed hermetically sealed parts
Group II tests)

45.5.2 Some Notable MIL-STD-202 Test Methods

Samples of some notable test methods of MIL-STD-202 usually associated with
component part reliability are listed below for illustration purposes.

In Class 100: Method 107, covers Thermal Shock; Method 108, Life (at elevated
ambient temperature); and Method 112, Seal Test.

In Class 200: Method 204 covers Vibration, high frequency; Method 213 covers
Shock (specified pulse) and Method 217, Particle impact noise
detection (PIND)
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45.6 TAILORING

Tailoring of MIL-STD-202 test methods is accomplished by reference to the
applicable test methods, by number, in the detailed component part specification.

45.7 CONTRACT DATA REQUIREMENTS LIST (CDRL)

No deliverable data items are required by MIL-STD-202.
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MIL-HDBK-248 is a tri-service approved document used by all branches of the
military in the specification and acquisition of quality-assured electronic systems
and equipment. The current version is revision "B" dated February 9, 1989. The
preparing activity is:

Naval Air Engineering Center
Systems Engineering and Standardization Department (53)
Lakehurst, NJ 08733-5100

This chapter is only an advisory to the use of MIL-HDBK-248. It does not supersede,
modify, replace or curtail any requirements of MIL-HDBK-248 nor should it be used
in lieu of that handbook.

46.1 REFERENCE DOCUMENTS

There are on other reliability, maintainability, safety or logistics related documents
that impact and further detail these guidelines and thus need to be referenced here.

46.2 DEFINITIONS AND ACRONYMS

No unique terms are defined in MIL-HD13K-248, however, a full page of acronyms is
given in the handbook.

46.3 APPLICABILITY

MIL-HDBK-248 is intended as a guidance document to prescribe uniform policy
procedures for Military Program Managers during system acquisition. The purpose
of acquisition streamlining, as documented in DOD Directive 5000.43, is to promote
innovative and cost-effective acquisition strategies that will result in the most
efficient utilization of resources to produce quality weapons systems and products.

Acquisition streamlining is based on the concept that by applying pertinent contract
requirements and allowing early industry involvement in recommending the most
cost-effective solutions, DOD can reduce the cost and time of system acquisition and
life-cycle cost without degrading system effectiveness.

46.4 PHYSICAL DESCRIPTION OF MIL-HDBK-248

MIL-HDBK-248 contains approximately forty-five pages. There are also five
supporting appendices which contain an additional forty-five pages. The titles of
the appendices are as follows:

Appendix A: Methods of Applying and Tailoring Specifications and
Standards, Management Systems and Technical Data
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Appendix B: Acquisition Streamlining Contract Clause, Statement of
Work Provision, and Data Item Description

Appendix C: Sample Acquisition Streamlining Award Fee Clause and
Plan

Appendix D: Acquisition Streamlining Tiger Team Charter

Appendix E: Acquisition Streamlining Initiative Provision

46.5 HOW TO USE MIL-HDBK-248

MIL-HDBK-248 is intended to be used primarily by military program managers
rather than by contractors, however, since the intent of acquisition streamlining is
to "allow early industry involvement in recommending the most cost-effective
solutions," contractors should at least be aware of the document and its intent.

The text of MIL-HDBK-248 begins with Section 4, "Introduction to Streamlining."
This is followed by three sections which describe how to formulate performance
requirements, (Section 5); structure the program's technical data package, (Section 6);
and implement contractual requirements (Section 7). Section 8, then describes
streamlining tools and techniques and ways to shorten the acquisition process and
reduce acquisition cost. Section 9 presents some case studies that demonstrate
acquisition streamlining policies, principles, and management tools and approaches.

Appendix A - describes methods of applying and tailoring specifications and
standards, management systems, and technical data. Appendix B - presents the
acquisition streamlining contract clause contained in the DOD Federal Acquisition
Regulation Supplement, a contractual statement of work provision for acquisition
streamlining, and a data item description. Appendix C - presents a sample
acquisition streamlining award fee clause and plan and Appendix D - presents a
charter and operating procedures for an acquisition streamlining "Tiger Team."
Appendix E - presents an acquisition streamlining initiative provision that
expedites payment under value engineering for contract recommendations.

46.6 TAILORING GUIDELINES

MIL-HDBK-248 does not contain requirements. It is a guidance document only, and
hence the concept of tailoring does not apply.

46.7 CONTRACT DATA REQUIREMENTS LIST (CDRL)

The applicable data item description is associated with MIL-HDBK-248 is:

DI-MISC-80344 Acquisition Streamlining Cost-Benefit Assessment
Report
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As was shown in Chapter 1, Figure 3, MIL-STD-470 is the top specification in the
hierarchy of maintainability specifications. It is a tri-service approved document
and is used by all branches of the military in the specification and acquisition, of
quality-assured systems and equipment. The current version is revision "B" dated
dated May 30, 1989. The preparing activity is:

Rome Laboratory
Attn: RL/ERSS
Griffiss AFB, NY 13441-5700

This chapter is only an advisory to the use of MIL-STD-470. It does not supersede,
modify, replace or curtail any requirements of MIL-STD-470 nor should it be used in
lieu of that standard.

SIGNIFICANT CHANGES IN THE
LATEST "B" REVISION

Increased emphasis has been placed in the Maintainability Program upon: a)
the need for including testability considerations, b) addressing the needs of all
three levels of maintenance (Organizational, Intermediate, and Depot), c)
supporting the needs of the Logistics Support Analysis, and d) providing for
the impact of scheduled and preventive maintenance.

No new maintainability tasks were added in this revision.

47.1 REFERENCE DOCUMENTS

Each of the individual tasks described in MIL-STD-470 is usually addressed by one or
more specific military standard(s).

For example, Task 104, "Data Collection, Analysis and Corrective Action System" is
specifically addressed by MIL-STD-2155.

The following related documents impact and further detail these tasks and should
also be referenced.

* MIL-STD-280 Definitions of Item Levels, Item Exchangeability,
Models, and Related Terms

Reliability Analysis Center (RAC) e 201 Mill Street a Rome, NY 13440 * (315)337-0900



47-2 Chapter 47: MIL-STD-470B

"• MIL-STD-471 Maintainability Verification/ Demonstration/
Evaluation

" MIL-STD-721 Definitions of Terms for Reliability and
Maintainability

"* MIL-STD-785 Reliability Program for Systems and Equipment
Development and Production

"* MIL-STD-1388-1 Logistics Support Analysis

"* MIL-STD-1338-2 DoD Requirements for Logistics Support Analysis
Record

"* MIL-STD-2155 Failure Reporting, Analysis and Corrective Action
System (FRACAS)

"* MIL-STD-2165 Testability Program for Electronic Systems and
Equipment

"* MIL-STD-1629 Procedures for Performing a Failure Mode, Effects
and Criticality Analysis (FMECA)

"* MIL-HDBK-472 Maintainability Prediction

47.2 DEFINITIONS AND ACRONYMS

This paragraph is not applicable to this chapter.

47.3 APPLICABILITY

MIL-STD-470, "Maintainability Program for Systems and Equipment," provides both
general requirements and specific task descriptions for maintainability programs.
The tasks are applicable to systems and equipment development, acquisitions and
modifications. Tasks described in this standard are to be selectively applied in DOD
contract-defined procurements, requests for proposals (RFP's), statements of work
(SOW's) and government in-house developments requiring maintainability
programs for development and production of systems and equipments.

47.4 PHYSICAL DESCRIPTION OF MIL-STD-470

MIL-STD-470 is composed of thirteen different "Maintainability Tasks" together
with detailed descriptions of each task. The standard itself contains forty- two pages.
There is also an additional thirty-one page appendix dealing with tailoring of the
specification requirements.

Reliability Analysis Center (RAC) e 201 Mill Street 9 Rome, NY 13440 9 (315) 337-0900



Chapter 47: MIL-STD-470B 47-3

47.5 HOW TO USE MIL-STD-470

MIL-STD-470 includes a series of tasks that may be used to provide specific
guidelines for the preparation and implementation of a comprehensive
maintainability program.

The standard addresses three different types of tasks: Program Surveillance and
Control Tasks, Design and Analysis Tasks and Evaluation and Test Tasks. These
three types of tasks are defined as follows:

a. Program Surveillance and Control Tasks focus on
management/ technical resources, plans, procedures, schedule, and
controls for the work needed to assure achievement of
maintainability requirements. These tasks provide the information
essential to the operation and support management of the
system/equipment.

b. Design and Analysis Tasks focus on specific maintainability
engineering and related technical tasks such as: Maintainability
Modeling, Prediction and Allocation; Failure Mode and Effects
Analysis (FMEA); Maintainability Analysis; Establishment of Design
Criteria, and the Maintenance Plan.

c. Evaluation and Test Tasks are those tasks designed to assure the
procuring agency that the system/equipment is capable of meeting
the specified qualitative and quantitative maintainability
requirements.

Table 47-1 taken from MIL-STD-470B, Appendix A, contains a listing by task
number, of each of the specific maintainability tasks defined in MIL-STD-470
together with a guideline matrix for the selection or deletion of each task based
upon the program phase. Each of these maintainability tasks is explained in more
detail in the following section.

47.5.1 Program Surveillance and Control Tasks

* Task 101: Maintainability Program Plan

The maintainability program plan is intended to identify and tie together all
of the maintainability tasks that are required i iccomplish the program
requirements. It is a basic design tool to:

(1) Assist in managing an effective maintainability program

(2) Determine, direct and control the execution of the applicable
maintainability tasks
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TABLE 47-1: MIL-STD-470 TASK LIST AND APPLICATION MATRIX

TASK TITLE TASK
TYPE PROGRAM PHASE

Concept Valid FSD PROD Opert
System

Dev
(MODS)

101 Maintainability Program Plan MGT N/A G(3) G G(3)(1) G(1)

102 Monitor/Control of Subcontractors MGT N/A S G G S

and Vendors

103 Program Reviews MGT S G(3) G G S

104 Data Collection, Analysis and ENG N/A S G G S

Corrective Action System

201 Maintainability Modeling ENG S S(4) G C N/A

202 Maintainability Allocations ACC S S(4) G C S(4)

203 Maintainability Predictions ACC N/A S(2) G(2) C S(2)

204 Failure Modes and Effects Analysis ENG N/A S(2) (3)(4) G(1)(2) C(1)(2) S(2)

(FMEA) Maintainability Information

205 Maintainability Analysis ENG S(3) G(3) G(1) C(1) S

206 Maintainability Design Criteria ENG N/A S(3) G C S

207 Preparation of Inputs to Detailed ACC N/A S(2)(3) G(2) C(2) S

Maintenenace Plan and Logistics

Support Analysis (LSA)

301 Maintainability Demonstration ACC N/A S(2) G(2) C(2) S(2)

(MD)

Code Definitions:
S Selectively Applicable
G Generally Applicable
C Generally Applicable to design changes only
N/A Not Applicable
ACC Maintainability Accounting
ENG - Maintainability Engineering
MGT - Management

(1) Requires considerable interpretation of intent to be cost effective
(2) MIL-STD-470 is not the primary implementation document. Other MIL-STDs or Statement of Work

requirements must be included to define or rescind the requirements. For example, MIL-STD-471 must be
imposed to describe maintainability demonstration details and methods.

(3) Appropriate for those task elements suitable to definition during phase.
(4) Depends on physical complexity of the system unit being procured, its packaging and its overall maintenance

policy.
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(3) Determine that the documented procedures for implementing and
controlling maintainability tasks are adequate

(4) Determine organizational adequacy to assure that appropriate
attention will be focused on maintainability activities and/or
problems

e Task 102: Monitor/Control of Subcontractors and Vendors

Continual visibility of subcontractors' and vendors' activities is essential so
that timely and appropriate management action can be taken as the need
arises. Contractual provisions must be included which permit the procuring
activity to participate in appropriate formal prime/subcontractor /vendor
meetings. Information gained at these meetings can provide a basis for
follow-up actions necessary to maintain adequate visibility of
subcontractor's/vendor's progress including technical, cost, and schedule
considerations.

* Task 103: Program Reviews

Program Reviews and Design Reviews are important management and
technical tools used to insure adequate staffing and funding. Typical program
reviews are held to:

(1) Evaluate the program progress, consistency and technical adequacy of
a selected design-and-test approach (Preliminary Design Review).

(2) Determine the acceptability of the detail design approach toward
meeting the quantitative and qualitative maintainability
requirements before commitment to production (Critical Design
Review)

(3) Periodically review progress of the maintainability program, i.e., the

progress of each specified maintainability element

* Task 104: Data Collection, Analyses, and Corrective Action Systems

The purpose of this task is to establish a data collection and analysis system to
aid design, identify corrective action tasks and evaluate test results. It should
identify and establish procedures for providing inputs to the the system; the
analysis of problems; and feedback of corrective action into design,
manufacturing and test processes.
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47.5.2 Design and Analysis Tasks

* Task 201: Maintainability Modeling

Maintainability models of the system/subsystem/equipment are required to
make numerical apportionments and estimates. Models are also required for
evaluating complex equipment arrangements. Models should be developed
as early as program definition permits, even if usable numerical input data
are not yet available. Early modeling can be continually expanded to the
detail level for which planning, mission, and system definition are firm.

Maintainability models are used to determine the effect a change in one
variable has on acquisition or total system cost, or maintainability or
maintenance characterisi tics.

e Task 202: Maintainability Allocations

Maintainability allocations are used to convert the system maintainability
requirement to specific maintainability requirements for lower-level items.
Allocations need only be made to the level of hardware and maintenance
which have a direct bearing on the value of the maintainability indices being
allocated.

* Task 203: Maintainability Prediction

Maintainability predictions are made to estimate the maintainability of the
system/subsystem/equipment and to make a determination of whether the
maintainability required can be achieved with the proposed design within the
prescribed support and personnel/skill requirements.

The initial prediction is performed early in the acquisition phase to
determine the feasibility of the maintainability requirement. It is then
updated during the development and production phases to determine the
attainability of the maintainability goal. Predictions are important in
providing engineers and management with quantitative maintainability
information for day-to-day activities.

* Task 204: Failure Modes and Effects Analysis (FMEA)

FMEA allows potential failure modes and their effects on system, equipment,
and item operation to be identified and appropriately analyzed. This
procedure is necessary in order to establish the minimally-acceptable
maintainability design characteristics including those that must be ascribed to
fault detection and isolation subsystems.
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FMEA provides systematic identification of likely modes of failure, and the
possible effects of each failure, on safety, system readiness, reliability, and
demand for maintenance/logistic support.

e Task 205: Maintainability Analysis

The purpose of this task is to translate data from contractor's studies,
engineering reports and information which is available from the contracting
activity into a detailed design approach and to provide inputs to the detailed
maintenance and support plan, which is part of the logistics support analysis.

The four main goals are: a) to establish design criteria that will provide the
desired system features, b) to allow for design decisions to be made through
the evaluation of alternatives and through the use of trade-off studies, c) to
contribute toward establishing maintenance, repair and servicing policies and
support maintainability achievement, and d) to verify that the design
complies with the maintainability design requirements.

* Task 206: Maintainability Design Criteria

The goal of this task is to identify the design criteria that will be employed in
translating the quantitative maintainability requirements and anticipated
operational constraints into detailed hardware designs. Thus as a result of
allocations, trade-offs, special analysis, and modeling, a firm basis is
established for the selection of quantitative and qualitative design targets
necessary to meet specification requirements.

* Task 207: Preparation of Inputs to the Detailed Maintenance Plan and
LSA

This task identifies and prepares inputs for the detailed system or equipment
maintenance plan and Logistics Support Analysis (LSA). Those inputs will be
based on the results of the tasks which make up the maintainability program.
This task effects coordination of the outputs of the maintainability program
with the logistics support analysis. The intent is to avoid duplication of effort
and to provide for traceability of maintainability inputs used for maintenance
plan and LSA development.

47.5.3 Evaluation and Test Tasks

e Task 301: Maintainability Demonstration

Maintainability Demonstration (MD) is intended to provide to the customer
reasonable assurance that the design meets minimum acceptable
maintainability requirements before items are committed to production. MD
must be operationally realistic and must provide an estimate of demonstrated
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maintainability. The specific approach used can range from limited
controlled tests to an extensive controlled field test of the product. A MD test
does not guarantee achieving the required maintainability requirements;
however, it focuses the contractor's attention on incorporation of
maintainability features in the design.

47.6 TAILORING GUIDELINES

Tailoring of a maintainability program involves primarily the planning and
selectic k of specific maintainability tasks and the determination of the rigor with
which each of these tasks will be applied.

47.6.1 When and How to Tailor

MIL-STD-470 is written as a series of specific tasks to assist the contractor in the
development and establishment of a unique, cost effective maintainability program.
This includes the selection and the possible deletion of specific tasks, based upon the
program phase (as was shown in Table 47-1), thus tailoring of the requirements is
implicit in this approach.

Specific directions for the tailoring of the requirements of MIL-STD-470 are found in

Appendix A of the standard.

47.7 CONTRACT DATA REQUIREMENTS LIST (CDRL)

Each individual task in MIL-STD-470 has its own list of CDRL items.

The following is a list of data item descriptions associated with the maintainability
tasks specified herein:

Task Applicable DID Data Requirement

101 DI-MNTY-80822 Maintainability Program Plan

103 DI-MNTY-80823 Maintainability Status Report

104 DI-MNTY-80824 Data Collection, Analysis and
Corrective Action System, Reports

201 DI-MNTY-80825 Maintainability Modelling Report

202 DI-MNTY-80826 Maintainability Allocations Report

203 DI-MNTY-80827 Maintainability Predictions Report
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204 DI-R-7085A Failure Mode, Effects and Criticality
Analysis (FMECA) Report

205 DI-MNTY-80828 Maintainability Analysis Report

206 DI-MNTY-80829 Maintainability Design Criteria Plan

207 DI-MNTY-80830 Inputs to the Detailed Maintenance
Plan and Logistics Support Analysis

301 DI-MNTY-80831 Maintainability/ Testability
Demonstration Test Plan

DI-MNTX -80832 Maintainability/ Testability
Demonstration Report

DI-R-2129 Maintainability Demonstration Plan
(DI-R-2129 is to be used only when
MIL-STD-470A, Task 301 is designated)

NOTES: Only data items specified in the CDRL are deliverable. Therefore, those
data requirements identified in the Maintainability Program Plan must
also appear in the CDRL.
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MIL-STD-2165 is a tri-service approved document used by all branches of the
military in the specification and acquisition of quality-assured electronic systems
and equipment. The current version is the initial release dated January 26, 1985.
The preparing activity is:

Department of Navy
Space and Naval Warfare Systems Command
ATTN: SPAWAR 003-121
Washington, D.C. 20363-5100

This chapter is only an advisory to the use of MIL-STD-2165. It does not supersede,
modify, replace or curtail any requirements of MIL-STD-2165 nor should it be used
in lieu of that standard.

CAUTION

At the time of publication of this PRIMER a draft version of MIL-STD-2165A had
been circulated by DoD for industry coordination. Major modifications in the
"A" revision include significant changes to Tasks 201, Task 202 and the deletion
of Task 301. Therefore, the reader is cautioned to verify whether or not MIL-
STD-2165A has been officially released prior to using the guidance material
contained in this chapter.

48.1 REFERENCE DOCUMENTS

The following related documents impact and further detail these tasks and should
be referenced.

" MIL-STD-470 Maintainability Program for Systems and
Equipment

" MIL-STD-471 Maintainability Verification/ Demonstration/
Evaluation

"* MIL-HDBK-472 Maintainability Prediction

"* MIL-STD-785 Reliability Program for Systems and Equipment
Development and Production
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" MIL-STD-1309 Definition of Terms, Measurement and Diagnostic
Equipment

"* MIL-STD-1388-1 Logistic Support Analysis

"* MIL-STD-2077 General Requirements for Test Program Sets

"* DARCOMP 9405 Built-In-Test Guide

"* RADC-TR-82-189 RADC Testability Notebook

48.2 DEFINITIONS

The meanings of many of the terms and acronyms used in testability are unique to
the field. Therefore, the following terms and acronyms are defined here to assist in
better understanding the material in MIL-STD-2165. Further definition of applicable
terms may be found in MIL-STD-721, MIL-STD-1309, and MIL-STD-2165, Appendix
C.

Automatic Test Equipment (ATE) - Equipment that carries out a predetermined
program of system testing for the detection, localization, or isolation of
malfunctions to facilitate maintenance and the checkout of the system following
maintenance to verify the performance status of the system.

Built-In-Test (BIT) - A test approach utilizing self test hardware or software to test all
or part of an equipment or system.

Built-In-Test Equipment (BITE) - Any device that is a part of an equipment or
system and is used for the express purpose of testing the equipment or system. BITE
is normally an identifiable unit within the equipment or system.

Computer Aided Testing (CAT) - A design technique which uses a computer to
analyze the testability of a proposed design and to develop design solutions when
shortcomings are identified. When hardware is produced and testing begins, CAT
also encompasses a test concept which uses computers to control imposed test
environments, monitor and analyze the UUT's response to those environments,
and determine the UUT's design acceptability based on the measured test responses.
Should the UUT fail to perform as specified during the test, the CAT also assists in
the development of design solutions.

Controllability - An attribute of equipment design which defines or describes the
degree of test control which may be realized at internal nodes of interest.

Design for Testability (DFT) - A design process or characteristic thereof such that
deliberate effort is expended to assure that a product may be thoroughly tested with
minimum effort, and that high confidence may be ascribed to test results.
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External Test Equipment (ETE) - Test equipment which is physically separated from
the UUT when the UJUT is in its operational environment.

Fault Detection - One or more tests performed to determine if any malfunction or
faults are present in a unit. A process which discovers or is designed to discover the
existence of faults; the act of discovering the existence of a fault.

Fault Localization - Where a fault is known to exist, a process which identifies or is
designed to identify the location of that fault within a general area of equipment.
Fault localization is less specific than fault isolation.

Fault Isolation - Where a fault is known to exist, a process which identifies or is
designed to identify the location of that fault pin-pointed to a specific item within
the equipment.

General Purpose Electronic Test Equipment (GPETE) - Test equipment which is used
for the mc-:surement of a range of parameters common to two or more systems of
basically diuferent design.

Observability - An attribute of equipment design which describes the extent to which
signals of interest may be observed.

Off-Line Test - Test of a UUT with the unit removed from its normal operating

environment.

On-Line Test - Testing of a UUT in its operational environment.

Testability - A design characteristic that allows the operational status (operable,
inoperable, or degraded) of a system or any of its subsystems to be confidently
determined in a timely fashion.

Testability Figure-of-Merit - A measurable parameter that accurately evaluates the
degree of testability designed into the equipment.

Troubleshooting - A procedure for locating and diagnosing malfunctions or
breakdowns in equipment by means of systematic checking or analysis.

Unit Under Test (UUT) - Any system, set, subsystem, assembly, subassembly and so
forth, undergoing testing.
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48.3 APPLICABILITY

48.3.1 General Testability/BIT Description

Testability represents the extent to which a system or a unit supports fault detection
and fault isolation in a confident, timely and cost-effective manner. System
testability implementation generally includes the use of built-in-test (BIT).
Adequate recognition of the need to design for testability requires early, systematic
attention on the part of management to specific testability requirements, design
approaches, analysis and measurement.

BIT is defined as an automated or semi-automated, integral part of the operational
system. BIT does not operate outside of the system environment. In it's simplest
form BIT verifies the operational integrity of the system by detecting anomalous
system operation and then assisting the operator/maintenance person in isolating
the fault to a specific replaceable assembly.

To contrast the two concepts, testability is a necessary system attribute while BIT is
the implementation of a specific design approach.

The demonstration of system or equipment testability characteristics is addressed by
MIL-STD-2165. The demonstration of specific BIT numerics, however, is normally
accomplished in the Maintainability Demonstration Test which is performed in
accordance with MIL-STD-471.

48.4 PHYSICAL DESCRIPTION OF MIL-STD-2165

MIL-STD-2165 is composed of seven testability related "Tasks" and contains
nineteen pages. There are also three supporting appendices: Appendix A,
"Testability Program Application Guidance," Appendix B, "Inherent Testability
Assessment," and Appendix C, "Glossary of Terms." The three appendices contain
an additional fifty-five pages.

48.5 HOW TO USE MIL-STD-2165

MIL-STD-2165 defines methodology for the incorporation of adequate and cost-
effective Testability and BIT features into the equipment design. It sets the
requirements and establishes guidelines for assessing the extent to which a system
or a unit supports fault detection and fault isolation.

MIL-STD-2165 addresses three different types of tasks: a) Program Monitoring and
Control tasks, b) Design and Analysis tasks and c) Test and Evaluation tasks. These
three types of tasks may be defined as follows:

a. Program Monitoring and Control tasks focus on providing the
information essential to the acquisition, operation, and support
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management of the system/equipment. They relate more to the
management responsibilities dealing with the program and less to
the technical details.

b. Design and Analysis tasks focus on the establishment of specific
requirements, design practices, the prediction and analysis of
testability parameters and other related engineering tasks.

c. Test and Evaluation tasks are those that determine compliance with
specified requirements and assess the validity of the previously
made predictions.

The following is a listing of the tasks contained in MIL-STD-2165. Each of these
tasks is explained in greater detail in the following sections of this chapter.

Task 101: Testability Program Planning
Task 102: Testability Reviews
Task 103: Testability Data Collection and Analysis Planning
Task 201: Testability Requirements
Task 202: Testability Preliminary Design and Analysis
Task 203: Testability Detail Design and Analysis
Task 301: Testability Inputs to Maintainability Demonstration

48.5.1 Program Monitoring and Control Tasks

Task 101: Testability Program Planning

Testability program planning identifies and integrates all testability design
management tasks required to accomplish the testability program
requirements. It identifies testability design guides, analysis models and
procedures to be imposed upon the design process.

The testability program plan presents the overall testing strategy including:
operational checks, periodic on-line tests, and off-line test considerations. It
also presents milestones to ensure that the final design achieves the required
degree of testability. The plan includes the mechanisms for the reporting of
progress, problems, trade-offs, and enforcement of the proper use of testability
design features by designers and subcontractors.

Specific testability program plan details should be in accordance with the
requirements of DI-T-7198 taking into account the applicable testability
tailoring guidelines.
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0 Task 102: Testability Reviews

Testability reviews are held to provide formal documented review and
assessment of all testability information in a timely and controlled manner.
The review covers all pertinent aspects of the testability program.

The testability program reviews are conducted as integral parts of normal
design reviews (SDR, PDR, CDR, etc.) as specified in the contract. They
should also be coordinated with, and held in conjunction with, reliability,
maintainability and logistics support reviews.

0 Task 103: Testability Data Collection and Analysis Planning

Methods must be established to identify and track testability-related problems
during system production and deployment and to identify appropriate
corrective actions where necessary.

In the development of a data analysis and collection plan, the field and depot
test systems available for production and deployment testing, and existing
data collection systems in the using command must be considered. The
relationship of Task 103 of MIL-STD-2165 to Task 104 of MIL-STD-785 and
Task 104 of MIL-STD-470 should also be considered.

Specific testability data collection and analysis details should be in accordance

with the Maintainability Demonstration Test Plan requirements of DI-T-7105.

48.5.2 Design and Analysis Tasks

* Task 201 Testability Requirements

The qualitative and quantitative testability requirements are based upon
operational requirements of the prime system. They are established using an
iterative process that optimizes the various testability requirements such as:
BIT, ATE or manual test for system monitoring, and fault detection or
isolation. It also optimizes the mix of BIT/BITE/ETE and the maintenance
shop organization to satisfy the established maintenance concept and the
operational availability requirements.

The qualitative and quantitative testability requirements must factor in the
effects on safety, the numbers and skills of the operating and maintenance
personnel, any existing logistics constraints, deployment scenarios,
environmental conditions and planned maintenance facilities in accordance
with MIL-STD-1388-1. An example of some specific testability requirements
for the system specification are shown in Figure 48-1 taken from MIL-STD-
2165, Appendix A.
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This task must take into consideration the applicable Maintenance Concept
and requires documentation in accordance with DI-T-7199.

3.X.X Design for Testability

a. Requirement for status monitoring.

b. Definition of failure modes, including interconnecting failures, specified
to be the basis for test design.

c. Requirement for failure coverage (% detection) using full test resources.

d. Requirement for failure coverage using BIT.

e. Requirement for failure coverage using only the monitoring of
operational signals by BIT.

f. Requirement for maximum failure latency for BIT.

g. Requirement for maximum acceptable BIT false alarm rate; definition of
false alarm.

h. Requirement for fault isolation to a replaceable item using BIT.

i. Requirement for fault isolation times.

j. Restrictions on BIT resources in items of hardware size, weight and
power, memory size and test time.

k. Requirement for BIT hardware reliability.

1. Requirement for automatic error recovery.

m. Requirement for fault detection consistency between hardware levels
and maintenance levels.

FIGURE 48-1: MODEL TESTABILITY REQUIREMENTS, SYSTEM SPECIFICATION

a Task 202: Testability Preliminary Design and Analysis

Appropriate testability design concepts are to be incorporated into the
preliminary design for each item in the system. The preliminary design and

Reliability Analysis Center (RAC) * 201 Mill Street * Rome, NY 13440 * (315) 337-0900



48-8 Chapter 48: MIL-STD-2165

analysis evaluates and assesses the system or the equipment's inherent
(intrinsic) testability figure-of-merit (as described in RADC-TR-82-189, Section
II, Task Reference Number V4B). This assessment is performed in accordance
with the procedures described in Appendix B of the standard or as described
in RADC-TR-82-189. The preliminary design is then modified as necessary to
assure compliance with the established inherent testa bility figure-of-merit
requirement.

This is accomplished by: a) analyzing hardware/software BIT features; b)
documenting the trade-offs made in selecting them; c) conducting a testability
analysis of the projected UUTs in the preliminary design to determine the
extent to which the recommended testability requirements and guidelines
provided to the designers were incorporated into the design; and d) providing
guidance for subsequent detailed design-for-testability.

The principle numeric of interest at this phase of the design effort is the
"Inherent Testability Figure-of-Merit." This task requires documentation in
accordance with DI-T-7199.

0 Task 203: Testability Detail Design and Analysis

Specific features must be incorporated into the system or equipment design to
satisfy the testability performance requirements. Test effectiveness utilizing
these features are then predicted for the system/equipment. This includes an
analysis of all critical functions of the prime equipment to assure that they are
exercised by testing to the extent specified. Analysis is also to be made of the
test effectiveness of the BIT and off-line test.

The purpose of this task is to assess the testability of a weapon system design,
making use of a failure modes and effects analysis (FMEA) from MIL-STD-
470, Task 204, to incorporate additional features into the design to satisfy
testability performance requirements, and to predict the level of test
effectiveness which will be achieved for the system or equipment.

Each configuration item (potential UUTs) is modeled for predicted failure
population and analyzed in order to guide redesign of equipment and test
programs as required.

This task includes the test effectiveness prediction for the system and for each
item documented in accordance with DI-T-7199. The task also provides
specific data inputs for MIL-STD-470, Task 205 and MIL-STD-1388-1A, Task
401.
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48.5.3 Test and Evaluation Tasks

0 Task 301: Testability Inputs to Maintainability Demonstrations

The purpose of this task is to determine compliance with specified testability
requirements and to assess the validity of testability predictions. It utilizes
test methods and procedures documented in MIL-STD-471, Maintainability
Demonstrations.

The testability demonstration plan should be documented in accordance with
DI-T-7112. The testability inputs themselves should be documented in
accordance with the Maintainability Demonstration Report requirements in
DI- T-7113.

48.6 TAILORING GUIDELINES

A single testability program is not suitable for all programs. There are pragmatic
limits to the resources in time, money and engineering manpower to expend on
testability analysis. The testability program must therefore be tailored to the unique
aspects and limits of a given procurement.

48.6.1 How and When to Tailor

The tailoring of a testability program is based primarily upon the phase of the
program. The program phase will determine first which of the various testability
tasks are applicable. The individual tasks then must be tailored based upon the
specific program phase. A given task will not always be carried out in the same
manner. It will vary from one program to another and it will also vary within a
given program depending upon the program phase.

Appendix A of MIL-STD-2165 provides guidance in the selection and application of

the various testability tasks i.e., for the tailoring of a specific testability program.

48.7 CONTRACTS DATA REQUIREMENTS LIST (CDRL)

The following is a list of data item descriptions (DID's) associated with Testability
and MIL-STD-2165.

Task Applicable DID Data Requirement

101 DI-T-7198 Testability Program Plan

102 DI-E-5423 Design Review Data Package

103 DI-MNTY-80824 Data Collection, Analysis and
Corrective Action System Report
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201,202, DI-T-7199 Testability Analysis Report
203

301 DI-MNTY-80831 Maintainability/ Testability
Demonstration Test Plan

301 DI-MNTY-80832 Maintainability/ Testability
Demonstration Report
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MIL-STD-2084 is currently a limited usage document. It is approved only by the
Navy and is used in the specification and acquisition of quality-assured electronic
systems and equipments. The current version is the initial release dated April 6,
1982. The preparing activity is:

Department of the Navy
Engineering Specifications and Standards Department
(SESD) (Code 5313)
Naval Air Engineering Center
Lakehurst, NJ 08733-5100

This chapter is only an advisory to the use of MIL-STD-2084- It does not supersede,
modify, replace or curtail any of the requirements of MIL-STD-2084 nor should it be
used in lieu of that standard.

49.1 REFERENCE DOCUMENTS

The following related documents impact and further detail these tasks and should
also be referenced.

" MIL-STD-280 Definitions of Item Levels, Item Exchangeability,
Models, and Related Terms

" MIL-STD-454 Standard General Requirements for Electronic
Equipment

" MIL-STD-470 Maintainability Program Requirements for Systems
and Equipment, Development and Production

" MIL-STD-471 Maintainability
Verification/ Demonstration /Evaluation

" MIL-STD-721 Definitions of Terms for Reliability and
Maintainability

" MIL-STD-882 System Safety Program Requirements

" MIL-STD-1390(AS) Level of Repair

" MIL-STD-1472 Human Engineering Design Criteria for Military
Systems, Equipment, and Facilities

" MIL-STD-1629 Procedures for Performing a Failure Mode, Effects
and Criticality Analysis (FMECA)
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"* MIL-STD-2076 General Requirements for Unit Under Test
Compatibility with Automatic Test Equipment

"* MIL-HDBK-472 Maintainability Prediction

"* NAVMAT-P-9405 Built-In-Test Design Guide

49.2 DEFINITIONS

The meanings of many of the terms and acronyms used in this standard are unique
to the field and thus may be unfamiliar to the reader. Therefore, the following
terms and acronyms are defined here to assist the reader in better understanding the
material in MIL-STD-2084.

Weapons Replaceable Assembly (WRA): A generic term which includes all
replaceable packages of a system installed in the weapon system with the exception
of cables, mounting provisions, and fuse boxes or circuit breakers. The WRA is
generally modular in form and designed to facilitate an organizational level
removal and replace maintenance concept. The preferred form of WRA is the light
replaceable assembly (LRA) which is easily removed and replaced in the weapon
system by one man in not more than 15 minutes.

Shop Replaceable Assembly (SRA): A generic term which includes all the packages
within a WRA including the chassis and wiring as a unit.

Quick Replaceable Assembly (QRA): A preferred form of SRA which is easily
removable from the WRA without complex operations or special tools and is
typified by a plug-in design.

Bench Replaceable Assembly (BRA): A less desirable form of SRA which is not
easily removable; e.g., item is bolted to chassis or heat sink or soldered in place.

Sub-Shop Replaceable Assembly (sub-SRA): A modular item packaged in an SRA.

49.3 APPLICABILITY

MIL-STD-2084(AS), "General Requirements for Maintainability of Avionic and
Electronic Systems and Equipment" is intended to amplify the maintainability
program requirements of MIL-STD-470. The purpose is to provide general design
criteria requirements for maintainability programs which will minimize
maintenance downtime, cost, complexity, and personnel requirements. The goal of
the standard is to emphasize maintainability-by-design.

"Maintainability-by-design," places emphasis on those design procedures which
most effectively produce ease of maintenance. These include requirements for
modularization, replacement at higher levels, and increased depth of localization
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(i.e., determination of the general location of a fault to effect repair). These physical
and technical considerations of maintainability design are necessary if complex
electronic systems and equipment are to be supported efficiently at all levels of
maintenance.

Requirements described in this standard are to be selectively applied in DOD
contract-defined procurements, requests for proposals (RFP's), statements of work
(SOW's) and government in-house activities requiring maintainability programs
for development and production of electronic systems and equipments.

49.4 PHYSICAL DESCRIPTION OF MIL-STD-2084

MIL-STD-2084 is a relatively short document consisting of six different
"Maintainability Requirements" and containing thirty-two pages. There is also an
additional five page appendix dealing with tailoring of the specification
requirements.

49.5 HOW TO USE MIL-STD-2084

MIL-STD-2084 includes a series of "Numbered Requirements" which provide
specific design criteria for the implementation of a "maintainability-by- design"
approach.

Table 49-1 (excerpted from MIL-STD-2084, Appendix A) contains a listing, by
requirement number, of each of the specific requirements defined in MIL-STD- 2084
together with a guideline matrix for the selection or deletion of each requirement
based upon the program phase (i.e., conceptual, validation, full-scale engineering
development, and production). Each of these "Numbered Requirements" is
explained in more detail in the following section.

49.5.1 PROGRAM REQUIREMENTS DESCRIPTION

0 Requirement 101: Maintainability Program

This requirement establishes criteria for the minimum elements of a
maintainability program performed in accordance with MIL-STD-470. These
specific elements are:

a. Establishment of Quantitative Maintainability Requirements

b. Performance of a Maintainability Analysis

c. Performance of a Maintainability Prediction

d. Establishment of Design Criteria and Guidelines
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TABLE 49-1: MIL-STD-2084 REQUIREMENTS LIST
AND APPLICATION MATRIX

Requirement Title Concept Valid FSED Prod

101 Maintainability Program S G(1) G(1) G(1)

102 Failure mode and effects S G(1)(2) G(1) C
analysis

103 Physical design S G(2) G C

104 Built-in-test S G G C

105 Test points S G G C

106 Maintainability index S G(2) G C

Code Definitions
S - Selectively applicable
G - Generally applicable
C - Generally applicable to design changes only

(1) - MIL-STD-2084 is not primary implementing document
(2) - Depends on physical complexity of system being procured, its packaging,

and maintenance policy

* Requirement 102: Failure Modes and Effects Analysis (FMEA)

FMEA, performed in accordance with MIL-STD-1629, allows potential failure
modes and their effects on systems, equipments, and item operation to be
identified and appropriately analyzed. This procedure is necessary in order to
establish the minimally-acceptable maintainability design characteristics
including those that must accommodate fault detection and isolation.

FMEA provides systematic identification of likely modes of failure, and the
possible effects of each failure, on safety, system readiness, reliability, and
demand for maintenance support.

* Requirement 103: Physical Design

This requirement establishes criteria for the design of the physical
characteristics which influence the maintainability features and maintenance
requirements of the electronic system. This includes a level of repair (LOR)
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analysis performed in accordance with MIL-STD-1390(AS) to establish the
most cost-effective method of logistically supporting the electronic system.
The requirement addresses the design, construction and replacement of the
WRA's, SRA's, QRA's, BRA's and sub-SRA's.

a Requirement 104: Built-In-Test

The establishment of criteria for design and application of built-in-test (BIT)
which will adequately support the defined maintenance concept is the focus
of this requirement. Specific guidance in the application of BIT may be found
in NAVMAT-P-9405.

The BIT capability serves two basic functions. First, it provides a fault
detection function, and second, it provides isolation to a specific defective
item(s) or function(s).

• Requirement 105: Test Points

Test points are a consideration in both electronic system design and BIT
design since Automatic Test Equipment (ATE) accessibility must be provided
to both initiate BIT operation and to test the system. This requirement
establishes the criteria for the design and application of test points which will
adequately support the defined maintenance concept. Both external and
internal test points are addressed. They must permit both functional and
static parameters of a system to be monitored, evaluated, and isolated. BIT
and ATE test points must be compatible and they must be harmonized i.e.,
brought into agreement.

* Requirement 106: Maintainability Index

A measure of how well an electronic system meets specific maintainability
requirements can be assessed through various maintainability indices. This
requirement establishes criteria for determining the specific maintainability
indices most appropriate for a particular electronic system. It deals primarily
with the application of MIL-STD-1390(AS) "Level of Repair."

49.6 TAILORING GUIDELINES

Tailoring of a maintainability program involves the planning and selection of
specific maintainability requirements and tasks and determining the rigor with
which each of these requirements and tasks will be applied.

49.6.1 When and How to Tailor

MIL-STD-2084 is written as a series of "Numbered Requirements" to assist in the
development and establishment of specific design criteria requirements for the
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maintainability program. It emphasizes maintainability-by-design. Thus tailoring
of the requirements by the selection and the possible deletion of specific "numbered
requirements" based upon the program phase (as was shown in Table 49-1) is
implicit in this approach.

Specific directions for the tailoring of the requirements of MIL-STD-2084 are found
in Appendix A of the standard.

49.7 CONTRACT DATA REQUIREMENTS LIST (CDRL)

No deliverable data is required by MIL-STD-2084; instead, MIL-STD-470 addresses
the applicable deliverable data.
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MIL-STD-471 is a tri-service approved document used by all branches of the military
in the specification and acquisition, of quality-assured electronic systems and
equipment. The current version is revision "A" dated March 27, 1973, however,
Interim Notice 2 (USAF) dated December 8, 1978 is a very significant addition. The
preparing activity is:

Rome Laboratory
RL/ERSS
Griffiss AFB, NY 13441-5700

This chapter is only an advisory to the use of MIL-STD-471. It does not supersede,
modify, replace or curtail any requirements of MIL-STD-471 nor should it be used in
lieu of that standard.

50.1 REFERENCE DOCUMENTS

The following related documents impact and further detail these tasks and should
also be referenced.

"* MIL-STD-280 Definitions of Item Levels, Item Exchangeability,
Models, and Related Terms

"* MIL-STD-470 Maintainability Program Requirements For
Systems and Equipments (and specifically the
following task therein)

Task 301 Maintainability Demonstration

"* MIL-STD-721 Definitions of Terms for Reliability and
Maintainability

"* MIL-STD-2155 Failure Reporting, Analysis and Corrective Action
System (FRACAS)

"* MIL-STD-2165 Testability Program for Systems and Equipment

"• MIL-HDBK-472 Maintainability Prediction

50.2 DEFINITIONS

This paragraph is not applicable to this chapter.

50.3 APPLICABILITY

This standard establishes the policy and the basic requirements for maintainability
demonstrations. It provides descriptions and application guidelines essential to the
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planning, testing, and reporting of system/equipment maintainability requirements.
Successful achievement of these efforts will minimize system downtime.

Maintainability Demonstration (MD) is intended to provide to the customer
reasonable assurance that the design meets the maintainability requirements before
items are committed to production. MD must be operationally realistic and must
provide an estimate of demonstrated maintainability.

50.3.1 Maintainability Demonstration Description

Maintainability demonstration is a method of determining whether a development
program or contractor has successfully met the maintainability quantitative and
qualitative requirements to the satisfaction of the procuring activity. A successful
maintainability demonstration is dependent on how well the equipment is designed
for testability, how well maintenance manuals are written, and how well repair
technicians are trained.

The specific test approach used can range from limited controlled tests to an
extensive controlled field test of the product. A MD test does not guarantee
achievement of the required maintainability requirements; however, it focuses the
contractor's attention on incorporation of maintainability features in the design.

50.4 PHYSICAL DESCRIPTION OF MIL-STD-471

MIL-STD-471 is a very complex document consisting of twelve different
maintainability "Test Methods." The standard itself is short, consisting of only
twenty pages. The meat of the material, however, the test methods themselves, is to
be found in the two appendices, Appendix A, "Maintenance Task Sampling for Use
With Fault Simulation," Appendix B, "Test Methods and Data Analysis," and in
Interim Notice 2, "Demonstration and Evaluation of Equipment/System Built-in-
Test/External Test/Fault Isolation/Testability Attributes and Requirements."
Together these supporting items have a total of seventy-eight additional pages.

50.5 HOW TO USE MIL-STD-471

This standard establishes the policy and provides the guidance for conducting
maintainability demonstrations at specified points during the project. These
demonstrations are intended to give evidence, and ensure, that the maintainability
program is proceeding in accordance with program milestones, and that the
equipment maintainability requirements are achieved.

Results of maintainability demonstrations must also be evaluated in order to
determine and implement timely and effective corrective action (see MIL-STD- 470,
Task 104) for deficiencies disclosed.
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The maintainability characteristics of systems and equipment can seldom be
addressed by a single maintainability parameter as can, frequently, the reliability
characteristics. MIL-STD-471A itself contains eleven specific test methods
addressing various different maintainability parameters. Limited coordination
Change Notice 2 contains another addendum directed toward demonstrating
specific Built-in-Test (BIT) numerics. The addendum also deals with BIT/External
Test/Fault Isolation and Testability questions.

Twelve different test methods, together with the mathematical basis for each test
method, are described in detail in MIL-STD-471A and Interim Notice 2 (USAF).
These descriptions are shortened as follows:

0 Method 1: Test on The Mean

This test provides for the demonstration of maintainability when the
requirement is stated in terms of a required mean value (g1) and a design goal
value (m0) (or when the requirement is stated in terms of a required mean
value (gj) and a design goal value (mo) is chosen by the contractor).

The test plan is subdivided into two basic procedures, identified as Test Plan
A and Test Plan B. Test Plan A makes use of the lognormal assumption for
determining the sample size, whereas Test Plan B does not. Both tests are
fixed sample tests, (minimum sample size of 20), which employ the statistical
Central Limit Theorem and the asymptotic normality of the sample mean for
their development.

For Test Method A the assumption is that the maintenance times can be
adequately described by a lognormal distribution. It is also assumed that the
variance, (d 2), of the logarithms of the maintenance times is known from
prior information or that reasonably precise estimates can be obtained.

For Test Method B no specific assumption concerning the distribution of
maintenance times is necessary. The variance (d2 ) of the maintenance times
is known from prior information, or reasonably precise estimates can be
made.

0 Method 2: Test on Critical Percentile

This test provides for the demonstration of maintainability when the
requirement is stated in terms of both a required critical percentile (Tj) and a
design goal value (TO) (or when the requirement is stated in terms of a
required percentile value (T1 ) and a design goal value (To) is chosen by the
contractor). If the critical percentile is set at 50%, then this test method is a
test of a median.
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The decision criteria is based upon the asymptotic normality of the maximum
likelihood estimate of the percentile value. The method assumes that
maintenance times can be adequately described by a lognormal distribution. It
also assumes that the variance (d2 ) of the logarithms of the maintenance
times is known from prior information or that reasonably precise estimates
can be obtained.

a Method 3: Test on Critical Maintenance Time or Manhours

This test provides for the demonstration of maintainability when the
requirement is specified in terms of both a required critical maintenance time
(or critical manhours) (Xp 1 ) and a design goal value (Xp 0 ) (or when the
requirement is stated in terms of a required critical maintenance time (Xpl)
and a design goal value (Xp 0 ) is chosen by the contractor). The test is
distribution-free and is applicable when it is desired to establish controls on a
critical upper value on the time or manhours to perform specific
maintenance tasks.

In this test both the null and alternate hypothesis refer to a fixed time and the
percentile varies. It is different from Test Method 2 where the percentile
value remains fixed and the time varies. No specific assumption cc-icerning
the distribution of maintenance time or manhours is necessary.

a Method 4: Test on the Median (ERT)

This method provides for demonstration of maintainability when the
requirement is stated in terms of an equipment repair time (ERT) median,
which will be specified in the detailed equipment specification.

The method assumes the underlying distribution of corrective maintenance
task times is lognormal. The sample size required is 20. This sample size
satisfies the equation described in the test method.

a Method 5: Test on Chargeable Maintenance Downtime Per Flight

Chargeable downtime per flight can be thought of as the allowable time
(hours) for performing maintenance given that the aircraft has levied on it a
certain availability or operational readiness requirement. The Central Limit
Theorem is employed in this test method.

* Method 6: Test on Manhour Rate

This test for demonstrating manhour rate (manhours per flight hour) is based
on a determination during Phase II test operation of the total accumulative
chargeable maintenance manhours and the total accumulative flight hours.
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In using this test method, care must be exercised in assuring that the predicted
manhour rate pertains to flight time and not equipment operating time. The
contractor must develop appropriate ratios of equipment operating time to
flight time.

0 Method 7: Test on Manhour Rate (Using Simulated Faults)

This test for demonstrating manhour rate (manhours per operating hour) is
based on (a) the predicted total failure rate of the equipment, and (b) the total
accumulative chargeable maintenance manhours and the total accumulative
simulated demonstration operating hours.

* Method 8: Test on Combined Mean/Percentile Requirement

This test provides for the demonstration of maintainability when the
specification is couched in terms of a dual requirement for the mean and
either the 90th or 95th percentile of maintenance times when the distribution
of maintenance time is lognormal.

* Method 9: Test for Mean Maintenance Time (Corrective Preventive
Combination of Corrective and Preventative) and Mmax

This method is applicable to demonstration of the following indices of
maintainability: Mean Corrective Maintenance Time (gc), Mean Preventive
Maintenance Time (gpm), Mean Maintenance Time (includes preventive and
corrective maintenance actions Jp/c), and Mmax (percentile of repair time).

The procedures of this method for demonstration of pc, are based on the
Central Limit Theorem. No information relative to the variance (d2 ) of
maintenance times is required. It may therefor be applied whatever the form
of the underlying distribution, provided the sample size is adequate. The
minimum sample size is set at 30.

The procedure for demonstrating Mmax is valid for those cases where the
underlying distribution of corrective maintenance task times is lognormal.

* Method 10: Tests for Percentiles and Maintenance Time (Corrective
Preventive Maintenance)

This method employs a test of proportion to demonstrate achievement of

M[ct, lýpm, Mmaxc and Mmaxpm when the distribution of corrective and
preventive maintenance repair time is unknown.

Reliability Analysis Center (RAG) 9 201 Mill Street e Rome, NY 13440 e (315) 337-0900



50-6 Chapter 50: MIL-STD-471A

This method is intended for use in cases where no information is available
on the underlying distribution of maintenance times. The plan holds the
confidence level at 75% or 90%, as may be desired, and requires a minimum
sample size (N) of 50 tasks.

* Method 11: Test for Preventative Maintenance Times

This method provides for maintainability demonstration when the specified
index involves gpm and or Mmaxpm and when all possible preventive

maintenance tasks are to be performed. All possible tasks are to be performed
and no allowance need be made for underlying distribution.

Interim Demonstration and Evaluation of Equipment/System Built-In-
Notice 2: Test/External Test/Fault Isolation/Testability Attributes and

Requirements

This test method is intended to supplement the more conventional
maintainability test requirements (which deal with accessibility, time, and
human factors) with tests appropriate to the Built-in-Test, External Test, and
Fault Isolation capabilities of the system or subsystem. It provides evaluation
and demonstration procedures for use at the equipment/system Operational
(organizational) Level, at the Shop Maintenance Level and the Depot
Maintenance Level.

Figure 50-1 (taken from MIL-STD-471A) is presented on the following pages to assist
the reader in differentiating between the attributes of this assortment of different
available maintainability demonstration test methods.

50.6 TAILORING GUIDELINES

The requirements for maintainability demonstration test must always be tailored.
Such tailoring involves the selection of appropriate maintainability parameters and
the planning and selection of applicable test methods to verify such requirements.

50.6.1 When and How to Tailor

Tailoring the requirements of MIL-STD-471 consists primarily of selecting the
quantitative and qualitative parameters most appropriate for demonstrating the
equipment's maintainability characteristics and then selecting the applicable test
methods for those specific parameters from the available test methods. Additional
guidance for tailoring of the requirements of MIL-STD-471 may be found in
Appendix A of MIL-STD-.. '.
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Sample Spec.
Test Test Index Assumptions Sample Size Selection Requirement

Method
1-A Mean Log Normal distr. See Test Natural 10,H-11,(1)

Prior Knowledge of Method Occurring
Variance Failures or

Appendix
1-B No Distribution

Assumption, Prior
Knowledge of
Variance

2 Critical Percentile Log Normal Distr.
Prior to Knowledge
of Variance

3 Critical Maint. Time or None
Manhours

4 Median A Specific Var. Log 20 ERT
Normal

5 (2) None See Test Natural ORR or A
Chargeable maint. Method Occurring NCMDT, NOF
Down-time/Flight Failures DDT o:,5, NOF

6 (3) None Manhour Rate
Manhours Rate AMR

7 (4) None Natural g, R, a
Manhour Rate Occurring

Failures or
Appendix A

8 Mean and Percentile Lognormal See Test Natural Mean, Mmax
--------- --- - Method Occurring or

Dual Percentile None Simple Dual percentile
Random
Sampling

9 Mean (Corrective Task None 30 minimum Natural gc' gpm' 9p/c'
Time, Prey. Maint. Time, Occurring or m
Down-time) Appendix A maxc

Mmax (90 or 95) percentile

10 Median (Correct Task Time, None 50 minimum Natural - -

Prey. Maint. Task Time) Occurring or Mct, Mdt, Mmaxc,
Mmax (95 percentile) Appendix A Mmaxpm

Corrective Maint. Task
Time, Preventive Maint.
Task Time

11 Mean (Preventive Maint. None All possible All iLpm
Task Time) Mmax tasks Mapm

(preventive maintenance
task time), at any percentile)

(1) See B.10.7 for definitions of a, 0, H0, H1.
(2) Test Method 5 is an indirect method for demonstrating Operational Ready Rate (ORR) or Availability (A).
(3) Test Method 6 is intended for use with aeronautical systems and subsystems.
(4) Test Method 7 is intended for use with ground electronic systems where it may be necessary to simulate faults.

FIGURE 50-1: MAINTAINABILITY TEST METHOD MATRIX
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50.7 CONTRACT DATA REQUIREMENTS LIST (CDRL)

The following is a list of data item descriptions associated with the maintainability
demonstration test.

DI-R-2129 Maintainability Demonstration Plan

DI-MNTY-80831 Maintainability/Testability Demonstration Test Plan

DI-MNTY-80832 Maintainability/ Testability Demonstration Report

DI-MNTY-81188 Verification, Demonstration, Assessment and
Evaluation Plan

DI-QCIC-81187 Quality Assessment Report
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MIL-HDBK-472 is a tri-service approved document used by all branches of the
military in the specification and acquisition of quality-assured systems and
equipment. The current version is the initial release dated May 24, 1966, however
Notice 1 dated January 1984 is a very significant addition. The preparing activity is:

Department of the Navy
Naval Air Systems Command
(AIR) Code 51122
Washington, DC 20361-5110

This chapter is only an advisory to the use of MIL-HDBK-472. It does not supersede,
modify, replace or curtail any requirements of MIL-HDBK-472 nor should it be used
in lieu of that handbook.

51.1 REFERENCE DOCUMENTS

The following related documents impact and further detail these tasks and should
also be referenced.

"* MIL-STD-470 Maintainability Program Requirements For
Systems and Equipments (and specifically the
following task therein)

Task 203 Maintainability Prediction

"* MIL-STD-721 Definitions of Terms for Reliability and
Maintainability

"* MIL-STD-756 Reliability Modeling and Prediction

"* MIL-STD-2165 Testability Program for Systems and Equipment

"* MIL-HDBK-217 Reliability Prediction of Electronic Equipment

51.2 DEFINITIONS

This paragraph is not applicable to this chapter.

51.3 APPLICABILITY

The purpose of MIL-HDBK-472 is to familiarize project managers and design
engineers with various maintainability prediction procedures. Maintainability
prediction facilitates an early assessment of the maintainability design and enables
decisions to be made concerning the compatibility of a proposed design with
specified requirements, or indicates the choice of better alternatives.
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The use of this handbook facilitates the design, development, and production of
equipment and systems requiring a high order of maintainability. Through the use
of this handbook, maintainability engineers, working with a new development, can
select and utilize the most applicable maintainability prediction procedure for a
specific equipment or system.

51.4 PHYSICAL DESCRIPTION OF MIL-HDBK-472

MIL-HDBK-472 is composed of five different maintainability prediction "Methods"
and contains approximately two hundred and twelve pages. It also has four
appendices A, B, C, and D which give repair time estimates and supporting
mathematics and Tables of Distribution values. These appendices add a total of
sixty-six pages.

51.5 HOW TO USE MIL-HDBK-472

Maintainability predictions are made to estimate the various maintainability
parameters and requirements of the system/subsystem/equipment and to make a
determination of whether the maintainability required can be achieved with the
proposed design within the prescribed support and personnel/skill requirements.

Initial prediction is performed early in the acquisition phase to determine the
feasibility of the maintainability requirement. It is then updated during the
development and production phases to determine maintainability attainability.
Predictions are important in providing engineers and management with
quantitative maintainability information for day-to-day activities.

One significant advantage of the maintainability prediction is that it highlights for
the designer those areas of poor maintainability which justify product
improvement, modification, or a change of design. Another useful feature is that it
permits the user to make an early assessment of whether the predicted downtime,
the quality and quantity of maintenance personnel, tools and test equipment are
adequate and consistent with the needs of system operational requirements.

The maintainability characteristics of systems and equipment can seldom be
addressed by a single maintainability parameter as can, frequently, the reliability
characteristics. MIL-HDBK-472 is composed of five distinct maintainability
prediction methods each of which addresses different maintainability parameters.
All five of these maintainability prediction methods are dependent upon at least
two parameters, namely:

a. Failure rates of components at the specific assembly level of interest.
(This data is obtained from a MIL-STD-785, Task 203, reliability
prediction.)

b. Repair time required at the maintenance level involved.
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The five maintainability prediction methods described in detail in MIL-STD-472 are:

Method I: Flight-line Maintenance of Airborne Electronic and
Electromechanical Systems Involving Modular Replacement

Method II: Shipboard and Shore Electronic Equipment and Systems and
Some Mechanical Systems

Method III: Mean and Maximum Active Corrective Maintenance Downtime
and Preventive Maintenance Downtime for Air Force Ground
Electronic Systems and Equipment

Method IV: Mean and/or Corrective and Preventive Maintenance
Downtime for Systems and Equipments

Method V: Maintainability Parameters of Avionics, Ground and Shipboard
Electronics at the Organizational, Intermediate and Depot Levels
of Maintenance

A comparison matrix of the specific maintainability parameters addressed and the
various other attributes of each of the five maintainability prediction methods is
shown in Table 51-1.

In summary, maintainability prediction procedures I and III are applicable solely to
electronic systems and equipment. Procedures II and IV can be used for all systems
and equipments. In applying procedure II to non-electronic equipments, however,
the appropriate task times must be estimated. Procedure V can be used to predict
maintainability parameters of avionics, ground and shipboard electronics at the
organizational, intermediate and depot levels of maintenance.

51.6 TAILORING GUIDELINES

Tailoring of a maintainability prediction primarily involves the planning and
selection of specific maintainability parameters to be addressed and the
determination of the maintainability prediction method which will be employed.

51.6.1 When and How to Tailor

MIL-HDBK-472 is written as a series of specific prediction methods to assist the
contractor in the development and establishment of a unique, cost-effective
maintainability program. Tailoring of the prediction requirements is implicit in
this approach.

Guidance for the tailoring of the requirements of MIL-HDBK-472 i.e., the selection of
specific maintainability parameters to be addressed and the prediction method to be
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employed, are found in Table 51-1 of this chapter and in Appendix A of MIL-STD-
470, Task 203.

51.7 CONTRACT DATA REQUIREMENTS LIST (CDRL)

The following data item description is associated with the maintainability
prediction.

203 DI-MNTY-80827 Maintainability Predictions Report
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MIL-STD-882 is a tri-service-approved document used by all branches of the military
in the specification and acquisition of all types of systems including ships and
facilities. The current version is the "B" revision dated March 30, 1984 (with Notice
1 dated July 1 1987). The preparing activity is:

Headquarters Air Force Systems Command
ATTN: IGFS
Andrews AFB, MD 20334-5000

This chapter is only an advisory to the use of MIL-STD-882. It does not supersede,
modify, replace or curtail any requirements of MIL-STD-882 nor should it be used in
lieu of that standard.

52.1 REFERENCE DOCUMENTS

The following referenced documents are addressed by the 300 series of tasks in MIL-
STD-882. Other referenced documents required to supplement this standard must
be specified in the system specification and other contractual documents.

DOD-STD-2167 Defense System Software Development

DOD-STD-2168 Software Quality Evaluation

MIL-STD-483 Configuration Management Practices for Systems,
Equipment, Munitions and Computer Programs

MIL-STD-1521 Review and Audits for Systems, Equipment, and

Computer Programs

DOD-HDBK-287 Defense System Software Development Handbook

52.2 DEFINITIONS

The meanings of some terms unique to MIL-STD-882 and this chapter are given
below.

Hazard - A condition that is prerequisite to a mishap.

Hazardous Event - An occurrence that creates a hazard.

Managing Activity - The organizational element of DoD assigned the acquisition
management responsibility for the system, or prime or associate contractors or
subcontractors who wish to impose system safety tasks on their suppliers.
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Mishap - An unplanned event or series of events that result in death, injury,
occupational illness, or damage to or loss of equipment or property.

Off-the-shelf equipment - An item which has been developed and produced to
military or commercial standards and specifications, is readily available for delivery
from an industrial source, and may be procured without change to satisfy a military
requirement.

Risk - An expression of the possibility of a mishap in terms of hazard severity and
hazard probability.

Safety - Freedom from those conditions that can cause death, injury, occupational
illness, or damage to, or loss of, equipment or property.

Safety-Critical Computer Software components - Those computer software
components (processes, functions, values or computer program states) whose errors
(inadvertent or unauthorized occurrence, failure to occur when required,
occurrence out of sequence, occurrence in combination with other functions, or
erroneous value) can result in a potential hazard, or loss of predictability or control
of a system.

System Safety - The application of engineering and management principles, criteria,
and techniques to optimize safety within the constraints of operational
effectiveness, time, and cost throughout all phases of the system life cycle.

52.3 APPLICABILITY

MIL-STD-882 provides uniform requirements for developing and implementing a
system safety program of sufficient comprehensiveness to identify the hazards of a
system and to impose design requirements and management controls to prevent
mishaps by eliminating hazards or reducing the associated risk to a level acceptable
to the managing activity. Managing activity usually refers to Government
procuring activity, but may also include prime or associate contractors or
subcontractors who wish to impose system safety tasks on their suppliers.

The principal objective of a system safety program is to make sure that safety,
consistent with mission requirements, is designed into systems, subsystems,
equipment and facilities, and their interfaces.

This standard applies to DoD systems and facilities including test, maintenance and
support, and training equipment. It applies to all activities of a system life cycle; e.g.,
research, design, technology development, test and evaluation, production,
construction, operation and support, modification and disposal. The requirements
also apply to DoD in-house programs
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52.4 PHYSICAL DESCRIPTION OF MIL-STD-882

MIL-STD-882 is composed of twenty-eight safety-related "Tasks" and contains
approximately sixty-nine pages. There are also three supporting appendices:
Appendix A, "Guidance for Implementation of System Safety Program
Requirements", Appendix B, "System Safety Program Requirements Related to Life
Cycle Phases", and Appendix C, "Data Requirements for MIL-STD-882." The three
appendices contain an additional thirty-six pages.

52.5 HOW TO USE MIL-STD-882

MIL-STD-882 Addresses two different types of tasks: Program Management and
Control tasks and Design and Evaluation Tasks.

a. Program Management and Control tasks are those tasks relating
primarily to the management responsibilities dealing with the
safety of the program and less to the technical details involved.

b. Design and Evaluation tasks focus on the identification, evaluation,
prevention, detection, and correction or reduction in the associated
risk of safety hazards by the use of specific technical procedures.

52.5.1 Program Management and Control Tasks

* Task 100: System Safety Program

This is the initial task that sets up a basic system safety program. It is the
precursor to all of the following safety related tasks. This task, as tailored, is
required to be used if MIL-STD-882 is imposed; all other tasks are optional
depending on the specific acquisition program.

a Task 101: System Safety Program Plan

The purpose of this task is to describe in detail the tasks and activities of safety
system management and system safety engineering required to identify,
evaluate, and eliminate hazards, or reduce the associated risk to a level
acceptable to the managing activity throughout the system life cycle. It will
include a description of the planned methods to be used by the contractor to
implement the tailored requirements of this standard, including
organizational responsibilities, resources, methods of accomplishment,
milestones, depth of effort, and integratiun with other program engineering
and management activities and related systems.
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Task 102: Integration/Management of Associate Contractors,
Subcontractors, and Architect and Engineering Firms

The purpose of this task is to provide the system integrating contractor and
managing activity with appropriate management surveillance of other
contractors' system safety programs, and the capability to establish and
maintain uniform integrated system safety program requirements.

* Task 103: System Safety Program Reviews

This task establishes a requirement for the contractor to present system safety
program reviews, to periodically report the status of the system safety
program, and, when needed, to support special requirements such as
certifications and first flight readiness reviews.

0 Task 104: System Safety Group/System Safety Working Group Support

The purpose of this task is to require contractors to support system safety
groups (SSGs) and system safety working groups (SSWGs) which are
established in accordance with service regulations or as otherwise defined by
the managing activity.

• Task 105: Hazard Tracking and Risk Resolution

The task establishes the requirement for a single closed-loop hazard tracking
system. This method or procedure will document and track hazards from
identification until the hazard is eliminated or the associated risk is reduced
to a level acceptable to the managing activity, thus providing an audit trail of
hazard resolution.

0 Task 106: Test and Evaluation Safety

The purpose of this task is to make sure safety is considered in test and
evaluation, to provide existing analysis reports and other safety data, and to
respond to all safety requirements necessary for testing in-house, at other
contractor facilities, and at Government ranges, centers, or laboratories.

0 Task 107: Safety Progress Summary

This task provides for a periodic progress report summarizing the pertinent
systeit safety management and engineering activity that occurred during the
reporting period.
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Task 108: Qualification of Key Contractor System Safety Engineers/
Managers

The purpose of this task is to establish qualifications for key contractor system
safety engineers and managers, i.e., those who possess coordination or
approval authority for contractor documentation.

52.5.2 Design and Evaluation Tasks

* Task 201: Preliminary Hazard List

This task compiles a preliminary hazard list (PHL) very early in the system
acquisition life cycle to enable the managing activity to identify any especially
hazardous areas for added management emphasis.

• Task 202: Preliminary Hazard Analysis

The purpose of this task is to perform and document a preliminary hazard
analysis (PHA) to identify safety critical areas, evaluate hazards, and identify
the safety design criteria to be used.

• Task 203: Subsystem Hazard Analysis

This task performs and documents a subsystem hazard analysis (SSHA) to
identify hazards associated with design of subsystems including component
failure modes, critical human error inputs, and hazards resulting from
functional relationships between components and equipments comprising
each subsystem.

• Task 204: System Hazard Analysis

The purpose of this task is to perform and document a system hazard analysis
(SHA) to determine the primary safety problem areas of the total system
design including potential safety critical human errors.

a Task 205: Operating and Support Hazard Analysis

This task performs and documents an operating and support hazard analysis
(O&SHA) to identify associated hazards and to recommend alternatives
which may be utilized during all phases of intended system use.

a Task 206: Occupational Health Hazard Assessment

The purpose of this task is to perform and document an occupational heaith
hazard assessment (OHHA) to identify human health hazards and to propose
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protective measures to reduce the associated risks to levels acceptable to the
managing activity.

• Task 207: Safety Verification

This task defines and performs tests and demonstrations or uses other
verification methods on safety critical hardware, software, and procedures to
verify compliance with safety requirements.

• Task 208: Training

The purpose of this task is to provide the training necessary for certification of
contractor and Government personnel who will be involved with contractor
activities. Specific areas of concern are subjects such as hazard types and their
recognition, causes, effects, and preventive and control measures; procedures,
checklists, and human error; safeguards, safety devices, protective equipment;
monitoring and warning devices; and contingency procedures.

• Task 209: Safety Assessment

This task performs and documents a comprehensive evaluation of the
mishap risk which is being assumed prior to the test or operation of a system
or at the contract completion.

0 Task 210: Safety Compliance Assessment

The purpose of this task is to perform and document a safety compliance
assessment to verify compliance with all military, federal, national, and
industry codes imposed contractually or by law. This is to ensure the safe
design of a system, and to comprehensively evaluate the safety risk which is
being assumed prior to any test or operation of a system or at the completion
of the contract.

• Task 211: Safety Review of Engineering Change Proposals and
Requests for Deviation/Waiver

This task performs and documents the analyses of engineering change
proposals (ECPs) and requests for deviation/waiver to determine the safety
impact, if any, upon the system.

"* Task 212: (not presently used)

"* Task 213: GFP/GFE System Safety Analysis

The intent of this task is to make sure that any applicable system safety
analyses of GFE/GFP are considered for integration into the system.
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52.5.3 Software System Safety Tasks

The 300 series of tasks are recommended for programs which involve large or
complicated software packages. For other programs, for which these tasks are not
appropriate, the software can be considered within selected 200 series tasks.

& Task 301: Software Requirements Hazard Analysis

This task requires the contractor to perform and document a Software
Requirements Hazard Analysis (SRHA). The contractor shall examine system
and software requirements and design in order to identify unsafe modes for
resolution, such as out-of-sequence, wrong event, inappropriate magnitude,
inadvertent command, adverse environment, deadlocking, failure-to-
command modes, etc.

a Task 302: Top-Level Design Hazard Analysis

The intent of this task is to require the contractor to perform and document a
Top-Level Design Hazard Analysis (TDHA). The Contractor shall analyze the
Top-level Design, using the results of the SRHA (Task 301), if previously
accomplished.

* Task 303: Detailed Design Hazard Analysis

This task requires the contractor to perform and document a Detailed Design
Hazard Analysis (DDHA). The contractor shall analyze the Software Detailed
Design, using the results of the SRHA (Task 301) and the TDHA (Task 302) (if
previously accomplished) to verify the correct incorporation of safety
requirements and to analyze the Safety-Critical Computer Software
Components (SCCSCs).

• Task 304: Code-Level Software Hazard Analysis

The purpose of this task is to require the contractor to perform and document
a Code-Level Software Hazard Analysis (CSHA). Using the results of the
DDHA (Task 303), if previously accomplished, the contractor shall analyze
program code and systems interfaces for events, faults, and conditions which
could cause or contribute to undesired events affecting safety.

* Task 305: Software Safety Testing

This task requires the contractor to perform and document Software Safety
Testing to ensure that all hazards have been eliminated or controlled to an
acceptable level of risk.
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Task 306: Software/User Interface Analysis

The intent of this task is to require the contractor to perform and document a
Software/User Interface Analysis and the development of Software Users
Procedures.

0 Task 307: Software Change Hazard Analysis

The purpose of this task is to require the contractor to perform and document
the Software Change Hazard Analysis. The contractor shall analyze all
changes, modifications, and patches made to the Software for safety hazards.

52.6 TAILORING GUIDELINES

A system safety program needs to be matched to the scope and complexity of each
acquisiton program. MIL-STD-882 must not be contractually invoked without
detailed tailoring of these requirements. Details for tailoring the requirements are
found in the Appendix A to the standard.

52.6.1 When and How to Tailor

The requirements of MIL-STD-882 are tailored primarily by the selection of the
applicable tasks and by the rigor with which these tasks are subsequently applied.
Tables 52-1, 52-2 and 52-3, taken from MIL-STD-882, Appendix A, are task application
matrices and are used to select the applicable tasks for development programs and
for facilities acquisition programs and for software system safety, respectively.
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TABLE 52-1: APPLICATION MATRIX FOR SYSTEM PROGRAM DEVELOPMENT
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TABLE 52-2: APPLICATION MATRIX FOR FACILITIES ACQUISITION
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TABLE 52-3: RELATIONSHIPS BETWEEN THE MIL-STD-882B SOFTWARE
HAZARD ANALYSES, THE MIL-STD-1521B REVIEWS AND AUDITS, AND THE

DoD-STD-2167 SOFTWARE DEVELOPMENT DOCUMENTS

Hardware and Software Reviews and Software Documents
Hazard Analyses Phases Audits

(MIL-STD-882B) (MIL-STD-1521B) (DOD-STD-2167)

PHL SRR
PHA SRHA
(Preliminary) (Preliminary) SDR SSS

PHA (Update) SRHA (Final) SSR IRS SRS

SHA TDHA PDR STLDD

SSHA DDHA CDR IDD SDDD DBDD
O&SHA

SAR CSHA TRR SPA
SCA (Preliminary)

Testing FCA SPS
Software/User Interface Anal. PCA (Final)

FQR

Change Analysis VDD
ECP

SRHA Software Requirements Hazard Analysis
TDHA Top-Level Design Hazard Analysis
DDHA Detailed Design Hazard Analysis
CSHA Code-Level Software Hazard Analysis

SSR System Requirements Review SSS System/Segment Specification
SDR System Design Review SRS Software Require.Specs
SSR Software Specification Review IRS Interface Require. Specs
PDR Preliminary Design Review STLDD Software Top-Level Design Docu.
CDR Critical Design Review SDDD Software Detailed Design Docu.
TRR Test Readiness Review DBDD Data Base Design Document
FCA Functional Configuration Audit IDD Interface Design Document
PCA Physical Configuration Audit SPS Software Product Specs
FQR Formal Qualification Review VDD Version Description Docu.

ECP Engineering Change Proposal

Reliability Analysis Center (RAC) * 201 Mill Street * Rome, NY 13440 * (315) 337-0900



52-12 Chapter 52: MIL-STD-882B

52.7 CONTRACT DATA REQUIREMENTS LIST (CDRL)

The following data item descriptions (DIDs) are associated with the requirements of
MIL-STD-882.

Task DID Titles

101 DI-SAFT-80100 System Safety Program Plan
102 DI-SAFT-80100 System Safety Program Plan
103 As per CDRL
104 As per CDRL
105 DI-SAFT-80105 System Safety Program Progress Report
106 As per CDRL
107 DI-SAFT-80105 System Safety Program Progress Report
108 As per CDRL

201 DI-SAFT-80101 System Safety Hazard Analysis Report
202 DI-SAFT-80101 System Safety Hazard Analysis Report
203 DI-SAFT-80101 System Safety Hazard Analysis Report
204 DI-SAFT-80101 System Safety Hazard Analysis Report
205 DI-SAFT-80101 System Safety Hazard Analysis Report
206 DI-SAFT-80106 Occupational Health Hazard Assessment

Report
207 DI-SAFT-80102 System Assessment Report
208 As per CDRL
209 DI-SAFT-80102 System Assessment Report
210 DI-SAFT-80102 System Assessment Report
211 DI-SAFT-80103/ Engineering Change Proposal System Safety

Report
DI-SAFT-80104 Waiver or Deviation System Safety Report

212 N/A
213 DI-SAFT-80101 System Safety Hazard Analysis Report

301 DI-SAFT-801C1 System Safety Hazard Analysis Report
302 DI-SAFT-80101 System Safety Hazard Analysis Report
303 DI-SAFT-80101 System Safety Hazard Analysis Report
304 DI-SAFT-80101 System Safety Hazard Analysis Report
305 DI-SAFT-80101 System Safety Hazard Analysis Report
306 DI-SAFT-80101 System Safety Hazard Analysis Report
307 DI-SAFT-80101 System Safety Hazard Analysis Report
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Chapter 53: MIL-STD-337 53-1

MIL-STD-337 is a tri-service approved document used by all branches of the military
in the specification and acquisition of quality-assured electronic equipment. The
current version is the original issue dated July 24, 1989. The preparing activity is:

U.S. Army Missile Command
ATTN: AMSMI-RD-SE-TD-ST
Redstone Arsenal, AL 35898-5270

This chapter is only an advisory to the use of MIL-STD-337. It does not supersede,
modify, replace or curtail any requirements of MIL-STD-337 nor should it be used in
lieu of that standard.

53.1 REFERENCE DOCUMENTS

The following related document impacts and further details these requirements and
should also be referenced.

* MIL-STD-881 Work Breakdown Structure for Defense Material Items

53.2 DEFINITIONS AND ACRONYMS

This paragraph is not applicable to this chapter.

53.3 APPLICABILITY

This standard is applicable to contracts which involve engineering design and
development of military systems, subsystems, equipment, and software. It is also to
be used whenever major modifications and improvements to items currently in the
inventory involve significant design activity.

It is not the intent of this standard to prescribe or imply organizational structure or
management methodology. The document does not cover the techniques of
incentive contracting associated with monetary awards for achieving DTC targets.

53.4 PHYSICAL DESCRIPTION OF MIL-STD-337

MIL-STD-337 contains approximately ten pages and has no appendices.

53.5 HOW TO USE MIL-STD-337

This standard prescribes the Design to Cost (DTC) Program objectives and
requirements established for the design and development of military systems,
subsystems, equipments and software. Included are:

Requirements for making Life Cycle Cost (LCC) elements inherent in the
critical functional areas of reliability, logistics, and optimization by using
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53-2 Chapter 53: MIL-STD-337

tradeoff studies, cost estimation and tracking in the life cycle management
acquisition process.

" Requirements for information sharing between Government and industry
of data and studies relative to the acquisition and ownership costs of the
weapon system.

" Requirements for relating DTC to the supportability considerations of the
deployed system, to logistics support analyses, and to reliability and
maintainability studies.

53.6 TAILORING GUIDELINES

MIL-STD-337 was written with the specific intent that it be tailored for each
application. The degree/type of tailoring are a function of both the program phase
(e.g., conceptual, demonstration/validation, full scale development) and the
associated degree of risk.

53.7 CONTRACT DATA REQUIREMENTS LIST (CDRL)

The following data item descriptions are associated with MIL-STD-337.

DI-MISC-80856 Design to Cost Plan

DI-MISC-80857 Design to Cost Status Report
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Chapter 54: MIL-STD-1388-1A 54-1

MIL-STD-1388-1 is a tri-service approved document and is used by all branches of
the military in the specification and acquisition of quality-assured electronic systems
and equipment. The current version is Revision "A" dated April 11, 1983. The
preparing activity is:

U.S. Army DARCOM Materiel Readiness Support Activity
ATTN: DRXMD-EL
Lexington, KY 40511-5101

This chapter is only an advisory to the use of MIL-STD-1388-1. It does not supersede,
modify, replace or curtail any of the requirements of MIL-STD-1388-1 nor should it
be used in lieu of that standard.

54.1 REFERENCE DOCUMENTS

The following related documents are referenced in MIL-STD-1388-1 and further
detail these tasks.

" MIL-STD-1366 Materiel Transportation System, Dimensional
and Weight Constraints, Definition of

" MIL-STD-1388-2 DoD Requirements for a Logistic Support
Analysis Record

" MIL-STD-1629 Procedures for Performing a Failure Mode,
Effects, and Criticality Analysis (FMECA)

54.2 DEFINITIONS AND ACRONYMS

MIL-STD-1388-1 contains an extensive glossary of terms.

54.3 APPLICABILITY

MIL-STD-1388-1 provides general requirements and specific tasks governing
performance of logistic support analysis during the full life cycle of systems and
equipment. It also provides specific guidelines for the preparation and
implementation of a comprehensive logistic support program. The performing
activity must comply with the general requirements section and the specific task
requirements only to the degree specified in the contract.

54.4 PHYSICAL DESCRIPTION OF MIL-STD-1388-1

MIL-STD-1388-1 is composed of fifteen different "Logistic Support Tasks" together
with a detailed description of each task. The standard itself contains approximately
fifty-seven pages. There are two supporting appendices; Appendix A, "Application
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Guidance for Implementation of Logistic Support Analysis Program Requirements"
and Appendix B, "Glossary." These appendices contain an additional fifty-five
pages.

54.5 HOW TO USE MIL-STD-1388-1

MIL-STD-1388-1 addresses five different type of tasks: (1) Program Planning and
Control Tasks, (2) Mission and Support Systems Tasks, (3) Preparation and
Evaluation of Alternatives Tasks, (4) Determination of Logistic Support Resource
Requirements Tasks, and (5) Supportability Assessment Tasks. The purpose of each
of these five types of tasks are as follows:

(1) To provide for formal program planning and review actions.

(2) To establish objectives and supportability related design goals,
thresholds, and constraints through comparison with existing systems
and analyses of supportability, cost, and readiness drivers.

(3) To optimize the support system for the new item and to develop a
system which achieves the best balance between cost, schedule,
performance, and supportability.

(4) To identify the logistic support resource requirements of the new system
in its operational environment(s) and to develop plans for post
production support.

(5) To assure that specified requirements are achieved and deficiencies
corrected.

Table 54-1 (reproduced from MIL-STD-1388-1) contains a listing, by task number, of
each of the specific logistics support tasks defined in MIL-STD-1388-1. Each of these
tasks is explained in more detail in the following section.

Each individual task is divided into four parts: 1) purpose of the task, 2) task
description, 3) task input and 4) task output. It is not the intent that all of the tasks
and/or subtasks must be accomplished in the sequence presented. Also, not all
subtasks may be required during a given contract period.

54.5.1 Program Planning and Control Tasks

Task 101: Development of an Early Logistic Support Analysis Strategy

Subtask 2: Cost Estimate
Subtask 3: Updates
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TABLE 54-1: INDEX OF LOGISTIC SUPPORT ANALYSI TAK
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TABLE 54-1: INDEX OF LOGISTIC SUPPORT ANALYSIS TASKS (CONTD)
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TABLE 54-1: INDEX OF LOGISTIC SUPPORT ANALYSIS TASKS (CONT'D)
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54-6 Chapter 54: MIL-STD-1388-1A

" Task 102: Logistic Support Analysis Plan

Subtask 1: LSA Plan

Subtask 2: Updates

" Task 103: Program and Design Reviews

Subtask 1: Establish Review Procedures
Subtask 2: Design Reviews
Subtask 3: Program Reviews
Subtask 4: LSA Review

54.5.2 Mission and Support Systems Definition

"* Task 201: Use Study

Subtask 1: Supportability Factors
Subtask 2: Quantitative Factors
Subtask 3: Field Visits
Subtask 4: Use Study Report and Updates

"* Task 202: Mission Hardware, Software and Support
System Standardization

Subtask 1: Supportability Constraints
Subtask 2: Supportability Characteristics
Subtask 3: Recommended Approaches
Subtask 4: Risks

" Task 203: Comparative Analysis

Subtask 1: Identify Comparative Systems
Subtask 2: Baseline Comparison Systems
Subtask 3: Comparative System Characteristics
Subtask 4: Qualitative Supportability Problems
Subtask 5: Supportability, Cost, and Readiness Drivers
Subtask 6: Unique System Drivers
Subtask 7: Updates
Subtask 8: Risks and Assumptions

" Task 204: Technological Opportunities

Subtask 1: Recommended Design Objectives
Subtask 2: Updates
Subtask 3: Risks
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"Task 205: Supportability and Supportability Related Design Factors

Subtask 1: Supportability Characteristics
Subtask 2: Sensitivity Analysis
Subtask 3: Identify Propriety Data
Subtask 4: Supportability Objectives & Associated Risks
Subtask 5: Specification Requirements
Subtask 6: NATO Constraints
Subtask 7: Supportability Goals and Thresholds

54.5.3 Preparation and Evaluation of Alternative Tasks

" Task 301: Functional Requirements Identification

Subtask 1: Functional Requirements
Subtask 2: Unique functional Requirements
Subtask 3: Risks
Subtask 4: Operations and Maintenance Tasks
Subtask 5: Design Alternatives
Subtask 6: Updates

" Task 302: Support System Alternatives

Subtask 1: Alternative Support Concepts
Subtask 2: Support Concept Updates
Subtask 3: Alternative Support Plans
Subtask 4: Support Plan Updates
Subtask 5: Risks

" Task 303: Evaluation of Alternatives and Tradeoff Analysis

Subtask 1: Tradeoff Criteria
Subtask 2: Support System Tradeoffs
Subtask 3: System Tradeoffs
Subtask 4: Readiness Sensitivities
Subtask 5: Manpower and Personnel Tradeoffs
Subtask 6: Training Tradeoffs
Subtask 7: Repair Level Analyses
Subtask 8: Diagnostic Tradeoffs
Subtask 9: Comparative Evaluations
Subtask 10: Energy Tradeoffs
Subtask 11: Survivability Tradeoffs
Subtask 12: Transportability Tradeoffs
Subtask 13: Support Facility Tradeoffs
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54.5.4 Determination of Logistic Support Resource Requirements Tasks

" Task 401: Task Analysis

Subtask 1: Task Analysis
Subtask 2: Analysis Documentation
Subtask 3: New/Critical Support Resources
Subtask 4: Training Requirements and Recommendations
Subtask 5: Design Improvements
Subtask 6: Management Plans
Subtask 7: Transportability Analysis
Subtask 8: Provisioning Requirements
Subtask 9: Validation
Subtask 10: ILS Output Products
Subtask 11: LSAR Updates

"* Task 402: Early Fielding Analysis

Subtask 1: New system Impact
Subtask 2: Sources of Manpower and Personnel Skills
Subtask 3: Impact of Resource Shortfalls
Subtask 4: Combat Resource Requirements
Subtask 5: Plans for Problem Resolution

" Task 403: Post Production Support Analysis

Subtask 2: Post Production Support Plan

54.5.5 Supportability Assessment Tasks

" Task 501: Supportability Test, Evaluation and Verification

Subtask 1: Test and Evaluation Strategy
Subtask 2: System Support Package Component List
Subtask 3: Objectives and Criteria
Subtask 4: Updates and Corrective Actions
Subtask 5: Supportability Assessment Plan (Post Deployment)
Subtask 6: Supportability Assessment (Post Deployment)

54.6 TAILORING GUIDELINES

Tailoring of a logistic support analysis program involves primarily the planning
and selection of specific tasks and the determination of the rigor with which each of
these tasks will be applied.
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54.6.1 When and How to Tailor

MIL-STD-1388-1 is written as a series of tasks to assist in the development and
establishment of a unique cost effective logistic support analysis program, thus
tailoring of the requirements is implicit. Specific directions for the tailoring of the
requirements of MIL-STD-1388-1 to fit the needs of a particular program are found
in Appendix A of the standard.

54.7 CONTRACT DATA REQUIREMENTS LIST (CDRL)

Each task in MIL-STD-1388-1 has its own potential CDRL items. Following is a list of
data item descriptions associated with each logistic support analysis task. Only data
items specified in the CDRL are required deliverables.

Task Applicable DID Data Requirement

101 DI-L-7114 Logistics Support Analysis Strategy Report

102, 103 DI-ILSS-80531 Logistic Support Analysis Plan
202, 205

103 DI-A-7088 Conference Agenda

DI-A-7089 Conference Minutes

201 DI-S-7115 Use Study Report

202 DI-MISC-80526 Parts Control Program Plan

DI-MISC-80072 Program Parts Selection List

DI-MISC-80071 Parts Approval Requests

DI-E-7029 Military Detail Specifications and
Specification Sheets

DI-MISC-81058 Nonstandard Parts Test Data Report

202, 205, DI-ILSS-81021 System/Design Trade Study Reports
301,302,
303, 401

203 DI-S-7116 Comparative Analysis Report

204 DI-S-7117 Technology Opportunities Report
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Task Applicable DID Data Requirement

402 DI-S-7118 Early Fielding Analysis Report

403 DI-P-7119 Post Production Support Plan

501 DI-S-7120 Supportability Assessment Plan

DI-S-7121 Supportability Assessment Report

DI-ILSS-80532 System Support Package Component List
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MIL-STD-1388-2 is a tri-service approved document and is used by all branches of
the military in the specification and acquisition of quality-assured electronic systems
and equipment. The current version is Revision "A" dated July 20, 1984. The
preparing activity is:

U.S. Army DARCOM Materiel Readiness Support Activity
ATTN: DRXMD-EL
Lexington, KY 40511-5101

This chapter is only an advisory to the use of MIL-STD-1388-2. It does not supersede,
modify, replace or curtail any of the requirements of MIL-STD-1388-2 nor should it
be used in lieu of that standard.

55.1 REFERENCE DOCUMENTS

The following related documents are referenced in MIL-STD-1388-2 and further
detail these tasks.

"* MIL-STD-1388-2 DoD Requirements for a Logistic Support Analysis
Record

"* MIL-STD-1390 Level of Repair

55.2 DEFINITIONS AND ACRONYMS

MIL-STD-1388-2 contains an extensive dictionary of Logistic Support Analysis
Record (LSAR) data elements in Appendix F.

55.3 APPLICABILITY

MIL-STD-1388-2 establishes standard requirements, data element definitions, data
field lengths, and data entry requirements for LSAR data generated as a result of
performing any or all of the analyses spsecified in MIL-STD-1388-1, Logistic Support
Analysis (LSA). MIL-STD-1388-2 should never be specified without also specifying
MIL-STD-1388-1. The tailoring of LSAR data must be consistent with the level and
depth of logistic support analyses performed in accordance with MIL-STD-1388-1.

55.4 PHYSICAL DESCRIPTION OF MIL-STD-1388-2

MIL-STD-1388-2 is a voluminous document. The standard itself contains only
eighteen pages, however, there are six supporting appendices containing an
additional five hundred and seventy-six pages. The six appendices are titled:

Appendix A - LSAR Data Field Requirements
Appendix B - LSAR Reports
Appendix C - LSAR Master Files
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Appendix D - Guidance for Assignment of LSA Control Number (LCN)
Alternative LSA Control Number (ALC) and Usable
ON Code (UOC)

Appendix E - Application and Tailoring Guidance for the Logistic
Support Analysis Record

Appendix F - Data Element Dictionary

55.5 HOW TO USE MIL-STD-1388-2

LSA documentation, including LSAR data, is generated as a result of the analysis
tasks specified in MIL-STD-1388-1. As such, the LSAR data serves as the integrated
logistic support technical database applicable to all material acquisition programs to
satisfy the support acquisition. Thus completion of LSAR data requires the use of
many related documents from which appropriate data/codes can be obtained. The
specific use of each different document is identified in the appropriate section or
appendix of MIL-STD-1388-2.

LSAR data element definitions, data field lengths, and data formats are described in
detail in Appendices A and F. The specific data entry media, storage, and
maintenance procedures are left to the performing activity. A standard Joint Service
LSAR ADP system is available for automated storage of LSAR data. When this
system is used by a performing activity, the LSAR data edit and update procedures
contained in MIL-STD-1388-2 must be followed. The Joint Service LSAR ADP
system will generate the LSAR master files described in Appendix C and the LSAR
reports described in Appendix B.

The LSAR data, whether maintained manually or via automated means, forms a

database to:

a. Determine the impact of design features on logistic support.

b. Determine the impact of the proposed logistics support system on
the system/equipment availability and maintainability goals.

c. Provide data for trade-off studies, life cycle costing and logistic

support modeling.

d. Exchange valid data among functional organizations.

e. Influence the system/equipment design.

f. Provide data for the preparation of logistic products specified by data
item descriptions (DID's).

g. Provide the means to assess supportability of the fielded item.
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h. Provide the means to evaluate the impact of engineering change,
product improvement, major modification or alternative proposals.

55.6 TAILORING GUIDELINES

Tailoring of both the LSA tasks to be performed, and the resultant LSAR data
produced as a part of LSA task documentation is mandatory for the development
and establishment of a cost effective logistic support analysis program.

55.6.1 When and How to Tailor

Appendix E of MIL-STD-1388-2 provides guidance for appropriate application of the
LSAR during each phase of a system's life cycle and the procedures for tailoring of
the LSAR data records, elements, and standard reports to satisfy program
requirements at minimum cost.

55.7 CONTRACT DATA REQUIREMENTS LIST (CDRL)

Each LSAR report addressed by MIL-STD-1388-2 has its own potential CDRL items.
Table VII of Appendix E of MIL-STD-1388-2 contains an extensive list of LSA report
numbers and their associated DID number. Only data items specified in the CDRL
are required deliverables.
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MIL-STD-1390 is currently a limited usage document. It is approved by the Navy
and is used in the specification and acquisition of quality-assured electronic systems
and equipment. The current version is Revision "C" dated July 8, 1988. The
preparing activity is:

Naval Air Engineering Center
Code 5322
Lakehurst, NJ 08733-5100

This chapter is only an advisory to the use of MIL-STD-1390. It does not supersede,
modify, replace or curtail any of the requirements of MIL-STD-1390 nor should it be
used in lieu of that standard.

56.1 REFERENCE DOCUMENTS

The following related documents are referenced in MIL-STD-1390 and further detail
these tasks.

"* MIL-STD-1388-1 Logistic Support Analysis

"* MIL-STD-1388-2 DoD Requirements for a Logistic Support
Analysis Record

56.2 DEFINITIONS AND ACRONYMS

MIL-STD-1390 contains an extensive section of definition of terms and acronyms.

56.3 APPLICABILITY

Level of Repair (LOR) is a justification of the decision to repair or discard a failed
item of hardware for each anticipated maintenance action on that item. Economic
justification must be provided to support the decision to repair at any given
maintenance level. LOR analysis is a integral part of the Logistic Support Analysis
process as described in MIL-STD-1388-1.

56.4 PHYSICAL DESCRIPTION OF MIL-STD-1390

MIL-STD-1390 is composed of three major sections each containing one or more
detailed tasks addressing the unique concerns of a different type of equipment. The
standard contains approximately two hundred and eleven pages and there are no
appendices.

56.5 HOW TO USE MIL-STD-1390

The first portion of the standard is very general in nature. It includes essential
requirements applicable to each of the individual tasks described later in the
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standard. This portion addresses the development and preparation of the: a) LOR
Program Plan, b) LOR Data Elements, c) LOR Analyses, and d) LOR Data
Requirements.

Following the general material are three major sections together with their detailed
tasks. Each of these sections and their related tasks address the unique
considerations of a major category and specific type of equipment. The three major
sections and their related tasks are:

Section 100 - Level of Repair for Naval Air Systems Command

"* Task 101: LOR Analysis Techniques for Naval Air Systems Command
Equipment

"* Task 102: LOR Analytical Techniques for Naval Air Systems Command
Gas Turbine Engines

"* Task 103: LOR Analytical Techniques for Naval Air Systems Command
Avionic Peculiar Support Equipment (PSE)

Section 200 - Level of Repair for SPAWAR/NAVSEA Commands

* Task 201: LOR Analytical Techniques for Space and Naval Warfare
Systems Command Equipment

Section 300 - Level of Repair for Marine Corps

* Task 301: LOR of Repair Analytical Techniques for Marine Corps
Equipment

Figure 56-1 taken from the general portion of MIL-STD-1390, and thus applicable to
all of the different types of equipment, illustrates a flow diagram of the Level of
Repair decision process for a new equipment design.

56.6 TAILORING GUIDELINES

Tailoring of a level of repair analysis program involves primarily the selection and
planning of the applicable task and the determination of the rigor with which that
task will be applied for that equipment procurement.

56.6.1 When and How to Tailor

MIL-STD-1390 is written as a series of specific tasks directed toward distinct
categories and types of equipment. Thus tailoring of the LOR analysis requirements
is implicit in the standard.
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56.7 CONTRACT DATA REQUIREMENTS LIST (CDRL)

Each MIL-STD-1390 Level of Repair analysis has its own potential CDRL. Only those
data items specified in the CDRL are required deliverables.

Paragraph Applicable DID Data Requirement

5.1,5.1.3, DI-ILSS-80645 Level of Repair Program Plan
5.4.1,5.4.4

5.4.2 DI-ILSS-80646 Level of Repair Analysis Report

5.4.5 DI-ILSS-80647 Level of Repair Input Data
Report
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MIL-STD-1840 is a tri-service approved document used by all branches of the
military in the specification and acquisition of quality-assured electronic systems
and equipment. The current version is the "A" Revision dated December 22, 1987.
The preparing activity is:

Office of the Secretary of Defense
CALS Policy Office, OASD(P5L) WS
Pentagon, Room 2B322
Washington, D.C. 20301-8000

This chapter is only an advisory to the use of MIL-STD-1840. It does not supersede,
modify, replace or curtail any of the requirements of MIL-STD-1840 nor should it be
used in lieu of that standard.

57.1 REFERENCE DOCUMENTS

There are no other reliability, maintainability, safety or logistics related documents
identified in MIL-STD-1840 that impact and further detail these guidelines and thus
need to be referenced here.

57.2 DEFINITIONS AND ACRONYMS

An extensive list of definitions and acronyms are included in section 3 of MIL-STD-
1840.

57.3 APPLICABILITY

The purpose of MIL-STD-1840 is to standardize the digital interface between
organizations or systems exchanging digital forms of technical information
necessary for the logistic support of weapon systems throughout their life cycle.
This is closely related to Computer-aided Acquisition and Logistic Support (CALS) -
the DOD and industry strategy to accelerate, the integration of digital technical
information. Specific objectives of CALS as defined in MIL-HDBK-59, "DoD
Computer-aided Acquisition and Logistic Support Program Implementation Guide"
are:

a) To accelerate the integration of automated design tools (e.g. R & M
tools into contractor computer-aided design and engineering
systems as a part of a systematic approach that simultaneously
addresses the product and its life-cycle manufacturing and support
requirements).

b) To encourage the reduction and eventual elimination of
duplication of data, and to accelerate the automation of contractor
processes for generating weapon system technical data in digital
form.

Reliability Analysis Center (RAC) a 201 Mill Street * Rome, NY 13440 e (315) 337-0900



57-2 Chapter 57: MIL-STD-1840A

c) To rapidly increase DOD's capability to receive, store, distribute and
use system technical data in digital form to improve life-cycle
maintenance, training, and spare parts reprocurement, and other
support processes.

57.4 PHYSICAL DESCRIPTION OF MIL-STD-1840

MIL-STD-1840 contains only thirty-nine pages. There is also one five page appendix,
"Raster Data Requirements."

57.5 HOW TO USE MIL-STD-1840

This standard addresses technical information such as training and maintenance
manuals with their associated illustrations; production definition data, such as the
engineering drawings and specifications which are part of the traditional technical
data packages used for item acquisition; and, the evolving product data concept
which provides for transfer and archival storage, of the product information
necessary to the acquisition process, in a form directly usable by computer
applications.

It standardizes the format and information structures of digital data files used for
the transfer and archival storage of digital technical information. The format,
information structures, and transfer procedures established therein are applicable in
all cases where the information can be prepared and received in the form of ASCII
text files, product definition data files, raster image files, or graphic files.

Some of the more germane topics addressed by this standard are as follows:

Paragraph To_9.c

4.1.1 Document Types
4.1.2 Product Data

5.1 File Structure for Transfer
5.2 Media Options
5.3 Packaging

6.4 Transfer of Textual Data

Appendix A, "Raster Data Requirements" - describes the requirements for the
preparation of the files containing the raster form of illustration or product data and
is a mandatory part of the standard for raster data applications.
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57.6 TAILORING GUIDELINES

Since MIL-STD-1840 standardizes the format and information structure of digital
data files used for the transfer and archival storage of digital technical information
and thus it is not intended to be a tailored document.

57.7 CONTRACT DATA REQUIREMENTS LIST (CDRL)

There are no explicit data item descriptions required by MIL-STD-1840.
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MIL-HDBK-59 is a tri-service approved document used by all branches of the
military in the specification and acquisition of quality-assured electronic systems
and equipment. The current version is the "A" Revision dated September 28, 1990.
The preparing activity is:

Office of the Secretary of Defense
CALS Policy Office, DASD(PR)CALS
Pentagon, Room 2B322
Washington, D.C. 20301-8000

This chapter is only an advisory to the use of MIL-HDBK-59. It does not supersede,
modify, replace or curtail any of the rec.,uirements of MIL-HDBK-59 nor should it be
used in lieu of that handbook.

58.1 REFERENCE DOCUMENTS

The following documents form a part of MIL-HDBK-59, to the extent specified
therein.

"* MIL-STD-470 Maintainability Program for Systems and Equipment

"* MIL-STD-785 Reliability Program for Systems and Equipment
Development and Production

"* MIL-STD-1388-1 Logistic Support Analysis

"• MIL-STD-1388-2 DOD Requirements for a Logistic Support Analysis
Record

"* MIL-STD-1840 Automated Interchange of Technical Information

"• MIL-STD-2165 Testability Program for Electronic Systems and
Equipments

"* MIL-HDBK-217 •'eliability Prediction of Electronic Systems and
Equipments

58.2 DEFINITIONS AND ACRONYMS

An extensive list of definitions and acronyms are included in Appendix A of MIL-
HDBK-59.

58.3 APPLICABILITY

MIL-HDBK-59 is the implementing guide for Computer-aided Acquisition and
Logistic Support (CALS). Its basic purpose is to assist acquisition managers in the
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transition from paper-intensive processes to digital data delivery and access. It also
supports the structuring of contract requirements to achieve integration of various
contractor automated capabilities for design, manufacturing, and logistics support.

CALS is a DOD and industry strategy to accelerate, the integration of digital technical
information. The specific objectives of CALS are:

a) To accelerate the integration of automated design tools (e.g. R & M
tools) into contractor computer-aided design and engineering
systems as a part of a systematic approach that simultaneously
addresses the product and its life-cycle manufacturing and support
requirements.

b) To encourage the reduction and eventual elimination of
duplication of data, and to accelerate the automation of contractor
processes for generating weapon system technical data in digital
form.

c) To rapidly increase DOD's capability to receive, store, distribute and
use system technical data in digital form to improve life-cycle
maintenance, training, and spare parts reprocurement, and other
support processes.

58.4 PHYSICAL DESCRIPTION OF MIL-HDBK-59

MIL-HDBK-59 contains only thirty-four pages. However, there are also five
supporting appendices; Appendix A, "CALS Overview," Appendix B, "Application
Guidance for Acquisition of Digital Deliverables," Appendix C, "Functional
Requirements for Integration of Contractor Processes," Appendix D, "Contract
Requirements for Delivery Modes," and Appendix E, "Data Protection and Integrity,
Data Rights, and Related Issues." Together these five appendices contain an
additional one hundred and seventy-four pages.

58.5 HOW TO USE MIL-HDBK-59

The near term goal of CALS is the implementation of increased levels of interfaced,
or integrated, functional capabilities, and specification of technical requirements for
the delivery of technical data to the government in digital form. It attempts to
achieve this by supporting the structuring of contract requirements to achieve
integration of various contractor automated capabilities for design, manufacturing,
and logistic support.

The longer term goal of CALS is the integration of industry and DOD databases in
order to enable them to share common data in an integrated weapon system
database. It is anticipated that eventually, data deliverables to or from government
in digital form, will be explicitly required in future contracts.
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MIL-HDBK-59 sets forth the following time schedule and specific actions for the
implementation of these goals:

1) For systems entering Full Scale Development or production before
September, 1988;

Review specific opportunities for cost savings or quality improvements by
changing paper deliverables to digital delivery using CALS.

2) For systems entering Full Scale Development after September, 1988;

Cost and schedule proposals are specifically required to address: a) the
integration of technical information systems and processes, b) authorize
government access to contractor databases, and c) delivery of technical data
in digital form. These proposals are to be given significant weight for their
cost and quality implications in source selection decisions.

Appendix A of MIL-HDBK-59 includes an overview of CALS strategies and
requirements, as well as a list of Federal and Military standards, specifications,
definitions, and acronyms relating to CALS implementation. A copy of the Deputy
Secretary of Defense policy guidance for CALS is in Appendix A.

Appendix B provides decision guidance and model contracting language for
tailoring the wording of DoD Requests for Proposals (RFPs) and Contract Data
Requirements Lists (CDRLs) to enable integrated preparation and delivery of, or
access to, digitized data required for design, manufacturing, and support application.

Appendix C provides guidance for establishing RFP and CDRL requirements for
integrating computer-based methods and supporting technologies to incorporate
reliability and maintainability engineering and logistic support analysis within
computer-aided concurrent engineering environments.

Appendix D includes detailed guidance and technical information for establishing
RFP and CDRL requirements for using physical media and telecommunication
networks to deliver technical data in digital form, or to gain access to contraclor data
bases.

Appendix E provides guidance and-model contracting language for tailoring RFP
and CDRL requirements to ensure the integrity and confidentiality of CALS assets to
the maximum extent practical within existing regulations, procedures, and
technology.

Table 58-1 taken from Appendix A of MIL-HDBK-59 identifies the points of contact
for CALS within each of the major branches of the military.
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TABLE 58-1: CALS POINTS OF CONTACT

DEPARTMENT/
AGENCY ADDRESS COMMERCIAL AUTOVON

OSD DASD(PR)CALS (703) 697-0051 227-0051
The Pentagon, Room 28322
Washington, D.C. 20301-8000

ARMY HQTRS, Dept. of the Army (703) 614-3711 224-3711
Deputy Chief of Staff for Logistics
(DCSLOG/PLC)
Washington, DC 20310-0527

NAVY Office of the Chief of Naval (703) 695-3293 225-5728
Operations (OP-403)
Pentagon Room 4C535
Department of the Navy
Washington, DC 20350

AIR FORCE HQTRS, Air Force Systems Command (301) 981-3915 858-3915
ATTN: PLXC
Andrews AFB, DC 20334-5000

DEFENSE DLA-Z (DCLSO) (703) 274-4210 284-4211/2
LOGISTICS 6301 Little River Turnpike
AGENCY Beauregard Square, Suite 310

Alexandria, VA 22312

58.6 TAILORING GUIDELINES

Since MIL-HDBK-59 is written as a series of guidelines to assist in the cost effective

implementation of CALS, tailoring of the requirements is inherent in the approach.

58.7 CONTRACT DATA REQUIREMENTS LIST (CDRL)

Since MIL-HDBK-59 is written as implementing guidelines there are no explicit data

item descriptions required by this specific document, however appendices B, C, D,

and E all provide guidance in tailoring CDRL requirements to the needs of CALS.
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MIL-STD-1814 is currently a limited usage document. It is approved by the Air Force
and is used in the specification and acquisition of quality-assured electronic systems
and equipment. The current version is the initial release dated April 30, 1991. The
preparing activity is:

Aeronautical Systems Division
Attn: ASD/ENES
Wright-Patterson AFB, Ohio 45433-6503

This chapter is only an advisory to the use of MIL-STD-1814. It does not supersede,
modify, replace or curtail any requirements of MIL-STD-1814 nor should it be used
in lieu of that standard.

CAUTION

MIL-STD-1814(USAF) is a "Limited Distribution" document.

It is available only to Department of Defense entities and DoD contractors. It
may not be exported, released, or disclosed to foreign nationals inside or outside
the United States without first obtaining an export license.

59.1 REFERENCE DOCUMENTS

The following related document forms a part of MIL-STD-1814 to the extent
specified in MIL-STD-1814.

9 AFGS-87256 Integrated Diagnostics (ID AFGS)

59.2 DEFINITIONS AND ACRONYMS

This paragraph is not applicable to this chapter.

59.3 APPLICABILITY

MIL-STD-1814 contains generic requirements and verifications for properly
incorporating integrated diagnostics (ID) into acquisition program events, such as
creating documents and plans, accomplishing studies and tradeoffs, and conducting
reviews and audits.

The diagnostic capability discussed in this document covers a system's ability to
detect faults and to isolate the causes of those faults to provide status information
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upon which to base decisions, such as is an aircraft safe to fly, what needs to be
replaced or repaired to restore a function, or has a component been successfully
repaired.

MIL-STD-1814 covers diagnostics needed on a weapon system for mission,
maintenance, and safety reasons. It applies to all activities in a weapon system
acquisition in which diagnostics must be considered.

59.4 PHYSICAL DESCRIPTION OF MIL-STD-1814

MIL-STD-1814 is a simple document containing only twenty-six pages. There are,
however, nine appendices and an Index containing an additional two hundred and
ninety-four pages. The titles of these appendices are as follows:

Appendix A: Acquisition Process Handbook
Appendix B: Requirements Derivation and Allocation Process

Appendix C: Example of Diagnostic Requirements Derivation and
Allocation Process

Appendix D: Quantification of Diagnostics in Weapon System Design
Appendix E: Application Tools
Appendix F: Technical Database
Appendix G: Vertical Test Compatibility
Appendix H: Integrated Diagnostics Concepts
Appendix I: ID Roadmap

59.5 HOW TO USE MIL-STD-1814

MIL-STD-1814 is structured so that a user can go directly to the sections in the
standard relevant to the task at hand. It has a main section from which
contractually binding requirements and verifications may be selected and
appendices with non-binding information.

Appendix A repeats the requirements and verifications found in the main body, but
adds rationale, application and implementation guidance, and lessons learned.
Appendix I contains a Roadmap that shows how the requirements relate to
acquisition program events and to each other. The Roadmap is a graphical Table of
Contents that is central to the use of the document. The other appendices offer
guidance on specific aspects of the ID process. Some key features of MIL-STD-1814
are:

1. All requirements sections begin with a 3 (i.e., 3.1.2.1).
2. All verification sections begin with a 4 (i.e., 4.1.2.1).
3. Related requirements and verifications have the same number, except for

the first digit per 1 and 2 above (i.e., 3.1.2.4 and 4.1.2.4 are a requirement
and its associated verification).
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4. Each requirement and verification has the same number in the main
body, Appendix A and the Roadmap.

The user of the document should start at the Roadmap, Appendix I, for the specific
phase and identify activities of interest. The numbers associated with each
Roadmap activity would then be used to refer to the table of contents to locate the
related requirement and verification statements in this standard and the rationale,
guidance, and lessons learned in Appendix A. Figure 59-1 (taken from MIL-STD-
1814) illustrates the organization and use of this document.

59.6 TAILORING GUIDELINES

MIL-STD-1814 is written as a series of requirements with specific verification
procedures applicable to each requirement.

This assortment of requirements and verifications options is intended to better
assist in the development of a specific program uniquely applicable for a given
phase of system or equipment procurement. Thus tailoring is implicit in the
process.

59.6.1 When and How to Tailor

Tailoring of the requirements and verifications in accordance with MIL-STD-1814
involves the selection of: a) the appropriate design requirement, and b) the
appropriate verification method.

59.7 CONTRACT DATA REQUIREMENTS LIST (CDRL)

The following data item descriptions are applicable to integrated diagnostics
requirements and verifications of MIL-STD-1814.

DI-S-7116 Comparative Analysis Report, MIL-STD-1388-1, Task 203.2

DI-CMAN-80008 System Segment Specification, ID AFGS 87256,
MIL-STD-490 Appendix I

DI-MCCR-80025 Software Requirements Specification
DOD-STD-2167

DI-T-7199 Testability Analysis Report, MIL-STD-2165,

Task 201.2.4

DI-A-7088 Conference Agenda, MIL-STD-1521, Appendix A

DI-A-7089 Conference Minutes, MIL-STD-1521, Appendix A
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RAC Product Order Form I
RELIABILITY HANDBOOKS U.S.Non-U.S. Ot Item Total

RMST-91 Reliability and Maintainability Software Tools 1991 50.00 60.00
TOOLKIT RADC Reliability Engineer's ToolKit 10.00 20.00
RDSC-1 Reliability Sourcebook 25.00 35.00 1
MFAT-1 Microelectronics Failure Analysis Techniques - A Procedural Guide 140.00 180.00
MFAT-2 GaAs Characterization and Failure Analysis Techniques - A Procedural Guide 100.00 130.00
MFAT 1&2 Combined set of MFAT-1 and MFAT-2 200.00 300.00
FTA Fault Tree Analysis Application Guide 80.00 90.00
NPS-1 Analysis Techniques for Mechanical Reliability 60.00 70.00
PRIM-92 A Primer for DoD Reliability, Maintainability and Safety Standards 120.00 140.00

RELIABILITY DATA
NPRD-91 Nonelectronic Parts Reliability Data - 1991 (includes discrete electronic parts) 150.000 170.00
NPRD-91P Nonelectronic Parts Reliability Data - 1991 (IBM PC database) 400.00 440.00
DSR-4 Discrete Semiconductor Device Reliability - 1988 100.00 120.00
FMD-91 Failure Mode Distribution Critical Technology Review Assessment 100.00 120.00
NONOP-1 Nonoperating Reliability Data - 1987 150.00 160.00
MDR-22 Microcircuit Screening Analysis - 1987 12500 135.00
VZAP-90 Electrostatic Discharge Susceptibility Data 150.00 160.00
VZAP-90P VZAP-90 Data on diskette (IBM PC database) 350.00 380.00
V?"?-90C Complete VZAP package including VZAP-90 publication and VZAP-90P 450.00 480.00
MW .4-21 Trend Analysis Databook - 1985 100.00 110.00

STATE-OF-THE.ART REPORTS AND SOFTWARE
SOAR-2 Practical Statistical Analysis for the Reliability Engineer 40.00 50.00
SOAR-3 IC Quality Grades: Impact on System Reliability and Life Cycle Cost 50.00 60.00
SOAR-4 Confidence Bounds for System Reliability 50.00 60.00
SOAR-5 Surface Mount Technology: A Reliability Review 60.00 70.00
SOAR-6 ESD Control in the Manufacturing Environment 60.00 70.00
SOAR-7 A Guide for Implementing Total Quality Management 75.00 85.00
CRTA-PEM Plastic Microcircuit Packages: A Technology Review 50.00 60.00
CRTA-QML Qualified Manufacturer's List: New Device Mfg. and Procurement Technique 50.00 60.00
CRTA-GaAs Assessment of GaAs Device Quality and Reliability 50.00 60.00
CRTA-TEST Testability Design and Assessment Tools 5000 60.00
VPRED VHSIC Reliability Prediction Software 150.00 160.00
RAC-NRPS Nonoperating Reliability Prediction Software (Includes NONOP-1) 1400.00 1450.00

RELIABILITY INDICES AND PROCEEDINGS
TRS-2 Search and Retrieval Index to IRPS Proceedings - 1968 to 1978 24.00 34.00
TRS-2A Search and Retrieval Index to IRPS Proceedings - 1979 to 1984 24.00 34.00
TRS-3A EOS/ESD Technology Abstracts - 1982 36.00 46.00
TRS-4 Search and Retrieval Index to EOS/ESD Proceedings - 1979 to 1984 36.00 46.00
TRS-5 Search and Retrieval Index to ISTFA Proceedings - 1978 to 1985 36.00 46.00
MIL-HDBK-338 MIL-HDBK-338: Subject Index 25.00 35.00
QML-1 QML Workshop Proceedings 25.00 35.00 1

ADDITIONAL RAC PRODUCTS
RD RAC Quarterly (Subscription for four issues/one year) 30.00 35.00
W?' RAC Newsletter 0.00 0.001

SG RAC Services Guide 0.00 0.00

Priority Handling - see below

Quantity Discount - see below
Please Make Checks Payable to IITRI/RAC Order Total

Ordering: Fax , (315) 337-9932 or mail to Reliability Analysis Center,
NameP.O. Box 4700, Rome, NY, 13440-8200. Prepayment is preferred.

Credit cards (VISA, AMEX, MSTR) are accepted for purchases of $25 and up. All
Non-U.S. orders must be accompanied by a check drawn on a US bank.

Dion Priority handling: add $15.00 per book to receive non-U.S. orders by Air

Address Mail; add $3-00 per book (U.S.) for First Class.

c_ __Quantity discounts are available for 10+ copies; call or write Gina Nash at
800-526-4802 or 315-339-7047.

State ZAP Military agencies: Blanket Purchase Agreement, DD Form 1155, may be
Coury used for ordering RAC products and services. Indicate the maximum amount

authorized and cutoff date and specify products and services to be provided.
Photne Ext Identify vendor as liT Research Institute/Reliability Analysis

Center.



RA C Product Order FormI
RELIABILITY HANDBOOKS U.S.Non-U.S. Oty Item Total

- RMT-91 Reliability and Maintainability Software Tools 1991 50.00 60.00 ____

TOOLKIT RADC Reliability Engineer's ToolKit 1.0 20
-RDSC-1 Reliability Sourcebook 25.00 35.00
MFAT 1 Microelectronics Failure Analysis Techniques - A Procedural Guide 140.00 18000
MFAT-2 GaAs Characterization and Failure Analysis Techniques - A Procedural Guide 100.00 130.00
M`FAT 1&-2- Combined set of MFAT- 1 and MFAT-22000 3.0
17TA - Fault Tree Analysis Application Guide 80_00_90.00
N PS-I Analysis Techniques for Mechanical Reliability _________70.00_

PRIM 92 A Primer for DoD Reliability, Maintainability and Safety Standards 120.00 140.001____

RELIABILITY DA TA
NPRD-91 Nonelectronic Parts Reliability Data - 1991 (includes discrete electronic parts) 150.000 170.00
NPRD-91P Nonelectronic Parts Reliability Data - 1991 (IBM PC database) 400.00 440ý00 ___ _____

DSR-4 Discrete Semiconductor Device Reliability - 1988 100.00 120.00 _____

FMVD-41 Failure Mode Distribution Critical Technology Review Assessment 100.00 120.00 _____

NONOP -1 Nonoperating Reliability Data - 1987 150.00 160.00 ___ _____

MDR-22Microcircuit Screening Analysis - 1987 125.00 135.00 _____

VZAP-90- - -Electrostatic Discharge Susceptibilit Data 150.00 160.00 _____

VZAP-90P VZAP-90 Data on diskette (IBM PC database) 350.00 38000
VZAP-90C Complete VZAP package including VZAP-90 publication and VZAP-90P 450.00 480.00 _____

MDR-21 Trend Analysis Databook - 1985 100ý00 110.00 _ _______

STATE-OF-THE-ART REPORTS AND SOFTWARE____
SO-AR-2 Practical Statistical Analysis for the Reliability Engineer 40.00 50.00
SOAR-3 IC Quality Gradesý Impact on System Reliability and Life Cycle Cost 50.00 60.00 _____

SOAR-4 Confidence Bounds for System Reliability 50.00 60.00 _____

SOAR-5 Surface Mount Technology i A Reliability Review 60.00 70.001_____
SOAR-6 ESD Control in the Manufacturing Environment 60.00 70.00 ____ _____

SdAR-7 A Guide for Implementing Total Quality Management 75.00 85.00 ____ _____

OR-TA-PEM Plastic Microcircuit Packages: A Technology Review 50.00 60.00 ___ _____

CRTA-QML Qualified Manufacturer's List: New Device Mfg. and Procurement Technique 50.00 60.00 ___ _____

dRTfA-Ga]As_ sesmn of GaAs Device Quality and Reliability 50.00 60.00 ________

tCR 'rA T ES T- TestabilityDesign andAssessmentTools 50.00 600WOO ________

VPIE-D - _VHSIC Reliability Prediction Software 150.00 160.00 ___ _____

RAC NRPS Nonoperating Reliability Prediction Software (Includes NQNOP-1) 1400.00 1450.00 ___ _____

RELIABILITY INDICES AND PROCEEDINGS___
TR -2 - -- Search and Retrieval Index to IRPS Proceedings - 1968 to 1978 24.00 34.00 ____

TRS- 2A Search and Retrieval Index to IRPS Proceedings - 1979 to 1984 24.00 34' 00 ____

TRS-3A EQS/ESDTechnologyAbstracts_-_1982 36ý00 4600 ___ _____

TRS-4 earchand Retrieval Index to EQS/ESD Proceedings - 1979 to 1984 3600 46.00 ______

TRS-5 Search and Retrieval Index to ISTFA Proceedings - 1978 to 1985 36.00 46.00 ________

MIL-HDBK 338 MIL-HDBK-33& Subject Index 25.00 30 1________

dm-L-1 -QML Workshop Proceedings 25.01 50 _____

ADDITIONAL RAC PRODUCTS_______
FO ~RAC Quarterly (Subscription for four issues/one year) 30.00 35.001____ _____

PNRAC Newsletter 0.00 0.001_____
-SG - RAC Services Guide 0ý00 0 .0 0L ___

Priority Handling - see below

Pleae M ke C e~k PayTRQuantity Discount - see below
Plese Mae heksPaable to I/TRI/RA C OrderToa

NaneOrdering: Fax to (315) 337-9932 or mail to Reliability Analysis Center,
Name P.O. Box 4700, Rome, NY, 13440-8200 Prepayment is preferred.

Credit cards (VISA, AMEX, MSTR) are accepted for purchases of $25 and up. All
cor"TanyNon-U.S. orders must be accompanied by a check drawn on a US bank.

Division Priority handling: add $15 00 per book to receive non-U S. orders by Air

Add~ress _______________________ Mail; add $3 00 per book (U S.) for First Class

cny __________________________________ uantity discounts are available for 10- copies, call or write Gina Nash at
city 800-526-4802 or 315-339-7047.

State ____________ P Military agencies: Blanket Purchase Agreement, DD Form 1155. may be

Country________________________ used for ordering RAC products and services Indicate the maximum amount
authorized and cutoff date and specify products and services to be provided

Phone ____________Ext __________ Identify vendor as lIT Research Institute/RelIability Analysis
Center.


